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CHAPTER I. 

ELECTRICITY, 



WHAT is electricity? This is a question that is frequently- 
asked, but has not yet been satisfactorily answered. 
It is a force, subject to control under well known laws. 
Steam is also a force — that is, it is capable of doing work 
when rightly applied, and in connection with machines 
designed to use it. It does not matter, seriously, to us 
what electricity is, so long as we can produce it and com- 
pel it to do work. Practical results are what we are after. 

We will try to explain how electricity is produced, and 
how it is used in some of the electrical machines that are 
now in use in nearly all parts of the world. 

Engineers in charge of machinery, naturally want to 
understand the construction of the different machines and 
the principles of their working — ^the " how? " and " why? " 
Having this knowledge, success depends upon watching 
and doing, or, more simply: ** Know how " and " Do it." 

We know of several ways by which we can produce 
electricity, and we are familiar with a few ways in which 
we can make use of it. In these articles we will investi- 
gate electric-light machinery more particularly, endeavoring 
to explain the construction of the different parts, their 
uses, why they act so and so, how to keep them in con- 
dition to produce best results, how to renew worn-out 
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part.s, how to repair breaks, ami get an understanding of 
what electricians mean by some of the words and terms 
of which they make such frecjuent use. 

In trying to explain these things, as I understand 
them, I will make comparisons, as lar as possible, with 
things we are more familiar with as engineers — for it must 
be remembered that I am writing for engineers. 

In the use of electricity to supply light, as in the arc 
and incandescent systems, different (jualities are required, 
and in the transmission of power by the use of motors 
still other qualities are sometimes called for, which I will 
try to explain as I go along in a manner that, I think, you 
can understand. 

The electric current is a How of — something, along the 
wire. There are reasons for believing that there are two 
kinds of electricity — positive and negative — which are 
usually represented l>y -j- for positive and — for negative. 
These signs are found quite useful on diagrams, a number 
of which will be found in this book. 

+ AND — 

The direction in which a current flows is said to be 
always positive, and when work is done on the line the 
current is said to enter the work as positive (4), and 
leaves as negative ( — ), or on the negative side. Now, as 
this is always found to be the case, you will the bettor un- 
derstand what is meant by positive (-f ), and negative 
( — ) by considering them as a diff'erence of pressure, as 
they differ only in that respect, although the direction in 
which the current flows makes, many times, a very great 
difference in the results obtained. 

Imagine the steam in the boiler and steam-pipes as 
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being -f , and the steam after it has passed through the 
engine as being — , for as it has done work and thereby 
lost some of its pressure it is negative to the steam of 
higher pressure. 

As it is impossible to generate a current of negative 
( — ) electricity of a higher pressure than the positive (+) 
current, it follows that + and — mean but a difference of 
pressure always flowing from + to — . 

It is said that + electricity attracts — electricity, and 
that — attracts +, and 4- repels 4- and — repels — . 

CONDUCTORS. 

A conductor is any substance that will allow the 
electric current to flow freely through it. Most of the 
metals are good conductors, silver and copper being the 
best. Copper costs less than silver and is almost as good, 
so copper is most generally used. All of the lines (wires) 
carrying the electricity are called the conductors; thus 
you will understand that anything that allows tlie free 
passage of electricity is a conductor, and anything that 
prevents the passage of electricity is a non-conductor. In 
the use of electricity it is just as important to have good 
non-conductors as it is to have good conductors. 

The earth (ground) is a good conductor, and there is 
where a great deal of " trouble '' comes from, by the wires 
making contact with (touching) some substance that will 
conduct the current (flow of electricity) to the earth. 
Water is a conductor, and if the wires are wet, and their 
supports also, and there are any conducting substances that 
will allow the passage of current to the earth, then a 
ground is formed, and a second leak to earth will certainly 
produce trouble, and in some cases burn out the armature 
of a dynamo, and cause other troubles. 
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All substances will allow of the passage of some elec- 
tricity, but as there are substances that offer a very strong 
resistance to its passage they are generally called insulators, 
or simply non-conductors. 

Some of the best conductors are: 

1. Silver, 8. Lead, 

2. Copper, 9. Mercury (quicksilver), 

3. Grold, 10. Charcoal, coke, plum- 

4. Zinc, bago, 

5. Platinum, 11. Acids, 

•6. Iron, 12. Salt water, 

7. Tin, 13. Water. 

Silver is about six times as good a conductor as iron. 
That is, if you take a silver wire and an iron wire of the 
same size and length, and pass a current of electricity 
through them, it will pass through the silver six times as 
easy as it will through the iron; or, it would be necessary 
to use an iron wire six times as large as the silver one to 
carry the same current with the same loss. 

Lead will conduct only about one-eleventh as well as 
silver. Mercury (quicksilver) has about fifty times the 
Tesistance of silver, and yet is often used as a conductor. 

In the list of conductors given above you will notice 
that charcoal is classed as a conductor. 

Some substances used for insulating purposes may be 
charred (carbonized) by heat, and then are conductors. 
Other explanations of this will be given further on. 

NON-CONDUCTORS OR INSULATORS. 

By non-conductors or insulators electricians mean any 
substance that will prevent the passage of the electric 
"Current. As engineers make use of a non-conducting cov- 
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ering for their steam pipes and boilers to prevent the 
radiation of heat, so electricians use non-cogducting cov- 
erings for the wires carrying the current to prevent leakage 
or escape of the electricity. The substance generally used 
on the wires of dynamos, lamps, regulators, and in most 
places where the wire is not exposed in a way that the 
covering can be rubbed off, is usually cotton or silk; and 
then to prevent the covering from absorbing moisture from 
the air, or in any other way, it is coated with paraffine^ 
paint, varnish, shellac or asphaltum. These materials are 
most frequently used, and answer the purpose very well, 
for they are good insulators and do not readily absorb 
moisture. 

Generally speaking, the best non-conductors of heat 
are the best non-conductors of electricity. The "air 
space " being, I believe, the best non-conductor of heat, 
so it is the best non-conductor of electricity, providing that 
the air be dry, for moisture, whether it be in air or paper or 
asbestos or any other substance, is a conductor of elec- 
tricity to a certain extent. 

Some of the best insulators are : 



1. 


Dry air, 


9. 


Glass, 


2. 


Mica, sometimes called 


10. 


Silk, 




isinglass, 


11. 


Asbestos, 


3. 


ParaflBne, 


12. 


Woolen cloth. 


4. 


Hard rubber. 


13. 


Cotton fibre or cloth, 


5. 


Shellac, 


14. 


Dry paper, cardboard, 


6. 


India rubber, 


15. 


Porcelain, 


7. 


Gutta percha. 


16. 


Dry wood. 


8. 


Sulphur, 


17. 


Oils. 



When a wire of small resistance and an insulator of 
high resistance are used upon a circuit the best results are 
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obtained, for the less the resistance of the wire the easier 
the current 4s transmitted, and* the higher the resistance 
of the insulator the less the loss of current by leakage and 
the less the waste of energy in transmission. 

One of the most important points in keeping up elec- 
tric machines and circuits is, be sure of your insulation. 
This can be done by the use of good non-conductors that 
will not be affected by surrounding circumstances, but this 
is something that is very hard to determine until time has 
demonstrated just what those surroundings are. 

In many places there are gases that will attack the in- 
sulating substances and ruin their non-conducting prop- 
erties, thus allowing the current to leak away until there 
not being sufficient to do the work, bad results follow and 
the system is condemned for a fault of insulation. 

In packing houses there is nearly always trouble, 
because the steam, always present, has destroyed most 
insulations after it has acted upon them for a time. The 
use of bare wire in such places has not been a success 
usually, for the moisture has covered the supports and then 
dust has gathered until in many places leaks have formed 
to such an extent that the energy wasted was sufficient to 
impair the working of the whole system. 

Some underground lines have been exposed to gases, 
eoming from the earth, that have destroyed the insulation 
to such an extent that the whole of such circuits have 
been abandoned and other insulating substance tried in 
their j^laces. 

The subject of insulation is one that can not be too 
closely looked after in an electric plant, for you under- 
stand that it requires electric power to do work, and no 
matter in what shape that work may be, whether motors, 
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arc lamps or incandescent lamps, it requires horse-power 
or foot-pounds to do it, and any leakage means that much 
loss. An arc lamp, for instance, requires just so much 
electricity to give good results, and the loss of even a small 
portion of that amount causes the lamp to bum badly. 

You may accept it as a fact that the mechanical part of 
the lamps and dynamos are all right, and if dynamos and 
lamps are kept dean so that they will work free, and there 
is no accumulation of oil and dirt to form a conducting 
substance for the passage of the current, then everything 
will work well if your circuits are well insulated. 

ELECTRO-MOTIVE FORCE — VOLTS. 

By electro-motive force electricians mean about the 
same as engineers mean by pressure. Electro-motive force 
is usually written e. m. f , and the unit of pressure is 
called the volt.* Engineers speak of so many pounds 
pressure and electricians speak of so many volts e. m. f. 
They mean about the same quality, for it is the electro- 
motive force that pushes the current through the wires, so 
it is the pounds pressure that pushes the steam through 
the pipes and does the work. A high e. m. f. is required 
where the current is to be carried a great distance, or 
where it passes successively through different apparatus, 
as in most arc lighting systems, for there it passes first 
through one lamp, then into and through another, and so 
on around the circuit till it returns to the generator. By 
generator is meant the machine that produces the current. 
In passing through each lamp a certain portion of this 

♦The practical unit of e. m. f. or potential is called the volt, in honor 
of Volta. and is equal to 100,000,000 or 10» absolute or C. G. S. units of 
Potential. 
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e. m. f. is absorbetl, just a.s in doing work with steam a cer-. 
tain amount of power is lost for each portion of work 
done, by friction, condensation, leaks, etc. 

Potential is a word that is often used to express the 
same idea as e. m. f., but its meaning is quite different, as 
I will try to explain. 

If you are working an engine at 100 pounds pressure 
and have a back pressure of five pounds, you would then 
have but ninety-five pounds efiective pressure. So if you 
were using a current of 100 volts e. m. f. and five volts 
were lost in overcoming resistance, you would have a 
potential of ninety-five volts. Whenever work is done by 
steam machinery a certain amount of pressure is lost by 
condensation, doing work, or by overcoming friction, and 
this loss may be considered as a loss of potential, for in 
the use of electricity any loss in pressure (volts) that may 
occur from doing work or overcoming resistance is called a 
loss of potential (effective pressure.) In an arc lamp, for 
instance, the loss of potential (pressure) may be forty-five 
volts — that is, there has been that many volts or so much 
energy absorbed or used up in doing the work in the lamp, 
and as energy can not be lost, in this case it is transformed 
into heat, and the greater part of that heat is utilized in 
the form of light. 

Now you may understand that electro-motive force 
(e. m. f.) means pressure, force, energy; and that potential 
is understood to mean the capacity to do work, or the 
effective pressure. 

The subject of high e. m. f. against low e. m. f. will 
admit of a few words of comparison here. High e. m. f. 
like high pressure of steam is the more economical in 
many ways. When used at a great distance from the 
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generators (boilers) the loss is much less under the same 
conditions. The conductors having a given resistance in 
a given distance the loss is much less in proportion with 
high e. m. f. than with low. Steam in pipes will lose a 
portion of its energy when carried long distances, and you 
generally increase the pressure instead of putting in larger 
pipes. Increasing the pressure on boilers always means 
more danger, even if you know that the boilers will stand 
it, for if anything does happen the consequences are more 
serious with high than with low pressures. And yet with 
this knowledge mechanical engineers are continually con- 
triving to increase the pressures in steam machinery. 

In electricity when high e. m. f. is spoken of you will 
generally hear some say that high e. m. f. means death to 
any one who gets a shock. Possibly this may be so, but it 
is the same in the boiler room or anywhere where steam is 
under high pressure; but as steam can be used to better 
advantage and more economically under high pressures' 
engineers continue to use it, and are trying to increase the 
pressure. 

In electricity with high e. m. f. the same difficulties 
are met as in high pressure steam — the uncertainty of 
keeping it where you want it, for what is a practical 
insulator for low electro-motive force is a very good conductor 
when higher e. m. /. is used. The electricity that will jump 
from a belt several inches through dry air is of very high 
e. m. f., but is so small in quantity as to be measured with 
great difficulty. Lightning is electricity of exceedingly 
high potential — so high, in fact, that I have never heard 
of any one measuring it. 

The glass insulators that the lightning rod man of 
olden times put on the rods to keep the lightning from 
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jumping off was all right as far as he knew; but you take 
cme of those same glass insulators and hold it near a belt 
that is producing a current and see if the electricity will 
not jump as far to that as it will to your fingers, and that 
current from the belt is quite weak compared with 
lightning. 

It is the force, the tension, the e. m. f., the potential of 
electricity more than the quantity that usually does the 
mischief But that may be easily understood by remem- 
bering that what is an insulator for low e. m. f. may be a 
good conductor for high tensions. 

RESISTANCE. — OHMS. 

That principle which engineers call friction, is just 
what electricians mean by Resistance. In steam engineer- 
ing we have no unit of friction and can only measure the 
amount by the force required to overcome it and speak of 
it as so many pounds— but in electricity we measure the 
resistance (friction) by Ohms.* 

I think it would not do any particular good for me to 
try to explain to you just what an ohm is, for to get down 
to the fine part of it, it amounts to just about the same as 
when friction is understood, and electricians say that it 
takes a volt to force an ampere of current through an ohm 
of resistance. 

An engineer will speak of friction by saying it takes a 
certain amount of pressure to overcome the friction. 

Just consider that resistance and friction mean about 
the same thing and you will be near enough to it for all 
practical purposes. 

♦Ohm, the practical unit of resistance, so called in honor of Dr. Ohm. 
The Ohm is equal to 1,000,000,000 (10») absolute, or C. G. S. units of resist- 
ance. The standard Ohm is a column of mercury 1 sq. millimeter in 
section and 106 cm. in len^rth at a temperature of 0* C. 
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In mechanics it is nsually desirable to do away with as 
much useless friction as possible, so in the use of electricity 
it is also desirable to avoid resistance except in such cases 
as it can be made useful, and they are many in electric 
lighting. 

In the incandescent lamp the little hair-like filament 
has a high resistance, and the energy required to overcome 
that resistance is transformed into heat and the filament 
becomes white hot and in that way produces the light. It 
is resistance that we depend on for the regulation of 
current, in most dynamos, and in the arc lamp again 
resistance is the element that is used to produce a steady 
light. 

The utility of resistance will be more fully explained 
when describing some of the different dynamos, lamps 
and regulators. 

AMPERES.* 

To fully understand what is meant by amperes we will 
■compare it with the flow of water and call the gallons per 
minute the amperes. In speaking of the amount of steam 
used in a given length of time we usually say a certain 
number of cubic feet; but as this is not easily understood 
unless other data are given, we will try to understand the 
meaning of amperes by comparing it with the flow of 
water, as water is not so compressible under variations of 
pressure. 

If we have a flow of twenty gallons of water per minute 
under a pressure of fifty pounds; and we increase the 
pressure to one hundred pounds we will have a flow of 

♦The Ampere is the practical unit of current strengrth, and is equal to 
1-10 or 10-1 of the absolute or C. G. S. unit of strength. A current of one 
volt potential will carry one Ampere through one Ohm. 
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forty gallons. So in electricity fifty volts and twenty 
amperes, one hundred volts and forty amperes, under 
similar conditions. Ampere, you understand, means 
quantity; but we can not put the electricity into a measure 
and measure it as we can water but the amperes are 
measured by the work they do, and like water the amperes 
do not grow less by doing work, but like water again the 
pressure or e. m. f. is what grows less in proportion to the 
amount of work done. 

Having explained, as as well I can, without taking too 
much space, the meaning of some of the more important 
words that are required in describing this peculiar subject 
of electricity, I will endeavor to make plain the principles 
and action of electric light machinery. 



CHAPTER II. 

DYNAMOS. 

There are various styles of dynamos but they ^re all 
built upon similar principles. The main parts of a 
dynamo are shown in Fig. 1, (page 23) where A shows 
the magnet core, usually made of wrought iron, and cast 
into the pole pieces B B, Around the core, A^ are wound 
the field coils, as shown at C, 

The field coil is copper wire, generally insulated with 
soft cotton thread and double wound, that is, there are two 
layers of the thread wound on, which more efifectually 
insulates each turn of the wire, fi-om those nearest to it. 
The pole-pieces B B are most fi-equently made of cast iron, 
though wrought iron would be better, but owing to the 
cost of working the wrought iron into the required shape 
it has been found more economical to use cast iron and 
nearly as great efficiency is obtained by making the cast 
iron pole pieces about two-thirds larger than would be 
required if wrought iron had been used. The space 
marked F between the polo-pieces, where the armature is 
placed, is the magnetic field, so-called, because it is there 
that the lines of magnetic force cross from one pole to the 
other, as from A^ to & The yoke /> is necessary to com- 
plete the magnetic circle from N through the core A, the 
yoke D through the core of the coil C to 5, and when the 
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armature is in its place (F, Fig. 1) through that to N 
again. This is practically an electro-magnet of the horse- 
shoe form with the wire wound on near the poles. 

We can make an experiment to demonstrate the prin- 
ciples of an electro-magnet. I^et us take a piece of iron, 
a bolt, for instance, and wrap a number of turns of insu- 
lated wire around it leaving both ends of the wire free and 
leaving the ends of the bolt uncovered for half an inch or 
so; it doesn't matter, for our experiment, whether we leave 
any uncovered or leave nearly an inch without wire around 
it. We now connect each end of the wire to the binding 
posts of a two-cell battery, causing the current to pass 
through the wire. We now touch either end of the bolt 
with a piece of iron or steel and we find that they stick 
together, showing that the bolt has become a magnet, and 
will attract iron or steel. We find that when the piece of 
iron nearly touches the bolt, that it is drawn with con- 
siderable force toward the bolt and we find this to bye the 
case at either end of the bolt. Now let us disconnect one 
end of the wire from the battery, and try the piece of iron 
on the bolt again. We find that it does not stick, and we 
conclude that it has lost its magnetism. Let us try it 
again, and we will hold one end of the wire in our hand 
so that we can touch the binding post of the battery with 
it, and hold the piece of iron near the bolt, about one- 
eighth of an inch away, and when we complete the circuit 
by touching the wire to the binding post we find that at 
the same instant the iron is drawn to the bolt. Break the 
circuit by taking the wire away and the iron is released. 
By making and breaking the circuit quite rapidly we find 
that the bolt is magnetized and demagnetized just as 
rapidly. 
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Connect the wire to the binding post again, now get a 
few nails and hang one on each end of the bolt; we find 
that they are held suspended and can be shaken around 
considerably without falling off. We touch another nail 




Fig. J. 
to the free end of each nail so suspended and find that 
it also sticks. 

This shows that-a large part of the magnetism is trans- 
mitted through the first nail and we will find that the 
second nail has also become magnetic. 
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If we had a greater number of turns of wire on the 
bolt or more battery cells connected to the wire we should 
find that the magnetism of the bolt would be increased, 
and a greater number of nails might be suspended end to 
end from the bolt. In winding the wire on the bolt it 
should be wound as close as possible, and it would not be 
of any benefit to wind on a greater thickness of wire than 
the thickness of the bolt — that is, if the bolt is one-half 
inch in diameter, it is of no benefit to make the whole 
diameter of wire and bolt more than one and one-half 
inches in diameter, for with this amount of medium sized 
wire you will get the strongest magnetism to be obtained 
without increasing your current ])y adding more cells to 
the battery. 

Let us take our electro-magnet (the bolt wound with 
insulated wire) and bend it into shape like a horseshoe to 
bring the ends nearer together, and by now passing the 
current through the wire we will find that the total mag- 
netic strength of both ends has been increased and the 
magnet will hold a greater weight. This is explained by 
reason of the poles being brought nearer together; there 
is less loss of the magnetic lines of force. You have 
noticed that whenever the current is broken the iron 
immediately loses all its magnetism. 

This will be true only when the iron is very soft, for if 
the iron has been cold rolled, crystalized or otherwise 
hardened it will retain a portion of the magnetism, and if 
a piece of tempered steel — a file or cold chisel — be used 
in the experiment it will be found to have been perma- 
nently magnetized. That is, it has been found that if a 
piece of steel be once magnetized it will retain a portion 
of the magnetism for many days, and if a piece of hardened 
steel be used, the magnetism will remain for years. 
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But to keep a permanent magnet in best condition it is 
necessary to connect the two poles together with a piece of 
soft iron called the armature or keeper. This allows of a free 
passage of the lines of force from one pole to the other 
through a good conductor of magnetism thus preserving 
the full strength of the magnet. It is said that when 
the poles of a permanent magnet are connected with a soft 
iron armature in this way that the strength of the magnet 
is increased considerably in course of time. 

Now if we take two permanent magnets, such as can be 
bought in almost any hardware store, and place their ends 
together, we will find that they sometimes stick together 
and at other times will not show any magnetic attraction. 

By examining the poles of each we will find on one leg, 
near the end, a mark across that leg. We will find a 
similar mark on one leg of the other magnet. Now, if we 
place the marked legs so that they touch, we will find no 
signs of any tendency to stick — or, as we should say — they 
do not attract each other. 

But if we place an unmarked end in contact with the 
marked end of the other magnet we will find that there is 
a strong attraction between the two, sufficient to almost, 
or quite, hold one magnet suspended, as the nails were 
held in a former experiment. By trying the ends of both 
magnets a few times we find that when a marked end and 
an unmarked are brought together they always attract; 
but when two marked or two unmarked ends are placed in 
contact, there is no attraction between them. These two 
poles are distinguished by the names of " north " and 
"south" polarity, and the differences we find in the poles 
of these magnets bears a close resemblance to the differ- 
ences we find between positive and negative electricity. As 
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we have seen that there are seemingly two kinds of elec- 
tricity possessing an attraction for each other and a repul- 
sion for that of the same kind, so we will find the magnet 
poles not only refuse to attract like poles, but there is 
positively a repulsion between the poles of like nature. 
Let us take a horseshoe shaped magnet and a few needles 
and demonstrate this point. Lay a needle so that you can 
rub one pole of a magnet along its length, from the center 
to the end. You will find by touching it to another 
needle that it has become magnetized and attracts the 
other needle. By trying the other end you will find that 
end is also magnetized and yet it has not touched the 
magnet. It is impossible to produce magnetism or elec- 
tricity of one polarity or kind without producing an equal 
amount of the opposite polarity or kind. Now with your 
needles, magnetize a second one the same as you did the 
first. One end of each will attract one end of the other, 
but will repulse the opposite end. To show this repulsion, 
fasten each needle to a small piece of cork, only large 
enough to float the needle and put them in a basin of 
water. Bring the ends of the needles close together — first 
one end and then the other, and note the actions of each, 
and afl;er a few trials you will understand the attraction 
and repulsion of magnetism better, I think, than I could 
explain to you by writing several pages on the subject. 

Magnetism plays a very important part in electric 
lighting, and the better we understand its properties the 
easier we find it to understand many of the actions of 
dynamos, arc lamps, some regulators and some meters. 

While we find there are many substances that will 
practically insulate electricity, an insulator for magnetism 
has not yet been discovered. 
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' *A few experiments with a magnet and a compass will 
be of interest and greatly assist in a better understanding of 
many points about electric light machinery. A small 
compass, such as will cost anywhere from twenty-five cents 
up, will be useful. The compass is a round brass box, 
usually with a pin point projecting through the bottom to 
the inside. Suspended on this point is a thin piece of 
steel which has a small brass cup at its center. This cup 
is hollowed from its under side and is placed over the end 
of the pin. This balances the little steel bar, and as the 
steel has been magnetized one end of»the bar will point 
north and the other end south. There is always some 
mark by which the north end of the bar may be easily 
determined, but when you are using a compass around 
electric light machines, don't place too much dependence 
on the mark for the polarity is liable to become changed if 
carried too near a dynamo, unless the needle is free to 
swing on its center and this is only possible when the box 
is held nearly level. With your magnet and the compass 
you can demonstrate many of the laws of magnetic polarity. 

Place the compass in a level position. Bring the poles 
of the magnet near it. One end of the compass needle is 
attracted toward the magnet. Turn the magnet just fer 
enough to bring the other leg nearest to the compass. 
How suddenly the needle changes ends. This is because 
the needle having been magnetized is polarized; that is, in 
this connection, one end will point toward the north pole 
of the earth, and the other end will point toward the south 
'pole of the earth. 

The effect of magnetism on steel, and why there are 
always two poles and why they attract each other, and 
several other points about the subject are not fully under- 
stood at the present time. 



28 DynamoB. 

Now lay your magnet alongside of the compass, and 
you 8ee that one end of the needle points straight toward 
the magnet. Turn the magnet over and the other end of 
the needle swings around. Move the magnet tan enough 
from the compass so that the needle will swing only half 
way to the magnet. Be sure to have the magnet at the 
side of the needle as it stands when the magnet is not near 
enough to influence it. Now as the needle swings about 
half way to the magnet, anything that you may bring 
between the compass and the magnet that will stop any of 
the magnetic lines ^f force, will cause the needle to drop 
back. Glass is a good electric insulator; place a piece of 
that between them — the needle maintains its position. 
Try wood, pasteboard, copper, brass, zinc, anything you 
can find, and the result is the same — there is no deflection 
of the needle. You try a piece of tin or sheet iron — sheet 
tin is iron tinned over — and there you find something that 
appears to stop some of the magnetic lines. Try the tin 
or sheet iron in all positions, and you will be astonished, 
for sometimes the tin or iron appears to intercept 
some of the lines of magnetism, and at other times it 
appears to increase the number of lines. Lay the sheet 
down, and try the compass around it. You will find that it 
is polarized and you will probably notice that the opposite 
sides or ends of the sheet have the same polarity, and that 
the other sides have the other polarity. 

Then try your compass on other pieces of iron around 
the place. Iron columns, braces, engines, shafting, fireing 
tools, oil tanks, kerosene cans, stoves, stove pipes, every- 
thing that is made of iron, or sheets of tin, and that remain 
in one position for a great length of time, are all polarized 
to a greater or less extent. Try the compass around the 
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dynamos and lamps to find the different polarities and the 
information you will get will be interesting and profitable, 
and will greatly assist you in locating troubles when they 
occur and give you a better understanding of the machines 
than you could get by waiting for some one to tell you 
about it. 

Electricity, we have seen, will produce magnetism in 
iron or steel. So will magnetism produce electricity. In 
the dynamo we have electro-magnets producing magnetism 
excited by a current of electricity passing through the 
insulated wire around the core of the magnets, and this 
current is produced by the magnetism of the magnets. In 
our experiment with the bolt we found that the magnetic 
effect was gone just as soon as we broke the circuit, but if 
we had tested it in a way by which we could have detected 
a very small amount of magnetism, we should have found 
that there was some magnetism still in the iron, for when 
a piece of iron has once been magnetized a small amount 
of the magnetism will always remain. 

Iron and steel are the only metals that have magnetio 
qualities to any great extent. Nickle has similar prop- 
erties, but not to such a degree. 

There are several other metals that possess magnetic 
properties to a very slight extent. 



CHAPTER III. 

ARMATIUKS. 

Fig. 2 Bhows one type of armature for a dynamo. 
There are many differentstyles of armatures but all possess 
the same qualities in common. The style of armature 
shown in the cut can be best understood by taking it to 
pieces and we will suppose that we are going to do so. 




We will place it in a position where we can get at it 
handily and turn it around on its bearings. A close 
examination of it, as it lies, shows a shaft, and we presume 
that the shaft runs clear through from end to end, for we 
find that both ends are of the same size and of the same 
kind of metal. 

Next we find, at the left, an iron collar fitting quite 
closely to the ends of some copper strips which appear to 
be separated from each other by a substance of a different 
nature. 
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We will take this collar off. It is screwed on. (Some 
are fastened by screws.) A spanner wrench loosens it, and 
it comes off the hub quite easily. We find it threaded with 
a portion of its length inside tapered on an angle of about 
60^ and as we find the ends of the copper strips tapered to 
the same angle, but on the outsides, we conclude that the 
collar was intended to hold the strips down to their place, 
as well as against a shoulder that we may expect to find at 
the other end of the strips. We find a ring of a leathery 
appearance on the ends of the strips where the collar came 
off. On examination we find this ring to be about one- 
fourth of an inch thick, and the material we will probably 
find is vulcanized fibre. 

Vulcanized fibre is made of paper, similar to paste- 
board; some substances mixed with it allow it to be vul- 
canized which makes it tough like leather and hard like 
gutta-percha and as it does not readily absorb moisture 
and having a very high electrical resistance, makes it an 
excellent insulator. The most serious defect it has as an 
insulator is, that when it is heated very hot it becomes 
brittle and loses its insulating qualities. Mica is often 
used as an insulation in this place. 

We will screw the collar loosely back in its place again 
until we investigate further. At the other end of these 
copper strips beyond the bend and where the end of the 
strips come near the outside of the armature, we find 
screws holding a copper wire to the strips. Remove one 
of these screws and we find that the wire becomes sep- 
arated from the strips as it was merely laid on and held by 
the screw. On some armatures the wires are soldered to 
the strips We will remove all of the screws that hold 
wires to the strips and we can then take all that portion. 
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from the wire to the nut, off the shaft. To remove this 
portion, which is called the commiUatory we will require 
two bolts about nine inches long and of a size that fits 
into two little holes in the hub, near the shaft. We will 
need a piece of flat bar iron with three holes in for a yoke 
to put over the end of the shaft with a set screw through 
the centre hole. The bolts are put through the other 
holes in the yoke and screwed into the hub. Now, by 
screwing on the set screw, we start the commutator off the 
shaft. 

Investigation shows us a collar at the other end, but as 
we see no way of unscrewing it, we conclude that it is 
solid there. We will remove the nut again, and by trying 
one of the strips, or segments, as they are called, we find 
that it can be easily removed. The shape of these segments 
is shown, side and end view, in Fig. 3. Between the seg- 
ments we find vulcanized fibre or mica insulation. Good 
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Fig. 3. 

insulation is quite as important here as in any other part 
of the machine, although the difference of potential 
between adjacent segments is not generally very great. 
Separating the copper segments from the iron sleeve is 



Armatures, 33 

more insulation, and at the end where the collar is cut 
under to -fit the ends of the segments, is still more insula- 
tion; so we find that each segment is entirely insulated 
from everything. In replacing the segments and getting 
the commutator together in shape again, we may perhaps 
find some difficulty in getting the segments to lie as 
smoothly as before we removed them, but that is easily 
remedied by placing the commutator in a lathe and taking 
a fine cut off the surface. 

Now that we have examined the commufcitor and have 
an understanding of its construction, we will examine the 
other parts of the armature. We see that it resembles a 
pulley with insulated \vire wound across the face and 
through between the spokes on the inside, forming a com- 
plete covering to the rim. As we find a number of ends 
of the wires at equal distances apart, at the commutator 
end, we infer that the wire is wound on in sections. 
Where we separated the wires from the segments, we find 
there are two ends of wire that are connected to the same 
screw. In some armatures of this kind there is a brass or 
copper clip that holds the ends of the two wires, and this 
clip is fastened to the strip. 

Around the armature we find bands of wire wound on 
and soldered together solidly, but insulated from the wires 
that run lengthwise and that connect with the segments of 
the commutator. These bands serve the purpose of holding 
the wires in their places, preventing them from bulging 
outward. We will cut these bands off*. We find that they 
are brass wire, and after a moment's thought we under- 
stand that iron wire would not answer so well in this 
place, for it would form a conductor for the magnetism, 
carrying some lines of force firom pole to pole without their 
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jmssing through the armature, and that would be detri- 
luentiil to the action of the machine, for it is necessary that 
the annature wires cut the lines of force, that is, the lines 
of magnetism shouhl pass directly through the armature, 
from pole to pole of magnets. Then when the armature 
is turning, the wires cut through the magnetic lines as a 
saw would cut through a board across the grain. As we 
remove the wire from this armature we find that the wire 
is covered with two or three layers of cotton fibre or 
thread, and this is varnished on the outside. This cotton 
is for the purpose of insulating the wires from each other 
and from the iron rim. We remove several turns of wire 
and find another layer of wire underneath. After remov^ 
ing these we find that the iron rim is covered with cloth 
and the cPoth has been varnished with shellac. The rim 
we will find is built of iron bars, riveted to the outside 
and inside of several iron rings, making an openwork iron 
frame armature. This cloth was wound on the rim to 
assist in insulating the wires from the iron, for in winding 
the wires tightly on the iron the wires would be very liable 
to cut through their covering, and, making contact with 
iron, would produce a ground. The first ground on any 
wire carrying an electric current is to be avoided by all 
means, for if you prevent the first one forming you will not 
have a second one to make you trouble. And the second 
ground always does make trouble. In removing the wire we 
find that the inside end of it is brought out and connected 
to the same clip as the outside end of the next wire. We 
also notice that the wire we have removed filled a section 
of the circumference of the armature. We infer from the 
number of ends of wire projecting that the wire is laid on 
in sections, and by counting around we find a number of 
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sections equal to the number of segments in the com- 
mutator. 

Other armatures are built up of iron washers separated 
from each other by paper or other insulating substances. 
This separation is made for the purpose of breaking up 
currents of electricity that have been found to fonu in 
armatures of solid metal, and these currents heat an arma- 
ture very hot because they have no way to escape, but 
their force is expended in heating the metal. The arma- 
tures and poles of some dynamos become very hot from 
this cause. The currents are called Foucault (currents. A 
Frenchman by the name of Foucault first explained the 
cause of heating of armatures and magnets, by showing 
that currents of electricity were produced within the mass 
of the metal when it was rapidly magnetized and demag- 
netized, or when it is subject to sudden and continuous 
changes of polarity, and these being short-circuited within 
►the metal, produced the heat. Foucault suggested a way 
of overcoming this by dividing the metal in the direction 
of its travel in the case of armatures and in the pole-pieces 
by slotting them in the direction of travel of the armature. 

The more thoroughly this principle is carried out in 
construction, the less heating there will be from that eause. 
One builder of dynamos has very nearly doubled the 
capacity of his machines by simply making his armature 
of hoop iron rolled into a ring with each turn insulated 
from the others. 



CHAPTEU IV. 

TIIK CVRRKST — UIKKEHEXT STYLES OF DYNAUOS. 

Ill dynanio-t'lectric machinery the current is the result 
of the following law, discovered hy Faraday in the year 
1830: 




A current ol electricity is induced in a closed con- 
ductor by the approach or withdrawal of a magnet, or any 
change in the intensity of magnetism in a neighborii^ 
magnet. 

Figure 4 will illustrate the idea. A, is a bar magnet 
£, is a coil of wire. G, is a galvanometer. The coil is 
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the conductor which is closed by being connected with 
the galvanometer. The galvanometer is an instrument to 
show when a current is passmg. 

With this arrangement, a current of electricity will be 
produced when the magnet is suddenly pushed into the 
hollow of the spool and will be shown by the swing of the 
needle of the galvanometer. Withdraw the magnet and 
the swing of the needle will show that a current flows 
when the magnet is withdrawn also, but you will notice 
that the needle swings in the opposite direction. This 
fact proves that a current flowing in one direction is pro- 
duced when the magnet is pushed into the coil, and a 
current in the opposite direction is produced when the 
magnet is withdrawn. Another illustration can be made 
by moving the magnet back and forth in the coil so that it 
is at no time wholly withdrawn. This will prove that a 
current can be produced by changes in the magnetic 
intensity, for a magnet is not of the same strength through- 
out its length, but varies from one polarity at one end 
to the opposite polarity at the other end, giving different 
degrees of strength from the ends to near the centre where 
the opposite polarities neutralize each other and no 
magnetism is found outside the iron. 

By regulating the movement of the magnet to the 
swing of the needle sufficient current can be produced so 
tKat it will cause the needle to swing to quite an angle. 
The greater the number of turns of wire on the spool the 
more intense will be the current produced. 

In this experiment, it does not matter particularly 
whether the magnet be introduced into the center of the 
coil or passed along the side, a current will be produced in 
either case; or if the wire is passed across the end of the 
magnet the result is the same. 
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The last conditions more nearly represent the produc- 
tion of current in a dyn[\nio as shown in Fig. 5 where, iV, 
S are the magnet poles and a, a the wires on armature and 
the arrow shows the direction in which the armature 
turns. Here vou will notice that each section of wire 
passes through a magnetic field of different degrees of 
intensity and produces a current of corresponding strength 
at each portion of its travel. It will be noticed that the 
brushes are in position to collect the current just as the 
section is leaving the field. This is the position where we 
find the greatest difference of magnetic potential — ^between 
the pole piece and the neutral line, n, and from there we 
also get the current of greatest intensity. Now this point 
of greatest intensity changes slightly according to the 
degree of magnetization of the field magnets and also 
according to what is called the magnetic lag of the arma- 
ture. The magnetic lag is the resistance offered to the 
sudden change of polarity in the iron of the armature, and 
compels a slight change in the position of the brushes 
with every change of load on the dynamo. 

Some dynamos are so contructed that the position of 
the brushes need not be changed for any variation of load. 
In armatures of the kind already mentioned, the winding 
is practically a continuous wire wound around the arma- 
ture with loops, at equal intervals, brought down to the 
commutator segments, as shown in the accompanying cut 
at C, and explained under Fig. 2. This closed circuit 
winding, as it is called, brings all the sections of wire in 
circuit with the brushes at all times, and as all wires that 
are cutting lines of force are producing some current, it is 
reasonable to suppose that there is a gain in winding an 
armature on the closed circuit plan. The armature wire 
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passing thtough the magnetic field produces a current 
which flows to the commutator segments and ia there col- 
lected by the brushes and from there it goes to the line to 
do the work. 
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EXCITIN(J THE MAGNETS. 

The niagneU* of most dynamos are excited by the 
current pro<luced by the machine itself, which can be done 
in two ways. By putting the magnets in shunt or in 
series with the main line. 

You will remember that when a piece of iron has been 
once magnetized it will always retain a small amount of 
magnetism. Now the pole pieces being slightly magnetic, 
we find, on starting the dynamo and placing the brushes 
in position on the commutator, that there will be a feeble 
current flowing in the circuit. If the ends of the field- 
coils be placed in contact with the brushes, as shown in 
Fig. 6, a portion of the current w^ill pass through the field- 
coils and produce stronger magnetism in the fields and a 
stronger current wull be the result. 

The current in the circuit and the magnetism of the 
fields will both continue to increase until the resistance of 
the field circuit will allow of no greater portion of the 
current to flow in that direction. 

SHUNT WOUND DYNAMOS. 

Dynamos excited in this way are called " shunt wound," 
or shunt d}Tiamos. If the current was taken from one 
brush and led through the field-coils, then to the line or 
outer circuit and back to the other brush (Fig. 5), it would 
produce the same results but would then be a " series " 
dynamo, for the magnets would be " in series " with the 
lamps or other work. 

In a shunt wound dynamo, Fig. 6, only a small portion 
of the current passes through the fields. The magnets are 
wound with small wire and as a consequence of its being 
small it has high resistance. 
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High resistance in the field-coils of a shunt dynamo is 
a necessity, for if the resistance of the field circuit was 
low the greater part of the current produced would pass 
through the fields and that would cause trouble in more 
ways than one. The resistance of the shunt winding is 
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Fig. 6. — Shunt Wound Dynamo. 

80 proportioned that only a small portion of the current 
passes through the fields; but as there are a great many 
turns of wire, each turn adding a certain amount of energy 
to the magnets produces, by the great number of turns 
what is lacking in the small amount of current passing 
through the field coils. 
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A little study on this subject will show that a shunt 
djoiamo is a very good arrangement; for when the resist- 
ance of the external circuit is high — that is, when there 
are a great number of lamps "in series" burning — then 
there will be more current forced through the fields, more 
magnetism in the magnets, more electro-motive force gen- 
erated, more work done, and more power required. When 
some of the lamps are switched out the resistance of the 
lamp circuit falls and less current passes through the 
fields, and consequently the magnetism is lessened and as 
a result the electro-motive force falls; so you see that if 
the wire in the fields was of exactly the required number 
of turns and had just the correct resistance, the 
dynamo would be self-regulating if there were no other 
causes for disturbance, but as there are several disturbing 
causes, it is impossible to make an ordinary shunt wound 
dynamo self-regulating. 

These dynamos are regulated in a very simple manner 
which will be explained under the head of " Regulation " 
where the various methods of dynamo regulation will be 
. clearly explained and fully illustrated by cuts. 

SERIES WOUND DYNAMOS. 

In a series wound dynamo. Fig. 5, you will notice by 
tracing the wire, that all of the current passes through the 
field-coils and the wire is larger than in a shunt dynamo 
for it has a greater amount of current to carry, and as the 
current develops considerable heat the wire must neces- 
sarily be large enough to carry the current without devel- 
oping more heat than the insulation can stand before 
losing its insulating qualities. 

The heating properties of currents and the carrying 
capacity of wires will be spoken of in their proper places. 
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CX>NSTANT CURRENT AND CONSTANT POTENTIAL DYNAMOS. 

The distinguishing feature between constant current 
and constant potential dynamos is, that in the constant 
current dynamo the regulation is arranged in such a 
manner that the current or amperes never rise above or 
fall below a given number, while the e. m. f. is regulated 
according to the changes in the resistance of the circuit. 
Constant potential dynamos are so regulated that the 
potential, or e. m. f. remains the same, as, for example, at 
100 volts while the amperes vary to meet the requirements 
of the work. Constant current is used almost exclusively 
in series lighting, with both arc and incandescent lamps^ 




Fig. 7. — Series System. 
D — Dynamo. X — Lamps. 

Where incandescent lamps are placed in series a con- 
stant current is necessary, for it requires the same amperes 
of current to produce light in one lamp as in a dozen, and 
the same current passes successively through each lamp. 
To explain this more fully, we will take an arc light plant 
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of twenty lamps in series, Fig. 7. Arc lamps of the dif- 
ferent makes require from six and one-half to twenty-three 
amperes of current to produce the required candle power. 
For this explanation we will consider that we have lamps 
requiring ten amperes and fifty volts, so twenty of these 
lamps would require twenty times fifty, or one thousand 
volts, for here, you will understand, the resistance of the 
lamp, when burning at its full candle power, is five ohms, 
and to drive ten amperes through five ohms requires ten 
(amperes) times five (ohms) which is fifty volts, for, as you 
will remember, it was explained before that it required 
volts of e. m. f to force the amperes (current) through the 
ohms (resistance). Now each lamp consuming fifty volts 
(pressure) in doing the work, there is, of course, a " loss of 
potential " of that amount — fifty volts, at each lamp. 
Now if one-half, or ten of these lamps be cut out, one-half 
of the resistance is removed and, of course, only one-half 
of the e. m. f. will be required to force the same amount 
of current (ten amperes) through the remaining lamps. 

In the constant potential systems the lamps are placed 
in multiple arc, as it is called, the lamps being connected 
between the mains, as shown in Fig. 8. Here constant 
pressure or potential is required on the mains, and the 
current changes according to the number of lamps. 

The different makes of incandescent lamps are of dif- 
ferent resistances, requiring different potential and different 
amount of current. 

Generally speaking, we can say that the greater the resist- 
ance of the lamp the less current required but a greater 
potential is necessary. We will take a lamp requiring 75 
volts and one ampere to produce the required candle power, 
and by referring to the diagram. Fig. 8, you will notice that 
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as long as the potential is kept the same between the two 
mains, that an equal amount of current will pass through 
each lamp, if lamps of the same resistance are used. 
Taking 100 lamps' in circuit, the requirement will be 75 
volts and 100 amperes. Cut out 20 lamps and there would 
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Mg. 8. — Parallel or Multiple Arc System. 

be a surplus of current that would give one and a quarter 
amperes to each lamp remaining, if the regulator did not 
reduce the current to the required amount. This regula- 
tion is produced in several different ways in the different 
systems and a clear explanation of each will be given when 
we come to the subject of regulation. 



CHAPTER V. 



I NC A N DESCENT LAMPS. 



The incandescent liini]) as shown in Fig. 9, will iairly 
represent the i)rincii)les of the different makes of incan- 
descent lani]) now in extensive use in this country. The 
Limp consists essentially of the glass bulb a, the carbon 
filament h, and tlie conducting wires c. The glass bulb is 
blown on the end of a glass rod, as shown by dotted lines 
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at G, The filament is made of linen, cotton or silk thread, 
paper, cardboard, bamboo-fibre and several other sub- 
stances, by different manufacturers. The filament is first 
made into the desired shape and size — the horseshoe shape, 
as it is called, being generally preferred, though it is some- 
times given a half spiral twist, or a round turn at the top, 
or a wavy or corrugated form, but generally the plain 
horseshoe form is preferred as it gives as good results as 
any. After the filaments are made to size and shape, they 
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are carbonized by being submitted to a high heat in a fur- 
nace and out of contact toith air. That is they are packed 
in an iron box and covered with a substance that will not 
bum and that will keep the air from coming in contact 
with the filaments; sand, pulverized fire clay and other 
substances are used. The object is to keep out the air, for 
if the air got to the filaments while highly heated they 
would be consumed instead of carbonizing. When the 
box is full the cover is tightly fastened on and the cracks 
luted with fire-clay. The boxes are then put into an oven 
and kept at a high heat — generally a white heat for a number 
of hours or until they are thoroughly carbonized. In 
preparing the substance from which the filaments are 
formed, it is treated by chemicals to break down the 
structure before it is carbonized. This is considered 
necessary, by some. 

Before carbonization the filaments are trimmed down to 
gauge. The less the sectional area the greater the resist- 
ance will be for the same length, and consequently the 
smaller the amount of current required to heat the filament 
to the necessary degree of incandescence to l)ring it to the 
required candle power. 

Platinum wire has been used as a filament for lamps, 
but its cost was considerable and carbon has been found to 
give fully as good, if not better results, so its use has, 
practically, been discontinued for the present. 

It has been considered desirable to make the resistance 
of the filaments very high, but as this is accomplished by 
reducing the sectional area a limit was soon reached below 
which it was impracticable to go on account of the fila- 
ments being too easily broken. After the filaments have 
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bet'U prepareil as described above they are connected to 
the platinuiu wires marked c. 

These platinum wires are passed through a glass tube 
flared at «nie end and the opposite end of the tube sealed 
around them ))y softening the glass and with a pair of 
pliers s<iueezing it tightly together, as at/. Platinum wire 
is used in this place in preference to any other material 
because its expansion and contraction is more nearly the 
same as glass than any other metal. If the expansion and 
contraction of these wires was much different from that of 
the glass, an opening would be made through which air 
would soon work into the globe and that would put an 
end to that lamp, for the carbon filament would immedi- 
ately bum off. 

This joint between the carbon and the wires c, is made 
in different ways by different manufacturers. 

In some lamps the filaments have been made with 
flattened ends and fastened between clamps, formed by the 
end of the wires and held by a screw. 

Another way is to copperplate the ends of the filament 
and solder to the wires. In another lamp the carbon is 
fastened to the wires by a cement especially devised for 
this purpose. Just below where the wires pass through 
the glass a copper wire e is usually soldered on to the 
short platinum wires. This is done as a matter of economy. 
After the filaments are connected to the conducting wires 
they are in most cases placed in a hydro-carbon liquid and 
a current of electricity passed through them that raises 
the filaments to incandescence by which the resistance of 
the filament is equalized throughout its length by carbon, 
from the vapor, being deposited on those parts of the 
filament that become the more highly heated. This pro- 
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cess is technically called " flashing." The filament is next 
placed inside the bulb and the ends of the tube and bulb 
fused together, as shown at cZ. A cap is placed over the 
end, and fastened, with plaster of pans, usually. Various 
ways of connecting the wires to these caps so they may be 
readily connected to the lamp sockets are resorted to and 
each manufacturer seems to have a different way, which 
are all more or less convenient and reliable in practice. 

The lamp is now ready to be "exhausted." The tube 
from which the bulb was blown (shown by dotted lines 
(?,) is now connected to the " vacuum pump " and the air 
exhausted until the desired degree of exhaustion is pro- 
duced. This is determined by irictional or static elec- 
tricity. 

You can test any of your lamps to show the degree of 
vacuum by holding the lamp near a belt that gives off 
electricity. If a plume of purple or bluish colored light 
shows inside the bulb, that bulb is not well exhausted, it 
contains air and the lamp will be short lived. But if 
dazzling white sparks show themselves on the glass and a 
snapping sound is heard at the same time, you may be 
satisfied that that lamp contains a very good vacuum. 
The causes of short life in an incandescent lamp are 
usually considered to be poor vacuum, poor quality of 
filament, though this last does not usually occur in any of 
the lamps of the well known systems. The jar in handling 
sometimes causes a slight fracture in the carbon filament 
that will necessarily result in its burning off at that spot 
in a very short time. 

Running the lamps above their rated candle-power will 
shorten the life most materially if continued even for a 
very short time. Allowing the candle-power to fluctuate 
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Ih also sjM)ken of as a cause for their })uming out. It is, 
at leju<t, very had practice and shows a lack of care or 
interest in the plant. 

If yon k(H*p your circuits free from grounds — and this 
?x an exardimflif ('j<n(*nti(d jMintiu any system of electric lighting 
— an<l keep your brushes and commutators in good order 
you will not he troubled very much by lamps burning out 
before their guaranteed time. 

The author has had charge of plants of different sys- 
tems where lamps })y the dozens could be shown that had 
burned more than twelve hundred hours and a few that 
had given as high as sixteen hundred hours* service. A 
large part of this result is attributed to the strict observ- 
ance of the points mentioned above. 

Incandescent lamps are run on at least four different 
systems. 

IN SERIES. 

Lamps used in series with arc lamps are usually of low 
resistance, generally four and one-half or five ohms and 
requiring nine to ten amperes of current. This kind of 
lamp is designed to take the place of an arc lamp and may 
be placed in any part of the circuit. The carbon in lamps 
of this kind is shorter and much thicker than in lamps 
used in multiple arc. The carbon being shorter and 
thicker reduces the resistance in two ways, for, as you will 
remember, it was mentioned in a former portion of these 
articles that the resistance varied as the length of con- 
ductor. Consequently the shorter the conductor the less 
the resistance. And in another way — the greater the 
cross sectional area the less the resistance for it is the mass 
of the material that conducts and not the surface, as many 
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suppose. The carbon being thicker requires more amperes 
of current to heat it to the required degree of incan- 
descence. 

Incandescent lamps used in series require an automatic 
cut-out that will instantly close the circuit wiienever the 
lamp bums out; otherwise an arc would be formed be- 
tween the ends of the broken carbon which would soon be 
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consumed, the glass melted and consequences more or less 
serious, according to the surroundings, would follow. The 
cut-outs used for this purpose vary considerable in style 
but their principles are tlie same. The one illustrated in 
Fig. 10, will give a general idea of them all. 

This consists of an electro-magnet wound with fine 
wire and connected around the lamp. This wire has a 
resistance so high that only about one per cent, of the 
current passes through it while the lamp is in action; but 
should the lamp burn out, enough current is forced 
through the fine wire to increase the magnetism of the 
core sufficient to attract the armature and close the circuit 
through the larger wire at e. This larger wire is also 
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wound around the core with a few turns which serves to 
keep the core magnetized and that keeps the armature ia 
place, allowing the current a free passage around the lamp 
until a new lamp is put in. A diagram of the series 
system is given in Fig. 7. 

MULTIPLE ARC. 

A diagram of the nmltiple arc system is shown in Fig. 
8. In this system any lamp can be turned on or off at 
will by simply turning the turn-off, in the lamp-holder, 
which makes or breaks the circuit through that one lamp 
only and does not in any way interfere with any of the 
other lamps 
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This is another system by which incandescent lamps 
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are used on long distance lines and is a combination of the 
series and multiple arc or parallel systems. 

In this system the lamps are placed in parallel or 
multiple arc and these groups are connected to the line in 
series with arc lamps as shown in Fig. 11. 
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In this system any make of incandescent lamps may 

be used with very good results, the requirement being that 

the number of lamps be suflScient to consume the whole 

amount of current; as, for instance you wish to use lamps 

requiring one ampere and your current on the line is a ten 

ampere current, then you would place ten lamps in parallel 

in the loop and if the lamps are all of the sanie resistance 

they will each get the same amount of current. It is not 

necessary that the lamps be placed as shown in the sketch, 

Fig. 11, but may be placed in any position desired so that 

they are connected to the loop in parallel. The cut-out 

may be placed in any convenient position and connected 

to any part of the loop. Connection being made so that 

the wires from the cut-out are attached to the mains in 

multiple arc, in the same manner as the wires leading to 

the lamps. 

The cut-outs used in this system are adjusted so that, 

when, from any cause, a lamp is extinguished the cut-out 
closes and a short circuit is made through the cut-out and 
a path of low resistance is offered for the current. In such 
a case all the lamps are extinguished, for, if the remaining 
lamps were allowed to burn each would receive more 
current than it required and would very soon burn out. 
The main circuit wires may be connected to any part of 
the parallel loop, in the same manner as the cut-out is 
attached. As many of these loops as are required may be 
connected in series, each loop having its separate cut-out, 
until the full capacity of the dynamo is reached. 

A serious objection to this method of lighting is that 
all the lamps must burn if any do and all must be 
extinguished if one is. This renders this system imprac- 
ticable for lighting dwellings or small stores where only a 
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single loop is used. But in larger spaces where man; 
lamps are required the different loops may be so inW 
woven that if one loop is extinguished the lamps fr^n 
another loop would give ])lenty of light until the burnt out 
lamp was replaced, when they could all be started again. 

A goo<l feature of this system is that the loops may be 
put into any part of the circuit, at any distance from the 
dynamo the same a.s an arc lamp. 

Several cut-outs for the multiple series system have 
been devised, all answering the purpose more or less fully. 

Fig. 12, shows one style of multiple-series cut-out that 
differs somewhat from the others, in that, instead of cutting 
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Fig. 12. — Multiple-Series Cut- Out. 

out all the lamps, in case one should become extinguished, 
it brings three other lamps into the circuit, thus allowing 
all of them to burn but at a reduced candle-power. 

The wires from the mains are brought to the binding- 
posts P P. 
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I A fine wire leading from the binding-posts to the 
^Itectro-magnet forms the coil as shown at a. This coil, 

* ^^^ in shunt allows a very small portion of the current 

• to pass that way at all times ; but not enough to seriously 
l interfere with the light of the lamps. Should one lamp 

bum out or become extinguished from any cause, more 
current is forced through the fine wire of the magnet and 
■ the armature dj is drawn to the core. This action brings 
into contact the two wires at e, and the lamps marked 
1, 2, 3, which are connected in multiple-arc to the binding- 
post P, and the plate c, are introduced into the circuit 
with the remaining lamps and the candle-power of all the 
lamps is reduced to such an extent that attention is called 
to it when the defective lamp can easily be found and 
replaced with a good one ; then by closing the switch ^, 
for an instant the armature drops, allowing the wires to 
separate at e, which cuts out of circuit the lamps 1, 2, 3, 
and allows the other lamps to burn at their normal 
brilliancy. The coarser wire leading from the plate c, and 
around the end of the core, a few turns, is for the purpose 
of keeping the core magnetized and retaining the armature 
in position while the lamps 1, 2, 3, are in circuit, otherwise 
the current having a path of less resistance through the 
lamps the armature would fall and open the circuit which 
would cause an arc to form between the wires at e, which 

would soon destroy the cut-out. 

Another system that was devised for incandescent long 
distance lighting, but which has never been extensively 
used, is shown in Fig. 13. In this system a certain number 
of lamps are placed in series and each series is connected 
to the mains in multiple arc. Each series must be of the 
same resistance as each of the other series. In this way 
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incandescent lain|>s may 1>e run at considerable distance 
from tlu» (Ivnamo with a small size of line wire. Each 
lamj) shouhl be provide<l with an automatic cut-out 
that will throw an e<|ual resistance into place for each 
lamp that is tunuHl off or that bums out, otherwise each 
lamp ill the series will be extinguished by the opening 
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of th(^ circuit. Or if the cut-out has less resistance than 
a lamp the other lamps would receive more current than 
required and soon hum out. 

Another system of long-distance multiple-series lighting 
is shown iu Fig. 14. In this system, as used by the 
Heisler Electric Light Company in St. Louis, six separate 
circuits were run direct from the collectors of the dynamo, 
in different directions through neighboring blocks for 





Fig. 14. — Multiple-Series System. 

some distance from the station. Each circuit carries forty 
incandescent lamps of high candle-power, in series, and a 
single return wire is used for the six different branches. 
The resistance of the different branches is equalized by a 
rheostat in each branch, placed near the dynamo. 
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THE THREE-WIRE SYSTEM. 

The three-wire system was devised for incandescent 
lighting over long distances, and a great saving of wire is 
made by the use of this system of distribution. 

It is claimed, by some, that a saving of as much as sixty 
per cent, in the amount of wire can be made by the use of 
this system over that of the two- wire system. Others 
limit the amount saved at twenty-five per cent. 

The diagram Fig. 15 will show the plan of wiring and 
connecting to dynamos. 
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Hg. 15,— Tliree-Wire System. 

Two dynamos are used, [uid they are connected in series 
to increase the e. ni. f., for the object is to cover long 
distances and for this purpose a high e. m. f. is necessary. 

The wires are led off from the dynamos as shown in the 
diagram. Tlie middle wire is called the neviml wire, 
because it is neither the positive nor the negative, but it 
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is -f to the — wire aiid — t<> the +. The two dynamos^ 
D IK being in series, makes the potential equal to their 
coinhintMl f. ni. f. Siipj>osing the dynamos to give each 
100 volts, the potential between the + and — wires would 
he 200 volts, and between the + and neutral wires 100 
volts, and the same between the neutral and the — wires. 
With this potential, 100 volt lamps would be used. If the 
neutral wire was disconnected from the dynamos the lamps 
would virtually ])e in multiple series. You will also 
noti(*e that if one dynamo should become disabled, one-half 
of the lamps would still be available, for they would be in 
parallel on one dynamo. In case of an accident of this 
kind, a building wired on this system would not be wholly 
deprived of light, for one-half of the lamps would be left 
burning. 

By the use of the three-wire system a higher potential 
may be used, and smaller wire will carry the required 
current for a given number of lamps than would be pos- 
sible on the continuous current parallel system with any 
lamps now in use. 

In this system it is necessary that an equal number of 
lamps be kept in action, to maintain the balance on each 
side of the neutral wire, for if a number of lamps be turned 
on or off on either side, the resistance then being unequal, 
some of the lamps would burn much brighter than others. 

As it is not practicable to keep an even number of lamps 
on each side when consumers turn on or off their lamps 
to suit their convenience, it becomes necessary to provide 
near the dynamos means by which the circuits may be 
kept balanced. This is usually accomplished by rheostats 
or resistances connected in the field circuit of the dynamos 
as shown at R -R, on the diagram. By the use of these, the 
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current produced by either dynamo may be regulated so 
as to compensate for the change in the number of lamps, 
and in this way the circuit is kept at a balance and the 
lamps on both cir uits will bum with the same brilliancy. 



CHAPTER VI. 

THE ARC LIGHT. 

When a current of electricity of sufficient volume 
(amperes) is passed through two carbon rods, and the 
points are then slightly separated, as shown in Fig. 16, a 
light is produced intensely brilliant and dazzlingly white, 
equalled only by the noonday sun in a cloudless sky. This 
is called the " arc " light, because the electricity, in passing 
between the points, does not keep to a straight line, but 
forms a curve or arc of a circle like this ^^, 

The arc may be formed between the points of any kind 
of conductor, but carbon appears to be the only substance 
that will give afpurely white light, all other materials giving 
a light that is more or less colored by disagreeable shades. 
But carbon points, when they are kept at the proper dis- 
tance apart, var3dng according to the amount of current 
passing, give a pure ivhite, steady, quiet light that is as 
satisfactory as any artificial light in use. The complaints 
against the arc system of lighting are not made because of 
any fault in the arc light itself, neither are the lamps or 
systems often at fault, for the machinery is well made and 
quite capable of doing all that it is guaranteed to do in 
the way of producing a good, steady light, (The amount of 
horse power per lamp varies considerable between some of 
the many different " systems "). 

Unsteadiness of the light, hissing, flickering, flaming, 
blazing up, dying down, cutting out, and the various other 



troubles for wliich the arc Uiiht systems are so often blamed, 
are seldom the fault of the systems, but, rather, the diffi* 
culties can be most frequently traced to a lack of attention 
to details or an insufBcicncy of " Ksow how " in the 
attendants. 

The arc light, when it is as it is intendetl to be, and it is 
quite easy to keep it so, is represented, as well as is pos- 
sible with printer's ink, in Fig. 16. 
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^^ The current passes from the top carbon to the bot- 
tom one and you will notice that the upper carbon has 
a small depression in the end. This always forms 
after the light has bumud a moment, and is called the 
" crater," on account of its resemblance 'to the crater of a 




volcano. From thia point we obtain tlie most light, and 
for that reiit^on thi: positive ciirlioii is always placed at the 
top in arc lamps, ao that the greater amount of. light 
may be reflected downward. The positive carbon also 
becomes white liot for some distance from the end, 
varying ivith the number of amperes of current passing. 
Some light is obtained from this incandescent portion of 
the carbon. The extreme end of the negative carbon also 
becomes white hot, and gives a small amount of light. 
The globe shaped aureola surrounding the points of the 
carbons gives a large portion of the light from the numer- 
ous dust-like particlea of white bot carbon that are loosened 
from the end of the positive carbon, and a portion of which 
are vaporized in the arc. Little spots of what appear to 
be melted carbon appears at different places'near the end 
of each carbon rod and from these small Bpots some light 
is obtained. The upper carbon wastes away about twice 
as fast as the lower carbon, and for that reason the upper 
carbon ia made twice the length of the lower. 

The distance between the points of the carbons, at whicb 
the best effects are obtained, depends upon the number of 
amperes of current passing, and varies between j-^" in 
twenty-two to twenty-five ampere currents, and JKe" to i" 
in eight and one-half to ten ampere systems. 

When the fuU arc is formed, the light is all that is 
desired, for then it is quiet and brilliant. For inside 
lighting the full glare of the arc is too intense, and should 
be subdued by porcdain or opal shades, which diffuse the 
light and subdue the shadows. Ground glass globes are 
not desirable for they magnify any change in the light an 
cast disagreeable shadows. Clear shades make the light 
too intense for inside use, and cast heavy black shadowB. 
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A sketch of the shapes of carbons under three different 
conditions of burning may be of service. 
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Kg. 17. 

Fig. 17 shows at i, the shape of the carbons when the 
arc is too short ; 2, shows the shape of carbons when 
the arc is just about right ; and 5, shows the shape they 
will assume when the arc is too long. Examine the arc 
while the lamp is burning, and you can learn considerable 
about the actions of the lamp that cannot be ascertained 
as well in any other way. Use a piece of smoked or 
colored glass to protect the eyes. 

ARC LAMPS. 

To maintain a constant distance between the carbon 
points, which is necessary for a steady light, many different 
styles of lamps have been brought into use, nearly all of 
which will give satisfactory results if taken care of. 
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The details of construction vary more or less in the 
different makes of lamps, but the principles are similar in 
all, and a description of one or two will enable you to 
understand the others after a little examination. 

REGULATING AND CUT-OUT MECHANISM OF ARC LAMPS. 

Arc lamps, as far as heard from, all work on the " differ- 
ential " principle, that is, a shunt of high resistance around 
the arc. 

One style of lamp — the " Brush " — is illustrated, front 
view in Fig. 18, and side view in Fig. 19. The letters 
apply to same parts in both. 

The action of the current on these lamps is as follows : 
Where the current enters, on the positive side, there are 
four wires, 1, 2, 3, 4, soldered together, three of them 
through which the current can pass while the lamp is 
burning. The large wires, 2 and 3, lead to the solenoids 
or lifting magnets, A A (shown in section in cut Fig. 20). 
There are two layers of these wires, and the inner end of 
each is soldered to the brass spool on which they are 
wound. These wires are connected in parallel or multiple 
arc. 

The fine wire, 4, is wound on outside the coarse wire, 
insulated from it and connected in such a manner that the 
current flowing through it passes in the opposite direction to 
that flowing through the coarser wire. This wire is quite 
small and of great length, consequently it is of high resist- 
ance, and must necessarily be so, for it is continuous from 
the -i- binding-post to the — binding-post, forming a 
" shunt " around the arc, leading, as it does, from the 4- 
side of the lamp into the solenoid on that side and out of 
there into the — solenoid, through that and into the cut- 
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Fi(f. IS. — Bniih Lamp, Front Via». 

A A, Lifting magnets or solenoids. 

B B, Cores. 

b, Armature. 

C C, Carbon rode. 

cc. Clutch. 

D, Lifting lever. 

F, Contact brush. 

0, Dash pot. 

H, Lifting spring. 

/, Cut-out magnet. 

J, Cut-out armature. 

K, Resistance coil. 
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out nia^iu't /.ami from there it reaches the — binding-post 
hy way of thr coars*; wire, as shown at 4' (Fig. IS), where 
th«» two wiivs arc soldered together. This wire having 
siirh irn^at rrsistaiice allows but a very email portion of 
xhr <urrriii, about oim jK*r cent., to pass through the shunt 
whin th** arc is at its usual length. No w, the action of the 
huiip (all arc lamps) is as follows : The current entering 
at the -f binding-posts and passing through wires 2, 5, 
around the lifting magnets A A, through the spools to the 
box holding the mechanism of the lamp, then into the 
carl>on rod. by way t)f tlie contact brushes F, along the rod 
to the upper <arbon, then tlirough the lower carbon and 
the frame of the lamp (not shown in the cut), by way of 
an insulated cable to tlie — binding-post and thence to 
the continuation of the line. The current passing through 
the coarse wire of the solenoids energises them, tmd the 
cores B B are sucked into the spools raising the lifting 
lever /), Fig. 19, and the clutch c, raising the rod (7, and 
separating the carbon points, forms the arc as shown in 
Fig. 16. 

The formation of the arc introduces a certain amount 
of resistance at that point, and causes a small percentage 
of the current to flow through the fine .wire shunt, as 
already explained. As long as the arc is of the required 
length the lamp burns steadily and quietly, but as the 
carbons wear away and the arc becomes slightly longer and 
consequently of greater resistance, a larger portion of the 
current is forced through the shunt, and the effect of this 
is to overcome the magnetic pull of the coarse wire coils, 
allowing the cores, B B, to settle slowly down, and the 
lifting lever, through its connections, loosens the clutch, 
the carbon rod slides slowly down, the arc is shortened, 
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the reslBtance lessened, and the amount of current passing 
through the shunt is decreased and the lifting magnets 
become a trifle stronger, and the clutch again grasps the 
rod and it is held stationary until the arc iigain lengthens, 
when the same changes are repeated. As long as the 




Fig. 19. — Side View of Mechanism of Arc Lamp. 

iDechanism of the lamp works perfectly free, and the arc is 
adjusted to the amount of current flowing, these changes 
will take place with such regularity that no perceptible 
change can be noticed in the light. It is even a difficult 
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matter to notice* by the eye alone any change whatever in 
liny of th<» mechanism of the lamp, even the cores, which 
have the greatest range of movement, move so little as to 
be scarct»ly perceptible when the lamp is clean and working 
a.*< free as an arc lamp should. 

If tlie mcclianisni of the lamp does net work with 
perf«'ct freedom — esi)ecially the cores B B, inside the brass 
si)<>ols — the result will be an}i,hing but satis&ctory, for 
sliould tlicre be any hindrance to the free movement of any 
of tlie mechanism the current would not be strong enough 
to separate the carbons sufficient to form afiiU arc, and the 
result will be poor light for a few moments, then the light 
will gain strengtli and burn with its true brilliance and 
steadiness for a short time, then flame a little, and all of a 
sudden down it goes, away down, and then someone calls 
attention to tJud himp with language more forcible than 
polite. Another cause of trouble in an arc lamp is a sticky 
rod. If the rod is sticky the lamp cannot work well, for 
there is an element working in opposition to the fine 
sensitiveness of the shunt and the mechanism that it 
controls. In the cuts. Figs. 18 and 19, you will notice 
that in one a double lamp is shown, while the other shows 
a single lamp. The electrical action in each is exactly 
similar, and the mechanical part differs only in the lifting 
lever and its connection to the annular clutches. You 
will notice that the hooked portion in the double lamp is 
double and lifts the two clutches, while in the other it is 
single, in the single lamp the lifting lever encircles the rod, 
while in the double it passes between the rods. 

In the double lamp the clutches do not fit as closely on 
one rod as on the other. When facing the lamp, as shown 
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in the cut, the positive side of lamp is on the right, and 
the rod on that side is called the + rod, the one on the left 
is the n^ative. 

In fitting the clutchee to the rods, the one on the nega- 
tive rod must fit enough closer than the other so that when 
the end of the lifting lever has raised about one-quarter of 
an inch from its position of rest it will commence to lift 




Bg. 20. 
the rod ; but the clutch should not catch the positive rod 
until the end of the lever has raised nearly one-half inch. 
The reason for this is that the carbons on the negative 
side are separated to some distance, while the current is 
etill passing through the carbons on the positive side and 
they are still in contact. This arrangement causes the arc 
to form on the + side when the current is first turned on 
and if the adjustment is about right that side alone will 
bum until the carbons are fully consumed. As soon as 
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tliis takes place the flow of current through the shunt 
incn'tt^tv*^, and tlie armature settles down sufficient to allow 
tlie iirgativi* carbons to come together, when the flow of 
current (-]ian<;es to the negative side and an arc is immed- 
iately fornie<l there. 

If tlu» clutches are not correctly fitted to the rods, or 
if the adjustment of arc is not right, the arc will change 
from side to side, and an unsatisfactory light will be the 
result. The annular clutch is simply a brass washer about 
IJ" (>ut^id<j diameter and ^-J^j" inside diameter and ^" 
thick. 

In case the lamp works badly and the rod does not feed 
down, the resistance of the arc becomes so great that an 
extra amount ot current is forced through the shunt, and 
soon causes a suflicient magnetism in the cut-out magnet/ 
to attract the armature J, which completes a short circuit 
of low resistance through the>vire 1 (Fig. 18), the resistance 
coil K, the armature ./, the coarse wire of the cut-out 
magnet /, and on through the wire 1' to the — binding- 
post. This short circuit takes the current from the solen- 
oids, and by throwing them out of action will allow the 
rod to feed down if it is not stuck fast. Should the rod 
feed down and the carbons come together, then the path of 
least resistance for the current is through the lifting magnets 
and on through the carbons, for the coil K offers more 
resistance than the other path, and as soon as the circuit 
is complete through the carbons the armature / falls, the 
lamp starts up, and the arc again forms. 

In some styles of lamps, when the cut-out acts, the lamp 
does not start up again, even if the carbons do come 
together, until the switch has been closed and opened 
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again, the makers claiming that it is better to know if a lamp 
is in bad order and have it repaired at once than to leave 
a faulty lamp in circuit to annoy the persons depending 
on it. 

In the lamp we are describing several reasons will be 
found for the rods sticking, and while this seldom occurs, 
it is well to know the causes and their remedy. One source 
of the trouble is a bent rod. If the rod be bent by careless 
handling, or in any other manner, it will frequently cause 
the rod to stick so that it will fail to feed. If the rod, when 
pushed up, strikes against the chimney it will cause the 
rod to stick and if the lamp does not remain cut out it 
will at least bum badly. Another reason for this trouble 
will be found in particles of fine wire becoming broken 
or burnt off the contact brushes and falling into the clutch, 
wedging the rod so it cannot feed. The remedy for this 
last is to keep the brushes in good contact with the rod, yet 
not too tight, and if the fine wires become badly bent 
throw the brush away and replace it with a new one. 

If the pressure of the brush F on the rod is not sufficient 
to produce good contact, small arcs will be formed between 
the rod and brush, which will cause burnt spots on the 
rod, and will also burn the fine wires of which the brush is 
formed. 

The dash pots, (?, in lamps are for the purpose of prevent- 
ing any sudden movement in the mechanism. The rod of 
the dash pot sometimes causes the lamp to act badly by 
becoming corroded where it passes through the cap. A 
notch sometimes forms in the rod, at this place, through 
corrosive action and wear that is quite sufficient to prevent 
its free action and this simple thing, as well as anything 
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else tliat prevent^ the absolutely free action of any part of 
the mechanism of a lamp, will cause an unsatis&ctory light. 

The length of an* may be regulated by the adjusting 
screw /i, and the lifting spring /f which assists the current 
in lifting the weight of the armature and cores. 

Loose contacts in any part of the circuit about a lamp 
will surelv cause trouble. 

Cables, which are made of very fine wires and covered 
with insulation, often cause trouble by an end of wire 
working through the covering and coming in contact with 
some part of the lamp and making a short circuit for a 
portion of the current. This occasionally occurs, and it is 
sometimes a difficult matter to locate the fault, but it can 
be done ])y disconnecting one wire after another and 
testing after eat.-li connection is broken until the fault is 
located. Of course, you will understand that the lamp 
must be out of the circuit when testing for short circuits. 

It would be a difficult matter to describe, in detail, the 
different arc lamps that are in general use at the present 
time, but there are the same principles in all, though the 
details vary more or less in each system. In one style of 
lamp there will be four hollow magnets or solenoids ; two 
will be wound with coarse wire to do the lifting, and two 
others wound with fine wire and connected in shunt to act 
in opposition to the coarse wire magnets, and through the 
mechanism produce the feed. 

Other lamps have but two magnets, one coarse and one 
fine wire. All arc lamps have, or should have, a cut-out 
to close a short circuit through the lamp if the carbon rods 
become stuck, or for any reason fail to feed down when the 
arc becomes dangerously long. The cut-out in some lamps 
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depends on coils of higher resistance than that of the 
demagnetizing or shunt coils, and only act when the shunt 
coils fail to cause the carbons to feed. 

Let me say here that these shunt coils of high 
resistance, which allow only a small portion of the cur- 
rent to flow through them, are made up of a very great 
number of turns, and the magnetic effect is greater than 
that of the coarse wire magnet ©f few turns and more cur- 
rent flowing. To make this fact more plain, let us sup- 
pose that in one case there are fifty turns of wire on the 
spool and eight amperes of current flowing through, then 
there would be fifty times eight or four hundred ampere 
turns, and the strength of the magnet would be that due to 
400 ampere turns. Now, the fine wire coil may have 5,000 
turns and be of such resistance that only one per cent, of 
the current or eight one hundreths of an ampere will flow 
through. Such being the case, we multiply 5,000 by .08, 
and that gives us 400 ampere turns and a magnetic 
strength equal to what we have in the coarse wire coil. 
And this is what we want when the arc is of the right length. 
Any slight difference from this balance may be regulated 
by the lifting spring and adjusting screw. The coils do 
not have as much resistance as that mentioned above, the 
figures used are given merely to illustrate the idea. 

As the arc grows longer, it necessarily off'ers greater 
resistance and less current passes that way, and more cur- 
rent passes through the fine wire coils. 

THE CLOCK-WORK LAMP. 

Another style of lamp is the clock-work lamp, differ- 
ing from the others in no essential point except that the 
feed of the carbon rod is regulated by a train of gearing 
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iiuittsul of tiy a clutch. In this Btyle of lamp (Fig. 21), 
till- nxl ^'liiixiinu'kfor serratione) on one side that engages 
witli a ^iiiitll tootlR-d wheel or pinion that is on the same 
:<h»t) witli H hir^nir wheel thnt engages with another pinion 
anil wliwl thiit i-onnccts to a xniall fen /. 




Fig. 21. 
The action of this lamp may be explained as follows : 
Tlie current being turned on to the lamp the coarse wire 
magnet A is energized and lifts the armature and the bar 
D, which carries the train of gearing and the end of the 
fan/ comes in contact with the end of the screw s. This 
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prevents any farther rotation of the gearmg and the farther 
movement of the lever D lifts the carbon rod, and the arc 
is formed. 

When the arc becomes too long, current is shunted 
through the fine wire magnet B, the lever is pulled down 
sufficient to allow the fan to pass the stop «, the rod then 
feeds a notch or two, which shortens the arc and lessens 
its resistance, and the current ceases to flow so strongly 
through the fine wire, which allows the lever D to raise 
sufficiently to bring the fan again in contact with the stop 
8, The length of arc is regulated by the adjusting screw a, 
the lever &, and the lifting spring L, the same as in the 
other style of lamp shown in Figs. 18 and 19. There is 
but very little choice in the different styles or makes of arc 
lamps, as they will, one and all, give satisfactory results if 
kept clean and in good order. 

There are arc lamps having peculiarities of their own, 
but as the principles do not differ in any material point 
from the ones described, it is not considered necessary to 
illustrate them, as all contain the lifting magnets or solen- 
oids, a clutch of some kind, and the shunt coil of liigh 
resistance. A description of one will give a very good 
understanding of the workings of all. 



CHAPTER VII. 



COMMUTATORS AND BRUSHES. 



The coiiiiuutator or collector of a dynamo is used for 
changing the alternating currents, as produced in the 
armature, to continuous currents, as delivered to the lines. 
You will remember that in the description of how the cur- 




Flg. 22. — Multiple Segment Commutator, 

rent is produced, it was shown that in each bobbin of wire 
in the armature a current in one direction was produced 
when passing one field magnet, and a current in the oppo- 
site direction was generated when passing under the influ- 
ence of the other field. The commv+ - transfers these 
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currents, as they are formed, to the brushes, which convey 
them to the lines continuously in one direction. In the 
commutator and brushes will be found the. greater part of 
the difficulties that the engineer in charge of a dynamo 
has to contend with in his electric light plant, but a little 
attention to the brushes will generally overcome all the 
difficulties. If you have a machine that is defective in 
build, why then, of course, you can not make it work 
satisfactorily with any amount of attention. Defective 
dynamos are not now turned out by any of the old com- 
panies, so it will not do to suppose that they are defective 
in any way until all the points necessary to their good 
working condition have been thorougly attended to. 

The commutator shown in Fig. 22 is a representation 
of a class of commutators used by many different builders, 
differing only in the number of sections, the kind of insula- 
tion used, and the method of making the connection to the 
armature wires. An explanation of the construction of a 
similar commutator was given when describing Fig. 2. It 
is an excellent working commutator, and answers every 
purpose. 

The commutator shown in Fig. 23 is the style used on 
the Thompson-Houston arc light dynamos, and has three 
segments, to which are connected the outer ends of the 
armature coils, three in number. The framework of this 
commutator is, of course, insulated from the shaft, and 
the wires are brought outside the shaft bearing through 
the center of the shaft, which is hollow, for some distance 
from the end. The construction of this commutator is 
such that it is seldom necessary to do any fitting to the 
B^ments farther than to merely attach them with screws. 
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The conunutiitor used on the machines (are, incan- 
(lesrrnt and motors) of the Brush system, is shown in Fig. 
24. The inner part is of wood, bored to fit the shaft; out- 
side of this is wound a number of layers of varnished 
paper, and kmx this, hnuss segments are fastened by screws 
which take hoM in the wooden core. These brass seg- 
ments are separated about \ inch from each other, and 
re<piire no insulation l)etween, except the air space, which 
is an excellent insulation of itself. 




Fig, 23. — TJiree-Segment Commutator, Brushes and air Blast 
of Thompson- Houston Arc Dynamo. 

The wires from tlie armature are led through the hol- 
low of the shaft to the outside of the journal, where they 
are soldered to wires that connect with the segments of 
the commutator. 

The copper segments that receive the wear of the 
brushes are attached to the brass pieces by screws and can 
be easily removed or replaced with new ones. 

The same may be said of all commutator segments 
that require to be changed occasionally. 

The Brush commutator has either eight or twelve 
sections, eight on the smaller and twelve on the larger 
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machines, and use four or six brushes, according as there 
are two or three divisions of the commutator. Each 
division carries four segments, and these segments are not 
connected to armature bobbins that immediately follow 
each other, but, in the smaller machines, to every second 
bobbin, and in the larger machines, every third bobbin. 
Each of the divisions are similarly connected, and each 
brush is in contact with two segments two-thirds of the 
time. 





Mg. 24, — Brush Commutator, Side and End Views, 

The commutators here shown cover the principles of 
all the various styles of commutators on arc or incandesent 
dynamos, or motors of the two pole type. 

The care of a commutator is a very simple thing after 
the commutator is once put in good order, as it usually is 
when new, and should run for an extended length of time 
if it is given a very little attention at the right time. Our 
experience has taught us a few things to be observed and 
attended to as soon as noticed, and we found that our 
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troubles were directly proportioned to the length of time 
\vi* allo\ve<l to pass between the instant when we first notice 
an indit'iition of trouble and the time when we remove the 
raust' »»f it. Oils, grease, commutator compounds, and all 
substances t)f a like nature, we have found were?io< necessary 
\o the ^nlootll running of a commutator if other things 
wtTc taken fully into consideration and acted upon ; for 
tlie principal cause of commutator troubles will be found 
to have its origin in the brushes. 

imusHES. 

The (lillerent styles of brushes used on the various makes 
of dvnanios and motors may be illustrated by the three 
brushes shown in Fig. 25, and marked a, b and c. The 






Fig, 25. — Different Styles of Brushes. 

brush marked a, is of rolled copper, about 3^" thick, 
varying in length from 8" to 12", and in width from li" 
to 3i", according to the machine they are used on. These 
brushes are usually set so that the extreme end does not 
touch th'fe commutator segments, but the bearing is slightly 
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back from the end. It is set to project over in this manner 
to prevent the end from catching on the segments if the 
machine is, from any cause, rotated backward. This seems 
an unnecessary precaution, and is wasteful of brushes, for 
when set to project over in this manner and they become 
badly worn, it is necessary to trim off fully twice as much 
as would be required if they had been set so as to give 
just enough contact. This style of brush will be found 
on the Brush machines of all kinds, and on the Thompson- 
Houston arc dynamo. Brushes of this kind are quite hard, 
and it is necessary that they should be so, in order that 
they may be stiff enough to give them the amount of 
pressure thought to be required to keep the machine from 
flashing. 

The brush marked 6, is composed of very thin strips 
of rolled copper, and varies considerably in the number of 
layers necessary to produce a brush of the required thick- 
ness. One end of the pile of strips is soldered together for 
convenience in handling. These brushes are often hard 
enough to make trouWe. 

The brush shown at c, is composed of soft copper wires 
and strips of soft sheet copper laid into the form represented 
in the cut. Being soft, as they are, they produce no 
unnecessary wear on the commutator, and no lubricant is 
ever necessary to prevent them from cutting the commu- 
tator if they are not allowed to wear until the face in 
contact becomes too broad. 

Some dynamos require four brushes set at different 
points on the commutator, as shown in Figs. 23 and 26 ; 
this is required on the machines to which they are applied 
to prevent excessive sparking at the brushes in some 
cases, and in another case, to keep all of the armature 
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holtbiiis in <*l(>se<l circuit while in u position to generated 
(urrtMit. f)ne dynamo that we have seen, but never had 
any exiHTience with, is encum^iered with eight brushes, and 
they. <»aeh an<l all. ser\'e a purpose — and it is a very good 
dvnaiiio too. 

Tlie brushes shown in Fig. 26, are similar to those 
shown at //, Fij?. 2-1, but made of heavier material, and on 




Fig, 26, — Double Brushes. 

one dynamo the brushes used are curved downward as 
shown in Fig. 26. 

Brushes of the kind shown at a, Fig. 25, are usually set 
in contact with the commutator, as shown in Fig. 27. 
Brushes like b and c are set as shown in Fig. 28, a, which 
shows the correct position for all brushes of this kind. 

In our experience with dynamos, both arc and incan- 
descent, and with motors, we have found that certain 
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causes always show themselves by certain effects, and the 
following list of 

TROUBLES WITH COMMUTATORS AND BRUSHES, 

and their remedy, may be found of interest in helping you 
to care for your machines with less anxiety to yourself and 
greater satisfaction to those depending on the light. 

■HI 




i%. 27, — Correct Position of Brush. 

Sparking at the brushes. — Some styles of dynamos 
will spark at the brushes in spite of anything the attendant 
can do to prevent it, but many other styles of dynamos 
can be run with absolutely no sparks on the commutator. 
The first point to be attended to is to get your commutator 
perfectly smooth, or as near it as possible, with the means 
at your command, for if the commutator is not true you 
cannot prevent sparking at the brushes. 

If you have a slide-rest, use it, and get your commuta- 
tor round and true from end to end. If you have no 
slide-rest, a 16" bastard file will do nearly as well. Take 
the brushes and brush-holders off, so that you may have 
plenty of room to work. Start the dynamo to turning very 
slowly. Hold a piece of chalk so near the commutator 
that it will mark all of the high spots. Move the chalk 
slowly from end to end of the commutator, so that all high 
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phuvs on the full length will be chalked. Stop the 
ilynaino ami amuse yourself filing off those parts that have 
been niarkiHl by the chalk. If you have noticed while the 
dynamo was turninj; about how much the commutator 
was*'<»uf you can easily tell about how much you will 
have to flic away to bring it true. File off all the places 
tliat liave b(»i'n marked, and then start up again, slowly, 
and chalk it again. Rei>eat the chalking and filing until 
the connnuUitor is ([uite round, and of the same size firom 
end to end. 

Next get a piece of shingle, thin board, or a piece of 
lath, even, will do, and wrap a sheet of No. 00. sand-paper 
around it — never use emery paper or emery cloth — for the 
emery is liable to get caught between the segments and 
make a short circuit. The particles of sand will not cause 
a short circuit even if they should become wedged between 
segments. Start the dynamo at a pretty lively speed, and 
smooth the commutator do\vn with the sand-paper, holding 
the flat side against the work. It is not necessary to work 
it down to a polUlml surface, although it would be well if 
it were polished. Now that you have your commutator 
round and smooth — and it must be so smooth that there 
are none of the marks (such as are shown in Fig. 22) left 
on the commutator, for the same cause that produced 
them will certainly make more trouble if they are not 
removed. 

Now that you know your commutator is in good shape, 
proceed to set your brushes as shown in the cut that 
represents the kind of brush you use, being certain that 
the points of opposite brushes are diametrically opposite, 
as shown by dotted lines in Figs. 26 and 27, and at a, in 
Fig. 28, but do not set them as shown nt h and c in same 



Trovhles with Commutators and Brushes, 



85 



figure, for if you do set them in such positions they will be 
sure to spark and will eat out the commutator in a manner 
similar to that shown in Figs. 22 and 24, a. The pressure 




Mg, 28. — a, Correct- Position ; 6, too much Contact; c, Very 

Bad Position. 

put on the brushes need be only just sufficient to make 
good contact. It is not necessary to have much pressure to 
preserve good contact. Should the contact be too slight 



86 TnmlAeH with Cbmmutatcrs and Brushes. 

it will make itself known by a peculiar uoise that is inde- 
S4ribiil)kN lu-'ing neither a snap, crack or pop, and yet 
iiii^'ht be called by either of these names. You may be 
surt' tbat tbe noise will call your attention if you are any- 
wliire near, and after you have once noticed it you will 
easily recognize it the next time. This noise and con- 
siderable sparking will always be present when the brushes 
<Io not j)ress heavily enough upon the conomutator. 

If the l)rushes are not set with the points directly 
opj>osite, sparking will result. 

If the bruslies arc set ahead of the neutral line or back 
of it they will spark. 

When setting four brushes on a commutator that 
rcMjuires two l)rushes side by side, it is sometimes difficult 
to get all four of them of an equal length, or evenly 
divided on the coniniutator, one or more of them wiU 
spark more or less. After rocking the brushes back and 
forth a trifle to find the j)oint of least sparking, you can 
then tell by the color of the spark whether the brush 
should be lengthened or shortened. When the spark is of 
a decidedly greenish color the brush is too short, but if 
the spark appears to spatter and shows a reddish hue, then 
you will find that the brush is too long, or is so worn that 
there is too much of it in contact. By the way, you will 
find more trouble arising from having too much of the 
brush in contact, than from having too little. 

Cutting of commutator, scratching and eating away of the 
segments, is mostly due to the brushes having too much 
surface in contact, and increase of surface requires increase 
of pressure to prevent sparking, and too much pressure 
will wear away the commutator, and having too much of 
the face of the brush in contact will cause an edge of the 
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s^ments to become eaten away (as shown in Fig. 22), and 
if not attended to, the commutator will, in a very short 
time, become as rough as a corduroy road. 

With the thicker style of brushes (6, c. Fig. 25) we have 
never found it necessary, even when running at full load, 
to have more than one-third of the full end surface of the 
brush in contact with the commutator, and farther, we 
have found that if we allowed the brush to become so 
worn that even one-half of the end surface bore on the 
s^ments it would cause sparking. 

To prevent the necessity for filing the brushes every 
day (which would be wasteful), to keep them in the best 
of order, we found that they could, with great advantage, 
be turned the other side up and allowed to wear in that 
way until the surface in contact became too great. This 
resulted in getting more than twice the amount of work 
out of a brush than was possible by filing always from one 
side, or trimming the ends square as often as they became 
badly worn. If the commutator becomes very hot you 
will be quite sure to find that your brushes are badly worn 
or press too hard. 

Flat spots on the commutator, frequently explained by 
laying it to soft spots in the copper, we have always found 
to result from an entirely different cause. When the 
marks have the appearance of a blow from the pene of a 
hammer, it will generally be found to be caused by a 
loosely connected or badly soldered armature wire connec- 
tion. A spot of this kind continues to grow larger until 
the cause of it is removed and the commutator dressed 
down smooth. 

At the end of the segments a spark or stream of fire 
encircling the whole commutator will sometimes be noticed. 



This may he caused by an accumulation of oil c 
per-dust or dirt, that causes a short circuit, 
accounted for, hut it will, in most cases, be found that the 
insulation is charred or burned through at some place 
near where the spark is noticed, and if a careful exami- 
nation of the armature wires are made you will find that a 
connection is loose or has very poor conductivity. Allow- 
ing the commutator to run hot will increase difficulties of 
this kind. Mention has been made of one or two causes 
for the commutator running hot. 

A dynamo that had been acting very badly for some 
time, carrying sparks in unusual places, and the com- 
mutator getting eo hot that when an oiled rag was applied 
to stop the cutting a cloud of smoke would arise that was 
alarming, was found to have nearly every strip of insula- 
tion between the a^ments burned through in several 
places, and many of the burnt places were merely small 
boles about the size that a pin would moke. The insula- 
tion was mica. The cause of this was found to be a very 
serious case of neglect, aggravated by a lack of knowledge 
of how to care for a commutator. The s^ments were 
exceedingly rough, having been eaten away similar to that 
shown in F^. 22, but considerably worse. One brush was 
forcibly held into contact by a wooden brace, one end 
resting on the frame of the dynamo and the other end 
forced under the outer end of the brush. One brush on 
the opposite side was held in contact by a spring fastened 
to the Hoor and attached to the brush. 

The man in chaise of this dynamo, who of com 
called himself an electrician, had a commutator compotn 
which he considered all that was necessary to keep ti 
commutator in good order, as he never smoothed ! 
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commutator with a file or sand paper, relying on liis ability 
to place the brushes in a position to wear the commutator 
evenly. 

When the armature was repaired, it was found that the 
solder on several of the connections had been melted away 
entirely. Had a piece of sand paper been used two or 
three times a week to keep the commutator smooth, it 
would have saved a large bill for repairs, saved brushes, 
saved power, and saved the attendant a great deal of time 
and unnecessary trouble. 

Another case of relying too much on commutator com- 
pounds, and not keeping the brushes in good order, resulted 
in a badly burned-out armature. Many cases of the same 
kind have been noticed where the armature has been 
badly injured by a lack of attention to the commutator 
and brushes. 

A large majority of the armatures that come to the 
repair shop have no other injury than that which has been 
caused by lack of care with brushes and commutators. 

The burning out of armature windings has frequently 
been shown to have its primary cause in a rough or uneven 
commutator, causing a break of contact between it and the 
brushes at a WTong position, or if sufficient pressure is 
used to keep the brushes in enough contact to prevent 
this, then the danger of too much contact presents itself, 
and this will cause short circuiting that will heat the 
armature wires so that the insulation will become charred, 

and a short circuit will be the result, and a short circuit 
in the commutator soon results in a burnt armature. 

Another difficulty between commutator and brushes 
will be found illustrated in Fig. 24, where the commutator 
is eaten away by the erosive action of the current, as 
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shown at a, h and c, each differing in the extent of the 
en>si<)n. 

Thi.s will he found to result from the brush being lifted 
up from t)nt» sfjjnient by the following segment, a bad case 
of which, though not exaggerated, is shown at c. Although 
tin* coininutator may have been turned in the lathe and 
tlu' (M)i>|MT srjruients turned true, still you will find that 
ihf (M jpptT srjrmcnts often are sprung slightly when fastened 
on. ami while being but very little out of true, will cause 
but slight eating away as shown at a, but if not remedied 
will continue t«) get worse and worse, and heating of 
segments and armature wires will result. 

A sliglit aggravation of this difficulty will produce a 
result as represented at />,and may become as bad as shown 
at c. A commutator allowed to work in this condition 
will surely produce great heating in the armature, and 
may result in burned insulation and short-circuited coils. 

To remedy this difficulty the hading portion of the 
foUoiving segment should be filed ofi", as shown at e; this 
will allow the brush to remain in contact with the segment 
until its full length has passed under the brush. Otherwise 
the brush will be lifted off (as shown in the end* view), 
and an arc will be formed ])etweeu brush and segment that 
will cut away the segment very fast. After fitting new 
segments of this kind it is well to try their truth with a 
piece of chalk, and file down any high places that may be 
found. If the leading edge of each segment is eased off* 
for about i" back it will result in much better wear, and 
both commutator and brushes will last much longer. 

The SCRATCHING and cutting of commutators is most 
frequently caused by the brushes being too hard. Where 
brushes of the style a. Fig. 25, are used, it is always neees- 
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sary to use some oil to prevent cutting away of the segments 
by friction. 

Considerable difference will be noticed between the 
wear of the conmiutator from the brushes being too hard 
, and that due to the erosive action of the current where 
small arcs are formed between commutator and brush. 
Where the brushes are too hard, the wear is due to friction, 
but where the brushes are not properly set, or have become 
so badly worn that they cover too much of the commutator^ 
as is frequently the case with brushes like 6, c, Fig. 25, the 
greater part of the wear will be found to result from the 
action of the current. This action is similar to that which 
causes the positive carbon of a lamp to wear away twice as 
fast as the negative carbon for the current is in a similar 
direction. If any kind of brush is used with too much 
pressure on the commutator, it will cause cutting from 
friction, so it is always better to set the brushes with just 
enough pressure to carry the current. 

The Thompson-Houston arc dynamos have an air blast 
that forces a jet of air against the point of the brushes, 
which assists, materially, in keeping down the sparks and 
cooling the commutator, which is quite an advantage. A 
small amount of oil is forced through with the air, and 
this keeps the commutator well lubricated. 

With brushes of the kind marked a, we have obtained 
excellent results in reducing the sparking until it was 
almost entirely overcome, and the wear of the commutator 
reduced to a minimum, by placing two or three thick- 
nesses of thin, soft copper under the hriuilies and extending 
from clamp to end of brush. 

This brought all the wear on the soft copper strips, and 
the brushes acted as springs to hold the soft copper in 
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contart. Tliis arrangement produced entirely satisfactory 
results, lor tlie s|i:irks were made so small as to be barely 
notutMl, and the commutator received that dark brown, 
glazed surface that shows that first-class results are being 
obtained, and verv much less attention to commutator and . 
bruslu*s was nijiiirtHl, as no dressing down of the commu- 
tator was reijuirtil for more than three months' run of eight 
hours per day. This was on a dynamo running 40 
arc-lamps. 

FLASHING OF DYNAMOS. 

Numerous causes have been assigned for this annoy- 
ance, but as many of them were the results of faulty 
construction, we will not consider them here, for at the 
present time all dynamos of any note as at present con- 
structed leave no eliancefor flashing to occur and if it does 
occur something will l>e found to be out of order. 

If tlie dynamo fliishes you will be most apt to find that 
the l)rushe8 are out of position. Either too far ahead or 
too far back, or not set diametrically opposite each other. 
If brushes do not have sufficient pressure to bring them 
into the necessary contact, a machine will frequently flash. 

AnotluT cause for this difficulty will be found in a hot 
commutiitor. The vapor formed from oil or the alcohol used 
in tlio nhellac, where shellac is used on a commutator, 
becomes a very gninl conductor when heated. We once 
experienced two weeks of soul harrowing annoyance from 
an arc dymmio ihni hud always had a bad reputation for 
flasliing and buruiiij^ out «Mnnnuitators, but fully realizing 
that tlierc^ wns a cmuipp for nverytlung, and not taking any 
stock in myHieric^K, \vp trteklod the problem and eventually 
located the ciuimp. Kroni {\\\} peculiar action of that 
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dynamo, all kind of theories were built up to explain it, 
and every part of the dynamo was repeatedly examined 
for faults, and every test suggested was tried with no 
benefit. A swinging ground on the line was indicated, 
and everything appeared to point to that as being the 
cause of the trouble. 

Considerable time was spent in looking for a swinging 
contact. One night a very thin smoke was seen rising 
from the commutator, which could be noticed only when 
the light was at a certain angle, and while looking at it the 
flashing commenced again, and the commutator caught 
fire before the current could be turned off. 

An examination showed that the commutator was very 
hot, and the shaft also, though the shaft bearing was not 
noticeably warm, until a small spot on the bottom bearing 
was found that was quite hot. 

The box having wooden liners prevented the upper 
portion from becoming warm until the shaft had become 
hot enough to cause trouble, and the boxing coming so 
close to the commutator gave no chance for placing the 
hand on the shaft. 

Since that experience we have been able to easily locate 
the mysterious cause of flashing on several dynamos of the 
same build and on two of a difierent tyfje. 
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CHAPTER VIII. 

CURRENT REGULATION. 

In the regulation of current on arc light circuits, or 
where the work is in series, the object is to keep the 
amperes of current the same at all times, and vary the 
potential as the work requires. 

In the parallel or multiple-arc and three- wire systems, 
it is necessary to keep the potential constant, while the 
amperes of current vary as the work demands. 

The current produced in a dynamo depends upon the 
amount of magnetism or lines of force in the field, the 
length of wire in the armature and the speed at which the 
armature wire cuts the lines of force. So it is evident that 
the current may be varied by changes made in any one or 
more of these factors, as, for instance, if the magnetism of 
the fields is increased, an increase of current will be pro- 
duced, and a decrease of magnetism will result in a decrease 
of current. 

Any change in the speed will produce similar results, 
or if the length of wire on the armature that is cutting 
lines of force be increased or decreased, the speed and 
magnetism remaining the same, the current will change in 
very nearly the same ratio. There is still another method 
of regulating the current, depending on a different principle 
from those mentioned above. You will remember that we 
explained in an earlier part of this book that there was 
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a point of higher potential on the commutator, at which 
the brushes were usually set. If the brushes are changed 
from this position, a change in the current will result. 
This method of regulation has been employed on several 
arc light dynamos, and is still in use on some. Where the 
regulation of current by a change of position of the brushes 
is produced automatically, the result is quite satisfactory. 
If but two single brushes alone are used, there is generally 
considerable sparking at the brushes, while if the brushes 
be doubled, or make contact at four different places on the 
commutator, the sparking may be entirely subdued. With 
a commutator of few segments, it is not practically possible 
to wholly avoid the sparking, when regulating by the 
brushes alone. 

In speaking of the regulation of the electric current, we 
must always consider two things : The e. m. f , or potential, 
and the amperes, or quantity. The amperes are the result 
of e. m. f. through resistance. It has been said that 
electromotive force is the only quality which the electric 
current possesses, and a little study of the subject, with the 
points already given, may enable you to comprehend it. 
So you will understand that the regulation of current in 
either system depends on the regulation of the e. m. f. 

HAND REGULATION. 

This may be produced, on some dynamos, by moving 
the brushes on the commutator to positions of higher or 
lower potential. On other dynamos this method will 
result in producing much sparking at the brushes, without 
any great change in the current. 

Dynamos having much space between the pole-pieces 
require the greatest change in the position of the brushes 
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for aiiy change in the load on the machine; while dynamM 
whose pole-pieces come nearec together require less changS 

One make of dynamo, which we have handled, required 
no change whatever in the lead of the brushes, even when 
the load was varied 90 per cent., as was done nearly eveqi. 
night. In this dynamo the pole-piecea were unusui 
close together. 

On other dynamos, where there was considerable s] 
between the pole-pieces, we found it necessary to move 
brushes for every sHght change in the number of lamps. 

You may have gathered from what luis already beett 
said that the point of commutation on the commutator lies 
at that . point which is in contact with the section of 
armature ^vire, which is in position between the poles; 
that is, at some part of the space separating the pole-pieces. 
The exact location of this point may vaiy somewhat in 
different machines, due to local causes, but the change 
required in the position of the bnishes, for variations in 
tlie load, will he found to correspond very closely to the 
distance between the pole-piecfis, when reduced to com; 
with the size of the commutator. 

BV VAEVING THE INTENSITY OP THE FIELD. 

A rheostai or set of resistance coils is introduced im 
any part of the field circuit of shunt wound dynamos, a 
the current may be varied toanyextent within the a 
of the dynamo by introducing more or less of the resista 
The usual form of these regulators is shown in Fig. 1 
This is an outside view and will apply to many different 
kinds. The interior arrangement differs in form and 
material used. In some, the resistance is iron w 
in open coil — the same aa an open coil spring. In othes 





German silver wire ia used, ami it may be wound in open 
coil, similar to the above, or wouml on an open rack or 
reel with an air space between the wires, and in others you 
may find insulated wires of any metal having a high 
resistance wound in close coil on a spool. In the latter 
case, the wire is generally wound double. This is done to 
prevent self induction in the wire. If the insulated wire 
was wound in close coil and continuously on the spool, 
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there would be self induction between each turn of the 
wire; but where it is wound double the current is passing 
in opposite directions through the turns touching each 
other, thus preventing self induction. Referring to Fig. 
29, you will notice that there ia a circle composed of small 
strips of brass, slightly separated by air spaces. A lever 
extending from the centre of the circle, makes contact 
with these pieces through a, fiat spring of sheet brass. The 
resistance coils are connnted to the strips in the manner 
shown in Fig. 30, The first strip on the regulator is eon- 
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nect<Ml to oiu^ Mnding iH>s«t by a short wire, and one end of 
tin* first coil is also soldered to this strip; the other end of 
the coil and one end of the second coil are soldered to the 
next strip, and the remaining coils are connected in the 
same manner. This arrangement places the coils in series. 
A wire makes c(mnection between the pivot of the lever 
ihkI the other binding post. This regulator may be intro- 
duced into any i)art of the field circuit, the ends of the field 
wire being connected to the binding posts. 
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By moving the lever around the circle, coil after coil of 
resistance is thrown into the field circuit, thus furnishing 
an easy method of regulating the current to any intensity 
desired. In using this regulator, all of the resistance is 
usually thrown in when starting the dynamo, and it is 
necessary to throw it out gradually, allowing the current 
to build up slowly. After the current is brought to the 
proper intensity, very little change in the regulator is 
required to compensate for the changes in the load on the 
dynamo. 



CHAPTER TX. 

THE AMERICAN SYSTEM OF AUTOMATIC CURRENT REGULATION. 

The American dynamo is of the gramme type, having 
the ring armature, wound in closed circuit. The commu- 
tator is of the common style. Four brushes, held by two 
brush holders, (Fig. 26) make contact at four separate 
points on the commutator. The field coils are in series. 
In this system the regulation of the current is produced 
by changing the position of the brushes. This is effected 
automatically by the regulator shown (end view) in Fig. 
31. The method of its action can be easily understood 
from the following description: The solenoids S S are 
connected directly in the circuit, the full current passing 
through them, and yrhen the current is at the proper 
potential, the pull of the solenoids, acting against the 
retractile spring /, is just sufficient to hold the lever c 
midway between the stops s s. The wheel a (shown by 
dotted line) is keyed to the end of the armature shaft. 
The friction wheel b has two rims on the back side, 
between which the small wheel a revolves. This wheel b 
is pivoted to the short arm of the lever c, and carries a 
pinion which works in the gear wheel d, and this is geared 
to the wheel e, its shaft extending through the frame and 
carrying on its opposite end a pinion which engages with 
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another gear wheel attached to the yoke that carries the 
brueh holders. If the current should become too Btrong, 
the solenoids would attract the armature, raising the lever 
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e. This would move the wheel h to the right, bringing its 
inner rim against the wheel a; this would cause the wheel 
h to revolve and communicate its motion, through the 



AutomaMc Ourrent RegvicUion. 101 

gearing, to the yoke and move the brushes on the commu- 
tator to a point of less potential. When the current is 
reduced to its normal amount, the spring pulls the lever 
down sufficient to remove the contact between the wheel a 
and the rim of the wheel b, which then stops turning and 
leaves the brushes in their new position until another 
change in the current acts on the lever. 

Should more work be thrown on the dynamo the 
current would be lessened, weakening the power of the 
solenoids and allowing the spring to pull the lever down. 
This would bring the outer rim of the wheel b into contact 
with the wheel a, and the wheel b would revolve in the 
opposite direction. This would move the brushes to a 
position of higher potential and the cuiTent would be 
increased. The dash pot g, which contains a piston work- 
ing nearly air tight, serves to prevent any sudden move- 
ment of the lever. The regulator may be adjusted to give 
any desired number of amperes on the line by varying the 
tension of the spring/. The screws 8 s serve to adjust the 
throw of the lever to produce the required friction between 
the wheels a and b. 




The " Brush " Byatem, named after ita inventor, Chas. 
P. Brush, presents features peouliariy its own. The timia-. 
ture-, a gramme ring (Fig;. 32), has a core built up of hoop 
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iron, with strips h\id in crosswise, leaving spaces in which 
the armature coils are wound. The iiinur ends of opposite 
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coiLs art* C4>iiiiected together, while the outer ends lead to 
the commutator segments through a portion of the shaft 
which is hollowed out for that purpose. The connection 
bctwwn the ciuls of the armature wires and the commu- 
tator wires are made by "butting" the ends in a copper 
sleeve and soldering the whole together. The commutator 
is nhown in Fig. 24. A diagram of the field windings, 
brush eonneetions, automatic current regulator, or "dial," 
as it is called, and the dynamo switch connections, are all 
shown in Fi;;. 33. 

Referring to the diagram of the dynamo, you will 
notice that there are four pole pieces, two of N and two of 
S polarity, arranged as shown. The field coils are in series. 
The l)in<ling screws, </ //, hold the wires leading to the dial. 
The switch .^, when in contact with A, makes a short 
circuit across the field coils and cuts the dynamo out of 
action. We will trace the path of the current produced in 
the c(m1 n through the annature wire to the commutator 
segment in contact with the brush 6, through which it 
flows. From this brush, if the dial is not in action, the 
current passes to the field, around all the magnets to the 
brush c, thence through another set of armature coils, 
where the ix)tential is increased, then out through brush d 
to the line and through the lamps and regulators to the 
brush c, thence completing the circuit through the armature. 

The circuits and connections of this dynamo are among 
the hardest to trace and thoroughly understand, but when 
vou have once mastered them vou will find but little 
difficulty in tracing out and understanding the circuits of 
other svstems. 

A little explanation in connection with this diagram 
may serve to make several principles more clearly under- 
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stood, perhaps, than if treated separately. On starting the 
current the dial, or regulator, is out of action, and the 
carbon piles are separated from all contact with the bind- 
ing Bcrews on the top of the box. This prevents any of 
the cuirent from being short-circuited on the fields until the 
current on the line has reached the required amount. As 
each lamp requires current of 9 amperes and 45 volts, 
"WB Trill require a potential at the dynamo that will give 45 
volts for each lamp in the circuit, and maintain a nine 
ampere current on the line. 

^ As soon as the potential has become sufficient to give 
the required current, the dial is brought into action by the 
solenoids attracting the armature and raising the lever so 
that the carbon piles are brought into contact, and a por- 
tion of the current is short-circuited across the field, thus 
reducing the magnetism of the poles until it is just suffic- 
ient to maintain the current at that point. If a few lamps 
be cut out, thus reducing the resistance, the current will 
increase and the attraction of the solenoids, giving a 
stronger pull on the lever, presses the carbon pieces more 
closely together, reducing their resistance and allowing 
more current to pass through the short circuit across the 
fields. A very little change in tlie position of the brushes 
reduces the sparking which follows a lessening of the load. 
Should more work be thrown on the line, the current 
will be lessened, the solenoids allow tlie lever to drop, the 
resistance through the shunt (or short circuit) around the 
fields is increased, and as a result, less current can flow 
across, consequently more must flow through the field 
coils, increasing the magnetism and producing more current 
on the line. 
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Closing the swit(^h S, completely short circuits the field 
and stops the production of current in the dynamo, 
because the niajmetizinjr current is cut off from the field 
coils. 

The dial, or regulator, consists of four piles of carbon 
pieces, .1, A, A, A (Fig. 33), separated by strips of slate, 
and insulated from the iron box in which thev are 
encloses 1 by sheets of slate, which is a very good insu- 
lator. These carbon i)ieces are about one inch square and 
of different thickness. The piles are connected in such 
a manner as to form one continuous conductor, of great 
resistance. The solenoids, C, C, through which the full 
current passes, attract the armature, D, which being con- 
nected to the lever, E^ controls the current by pressing 
. the carbon pieces mc^re or less closely together, varying 
the resistimce througli which a portion of the current is 
short-circuited outside the field coils. The dash-pot, Fy 
serves to ease the movement of the lever. Weights may 
be placed on the pin, fr, to vary the amperes of current on 
the line. The carbon piles are covered with a sheet of 
slate, Avhich is fastened to the sides B. The binding posts 
on top of the box make connection with the carbon piles, 
wlicn the dial is in action. The wires leading fi^om these 
binding i)osts connect to the field coils of the dynamo, as 
shown in the diagram. 

The current used in the Brush system of 2,000 C. P., is 
about nine am2)eres, and the dial is weighted to regulate 
the current to that amount. 

If the slate cover be removed from the dial, the carbon 
pieces are quite sure to fall out, and, if such an accident 
should happen, you will find it an exceedingly tedious 
operation to replace them and balance the dial again. 
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The following pointers may be of assistance to you, if 
3'^ou ever find it necessary to overhaul or readjust a dial. 
When the dial comes from the works it is all right and in 
the best of condition, and needs no further adjusting, but 
just fasten it to a solid wall or frame, in a level position, 
remove the wooden blocks that held the parts in position 
(luring the transportation, fill the dash-pot with a mixture 
of glycerine and alcohol— or water may be substituted for 
the alcohol. A mixture of glycerine and water will not 
freeze solid or become very stiff in cold weather. Connect 
the dial to the dynamo, as shown in the diagram, without 
any consideration for positive or negative wires, for it will 
work equally well either way, except when using the dial 
controller, which will be explained further on. 

After continued use, the carbon pieces frequently 
become burned, so that it is necessary to replace them with 
new ones, or remove them and smooth them down. The 
contact pieces at the top sometimes become broken. If 
you find it necessary to overhaul the dial, it should be 
taken down and tipped partly on its back, in such a man- 
ner that it will not slip or fall. The carbon pieces should 
ail be taken out, and those that are broken or burned 
should be laid aside and new ones supplied in their place. 
The pieces should be placed in th(3ir original position, 
having a thick piece at top and bottom of each pile, and 
thick pieces should be put in so there will be four thin 
pieces and then one thick one, then four thin and another 
thick one. Fill each of the spaces in this manner, placing 
a long thick piece on top of the two center spaces. The 
square pieces that are beveled on one side are placed at the 
bottom of each pile, and the longer ones of similar shape 
are placed under these last, supporting two of the smaller 
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ones. Tlie iiisulatotl piece supports these, and rests on the 
adjusting screw, 11. With the dash-pot removed, so you 
can work the lever easily, raise the lever until the carbon 
pieees are pressed fi nnly together, which should bring the 
annature, />, about one-fourth inch from the solenoids. 
Tlie distiuice can be regulated by the adjusting screw. 
When the l(»ver is down, the carbons should break contact 
at the top. The longer carbon pieces at the bottom should 
stand scjuare. If they are tipped sideways, they may be 
squared up l>y changing some of the thinner pieces from 
one pile to another, until the piles are of equal length. 

Overhauling a dial is a tedious job imtil you "get the 
knack of it.'' When the dial is in perfect condition, it 
will regulate the current for any number of lamps, from 
the full capacity of the <lynamo down to one lamp. The* 
less space between the armature and solenoids the greater 
the pull the solenoids have on the lever. 

When lamps are switched off, the carbon piles usually 
become quite warm, but this is no occasion for alarm. 

A small amount of kerosene poured on top of the 
glycerine mixture in the dash-pot will prevent the evapor- 
ation of the alcohol. 

Never take off the slate cover, unless the dial is tipped 
back, for tlie carbon pieces are liable to fall out. 

The dial controller shown in Fig. 84, is attached to the 
ordinary Brush dial as shown. The wire to the right in 
the dial, which should be the positive wire, is cut and 
connected to the controller at a a and a copper strip con- 
nects the controller to the other wire at h without cutting 
this wire. The carbon piles should have less resistance 
when using the dial controller than when working without, 
and the dash-pot t is made to work somewhat stiffer by 



Boldering the valve so that, practically, it becomee a solid 
piston. Thicker glycerine is also userl in the dash-pot 
than 18 required when not u&ing the dial controller. 

The dial controller consistB of an electro-inagnet J" made 
flat for convenience; the nrmiitni-e ff, whi.'h if* a conductor 
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Fig. 34.— Dial CuiUrolicr. 

I for a portion of the current shunted through the resistance 

I W, which consists of two open coils of iron wire wound on 

a insulating material and lying parallel. The brass spring 

%J3, which opens between the two coils, forming a means of 
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repu lilting their resistance by cutting out of circuit more 
or less turns of the iron wire, and which will govern the 
amount of current passing through the shunt. The screw 
A" is used to adjust the distance of the armature from the 
magnet; K is a shite cover to protect and keep in position 
the carbon piles which form the resistance of the shunt 
across the lield coils. WTien running with a full load the 
dial is out of action, the lever E being down as far as it 
will go. If a portion of the load be thrown off by cutting 
out some of the lamps, the lever will raise, and the contact 
X should be open, but never more than Mtf"? ^^d it is 
quite important to have this contact adjusted just right, so 
that the space between will be only sufficient to break the 
small arc that is formed there when the contacts are 
separated. The distance to which the contacts separate 
may be adjusted by the screw N, If the smaller contact is 
being eaten away by the spark, it may be stopped by 
changing over the wires in the large binding posts at the 
bottom of the regulator. This will change the direction of 
the current through the contact a;, and cause all of the 
erosion to take place on the larger contact piece where it 
will not do any particular harm. When more work is 
thrown on the line the magnet J loses a portion of its 
magnetism and the armature k is drawn away by the spring 
and the contacts close. This allows a portion of the current 
to pass through the shunt IF, lessening the strength of the 
solenoids and allowing the lever to move downward, which 
lessens the resistance of the shunt around the field, allowing 
the current to increase. If the lever does not drop when 
the contact x is closed it will be found that the resistance 
w is too high. This may be regulated by moving the 
spring 8 to the right, which will lessen the resistance of 
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the shunt, allowing more current to pass through that way 
and less through the solenoids. It is always best to keep 
the spring a as far to the left as possible and yet have the 
regulator work all right, and when the spring has once 
been set in the correct position it wiU not require any 
changing, unless other parts of the regulator become con- 
siderably out of order, and even then it is better to put 
the other parts in order instead of changing the si)rini^. 
If a large spark appears between the contacts x, it will l)o 
found that the resistance of the shunt IF is too low, allow- 
ing more current than is necess^y to pass through the 
shunt. When this is the case, the contacts will be 
destroyed in a very short time or will become so badly 
corroded that the sensitiveness of the regulator will be 
greatly impaired. 

If it becomes necessary to put more current on the line 
than the regulator is adjusted to, it may be increased to 
any extent within the capacity of the dynamo by turning 
the fibre nut i\r to the right. But you will understand 
that the dial does not produce current, it only regulates it, 
and if the lever E is down, the full current that the 
dynamo will produce at that speed, is then on the line, 
and no amount of adjusting the dial will increase it. 

If too much current is on the line, turn the nut slightly 
to the left. 

At all times when the dial is in action, there should be 
sparking at the contacts of the controller. 

The armature D should never be allowed to rise high 
enough to touch the solenoids. This is adjusted by the 
screw IT, which, if turned to the right, pulls the armature 
away from the solenoids. 
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Vig. 'i-5 showfl tlie field and brush coimections of & 
i>txty-tivf light Bninli d^niamo, which is introduced for the 
bfiiflit of thiw<> having charge of such machines, who wish 
to understiiiid the [lath of the current. It is also an 
exfellvnt diagnuii from which young electricians may test 
tlieir kiMwhilt;.' of thy action of the current by tracing the 
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The field coils (not shown) are connected up in the 
same manner as shown in Fig. 33, 

This dynamo has twelve coils in the armature. The 
commutator is divided into three sections of four s^ments 
each. Sis brushes arc required. 

BRUSH INCANDESCENT, COMPOUND WOUND, SELP-REGULATINO 
DYNAMO. 

The accompanying diagram shows the field circuit and 
brush connections of a compound wound dynamo for 
incandescent lighting, which is self-regulating. The bind- 
ing posts are shown at A, A, and the brushes make con- 
nectious at b, b, b, b. 
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It will be noticed that the portion of the magnets near- 
est the pole pieces are wound with large wires (number 
one), and are eomiected in a peculiar manner, two being 
in multiple from one of the brushes, and the opposite 
magnets in multiple from the other brush on the same 
side, but the exciting portion of the circuits, you will 
notice, are in series between the brushes and the line. 
This part of the winding might be described by the expres- 




Puj. 36. -^Connections of (hmpoimd Wound, Automatic 
Regulating Dynamo. 

eion " multiple-series," for they are in both multiple and 
Beries. The smaller wire is wound on the other portion of 
the magnet, and separated from the larger wire by a thick 
washer of vulcanized fibre, which effectually insulates it 
from the exciting wires. This srfiall wire is in " shunt " 
between the binding posts, and the current passes around 
the magnets in the same direction as it does in the coarse 
wire circuit, 

The fine wire coils contain a very great length of wire, 
and make many turns around the magnet. As this shunt 
circuit is of very high resistance, only a small amount of 
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current can piiss through, and as the resistance ou the line 
is rtHlucetl by the addition of more lamps, less current 
]niss(s througli the shunt coils and more through the main 
coils; i'<)nse<iuently the pole pieces are more strongly 
energize«l and more current is delivered to the line. But 
should 11 part of the lamps be turned off, the resistance on 
the line is increased and more current passes through the 
shunt, but less through the series winding, demagnetizing 
the pole pieces in proportion to the decrease in the amount 
of current passing through the field coils. A small 
amount of current passing through a great number of 
turns of wire has as much magnetizing effect as more cur- 
rent passing through a less number of turns. The exact 
projxjrtional elfect depends on several fectors,and requires 
more or less calculation and some experimental tests. The 
commutator in use on this dynamo is of the style shown 
in Fig. 24, and the brushes, as shown at a Pig. 25, about 
three inches wide, a wide brush of this kind being neces- 
sary to carry the large number of amperes of current gen- 
erated by this machine. The armature is of the same 
style as is used in the other Brush dynamos. 



CHAPTER XI. J 

teitATIO CUBB£KT BEBULATOR AND OTBEB APPLIANCBB 

OF THE EDISON SYSTEM OP INCANDESCENT LIGHTING. 

The automatic current regulator of the Edison ayatem 
is Bhon-n in perspective, in Fig. 37. 

The box contaias the resistance, which is Grennan-silver 
wireof small guage, wound on reels and the turns insulated 
from each other by an airspace. From this wire, loops are 
taken off at intervals, which are connected to the strips 
marked r, r, r, in the figure. These strips are all brought 
togethur to form a commutator at R. In the commutator, 
the strips are separated by mica or fibre insulation, which 
is necessary, of course, though these strips are all in contact 
with the same ma.ss of wire at one end; similar to the 
connections of the rheostat shown in Fig. 29. 

This is in reality a rheostat but of somewhat different 
form. The eontroiler magnet marked GG, is an ordinary 
electro-magnet, the armature of which is connected to an 
arm, one end of which is pivoted to the frame that carries 
the controller magnets. The other end of the ann is 
extended upward and pas.'ies through a slot in a small 
table. This slot allows the arm sufficient play and also 
prevents the arm from making contact nith the table; but 
on the table are two contact points, sho^vn at i t in the 
diagram Fig, 38. These contact points are insulated from 
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Fig. 38. 
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the tiible but wires leading fix>m them form parts of the 
circuits as sliowu in the diagram. Above these contact 
points are two flat springs against which the end of the 
arm works. These springs receive the blow of the arm 
wliich would otherwise batter the contact points. The 
springs are no part of the circuit. 

A retractile spring A is connected to the arm at about 
the same position as the armature is attached. This 
spring is for the purpose of r^ulating the potential at 
which the regulator shall act. 

The incandescent lamps marked P P, are not placed 
there for the purpose of giving light but are used as a 
resistance. The lamps are not connected in the circuit 
direct Ijiit are in the shunt or derived circuit with the 
contact points i i as shown in the diagram. 

The use of the lamps in this position are for the pur- 
pose of receiving the extra current that is formed when the 
contacts separate and the circuit through the motor-magnets 
MM or XX, is broken. The motor-magnets and the double 
armature T T are for the purpose of working the lever L, 
that carries a brush or spring at its end. The brush 
moves over the commutator, making contact with the 
strips leading to the resistance. 

This lever and brush forms part of a circuit and carries 
the current that passes through the field circuit of the 
dynamo. On the regulator are six binding posts, not 
shown in the cut, but represented on the diagram at a a' 
g(/ dd'. These serve to connect the regulator to the dif- 
ferent portions of the circuit as is necessary for its proper 
action. 

Tj;ie binding posts marked a a' are the terminals of the 
circuit through the resistance 5, and are connected in 
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series to the field circuit of the dynamo. The frame car- 
rying the motor magnets forms a part of this circuit and 
the coiled wire shown on top of the frame is to insure 
good contact between the frame and the shaft of the 
double armature. The lever L, is connected to this shaft. 

A good reliable contact cannot be made between a 
shaft and its bearings, on account of the lubricant used, 
and the shaft working loosely in the boxes, that is as 
satisfactory as when something like the coiled wire here 
shown is employed. 

The spring 8, insures good contact Avith the commu- 
tator R, and it is not necessary that anything in the way 
of lubrication should ever be used on this commutator for 
it never gets to sparking or cutting as some dynamo com- 
ii}utators do. Placed between each pair of motor magnets 
is a dash-pot, the piston of which is connected, by the 
rod, to the armature T, 

There is one of these dash-pots connected to each side 
of the double armature and the cylinder is filled with 
cylinder oil, in some cases, or with glycerine. The use of 
the dash-pot, in this case, is for the purpose of steadying 
the movement of the lever L, which would be thrown too 
far across the commutator at each slight change in the 
current on the line, if some means were not provided to 
make the movement of the lever slow and steady. 

Keeping these dash-pots in good working order is just 
as necessary to the successful working of the regulator and 
consequently to the satisfactory operation of the whole 
system, as any other detail about the plant. In fact it is 
necessary to pay particular attention to all the different 
details about a plant of any kind in order to get good, 
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wncH)!!!, continuous work out of it. If the glycerine or oil 
in the (lash-jx>ts is too thick then the lever would move too 
slow aihl when any great number of lights were turned off 
the other hiiiips would brighten up and continue so until 
the pull on the armature had continued long enough to 
overt v»nie the resistance of the thick -oil or glycerine and, 
wliat is worse, long enough for a person to notice the 
brijihtening of the lamps and their dimming down again 
which is sure to cause dissatisfaction. Or, if the move- 
nieiil is itM) iVre tiien the movement of the lever would be 
so sudden that the momentum of the armature would 
carry the lever too far across the coimnutator, throwing in 
too much resistance, which will have the effect of making 
all the lamps fall below the normal candle power and then 
suddenly brighten up again as tlie current is changed to 
the other set of magnets and the lever is pulled back again. 

When the da.-h-p(jts work as freely as they should, any 
change in the numl)er of the lamps can be made without 
l)roducing any apparent effect on the others. 

When the regulator is in good working order, the two 
lamps attached to it will l)e continually lighting up and 
going out; that is first one and then the other will brighten 
up as they are thrown into circuit, or the current through 
the motor magnets is broken. But they should not brighten 
up to full candle power at any time, but just become fairly 
red. If either should become fully bright unless when 
the dynamo is overloaded, it may be taken as an indica- 
tion that the regulator is not working freely, and an ' 
examination of all the parts and connections will show 
where the difficulty lies. 

The controller magnet circuit is, or should be, con- 
nected to the mains at the centei- of distribution. The 
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terminals at the binding posts, d d, is where the connec- 
tions are made. 

The reason for making connections between the center 
of distribution and the controller magnets is that if there 
should be any fall in potential on the mains, as there 
always is, that the average potential throughout the 
system may govern the regulation. 

Wire of any size, no matter how large, offers more or 
less resistance to the passage of the current, consequently 
there will be less pressure at a distance than at the 
dynamo, and to equalize the pressure as far as possible 
throughout the system, is why the connection is made to 
the center of distribution. 

The circuits of the motor magnets MM and NN, as 
shown in the diagram, are connected with the feeders at 
any convenient position. The two magnets MM are in 
one circuit and iViVare in another circuit, ])ut on one side 
of the magnets one terminal serves for both. The other 
terminal, g, connects to the arm that carries the armature 
B, and the circuit is completed through 3IM or NX, 
according to the action of the current on the controller 
magnet. By referring to the diagram you will notice how 
this is accomplished and also see the manner iu which 
the lamps are connected in shunt to the circuits of the 
motor magnets. When a current of electricity is passed 
through a coil of wire, such as the circuit of an electro 
magnet, there is self induction between tlie wires; that is, 
the current passing through each turn induces a current in 
the turns of wire near it. The induced current is always 
in a direction opposite to that of the inducing current, and 
acts as a resistance to the liow of the inducing current. 
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When tlie ourrent is broken this induced current is shown 
to a greater extent by a spark at the point where the break 
is made. A still greater and more destructive current is 
also fornie<l when the circuit of an electro-magnet is broken, 
by the efFeet of the demagnetizing of the core which gener- 
ates current. This is called the extra current. Any change 
in the strength of a magnet will induce a current in the 
win* that is neiir it. Under these conditions, the demag- 
netizing of the core will produce a current in the wire fully 
as strong as the sudden magnetizing of the core would 
l)ro(lu('o but in the opposite direction, and this current 
topjether with that resulting from the self-induction of the 
coil gives a spark that is quite destructive to whatever may 
form tlie termination of the circuit at the point of breakage. 

Under these conditions, in the regulator, the contacts 
i i' would soon be destroyed if some means were not pro- 
vided to break the effect of this extra current that is 
formed each time that the circuit is broken at this point. 
The incandescent lamps are the means provided here to 
reduce this destructive effect by providing a path for the 
extra current through a resistance where the current 
expends itself in heating the filament, and by this means 
the contacts are preserved. 

In connecting the resistance of the regulator to the 
dynamo the connection is made between the binding posts 
marked a a\ on the regulator, to the binding screws shown 
at a a on the diagram of the dynamo windings, Fig. 39. 

This diagram of the winding of an Edison d3mamo 
represents but one plan of winding ii> use on these 
machines; but as this style is, I believe, the most common 
and as it is sufficient to convey the ideas intended to be 
described it will be all that is necessary. 
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By reference to the diagram it will be noticed that the 
binding screws a a, are the ends of a break in the field 
circuit. The regulator is connected to these terminals. 
The dynamo ia shunt wound. The pilot lamp is con- 




nected on one side to the feeder from the brush, while on 
the other side it is connected to the field coils. A close 
examination will show that the lamp is in reality con- 
nected in parallel or shimt to the field coila. 
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Tln» button f, to whicli a loop in the field coils is 
attarh«*il, may also be useil as a place where the regulator 
may be iiitnHliire<l into the circuit. This loop is usually 
brou^'lit up on the back side of the dynamo. All wires 
r^liown by dotted lim*s, in the diagram, are covered by the 
ln'jul b(»ard on the dvnamo. The circles marked hh show 
tbr points at which the fuses are placed. These fuses are 
of sutruient capacity to carry the full current at which the 
(lynanio is rated and will always do it if the contacts are 
k«pt in <zood order and not allowed to corrode. This will 
sehh»in occur if tbe fuse has been tightly clamped in its 
plact', at the start and has not been interfered w4th after- 
ward. Should a short circuit on the line occur, one or 
both of these fuses would immediately melt unless some 
other fuse on the line, nearer to the short circuit, first gave 
way. These fuses seldom melt out unless the d^Tiamo 
is loaded up to its full capacity. An over-load is sure to 
cause them to melt. 

Fuses should never Ix^ replaced with any metal but tin 
and it should not be anv heavier than the fuse that was 
destroyed. The fuse is sui)posed to protect the dynamo 
from injury by over-pressure and is, in reality, to the 
dvnamo what the safetv-valve is to a steam-boiler. Cases 
have l)een known where fuses have been replaced by copper 
strips, but this is wrong and should not be done, for serious 
consequences are liable to follow. 

The pilot lamp, if not kept screwed down tight may 
cause a trouble by melting the soldered connection to the 
lamp socket. This has occurred on account of the resist- 
ance ot a loose connection and the development of heat, as 
a consequence, wnich has been sufficient to melt the solder. 
Loose connections should never be allowed to exist in any 
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part of any electric circuit. Loose and corroded contacts 
are always a source of trouble and annoyance and the 
greater part of the mysterious difficulties in electric light 
plants may be traced to loose connections and corrosion of 
contacts. 

The green and brown oxides that form on copper and 
brass when exposed to the air, especially moist air, are 
non-conductors of electricity and even a very thin film of 
this oxide has sufficient resistance to interfere with the 
successful working of a plant. 

The less the potential on the circuit, the greater detri- 
ment will these small causes be. It must not be under- 
stood that small, loose or corroded contacts may be 
neglected on systems of high potential, for even there they 
make very much trouble and are the more easily overlooked 
because many people are liable to infer that they cannot 
produce much harm because they still carry the current. 
This view is entirely wrong. Good practice requires that 
the conductivity of circuits shall be as near perfect as is 
consistent with other principles involved. Excuse the 
digression from the description of Edison machinery to a 
few remarks on the care of circuits, and we will return to 
the subject and describe the action of the regulator. 

The dynamo being started and the resistance all thrown 
into the field circuit, the retractile spring A would hold 
the contact point at the upper end of the arm in contact 
with the screw i', which would cause the current to pass 
through the motor magnets M M, The current would 
build up slowly so long as so much resistance was in the 
field circuit; but when the current became of sufficient 
strength to cause the magnets to attract the armature Ty, 
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iU movement would cut out some of the resistance, by 
moving the piei'e x, in contact with a portion of the arma- 
ture that connects to a point of less resistance in the box. 
More current would then be allowed to flow through 
tlie fu'M circuit and the lamps would be quickly raised to 
the full candle jK)wer. As soon as the required potential 
wa.s obtained on the circuit, the regulator magnets G G 
would be thrown into action and the circuit through MM 
]>n)kt*n. Now is the time that the lamp P in. this circuit 
1 )ei()nies useful. As soon as the flow of the current through 
M M ceases the reaction takes place and the extra current 
returns on this circuit, and if no other means were provided 
to consume its energy a large spark would jump across the 
interval between the contacts just separated; but as this 
lamp is in a tshunt around the magnets, the extra current 
is provided with an easier path than across an air space, 
and expends itself in overcoming the resistance of the 
lamp. As soon as the circuit through M M is broken, 
contact is made at the other point and the flow is through 
N iV, until the brush travels across the commutator R far 
enough to cut in more resistance and lower the potential a 
trifle, when the spring A withdraws the armature B, break- 
ing the circuit through N N, The other lamp then 
receives the extra current from these magnets. • The chang- 
ing of the path of the current from the magnets M M to 
NN is incessant, but the movement of the contact Z) is a 
mere trifle, except when the number of lamps in use is 
changed, and then the movement is not considerable, for a 
very small change in the resistance of the field circuit is 
sufficient to compensate for ordinary changes in the num- 
ber of lamps. 
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THE HOWELL PRESSURE INDICATOR, 

a front view of which is shown in Fig. 40, and a diagram 
of the connections and other portions of its interior is 
shown in Fig. 41. 

The use of this instrument is to show when the current 
on the line is at the right potential. It does not, in any 
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Mg, 40. — Front View Howell Indicator. 

way modify the potential of the current or the brilliancy 
of the lamps, but merely shows if the potential remains 
at the required pressure, and indicates any change of 
potential that may take place on the circuit. The princi- 
pal parts of the indicator, as shown in the front view, are 
an incandescent lamp marked A, the binding posts BBy 
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tht» .•^inall h'wr ^, placed on top of the box that projects 
ti> tlif front, tlie 8<-ale //, the snmll black ball Fy at the end 
iA' A wire that projects from the inside of the apparatus, 
This srah* is i'overe<l by a glass that protects the interior 
from being tamiXTed with, or the little ball from being 
assistiMl in its duties by the aid of sticks or a piece of 
win*. It is strange that it is sometimes thought necessary 
to assist indicators in their duties. We have frequently 
stM'n <'ii;zin('(»rs tapping a steam gauge with their fingers or 
knife, apparently trying to make it register more than it 
was intended to do under the conditions. Electrical 
apparatus, if not protected from such usage, have shared 
tlie same flite. No amount of rapping or jarring an indi- 
cator will make the lights bum any brighter, no more than 
tapping a steam gauge will make an engine do more work. 

Below the scale // is another scale /, whose graduations 
are marked with numbers. On some of these instruments 
are two sets of numl)ers, one in red ink and the other in 
black. Below this scale is a knob that can be moved the 
length of the scale. The knob carries a small pointer that 
can be set to any division of either set of figures on the 
scale. Near the right hand lower comer is a screw 
marked S, 

Referring to the diagram, Fig. 41, for an explanation, 
we find a galvanometer, surrounded by an iron ring, shown 
by the heavy black circle. The galvanometer consists of 
a polarized piece of steel called the needle, balanced and 
working on pivots. The needle is pivoted inside of a 
brass frame, around which insulated wire is wound. 
When a current is passed through the wire, the needle 
tends to assume a position at right angles to the length 
of the wire. The position at right angles is only attained 




lig. 41. — Diagram of Circuits of IloKell Pressure Regulator. 
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when the stn?ngth of the current is very great compared 
to tht» niajrnetisni of the needle, wliich must be small so 
that it may Ik* eiisily moved, and he strongly affected by 
thr current passinj^ along the wires. A galvanometer may 
be ma«le by wra])})ing a few turns of wire around a strip 
of ])asteb<)ard or a piei^e of cigar box, or in fact anything 
that will serve to wind the wire on. It is preferable that 
the wire be made into a flat roll. A common pocket 
com])ass is placed on the wire in such a position that the 
magnetized needle may point in the same direction that 
the wire is wound. When a current of electricity is 
piissed through the wire the needle will move and tend to 
take u]) a position at right angles to the wire. This is the 
sim])lest form of galvanometer. But to make it more 
sensitive, the wire is wound above and below the needle. 
In the galvanometer shown in the diagram, the needle is 
placed between the wires. The part marked P is a piece 
of magnetized steel, and is connected to the small lever as 
shown. This is for the purpose of regulating the position 
of the needle. 

The iron ring that surrounds the galvanometer is a 
magnetic shield for the purpose of protecting the gal- 
vanometer needle against the influence of outside mag- 
netism. It serves the purpose very well. A great deal 
might be written about an iron ring when used as a shield 
against magnetism, but the statement of the fact is suf- 
ficient here. A few experiments will teach considerable 
in regard to it. 

The arrangement of circuits in this indicator form an 
electrical balance and are arranged as shown in the lower 
portion of the cut. The letters refer to the same circuits 
in both places. The lamp, A, whose resistance varies with 
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its temperature, provides a delicate means of indicating 
any change of potential on the circuit. Any change in 
the potential will change the amount of current flowing 
through the lamp. This will change the temperature and 
resistance because carbon, when at a white heat or in a state 
of incandescence has but half as much resistance as when 
cold. The coil of wire i?, which is of German silver and 
insulated, is for adjusting the balance to agree with the 
resistance of the diflferent indicator lamps. The prin- 
ciples of the electric balance are fully explained in the 
latter part of this book, under the heading of The Wheat- 
stone Bridge, but in this explanation of the indicator we 
will say that when the current on the mains is at the right 
potential there will be no current through the galvanometer 
Gj and the needle, held in position by the small magnet 
P will keep the pointer at the zero of the scale. 

The screw S forms a portion of the circuit, and serves 
to break the circuit at this point when testing the indi- 
cator. The indicator is connected in multiple to the 
mains near the center of distribution, for the same reasons 
that the controller magnet of the regulator is connected 
at that point. 

The lamp is a special indicator lamp, and is of differ- 
ent resistance from the lamps used on the lines. Two 
special indicator lamps are usually furnished with each 
indicator, and one has a number on it in red ink, the other 
is numbered with black ink, and these numbers correspond 
with numbers on the Scale I, in the same colored ink. 

These lamps and the indicator are tested and marked 
at the factory. The binding posts B B, serve to connect 
the indicator to the circuit. When no current is on the 
line, the little ball F should stand at the zero of the scale; 
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but a^ the potential rises it moves toward the side, but 
returns again to stand exactly over the centre line, when 
the current has reached the required potential. This it 
will do if the i)ointer on the knob E is set at the same 
nuinl>tT as is found on the lamp in the same colored ink. 
Sliould the potential increase, more current will flow 
throu^^h the indicator and the carbon in the lamp will 
become more highly heated, and its resistance becoming 
less a greater ])ortion of the current can pass through the 
lam]), and this by destroying the balance between the two 
branches will cause some of the current to flow through 
the galvanometer circuit, and the pointer will be deflected. 

Should the potential fall less current would flow 
through the indicator and the resistance of the lamp 
increasing disturbs the balance of the circuits and current 
flows through the galvanometer, but in a direction opposite 
to what it does when the balance is disturbed by an 
increase of potential. The potential is kept at the required 
amount by regulating with the resistance box in the field 
circuit. 

The indicator may be tested at any time when the 
plant is running, by opening the circuit at the screw S — 
which merely breaks the galvanometer circuit. If the 
indicator is all right, the pointer will stand at the center. 
If it does not stand at zero, it may be adjusted so that it 
will, by moving the lever (7, but this lever should never be 
moved unless the circuit is open at the screw S, One of 
the indicator lamps should be kept for the purpose of 
testing the other by. 

After a lamp has been attached to the indicator, for a 
length of time, it sometimes occurs that its resistance has 
become changed, more or less; this may be ^^^^^d at any 
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time by placing the other indicator lamp in the socket, 
and setting the pointer on the scale at the number found 
on the lamp. The indicator should then mark the same 
as before. If it does not mark the same, bring the pointer 
to the zero point on the scale by regulating at the rheostat, 
and then replace the first lamp and bring the pointer to 
the zero mark, by moving the knob E until the pointer 
rests at zero. 

It is well to keep two indicator lamps on hand at all 
times, using one on the indicator and retaining the other 
to test by occasionally. The lamp that is kept for testing 
may be presumed to be correct at all times, if not used 
for other purposes. The lamp used in the indicator 
sockets will last for an indefinite length of time if it is not 
accidentally destroyed, for the amount of current through 
the lamp is so small that the lamp never burns at more 
than one-half its candle power, and at that rate the lamp 
should last for years. 



CHAPl'ER XII. 

THE EXCELSIOR SYSTEM OP CURBENT REGULATION. 

The <lyiiani<) of this system is of the ironclad type. 
The lield magnets are placed in a vertical position, and are 
wound in .sections, or rather loops are brought out at 
intervals and connected as shown on the left in Fig. 42. 
The armature is peculiar to this machine. 

The current regulation is obtained by the moving of 
the brushes, together with a device that cuts out or in a 
greater or less number of turns of wire in the field-coils. 
Both these results are produced by a; motor placed on the 
side of the dynamo, and actuated by the current. The 
diflferent circuits and connections, together with the motor 
and the short circuiting switch, are shown in the diagram. 
The winding of the field-coils is not exactly as shown in 
the diagram, but the method by which the regulation is 
obtained can be easily understood fi'om the plan shown. 

The coils of the field-magnets are each divided into 
two parts by a washer of vulcanite, placed about midway 
of the length of the core. The wire is wound in such a 
manner that branches are brought out at intervals and 
connected to small brass plates, of which there are two 
sets, as shown at B^ on the left of the diagram. 

Each branch that is brought out represents a certain 
amount of wire in the field-coils. The terminals irom 
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each section of the coils are connected to plates opposite 
the terminal of a corresponding section of the other field- 
coil. The bar S carries on its under side a double brush, 
insulated from the bar, that presses on the plates and 
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serves as a conductor between them. This brush, not 
shown in the diagram, carries the full current. This 
brush should always have sufficient contact to carry the 
current without heating and without causing any spark as 
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r Vifi — r- c_ .ii»r z\iSSi^ V* auc^iber. Ix should also be 
Lr--,' "T^r ". - -.?yvt*i -x^. L«:«ci?)e OTGiACts in any part of an 
-:.- •^ : r I.: -j^ il-wij* r«r rvlie*! ^ci \o produce trouble. 
T - i^_^i.:-_:y ;• •r»r :•: iLi* machine is built up of 
-_-_.-- _* _r :. r.'rr. r,^ «ji of which fits into hole:? 
- - -> :L-: r-ir: Itii^nhwii^ of the shaft, and are 

^.-' • • : r.: j» ::...: : m. & j.»>nion of the frame work. 
7 - * - ' • ;. 1 :' :lr r.*'* ir^ held in f*lace by a cap piece 

7 ..r....: -r- - :> -tv wound separately on a mandrel, 
. :. ■- .-r-. . : r... -::..;Lr :•* a link, and of square section. 
7..-— ._-•:. .r '.'.- ::.T r7rr '.»f the core, bv which thev are 
..rl 1 ::.:!.. - ..:. I ..> . :j:-tr:-t€^ up in close circuit. The 
: r.:. : .• :* ::..- ^r:..;.:urv is that ot a gramme ring, but 
:"> ;.-:: . :: :. > -.:.*. '':..,' ivcy of the coils can be easily 
r.:.. ... *. ..: ..v :::,.-. :.:: I r^rT'Iaceii with others if neces- 
.-ar*'. T:-v 1 ' -:.::: J :" a ^ <u].Ie of bolls admits of this. 

T:.v ■. :..:....:..: r :- ^:..]^.ts<-i of 16 segments, ha\'ing 
'iuiv :.-..vv ;r - :: ::> a: ..::e end which stand off at a 
rij:.: a::jlv a:, i ;.>. ;;::a:::ei i«» a disc of slate which is 
rigi'ily >»r'.ur«ri :•» :Lt- ^han. This slate disc is about I" 
thick an«l i- xh*.- ^^nW in>ulation except the air space about 
the coiiiiiiutator. The annature wires are connected to 
the coinmutator l>v a clamp at the end of the projections. 
The brushes are fuur in number, two on each side, and 
each pair are i>Iaced side by side, and one about an inch 
behind the other, or far enough apart so that one is sure 
to make good contact while the other is passing the space. 
Tlie l(;adiiig brushes run with a small spark, while the 
othtjrH Hhould carry no spark at all. 

Doul^le brushes and the necessity for them is shown 
and explained under Fig. 26, in a previous chanter. 
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The brush holders are attached to, but insulated from, 
a metal ring, A, that is carried on small flanged rollers 
€ c Cy that allow it to rotate freely while still holding it in 
place. These rollers should always be kept working free, 
for if allowed to stick it will cause an unnecessary amount 
of resistance to the free movement of the ring, and an 
unsteady light will be the result. A portion of the ring A 
has attached to it a rack that engages with a pinion on the 
end of the shaft of the small motor enclosed in a box, and 
shown at the right of the diagram. The pole pieces of this 
motor are projections from the pole pieces of the dynamo 
as shown at d d. The brushes of the motor are placed 
vertically, and are connected in shunt to carbon resistances 
in the regulator box shown on the right. A sketch of the 
inside of the box is given in Fig. 43, where M M is an 
electro magnet, and H and K are carbon rods, i^ is a brass 
piece that serves as a conductor and to hold one end of the 
carbon rods H and K, One wire leading to the motor is 
also attached to this piece at G, while the other wire to the 
motor is connected to the piece marked /. The strip Q 
that carries the armature N^ is made of rolled copper or 
phosphor bronze, and works between the adjusting screws 
P, and is clamped to the block J. The tension spring q 
serves to regulate the intensity of current at which the reg- 
ulator shall act. The tension of this spring is adjusted by 
the screw R, which presses against the end of the lever 
where it is hinged to the box. By the tension of this 
spring the current on the line may be carried at any num- 
ber of amperes desired, within the capacity of the dynamo. 
The strip S is a. short circuit between the main-circuit 
wires 1 and 2, where the current enters and leaves the box. 
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This short circuit is operated by the switch T, which pro- 
jects outside of the box. 

The current enters the box by the wire i, which is 
connected to the square brass piece that also serves as a 
terminal for one end of the magnet coils. The other end 
is connected to the conducting strip at the screw v) from 
here, if the current be too weak for the magnet to attract 
the armature against the pull of the spring q, the path will 
be through the strip and carbon rod K, which has a certain 
resistance that is sufficient to shunt enough current to 
work the motor when the conditions are right. The cur- 
rent then passes on through the piece F and the carbon 
rod -H", which also has a certain resistance, to the brass 
piece that holds the end of the rod and one end of the 
copper wire E^ through which the current then passes to 
the line on the wire 2, The wires marked E and 2 are 
both fastened to the same piece in the left hand upper 
comer of the box. This wire marked 2 leads from the 
box to a binding post on the dynamo, as shown in Fig. 42. 
The two wires marked 3 and ^, leading to the motor, are 
connected, respectively, to the pieces shown at / and G. 
The short circuiting strip marked >S* is fastened at one end 
to the block where the wire 2 terminates, and the other 
end is close to, but not in contact with, the block where 
the wire 1 ends; but the switch T, when turned, throws 
the end in contact ^^ith the block, and thereby short-cir- 
cuits the current between the ends of the wires 1 and 2, 
thus allowing any changes or adjustments to be made to 
any portion of the contents of the box. 

At the upper part of the dynamo, on the left hand side 
is placed a short circuiting switch. This is shown detached 
for convenience of illustrating in the diagram, Fig. 42. 
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Usually on tlK»st» inachines the upper brush is the positive, 
aiul by tracinj? the conductors from the brushes you will 
t'ju^ily s(»e tlu* i)ath of the current. Starting from the upper 
l)rush tilt* current parses to the lower field magnet and 
through as much of the field coil as is in circuit (about 
one-half, as shown in the diagram) to the brush on the 
under side of the strip -S*, which is fastened to the ring that 
(iirries the brush holders and moves with it, and this 
brush makes contact with the terminal of a portion of the 
upper field coil that corresponds in number of turns to 
thnt portion of the lower field coil which is in action. 
This arrangement j)roduces an equal strength of field in 
each pole piece, and also provides a means of varying the 
strength of the field, as required, by simultaneously cutting 
in or out an ecjual number of turns of wire in both field 
coils. From the upper coil the current passes to the 
regulator box, where it enters by the wire shown at 1. 

After passing through the box it leaves by the wire 2 
at the top, and passes to the line by way of the binding 
post shown near the top of the frame, on the right hand 
side of the dynamo. Returning by the binding post on the 
left hand side of the machine and through the short-cir- 
cuiting switch (Fig. 42) — which is shown set to the line — 
and passing on reaches the lower brushes. When the 
switch is thrown to the other contact piece the lamp cir- 
cuit is opened, and also the circuit through the field coils, 
but this action also produces a short circuit between the 
brushes which causes thecurrent—^from want of support in 
the fields to quietly die away. 

To clearly explain the action of the regulator, we will 
suppose that upon starting the dynamo the switch is in 
contact w^th the left hand plate, the brushes are in position 
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of greatest action, that is, as for back as they will come; the 
piece S over the lower strips connecting to the branches 
from the field-coils, which brings the whole number of 
turns of the field coils in circuit. 

The lever Z, Fig. 43, will be in contact with the adjust- 
ing screw 0, held there by the spring q. When the dynamo 
is up to speed the short-circuiting switch is changed to the 
other contact, which will include the field and lamp circuit, 
the magnets are energised, and the current soon reaches 
the required strength with the lamps all burning. Should 
the dynamo not be overloaded, the regulator magnets M M 
will attract the armature iVJ drawing it down until the end 
of the lever L makes contact with the adjusting screw P. 
Then the path of the current through the box will be : 
through the magnet MM to the screw v where contact is 
made with the strip that forms the conductor between the 
screw P, and the piece that holds one end of the (carbon 
rod K. From here there are two paths for the current, 
one through the carbon rod K, and the other by way of 
the screw P, the lever Z, and the wire 5, to the motor, 
through the armature of the motor, and by the wire 4 to 
the connection at G^ on through H and E^ out to the lamp 
circuit. As there are two paths for the current from the 
point V, the amount of current flowing through each path 
will be inversely as the resistance of each path, that is, 
the greater portion of the current will pass where there 
is the least resistance. 

The resistance of the carbon rod K is great enough to 
cause a portion of the current, sufficient to work the 
motor, to pass through the wire 8 and back to the circuit 
through the wire 4. This will cause the motor to revolve 
to the left, and the pinion on the end of the shaft engaging 
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with the toothed rack on the riiu of the ring A will cam 
the ring to revolve to the right, and the contacts on t 
end of the piece S will move over the strips, cutting oil| 
sections of the field coils, suid reducing the strength ot t! 
field. This will lower the potential of the current, l 
the movement of the ring mil at the same time bring t 
brushes into position of lesser action, and the curt 
being reduced, the Magnet MM will lose a portion of its 
strength ; the spring q will then pull the lever L out of 
Contact with the 8cre^T P. More lamps being cut into 
circuit has the effect of reducing the amperes of current 
on the line, on account of having increased the resistance, 
and to bring the current up to the required amount, the 
potential must lie increased. An increase of magnetism 
in the fields will produce an increase of potential. 

When the current has fallen below the required 
amount, and the magnet M M, consequently, has lost a por- 
tion of its strength, the spring q will pull the lever into 
contact with the screw 0, when a portion of the current 
will then be shunted through the armature of the motor 
in the opposite direction. By referring again to Fig. 43 
you will notice that when the lever L is in contact with 
the screw on account of the current having fallen below 
the required strength, the path of the current will then be 
through the magnet MM to v, as before, hut from here the 
whole current, instead of a portion of it, as before, passes 
through the carbon rod A' and the piece F, until meeting 
the resistance of the other carbon rod H, a portion of the 
current is shunted through tha wire 4, from its contact at 
6, and passing through the armature returns by the wire 
3, and through the connection in the block /to the lever 
L, and through that and the screw and connecting strip 
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to the block that holds one end of the carbon rod H and 
the wire E, and by the wire E to the lamp circuit by way 
of the wire 2. From the explanation given and by 
tracing the circuits you will readily undei'stand that the 
direction of the current through the motor depends on 
whether the lever L is in contact with the screw 0, or the 
screw P, bringing the motor in shunt with one or the 
other of the carbon rods which, on account of their resist- 
ance, shunts, or as you might say forces a small amount 
of current to pass through the armature of the motor. 
The pole pieces of the motor remain of the same j^olarity 
at all times, and by this means enable the direction of 
revolution of the armature to be changed as often as 
the direction of the current through tlie armature alone is 
changed ; but if the field magnets of the motor were in 
circuit with and charged by the same current that passes 
through the armature, a different result would ])e obtained, 
for by passing a current through both armature and field- 
coils of a motor in either direction the resulting motion 
will be the same in either case. To reverse a motor it is 
necessary to change the direction of the current through 
either the armature or the field; but not both at the same 
time. 

By changing the direction of the current through the 
armature alone — allowing it to remain the same through 
the field — an opposite direction of revolution will result. 
Or by allowing the current to pass continuously through 
the armature in one direction and changing the direction 
through the fields, motion in either direction may be 
obtained. The extension of the pole pieces of the dynamo 
to provide pole pieces for the motor in this case was an 
excellent idea, for it has obviated the necessity for a field 
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circuit, and reduced the necessary nieclianism to a mini- 
mum. Tile arrangement for changing the number of 
turns of wire in the field coils that are in action, at the 
same time as the position of the brushes are changed, and 
making them both dependent on and almost einmltaneous 
with any change of resistance on the lamp circuit, must 
necessarily result in a very steady current and a satis- 
factory light. In the regulator box, attention should be 
given to the ends of the two springs and F, and where 
they make contact with the lever L. The points become 
corroded after a time, and offer an unnecessary resistance 
which, by allowing considerable change in the current to 
take place before the regulator can act, will result in bad 
action in the lamps. Clean the contacts occasionally with 
a strip of sand-paper, bo that they will make good contact 
when together, and by this means avoid one source of 
trouble. The same suggestion applies to all moveable 
contacts where electricity is used. Keqi the contact surfaceB 
clean. 

Where the arniaturu wires are connected to the com- 
mutator is a place that needs looking after occasionally. 
See that the connections are in good order, and all the 
screws firmly screwed down. If the wire in the armature 
heats more than usual it will be well to examine ail of 
these contacts, and if no other reason ia found for the 
armature heating, there will probably be one or more of 
these contacts found to be loose or corroded. 

When everything about the dynamo and regulator ia 
in good working order, and the dynamo not overloaded, 
the lever L should be constantly vibrating between the 
screws and P. If this does not occur, or if its action 
should only take place at intervals of several minutes, it 
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will be on account of some portion of the regulating 
apparatus not working as freely as it should. Probably 
the ring -4, or the rollers that support it, have too much 
friction for the required freedom of movement. 

There are many points to which attention has been 
specially directed in these chapters that will apply univer- 
sally to all kinds of electrical machinery. The chapter on 
commutators and brushes was designed to cover the 
requirements for all the different styles of continuous cur- 
rent dynamos and motors. 
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In the Scbuylvr Rystom we finii a. eeries d>iiatno nf the 
conseqaent pole type and a tlmra armature. A glance at 
the machine, as showu in Fig. 44, gives all of the outward 
cbanct«risti(.-s in a clear way, four field coils Trith two 
fields. The fauue is is liulvt=!, bolted together on a line 




fig. 44. — Schvijer Dynamo. 
with the arraatore shaft, which makes it convenient a 
easy to remove or replace the armature. The removal c 
several bolts allows the upi>er field and half the frame b 
be lifted off and an eye-bolt conveniently placed in thd 
upper field focilitates the operation. The armature s 
can then be easily removed. 

The armature posaesses jjeculiur features, sta will 1 
seen by referring to Fig. 45, where the method of windi 



IB BO clearly Khown. This particular armature contains 
four coils wound ou a drum which is huilt up of sheet 
iron rings securely fastened to the shail. The ends of the 
cylinder are open for the purpose of giving fre« ventilation, 
which is considered by some to be necessary to prevent a 
burn out from over heating while at work. Each coil is 
wound in such a manner that one-half the number of 
layers is on each side of the shaft. Each coil ia also 
separated from the others by wooden strips placed between 
the coils and fastened to the drum. The means taken to 
keep the coils entirely iree from each other ensures good 
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ventilation and promises a safeguard against burning out 
lirom overheating during a very long run. The collars ou 
the shaft prevent end play, and by working in the journal 
box provide a method of self-lubrication that ia an excel- 
lent feature, as a single filling of the oil cellars is sufficient 
to lubricate the journals for a full month's run without 
further supply. 

The commutator is in two sections, each section divided 
into four segments, and the spaces between the segments 
filled by wooden strips to preserve a smooth surface for 
the contact of the brushes around the entire circumference 
i «ach section of commutator. By introducing wooden 
£ between the sf^menta in this manner, dust and fine 
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particles of copper are prevented from gathering, which,' 
if allowed to accumulate, might, in a short time, form a 
short circuit between the segments and result in a burnt 
out commutator or armature coil. Commutators some- 
what similar to this have been destrd^'^ed because of aa 
accuumlation of dust having been allowed to gather 
between the segments. Attention should always be givea 
to this point on any dynamo. 

The armature is connected up in open circuit. The 
terminals of the coils are brought out through the shaft, 
a portion of which is made hollow for that purpose, and 
are connected to the segments of each section of commu- 
tator alternately, that is, the terminal of one coil is con- 
nected to a segment on the outer section and the terminal 
of the next coil is connected to a s^ment on the other 
section. By referring to the cut you will see that the seg- 
ments of the two sections lap in such a way as to make 
their position correspond to the position of the coils on 
the armature. The brushes on these machines are usually 
of rolled copper, and though but four brushes are shown 
in the cut, which represents their latest style of dynamo, 
most of these machines use eight brushes. 

With open circuit armatures double brushes are essen- 
tial unless other means are provided to bridge the gap 
between the segments to prevent excessive sparking. By 
referring back to Fig. 24, and the accompanying explana- 
tion a clearer idea in regard to this point may, perhaps, 
be gained. 

The armature and field circuits of the dynamo and the 
connections, together with the lamp circuit are shown in 
the diagram Fig. 46. Here we have five binding posts, 
two for the lamp circuit and three that connect to the 
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T^ulator. These last are numbered 1, 2, 3, and are con- 
nected each to the bindmg post on the regulator having 
the same number. In this diagram the current in the 
outward direction, or more correctly, the positive current 
is from the binding posts marked, respectively, 1, 3, +, 
while the returning or negative current enters at 2 and — . 
The field circuit terminals are at binding posts 1 and 2, 
while the armature circuits connect to the binding posts 
at 1, 3, + and — . This, really, is not so complicated or 
confusing as it may appear at first sight, and although 

Lamj) eirevit 




Field 



Armature 




Field 
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Lamp circuit 




Fig, 46, — Circuits of Schuyler Dynamo, 

there are several difierent circuits, and, perhaps, an appar- 
ent inconsistency, still it is quite plain and simple when 
you understand it, and, in practice, it works well. 

We will trace the circuits of the dynamo alone with- 
out the regulator and endeavor in that way to get an 
understanding of it. The lamp circuit runs from + to — 
binding posts as shown. There are three connections to 
the regulator, and by this we know that there are two cir- 
cuits through the regulator, and we also know that two 
circuits with but three terminals must have one terminal 
common to both circuits, and as the current is outward or 
positive at 1 and 3, and negative or inward at 2, we can 
draw our conclusions firom an experiment. 
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Knowing that there is one circuit outward from 1 and in 
at 2, we will connect the^e two binding posts together 
with a short piece of wire. But when we look at the dia- 
gram we st»e that we have short-circuited the field circuit 
with a ver}' L^w resistance, less, in feet, than the resistance 
of the field circuit, and we know that under these condi- 
tions the field never could become charged, so we conclude 
that the circuit from 1 to 2 must be a circuit of tjonsider- 
able resistance, much more than that of the field circuit, 
and as we already know that a series dynamo may be 
made to produce, at will, any current within the capacity 
of the machine, by a shunt, of variable resistance, across 
the terminals of the field circuits, we infer that that must 
be the arrangement in the regulator. 

So witli a circuit of variable resistance between 1 and 2^ 
we will connect the binding posts 2 and 3 and endeavor to 
infer, from studying the diagram, what the result will be. 

Now, taking our starting point fi*om the + binding 
post, we trace the path through the lamp circuit to the 
— binding post and on to the brush and through the arma« 
ture coil to 3, then to 2, from there through the field cir- 
cuit to 1. Here we find two paths for the current, one 
through our circuit of variable resistance from 1 to 2, and 
the other through the armature from 1 to +, thus com- 
pleting the circuit. 

We see that the circuit would be complete and all the 
requirements fulfilled if 2 and 3 were connected together 
and a variable resistance or hand regulator connected 
between 1 and 2. Then, we ask, of what use is the circuit 
between 2 and 3? As the regulator is for the purpose of 
automatically regulating the dynamo, then, evidently, the 
circuit from 2 to 3 must be for the purpose of controlling 
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the variable resistance introduced between 1 and 2 at the 
terminals of the field circuit. Another question we might 
ask is : " What would be the effect if there was no con- 
nection between 1 and 2, and 2 and 3 be short circuited?" 
Let us trace it out and see. Starting from the + binding 
post, we follow around to the — , and through the arma- 
ture coil to 3, and across to 2, and on through the field 
circuit to 1, and from there through the armature coil to 
+, where we started from. By this arrangement we see 
that the dynamo would work at its full power because the 
fall current would pass through the field circuit, energiz- 
ing the field to its full capacity. 

The regulator, with its several circuits and the resist- 
ance, is shown in Fig. 47, where -4 ^ is the solenoid, the 
armature of which is attached to and works against the 
retractile force of the spring K, which is adjustable and 
serves to adjust the current on the line to the required 
amount. 

Attached to the armature is a contact piece that makes 
connection with another contact piece that is hinged just 
above it. These are shown at R. 

These contacts have flexible connections to the wires 
leading to the binding posts 2 and 3 on the dynamo, to 
the binding posts of the same number on the outside of 
the regulator box, and from the binding posts 3 and 5 on 
the inside of the regulator box, and these contacts form a 
short circuit, cutting out all portions of the regulating 
apparatus until the current has gained sufficient strength 
to draw the armature of the solenoid, against the force of 
the spring K, far enough to break this contact at R. 
When the contacts are separated the path of the current 
is then fi-om 3 along the wire on the right hand side of 
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Fig. 47. — Schuyler Regulator. 
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box, down and across at the bottom, then up and through 
the circuit of the solenoid A Ay then up past the connection 
at B — ^for the circuit at jR is open — to D, Here we find 
a branch leading off to -F, which is an open coil of iron 
wire, and after tracing the circuit from here across to C 
and along to binding post 5, we return to D and trace the 
other branch, which we find forms the circuit through the 
magnets E E, and terminates at the binding post 6 in the 
same place as the circuit through the coil F terminated. 
After tracing these branches and finding that they end in 
the same place, w^e must conclude that the coil jPis placed 
there as a shunt for a portion of the current to relieve EE; 
and as there is no other apparent use for F, it must be for 
that purpose. In tracing the other circuit from the 
dynamo, from binding post 1 to 1 on the regulator and to 
the inside, we find here two branches : one is a small wire 
and the other a braided cable which we find enters the 
bollow arm of the balanced lever 3/, alongside of a similar 
cable that leads from the binding post 4. From the outer 
«nd of the hollow arm the cables drop to the electrodes of 
the resistance jar, completing this circuit tlirough the 
solution. The electrodes in the jar have attached to them 
glass pieces as shown at T, and to the parts marked T', T^, 
rubber tubes are attached and project downward into the 
solution. The depth to which these electrodes are 
immersed in the solution determines the resistance of the 
shunt across the field and consequently regulates the 
amount of current passing through the field coils and as 
the magnetism of the field is a necessary factor in the pro- 
duction of the current, any change in this will produce a 
corresponding change in the current, for the less the resist- 
ance of the shunt the greater the amount of current that 
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will pass that way ; and this i)ortion of the current taken 
from the fielil will reduce the magnetism and consequently 
tin* curri'nt pixxluced by the d\Tiamo will be correspond- 
injrly riHluctHl. 

The niajrnets E E, taking their current from the anna- 
tun' will he afl'ecttKi hy any change in the current pro- 
JuctHl and acting on the armatures L i, connected to the 
balanced beam, vary the position and change the amount 
of surface <»t the electrodes // that are immersed in the 
solution. The dash-pot G answers a similar purpose here 
that diush-pots do in the other systems, that is, to steady 
the movement of the parts and make the change less 
abrupt. This dash-pot you will notice is swung by rods 
from the bahmced beam, while the piston rod is solidly 
attached to the block P. The rod N is simply an adjust- 
able stop for the purpose of limiting the range of upward 
movement of the arm of the balanced beam. From the 
inside binding 2)osts marked 1 and 4 we find other wires 
leading off, and by tracing them down we find that they 
end at the carbon points shown at H, One of these 
carbons is clamped solidly in position while the other 
is held by a clamp that is attached to a rod that 
slides through a sleeve as shown at S. This rod is 
solidly attached to the armature of the solenoids A A, 
and moves with it. The purpose of these carbons is to 
form a short circuit across the field if, for any reason, the 
current becomes so strong that the solenoids would pull 
the armature sufficiently low to bring the carbons in con- 
tact. But you will understand that if the field should be 
short-circuited in this way that the strength of the solen- 
oids would be immediately reduced and the contact 
between the carbon points would fteDar«»' ' the field 
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would become again charged and the points again drawn 
together. 

We will endeavor to gain a better understanding of 
the action of the different parts and of the circuits through 
them, by tracing the current from its starting point in the 
dynamo through the line and the different parts of the 
regulator until it completes the circuit. In speaking of 
the starting point of the current, we know that it is a diffi- 
cult point to determine. The current, at first, is very 
dight indeed, but as it builds up rapidly, we may suppose 
that it starts from that portion of the armature that is in 
connection with the -f binding post, as this is the coil that 
is giving out the highest potential. You will notice, also, 
that the coil connecting to binding post 3 is giving out a 
current that leads to the regulator. One of these currents 
passes over the line, returning to the — binding post, and 
passing through another coil of the armature leaves the 
machine at binding post 3, and passing to the regulator 
enters at 3 and travels on energizing the solenoids A A^ 
and making a short circuit through the flexible conduct- 
ors and the contacts at i2, leaving, for the present, the 
magnets E E and the resistance F^ out of circuit. This it 
does because there is not sufficient strength of current to 
attract the armature of the solenoids sufficient to separate 
the contacts at R, The current returning at 2 on the 
dynamo then traverses the field circuit, increasing the 
strength of the field and reaching the binding post 1, finds 
two paths open, one through the circuit of variable resist- 
ance in the regulator returning to the dynamo at 2, and 
the other path is through the armature coil where the 
circuit is complete to the + binding post. As the current 
increases in strength the attraction of the solenoids cause the 
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contact) at R to separate, and by this action the magnets 
E E are brought into operation, but a portion of the current 
b taken from them through the shunt F, and the continued 
increa£« in current strength up to the normal amount 
passes through these various paths, inversely as their 
resistance, when the action on the armature L of the regu- 
hiting magnets causes the electrodes / / to enter the 
Si^lution sufficiently to reduce the resistance of this circuit 
and short-circuit a portion of the current from the field 
cirtniit. This will, of course, reduce the strength of the 
fiold and the current will be reduced in like manner. This 
will tend to maintain a steady current of a given number 
of amjH^ros. 

Whon more lamps or other work is thrown on the 
cinnut this action is reversed. The current through the 
n*i:ulalor» Wtween binding posts 3 and 2, being reduced on 
aiwunt of more resistance on the line, the strength of the 
ma^nots K K are weakened, and the weight of the dash-pot 
(r pulls tho end of the balanced lever down, raising the 
t^tH't^Hlos I L which decreases the surface immersed in the 
fH>lution, i\n\l inonwses the resistance of that circuit, caus- 
ing mor\* iiirrt^nt to tlow through the field circuit. The 
t\t»Ul is then mort> stnnigly energized and more current is 
pixnUuHHl, It is tho varying resistance of the circuit 
iH^tNVtH^u tho binding ju^ts 1 and 2 that acts to regulate the 
uui>iUotisu\ of tho field and the current produced in the 
aruiaturt^ It is tho eurrtuit produced in the armature and 
(M^Hsiug thrtnigh tho einuiit between the binding posts 3 
and U that g\>vern8 or n^gulates the amount of resistance in 
tho »hunt aon»s8 the terminals of the field circuit. By 
\vt\»rrlh)l to tho system of regulation, shown and described 
U\ ohaptor X.^you will find a similar method of regulation 
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but produced in a somewhat different manner and by 
different apparatus. 

In the use of this regulator all contacts must be kept 
perfectly clean, and all moving parts should be free from all 
gximminess or stickiness that can in any manner interfere 
with the utmost freedom of movement of any of the parts. 
Those parts that have a sliding movement of one within 
the other require special attention, for you can easily 
understand that if from any cause their free movement is 
at all impeded that it will require a greater amount of 
current to produce a sufficient movement to cause the 
required variation of resistance in the shunt across the field 
than is necessary in maintaining a constant current on th<3 
line, under conditions of changes in resistance or variation 
in the amount of work to be done on the line. And even 
when working with a constant load, if the movement of 
the parts should be impeded in any way it would be 
necessary for the current to rise considerably above the 
required amount before the mechanism would move, and 
then it would move with a sort of jerk that would most 
probably throw it too fer, and this would have the effect 
of bringing the current below the required amount, 
and if it did not fall sufficiently low to cause the mechan- 
ism to act, the result would be that the lamps would act 
very badly. In case the mechanism did act under the 
circumstances, the effect of these changes would be plainly 
visible in the burning of the lamps, for it would cause the 
lamps to bum too strongly for a few moments, and then, as 
the mechanism would be forced to act and the current 
reduced below the required amount, the lamps would 
become less brilliant and give a dull, unsatisfactory light 
that would be very disagreeable by contrast. So it is well, 
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in the care of ii regulator of this kind, to occasionally, at 
leai*t, rxiunine the contacts and scrape them clean and try 
the working of the different parts of the mechanism, to 
Siitisfy yourself that there is no unnecessary friction at 
any portion of the apparatus, to, in the least, impede its 
absolutely free and steady movement. 

A large number of electric light plants of good systems 
and fine workmanship, capable of giving excellent results, 
have been thrown out and replaced by systems which 
were no better in any respect, and in some cases not so 
good, sinn)ly because there were some delicate points 
about it, and the man in charge had been considered as 
])eing nothing more than a sort of machine and was given 
to understand that he must keep his hands off of every- 
thing exce})t what lie was told to handle, and must not try 
to understand tlie mysteries of things that were able (in 
the oi>inion of those who put them in) to take care of. 
themselves. It has been considered too often by some 
graduates in mathematics that the man who wears the 
overalls is incapable of exercising the reasoning faculty, 
and many times he has been denied the credit of even 
understanding the working of a simple machine, by these 
same individuals. In cases of this kind is it any wonder 
that systems have been declared failures and have been 
replaced by others, no better in any respect, but whose 
principles have been explained to the man who was to 
make it a success or failure, and they would then prove a 
success. 

But to return to the regulator. If the solution in the jar 
J should become weakened, and it is possible that it may, 
because the sulphuric acid has a great aiSinity for moist- 
ure, and absorbs it from the air, then it "--"i'^ perhaps, 
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be found that the solution had too great resistance, and 
consequently the lamps would not act in a satisfiictorv 
manner, and \\'iile looking for a defect in some portion of 
the system, some one who knew no more as to the exact 
location of the difficulty than yourself, would come around 
and, with a sort of spontaaeous wisdom, would tell you 
that you was using poor carbons. Pay no attention to 
suggestions of that nature but examine all working parts 
of regulators and those portions of the apparatus on which 
the regulation particularly depends. Of course, if you do 
not understand the construction and uses of the diirerent 
parts it will be a difficult matter to locate trouhle.s, but 
with an understanding of the principles and a knowledge 
of the mechanical portions of the apparatus and hy giving 
suflBcient attention to the details, successful operation is 
assured. When working this system under full load, if 
the machine should occasionally Hash you will most proh- 
ably find the trouble to be located in the jar, and you will 
possibly notice that the electrodes leave the solution just 
at the instant that the flash takes place. This will very 
often produce flashing in dynamos whose regulation is pro- 
duced by a shunt of variable resistance across the terminals 
of the field circuit. 

The brushes on the dynamo of this system are usually 
double ; that is, there are two brushes connected together, 
but touching the commutator at different places — one 
leading the other. The leading brush always carries a 
small spark, but the brushes that follow should carry no 
spark at all. If they do, they are not set properly. 
Soft copper should be used in contact with the commu- 
tator instead of the hard rolled copper brushes sometimes 
used. The reason for this is fully explained in a former 
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chapter of this book, under the heading of " Commu- 
tators and Brushes." 



CHAPTER XIV. 

THE THOMSON-HOUSTON SYSTEM OF AUTOMATIC CURRENT 
REGULATION ON ARC-LIGHT DYNAMOS. 

In the Thomson-Houston System we find a series 
wound dynamo of the iron-clad type, but with some dis- 
tinctive features that are peculiarly its own. 

The machine has two tubular magnets, flanged at each 
end on the outside, and between the flanges the field wire 
is wound. The inside of the magnets are concaved at 
each end; one end is shaped to conform to the shape of 
the armature which is very nearly that of a ball; while the 
other end, in most of the dynamos, is somewhat similar in 
shape but has a number of ridges or braces cast inside. 
These ridges are not for the purpose of strengthening or 
bracing the magnets, but to add more iron to the mass. 

A large quantity of iron in the field magnets of a 
dynamo or motor is a necessity if good regulation is 
expected. It is requisite that the mass of iron l)e so great 
that it will never be completely saturated with magnetism. 
For this reason the iron and copper are so proportioned 
that any current that may be passed through the field coil 
will never raise the iron to a much greater degree of magneti- 
zati&n than about half saturation. Just the exact amount of 
magnetization required for the amount of iron, to produce 
the best results for automatic regulation, is a question that 
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is not considered as having been settled as yet. Some 
elwtricians claim, and build their machines according to 
the claim, that the iron should be very nearly saturated, 
while others work on the principle that a dynamo calcu- 
latcnl to carry a varying load, should never have its magnets 
more than one-half saturated. Very good machines have 
been ])uilt after each idea. 

The magnets of this d3mamo are placed facing each 
other and nearly enclosing the armature. Iron rods, 
shouldered near the ends, connect the two magnets and 
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hold thorn in position. The rods fit into holes in the outer 
llanges, whic^h are made larger than. the flange on the op- 
jw>site end, and are secured by nuts. This arrangement 
holds the magnets rigidly and allows them to be easily 
taken apart. A framework to support the machine and 
give bearings for the armature shaft is also bolted to the 
magnets. The cut Fig. 48 wdll give a very good idea of 
the arrangement. 
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The armature of this dynamo is of a shape very nearly 
like a ball. The core is composed of cast iron ribs and 
flanges. Two flanges &stened to the shaft hold the ribs 
at the ends, where they fit into a groove in each flange. 
There are about a dozen of these ribs, and they are wound 
with a few layers of soft iron wire that is partially insu- 
lated. Insulated iron wire gives better results, when used 
as a core for magnets or armature, than solid iron or unin- 
sulated iron wire. The ribs are insulated from the flanges. 
The core has a number of wooden pins projecting from it 
and these are for the purpose of holding the wire in posi- 
tion, for on account of the shape of the core the wire would 
be very apt to slip out of place if some such means was not 
resorted to for holding it in position. Before the armature 
wire is wound on, the core is covered with a few thick- 
nesses of heavy paper to effectually insulate the wire from 
the core. The armature wire is wound on the core in three 
equal sections, but in order to bring the wire of each sec- 
tion to the same average distance from the core, only one- 
half of the first section is laid on at first ; then one-half 
of the second section and all of the third is laid on ; then 
the balance of the second, followed by the other half of 
the first. This method of winding brings all of the wires 
of each section to an average distance from the core. 

And this is necessary, for if the armature coils should 
be out of electrical balance — that is if one section of arma- 
ture wire was nearer the field magnets than another — 
the result would be an uneven current produced and great 
sparking at the brushes, or if there was a greater length of 
wire in one section or if the wire had a different resistance, 
the result would be the same — great sparking at the brushes. 
The inner ends of the sections are all connected together 



to a collar on the shaft, while the outer ends, which are 
colored red, white and blue, are led out through a hollow 
portion of the shaft and connected to separate segments of 
the commutator. This makes it an open circuit armature, 
but as two brushes are used on each side, four in all, they 
serve to keep contact across the breaks in the conimutatorj 
and by this means prevent excessive sparking, which would 
otherwise occur on account of the small number of sec- 
tions of wire on the armature and their being connected 
to the commutator in open circuit. The particular reasons 
for this has been fully explained in a previous portion of 
this work. 

The commutator is in three sections insulated from 
each other by very wide air spaces, and the copper seg- 
ments are attjiched to the iron or brass framework by 
screws and in sucli a manner that they can be easily 
removed or replaced when worn out. They Jire nicely fitted 
to the framework, so there is no difficulty in getting them 
into proper position. The brushes are of sheet copper, 
slotted and having considerable spring to them. Four 
bnishes are used and are set by a gauge furnished with 
each machine. Two brushes on each side of the commu- 
tator are connected together electrically so that the gap 
between the sections of commutator is spanned by the 
brushes. This arrangement short-circuits two coils of the 
armature whenever the two brushes on one side touch 
separate sections. This takes place twice during every rev- 
olution. Some electricians, pretty well up in the business 
too, have expressed themselves as being astonished because 
this style of armature did not burn out oftener on this 
account, A little careful consideration of the principles 
and the action of the parts would have shown that there 



is but little additional liability of this style of armature 
burning out any more than many other armatures under 

Ii^e same conditions of operating. WTien the dynamo ie 
Worlciug under a. very light load, there is a time during 
l^h revolution when the circuit is short-circuited between 
i^and — brushes through the commutator segment, as can 
be seen by examining the diagram, Fig. 49. It is not 
advisable to work the dynamo under conditions that would 
bring the bruslies into this position. The position of the 
brushes on the commutator, and consequently the current 
■^produced, is under the control of the controlling magnet, 
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"the principal parts of which are shown in Fig. 50. The 
Tnagnet core, h, is of wrought iron fastened to the frame, 
"by which it is held in position at the top. The lower end 
is turned into a shape somewhat resembling that portion 
of an e^ that tapera off to the small end. The armature, 
ft, has a hole in it that is of such a shape as to allow the 
^nd of the magnet or pole to fit the hole; but as a close fit 
would not work well at this point, the hole is somewhat 
larger, so that the metal of pole and armature are never in 
contact. This allows the pieces to more easily separate 
when the magnetism is withdrawn, for if they made 
metallic contact the residual magnetism that remains in 
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the core after the current is withdrawn would be liable to 
hiilil the armature longer than is desired. This proviaon 
Qiiiy be noticed on all electro-magnets and armatures. 
Some means are provided to prevent the armature and 
p<)lo-picce from making metallic contact. In telegraph 
instruments adjusting screws are used. In telephone 
apparatus a piece of paper pasted on the iron serves to 
prevent Uiem from sticking together, in electric bells and 
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annunciators you will find something similar; perhaps a 
thin sheet of copper, as that is sometimes used for this 
purpose. Id connection with the controller magnet is a 
dash-pot, c. Its purpose is to prevent sudden or violent 
movement of the apparatus or of the brushes to which it 
connects. The weiglit, d, on the lever is a means used to 
bring the brushes to the position of greatest action, if not 
otherwise controlled by the action of the current on th© 
controller magnet. The brush holders of both of the 
leading brushes are attached to but insulated from a brass 
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bar that works on the shaft for a center and keeps the 
brushes in a position directly opposite each other at all 
times. The other brushes are connected by a similar bar. 
Remember, these bars have no electrical connections, for 
each brush holder is insulated from the bars, but the con- 
nection is merely a mechanical one, and its purpose is to 
keep the brushes in a position exactly opposite. The 
brush holders of each pair of brushes are electrically con- 
nected. 

Between one pair of brush holders there is a mechan- 
ical connection of levers and links that derive their move- 
ment from the lever connected to the armature of the 
regulator magnet. This mechanism is so arranged that 
when the leading brush is pushed ahead the other brush 
is drawn back. When the leading brush is drawn back 
into a position of greater action, the following brush is 
advanced into a position of greater action also. The 
idea (explained in another place) is that when the brushes 
are moved into a position of less action, or, in otlier words, 
When the current is to be reduced, the pair of brushes are 
Separated, and when the current is to be increased, they 
are brought nearer together. 

The action of the regulator magnet on the brushes is 

such that when the armature is drawn up, or attracted, it 

xaoves the brushes to a position of lesser action. This 

movement of the regulator magnet is brought about by 

the operation of the wall-controller shown at the upper 

left hand comer of Fig. 51. The wall- controller consists 

of two solenoids with a single armature connected to the 

cores, By B, There is an adjusting spring connected with 

the armature at one end and to the yoke piece at the other. 

This spring may be so adjusted that the amperes of current 



16S 



Hifmison- Houston System. 



can be varied between certain limits. Fastener 
under side of the armature is a platinum conta 
that mak(*s contact at C with a strip lying horii 
Platinum is used on connections of this kind in m 
electriral work where the current is frequently bro 
the sriuirati«»n of the parts. Platinum is not 
oxvdized, and for this reason is more serviceable tha 
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other metal for this purpose. When the circuit is broke 
between two contacts, the action of the current on tb 
contacts, as it jumps across the space, forms a slight fib 
of oxide that has a very high resistance, and as eac 
spark is produced the film of oxide increases, and cons< 
quently the resistance is increased. As these contacts ai 
continually making and breaking this shunt circuit, whil 
the dynamo is in operation, and as ^ Ught spar 
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at each break, any other metal than platmum would soon 
become considerably oxidized, and interfere with the 
r^ulation. At X is shown a glass tube containing a rod 
of carbon that is used as a resistance. There are three 
binding posts attached to the wall-controller, and marked 
on tbe diagram P, P\ jP. The circuits through the wall- 
controller may be traced from the binding post P, upward 
and through the coils of the solenoids to P*. But you 
will notice that a branch has been led off through the 
piece of twisted cable to the armature of the solenoids. 
Another circuit through the wall-controller starts at P^ 
and passes through the carbon resistance L, and across to 
the opposite side, where it is joined to the wire forming 
the coils of the solenoids; but a branch has been led off 
from this circuit, just where it entered the box, and lead- 
ing to the horizontal contact piecs. Through this path a 
short circuit is made by way of the contacts at C and the 
twisted or cabled wire to the circuit leading from P . By 
examining the diagram and tracing the circuit from the 
binding post of the dynamo P^, which is the terminal of 
the dynamo, we find the circuit separates here; one portion 
going direct to the wall-controller at P^ and across the 
short circuit through the flexible conductor, and there 
Joining with the other portion of the circuit that has gone 
through the regulator magnet coil P. 

When these two circuits join in the wall-controller they 
then lead through the solenoids and out at P\ and from 
there through the switch or circuit-breaker D, to the lamp 
circuit and from there to the machine again, where it 
enters at the negative binding post N. Entering the field 
circuit at N, it passes through the coils of one magnet C 
and through the armature by way of the brushes 6, 6, 6, 6, 



and through the other magnet coil C, and to the positive 
binding post again. When the dynamo first comes into 
action, the brushra are in a position similar to that shown 
in Fig. 49 as the position of greatest efficiency. The 
armature of the regulator magnet is at its lowest position. 
In the wall-eontroller, the armature is down and the.con- 
tacta at C are together. With these in this position you 
will notice that there is a short circuit for the current from 
the binding post at the top of the regulator magnet 
marked P', to the binding post P" on the wall -controller 
and through the contacts at C, and the flexible connection 
to the wire at the left of the solenoids. 

The greater part of the current passing through this 
circuit cuts the regulator magnet out of action, and leaves 
it out of action and the brushes on the commutator in the 
position of greatest action until the current has increased 
to the required number of amperes. 

As soon as the current reaches this amount the an 
ture of the solenoid is first acted upon and attracte 
This separates the contacts at C, and forces a large portion 
of the current through the coils of the r^ulator magnet 
R. But all of the current cannot yet pass that way, for 
you will see by examining the diagram that a lai^ pre 
portion also must pass through the resistance L. 

As soon as the contacts at C are separated and a greats 
portion of the current is caused to pass through the reg- 
ulator magnet, then its armature is raised — not suddenly, 
for that would be liable to cause the djmamo to flash, but 
slowly and steadily, for there is the resistance of the dash- 
pot to be overcome, and this mechanical resistance causes 
the armature to move slowly, and its action through t 
levers and links moves the brushes to a position of la 
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action and the current is reduced in proportion. The 
armature in the wall-controller should then move slowly 
downward until the contacts at C are again together, when 
the regulator magnet being cut out of action, the weight 
on the extension of its armature causes the brushes to be 
slowly moved into a position of greater effect, and as the 
current is again increased the contact at C is again broken 
and the same action is continuously repeated while the 
dynamo is generating current. 

If the dynamo should be overloaded, the solenoids in 
the wall-controller would not have sufHcient power to 
raise the armature and break the contact at C, consequently 
the regulator magnet would not be called into action and 
the weight would hold the brushes in the position of 
greatest action. 

When this dynamo is rumiing under too light a load 
(^ which should never be permitted), the brushes are thrown 
into a position where the current from the armature is 
short-circuited between a + and — brush. This position 
is shown in Fig. 49, where the brushes are shown as being 
in a position of least efficiency. The short-circuiting 
between a positive and negative brush is only momentary, 
but its effect, if continued for iuiy length of time, may 
produce results that are not at all desirable, and for this 
reason should never be permitted. Another thing that is 
quite noticeable about this dynamo and that might readily 
be expected, on account of the small number of sections in 
the armature, is the sparking at the commutator. Large 
sparks are continually formed as the leading brushes are 
separated from each segment of the commutator. But 
this need not occasion any alarm, for admirable means 



hav« l>e«n providMl fi»r reduci 



luciiig the Bpitrking to a con- 
dition n')i«re no himn ctm result from it. 

A Iflower U iitUw^htHl to the filiaft,, and lubes leading 
from it convey u liliist of cold uir to the oommutiitor, 
whcrp it strikes nliout J/inincU in front of the end of the 
brush, antl in such a direction that the blast blows the 
spark nut before it attains too great a length. An oil cup 
is altaclied to the blower by which the fans may b« kept 
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well lubricated, and any eurplus of oil fed to tlie blowe 
is carried through and on to the commutator e 
where it prevents the cutting of briishes. 

But reliance should not be placed on this for keepiti 
the commutator and brushes from cutting. The cc 
mutator should be frequently wiped with an oily i 
while running, care being taken that the rag is not puUai 
away by being caught on the comer of the commutatQ 
segments. ^ 

Tliu blower i.s shown in Fig, 52, and consists of a dia 
slottt'd radiallj' with three slots, in each of which ai 
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placed a square of iron that fits sufficiently loose to allow 
the tangentical energy to keep it in continuous contact 
with the sides of the chamber in which the fan is placed. 
This chamber is of elliptical shape, and the fens, at two 
places during a revolution, are forced towards the center 
of the disc until they do not project at all. In this posi- 
tion they pass an opening where air is admitted and the 
space around the disc grows larger. This allows air to be 
drawn into the space, which is compressed as the fans 
reach a narrower part, and from there it is forced through 
the openings a, a. The tubes leading to the commutator 
axe connected to these openings. 

The cut shows the construction sufficiently well to l^e 
understood with the short explanation given. 

This dynamo, like most others, sometimes gets a fit of 
flashing, and the causes for a dynamo's flashing were 
all written out by an employe of the company and sent 
to the men in charge of dynamos of this kind. It is pre- 
sumed that all parties using these dynamos received a 
copy. The list of causes was quite numerous, but it has 
been said that it was not half complete, though it covered 
all conceivable portions of the whole system. If you are 
running a dynamo of this kind and it gets to flashing, you 
can probably find the cause for it on the list, if you have 
one ; if not, it can be obtained from the company. If you 
cannot get the list, you might see if any of the five causes 
for flashing, given in a previous chapter of this book, 
can be found in your dynamo. 

There are but few things about this dynamo that 
require special care. But on any dynamo or motor it will 
be found that commutator segments and brushes require 
the most attention. A good smooth commutator is essen- 
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tial to good work, and to keep the commutator in good 
order rei^uires that it should be in good shape and the 
)>rushes properly set. 

The diu*h-pot may, if the glycerine in it be too thick 
or t<M> thin, give some trouble at times by causing to 
lamps to give an unsteady light. But this would b< 
easily noticeil and as easily corrected. By keeping th 
circuit fn»e from leaks or grounds, and keeping eveiythir 
connected with the system clean and free from oxidatio: 
]>ut little trouble will be experienced. 



■* . 



CHAPTER XV. 

THE WATERHOUSE SYSTEM OF THREE-BRUSH AUTOMATIC 

CURRENT REGULATION. 

In this system we have a d3niamo of the Manchester or 
consequent pole type, series wound, and standing in a 
vertical position. The cylinder armature is connected in 
closed circuit. The peculiar feature of this system of 
regulation is the third or auxiliary brush, which is sup- 
posed to play an important part in this system of regula- 
tion. By referring to the cut, Fig. 53, where M, if, if, M, 
shows the magnets, and the armature is shown at A, The 
commutator is marked C, and the brushes a, b, c. You 
will notice that two of the brushes, a and 6, occupy the 
same position on the commutator of this dynamo as on 
most others, that is, at positions directly opposite. The 
auxiliary brush c, is set somewhat in advance of the upper 
brush a, but still within the limits of the point of lowest 
commutation. The point of lowest commutation in most 
<i}Tiamos is at that point on the commutator that connects 
with that section of the armature wire that is just enter- 
ing the opposite field from which the current was gen- 
crated ; while the point of highest commutation is at that 
point where the wire is just leaving the field. 

In the cut, brush c shows very nearly the point of low- 
est commutation, while brush a is very near to the point 
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of highest commutation. The point of commutation 

varies according to the magnetic intensity of the field; 
being farther back for the more intense iield and farther 
forward for the less intense field. One explanation of the 
reasons for the change of position of the point of commu- 
tation under varying loads was given at some lei^th, in a 
former chapt«r of this book. 




Fig. 53. 

Now it may he ea-iily understood that as the brushes 
cover tlicse two points, all changes in the load will still 
keep the point between the main and auxiliary brushes. 
But to keep the regulation as nearly perfect as possible 
a series of resistances are necessary, and a fair idea of their 
operation may be gained from the other portions of the 
regulator shown at upper left hand comer of the cut. The 
resistauce coils are represented at R. Tliese may be of 
iron wire, German silver or any other material that will 
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^^^^.answer the requiremeuts. Tlte cut does not Bhow the 
^^V^iexact coustniction of the rheostat, hut it is suffit-iently 
^^H* close to give a compreheusive idea of the working of the 
^^B regulator. A soleiioi'l S, whose core is attached to the 
^^B lever/, is connected into the circuit as shown. The resist- 
^^B zmce coila R, are connected hy hranchea to the commuta- 
^Hr tor K, as shown. In actual practice this commutator is 
coniined to a very Brnall space, and a sl^ht movement of 
the core of the solenoid is sufficient to cause the end of 
^^ the lever/, to move from one extremity to the other, thus 
^^k throwing more or less of the current through the field 
^^M circuit or through the loca] circuit. You will notice that 
^^K' the resistance coila are connected at one end with the 
^^B'CnTcuit through the fields, while at the opposite end they 
^^Bare connected lo a short circuit leading from the auxiliary 
^^H "brush c. While the dynamo is in operation all of this resist- 
^^H.ance la divided hetweeii the field and local circuits, accord- 
^^Ping to the resistance in the main circuit. Supposing the 
current required be ten amperes, regardless of the number 
of lamps or the amount of other work on the line, then 
the action of tlie regulator would be about as follows: 
Starting the dynamo into action with a light load or small 
resistance On the line, the core of the solenoid extending 
out of the coil, and the end of the lever /, in contact 
vpith the lower bar of the commutator IC, would make the 
oircuit through the field of mucli less resistance than that 
through the local circuit. For when the lever/ is in con- 
tact with the lower bar of the commutator K, all of the 
resistance coils R are thrown into the local circuit, conse- 
c^uently the greater part of the current produced will flow 
ftom the brush a, directly through the field circuit and 
past the resistance R, by way of the branch, to the lower 
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plate in the commutator if, aiid by way of the lever / to 
tl»e roiitact at <', thence through the coils of the solenoid 
to the main cin'uit, and returning to the machine through 
tli«* hrusli ft. 

Willi low resistance on the line, and the greater part 
of I lie current flowing through the field circuit, the electro- 
motive force will soon produce ten amperes of current on 
the line, and the solenoid, being brought into action and 
the lever / raised, resistance is cut into the field circuit, 
and the resistance of the local circuit is reduced a cor- 
resi)ondinjr amount, consequently, the current passing 
through the field circuit is les^ned, and the magnetism of 
the field decreased, and the amount of current produced 
is di:iiinished. As resistance is cut out of the local circuit, 
a greater portion of the current will pass that way; but 
the current on line can never raise to more than teri- 
ampert^s, for as it passes through the solenoid the lever 
would be acted upon and more resistance would be cut 
into the field circuit, until there w^ould not be sufiicient 
current i)assing to create magnetism enough to generate 
the necessiirv electro-motive force. 

When more resistance is throw^n on the line the current 
will fall, the solenoid will cease to hold the l^er, and as 
the lever falls and passes over the commutator strips, 
resistance will be cut out of the field circuit, allowing 
more current to pass that way, increasing the energy of 
the field and the electro-motive force at the same time. 
You will, no doubt, infer from the foregoing analysis of 
the three-brush regulation, that the regulation is produced 
not so much by the brushes as by the amount of current 
passing through the field circuit. It will appear that the 
brush nearest the point of commutation, for the amount 
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of load on the line, is the one that will take away the 
greatest amount of current, and if the resistance of the 
field and local circuits were the same, this would no doubt 
be the fact; but as we know that the resistance of a circuit 
is the sum of all the resistances in that circuit, we find that 
it is necessary, in order to produce perfect and instantaneous 
regulation, to have a variable resistance in both the local 
and field circuit, and that the variability of these resist- 
ances must be under the control of mechanism operated 
by the full current on the line. This we have in tliis sys- 
tem in the rheostat or resistance coils and the solenoid. 

This system, while being unique, is, nevertheless, very 
sensitive and extremely accurate, and as far as can be 
ascertained, has given excellent results. The tliird brush 
takes care of the sparking at the commutator in such a 
satisfectory way that no change in the position of the 
brushes is required under any change of load or change 
of speed. In the care of this machinery, the same points 
80 frequently mentioned in this book as necessary in the 
care of any dynamo-electric machinery will apply equally 
Well here. 

With this chapter we will close the subject of automatic 
direct current dynamo regulation, and give a short descrip- 
tion of some of the current indicators in use on some of 
the systems. In most systems using automatic current 
regulations it is not thought necessary to use a current 
indicator of any kind, for it is claimed that the automatic 
apparatus will take care of the current and keep it all 
nght. Our private opinion is that this is a mistake, for 
there are very few pieces of automatic apparatus but which 
will require occasional testing and adjusting, and it is 
noticeable that those attendants who have the best instru- 
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lueiits for testing and adjusting are the most successful 
with their machinery, if they make frequent use of these 
instruments and act in accordance with the knowledge 
gaintMl l>y their use. Exceptions to this statement may 
no dou)>t )>e pointed out, but it can be taken as a general 
rule, and it may be further stated that there is hardly an 
electric light plant in the country which is giving poor 
service but which might hare been kept in a satisfactory 
working condition, if the attendant had been provided 
with apparatus for testing and adjusting. 

In all series svstems, whether it be arc or incandescent 
lamps or niotors, it is usually termed a constant current 
circuit, and if a constant current is what is required, there 
certainly sliould l)e some instrument for measuring the 
current. Automatic regulators may do it all right— some 
lack considerable of doing it — but if there is an instru- 
ment handy for verifying what the automatic regulator is 
doing, so that it is known that that part of the system is 
all right, then trouble of any kind, if it occur, can be the 
more easilv located. 



CHAPTER XVI. 

AMPERE METERS. 

The amount of current flowing in the circuit is usually 
measured in amperes. We have explained in a previous 
chapter what is meant by an ampere; but we will say here 
that an electro-motive force of one volt flowing through a 
resistance of one ohm will produce one ampere of current. 
An ampere of current cannot be taken by itself alone, for 
it has no existence except as a result of two other princi- 
ples, electro-motive force and resistance. Without both of 
these factors, a current of electricity would be unknown 
and there would be nothing to measure. When electro- 
motive force passes through resistance then the current is 
developed and we have something to measure; this some- 
thing we measure in units called amperes, or if the amount 
is smaller than an ampere; it is measured in units of one 
one-thousandth part as great. These smaller units are 
called milli-amperes, but we do not get down quite that 
fine in electric lighting. Notwithstanding the fact that we 
cannot isolate an ampere of current from the factors, E; M. 
F. and resistance, yet an ampere of current will do a given 
amount of work, will decompose a given weight of water, 
will deposit a certain amount of metal in an electrolytic 
bath, and there are many things that it will do that enable 
us to determi*^'^ "^^t how much an ampere of current is. 
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Some of the simpler forms of instruments for measuring 
the amperes will be explained and iHjostrated. In Fig. 54 
we have a very simple form of ampere meter, or ammeter, 
which consists of a strip of copper about 11 or 1} inches 
wide, fastened to a block of wood, gutt ap er eh t i ) vulcaniifi 
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or other insulating substance, as shown at -4; a piece of 
magnetized steel, B^ to which a needle, C, is attached. 

A scale is provided from which the number of amperes 
passing can be read. The armature C, is held in place by 
a pivot that passes through its center and works indelicate 
bearings at each end. The needle, which should be of 
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brass ot other non-magnetic metal, is rigidly attached to 
the armature B, and moves with it. 

The philosophy of the action of this instrument is, 
that when a polarized piece of steel is brought near to a 
conductor through which a current of electricity is passing, 
the polarized steel tends to set itself at right angles to the 
path of the current. The stronger the current may be or 
the lighter and more highly magnetized the armature may 
be, the nearer to a position at right angles the armature 
will assiime. 
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Fig. 55. 

It is not really practical to make an instrument of this 
iind to cover a range of much more than one-half of a right 
angle, for when the needle moves to an angle of about 50 
degrees it will require a much greater increase of current, 
in proportion, to move it through another degree. This 
may be better understood from a tangent scale as shown 
in Fig. 55, where a given amount of current will move the 
needle through one division of the scale, and the addition 
of an equal amount will move it through another division, 
and so on. But you will notice that the divisions on the 
circle become smaller and smaller after about four divis- 
ions have been passed. After that it requires an equal 



increase of current to cause the needle to move to the next 
mark, although the distance is not bo great. The reason 
for this seems to be that the pull of the current, if we may 
call it BUch, is more at an angle, and the Bame force of 
current acts more at a disad vantage. There are sev 
things that the ammeter will call our attention to on serii 
Bj'stema. One of the things is, leakage on the line; anol 
is, increase of rcaistance in. the circuit from any cause. 

If the current fail to keep up to the standard, or to 
fall number of amperes while the djTiamo is running at 
usual speed, we will immediately infer that something 
wrong. A test for leakage or grounds should be imiuedi- 
ately made, and if no leakage is detected we may then 
suspect an increase of resistance, possibly from corroded or 
loose joints. But this last difficulty is not so li-equent 
now-a-days as it was four or five years ago. Then telegraph 
and telephone line-men did most of the electric light wipr 
ing, and for a large day's work that was sure to give troub] 
afterward, they were entitled to a prize. 

Joints in electric Ught or motor circuits cannot be too 
well made and the more care given to them at the beginning 
the less trouble there will be afterwards. But it is just as 
necessary to hioiv how to make a good joint as it is to exer- 
cise a great deal of care in the making of it. With an arc 
light circuit, if the current iakept to the required amount 
and the lamps do not bum satisfactorily yon may infer that 
the trouble is in the lamps, and most probably a stic] 
coating has formed on the rod, and the lamp trimmer 
failed to attend to it. 

■ Ammeters are of low resistance, and are connected 
the circuit in series. 
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The indicator shown in Fig. 56 is a solenoid ammeter, 
consisting of a helix of coarse wire, a, wound on a brass 
tube, d, having a cap at the top, and a reducer screwed on 
to the bottom. 

The core, 6, is a soft iron tube suspended by a light 
spiral spring c, from the adjusting screw, e, that is threaded 
through the cap. 

From the core, 6, a strip extends upward, that carries 
at its end a marker, j, that shows upon the scale tlie num- 
ber of amperes of current passing through the instrument. 
The rod marked/, serves as a guide for the core, and keeps 
it in the center of the tube. 

A casing, A, covers the upper part of the instrument, 
protecting it from injury and dust. 

This casing has an oblong opening cut in one side 
through which the card on which the scale is marked, can 
be seen. This opening is closed by a piece of mica. 

The whole is fastened to a block, as shown in the cut, 
though some are fastened to a bracket, which may be 
attached to the wall. The binding posts carry the termi- 
nals of the wire coil, and serve to connect the ammeter in 
circuit. This is a neat little instrument, and is very con- 
venient in the d3mamo room. 

The principle of this instrument i.s that of a solenoid. 
Electro magnets and solenoids are nearly alike in their 
actions, but an electro magnet has a stationary core, while 
the core of a solenoid is freely movable. Anything that 
interferes in the least with the free movement of the core, 
will seriously interfere with the action of the instrument, 
and care must be used in placing the instrument, to get it 
in a vertical position. The action of this ammeter depends 
upon the principle that when an insulated wire is wound 
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inlo a helix, and a current of electricity is passed throi^Ii 
the wire, an iron rod or tube, if introduced into the open- 
ing, T\-ill he attracted with considerable force. If tlie iron 
be of the eame length as the helix, and the current be 
strong enough, the iron will be drawn wholly within the 
helix, and held suspended apparently in 




a solenoid baa about as innch strength as an electro mag- 
net of the same size. In the eolenoid annneter. Fig. 56, 
the core is held by a spring, and the attracting force of 
the helix pulls the core do^vnward with a force in accord- 
ance with the number of amperes of current passing, and 
the number of turns of wire in the helix. You wil^ 
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understand that if there are one hundred turns of wire, 
and one ampere of current flowing, there will be one 
hundred ampere-turns, while if there are but ten turns of 
wire, and ten amperes of current flowing, there will still 
be one hundred ampere turns, and the attractive force will 
be the same in either case. The wire carrying the current 
in an ammeter, should be large enough to carry all the 
current that the ammeter will measure, without heating 
too much, for the heat will increase the resistance, and 
the resistance will require electro-motive force to overcome 
it. In this ammeter (Fig. 66), if it is not placed in a per- 
fectly upright position, the core will bind on the guide 
rod, enough to prevent its giving a correct record. 

There is another feature about the solenoid indicator 
that is worth more than a passing notice, and is somewhat 
similar to that shown in the ammeter. Fig. 56, and that is 
that the divisions on the scale are not equal. 

When the core has entered the helix but a short distance, 
the pull on the core for a given increase of current is less 
than when the core is farther in, and under the influence 
of a greater number of turns of wire. 

If the core be of the same length as the helix, it will be 
drawn in with increasing force, or to a greater distance 
with each increase in the amount of current passing, 
until the core is about one-half in the helix, where it will 
be found that the helix gives its strongest pull for a given 
amount of current. With an increase of current, the pull 
is increased, and it appears that when the end of the core 
has passed the turns at the center of the helix, that each 
additional turn acted in opposition to the others, and 
makes the distance traveled decrease slightly for each given 
increase of current. The above explanation may enable 
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Another kind of ammeter on the solenoid principle is 
shown in Fig. 68. In this instrument the helix is of bare 
^wire and wound in open coil. It is curved to the segment 
of a circle the center of which is at the pivot, on which 
one end of the core, which is bent around to an acute 
angle, is suspended. A pointer is added which projects 
downward to the scale. The helix is sometimes made of 
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copper rod of square section, or is cast to the shape 
required. Being of open coil it is not necessary that it be 
covered with an insulating substance for the air spaces 
between the turns are an excellent insulator, although not 
the best by any means, as there are several substances 
that possess better insulating qualities than air. Air, on 
account of its absorbing moisture so readily makes its 
resistance much less than that of many other materials. 
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The air Bpaces in an ammeter of this kind fully answer 
the requirements of insulation, for this is a heavy current 
ammeter aiwl generally heavy currents are used at a very 
low potential so that there is not much chance for leakage. 

The ammeter shown in Fig. 59, designed for heavy 
currents, consists of a flat copper bar. A, bent into a form 
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somewhat resembling a horseshoe, when looked at trom 
the narrow side. The binding posts marked + and — are 
heavy blocks of brass firmly attached to the copper bar, 
and the joints are made for good electric conductivity. 
Several holes are provided by which more than one wire 
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can be attached. The principal object of this is to use 
smaller wires and more of them to carry the current, for 
one wire large enough to carry the full current without 
heating would be too large to get into shape conveniently. 
It is quite commonly the practice to use several small 
wires, when heavy currents are to be transmitted, instead 
of one large wire, because the small wires cost less and are 
more easily handled, besides giving greater radiating surface 
which prevents them becoming too hot, when a single wire 
of the same length, and containing the same weight of 
copper, would become dangerously hot if carrying the 
same number of amperes of current. The armature is a 
piece of hardened steel polarized and placed with the 
poles as shown, NS, The armature is free to move, being 
"balanced on two hardened points that work in the counter- 
sunk ends of two adjusting screws that pass through the 
sides of the copper bar. One of these screws is shown at 
jS. a threaded rod, a, carrying a burr, h, projects from the 
xinder side of the armature. This is for the purpose of 
.adjusting the calibration of the instrument. The action of 
"this ammeter depends upon the principle that when a 
polarized piece of steel, if free to move, is placed near to a 
"wire carrying a current of electricity, the i^olarized steel 
"tends to set itself at right angles to the path of the current. 
It has been noticed that the end of a polarized bar that 
points to the north, when allowed free movement, the one 
marked N in the drawing, will always move to the left 
from the direction in which the current is flowing, if held 
under the conductor; while if held over the conductor, the 
iVend will always move to the right. In the drawing the 
direction of the current is shown by the arrow, and you will 
notice that from that part of the conductor on the side next to 



to you, the armature ia in thesame relative positiwi as though 
it was under the conductor while it would be over the other 
part. With the current passing in opposite directions 
on the opposite sides, the influence is combined to move 
the armature in the same direction. If the current is 
passed through thia ammeter in the wrong direction, or 
opposite to that shoivn, then the armature would move in 
the opposite direction, but it could be easily arranged to 
work correctly by simply loosening the screw S, taking the 
armature out and turning it end for end, and turning the 
pomter until it leaned toward the other end of the armature 
and replacing it again in position. 

Another style of simple ammeter is shown in Fig. 60. 
Thia instrument consists of a box frame made of any non- 
magnetic material around which the wire is wound, the 
ends of the wire being connected to the binding posts, B B. 
The armature of this instrument may be of soft iron or 
polarized steel. The principles of its working are similar 
to those described in connection with Fig. 5D, that is, that 
the armature tends to set itself at right angles to the wire 
through which the current passes. This style of instru- 
ment, i\'ilh the numerous tunisof wire isdesignetl for light 
or medium currents. The scale is laid off from the center 
both ways, so that with a polarized armature it is imma- 
terial in which direction the current passes through it. as 
the only difference it would make would he to cause the 
pointer to move to the opposite side of the scale. In some 
respects this would be a very good arrangement, for, if the 
(I jmamo should change its polarity — as some of them occas- 
sionally have done, although it seldom occurs — the position 
of the pointer would immediately show it. It isalsoquite 
easy to tell the direction of the current wlien this ammeter 
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connected into a circuit. With a soft iron armature 
8 ammeter would work equally well, but the pointer 
uld be as liable to move to one side as to the other when 
5 current was passed through the coil if the armature 
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)od exactly level; but if it stood at a slight angle it would 
3n move in tlie same direction regardless of the direction 
the current through the coil. The inductive influence 
the current will polarize a soft iron armature as long as 
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the current is passing, but when the current ceases the iron 
loses its magnetism — not all of it, but the softer the iron 
the less magnetism it will retain. 

All of the ammeters shown in this paper are designed 
to be kept continuously in circuit, and they will stand it 
without injury. They are practically correct, and some 
such instrument should be kept continually in circuit, on 
all constant current circuits, if best results are desired. An 
ammeter is as necessary to a constant current circuit as a 
steam gauge is to a steam plant. You can get along with- 
out either, but the results will be neither economical nor 
altogether satisfactory. There are various other systems of 
ammeters, working on other principles from those explained 
here, but enough has been given to convey a practical idea 
of those intended to remain in circuit. Some are intended 
to be used only as standards for comparison. The use of 
iron or steel as part of an electrical indicator is to be 
avoided as much as possible for the steel will gradually 
lose its magnetism and will be affected by outside influences 
to a certain extent. The soft iron armature, when polar- 
ized, as it always is under the conditions of use, is affected 
more or less by a mass of iron near it, or by the magnetism 
from dynamos when near by. This defect does not render 
them useless, by any means; but occasional comparison 
and recalibration, when necessary, should be made. They 
are a very necessary adjunct to an electric light plant. 



CHAPTER XVII. 

VOLT-METERS AND POTENTIAL OR PRESSURE INDICATORS. 

In the last chapter was described and illustrated a few of 
the simpler ammeters that are designed to be kept continu- 
ously in the circuit. The illustrations and description 
"Cover but a very few of the different kinds of ammeters 
xaade, as it was not intended to cover the whole field, but 
©imply to give a comprehensive idea of some of the princi- 
ples upon which these instruments work. In this chapter 
^we will try to make plain the mechanism and action of a 
iew of the volt-meters and pressure indicators that are in 
common use with some of the systems of lighting. In the 
construction of volt-meters one thing is absolutely neces- 
Bary; that is, that they be of high resistance, while with 
ammeters it is necessary that they be made of low resist- 
ance. This may be easily understood when we remember 
that volts represent pressure. Volt-meters are for measur- 
ing this pressure, and are always connected in multiple 
arc, or between the mains when it is desired to measure 
the effective electro-motive force or difference of potential 
of a circuit. To find the fall of potential or loss of volts 
that takes place in any part of the circuit, whether it be 
an arc or incandescent lamp, motor, storage cell or battery, 
or anything else that consumes the force of the current, a 
loose or badly m^ri^ ioint, for instance, the volt-TCiat^x \^ 
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then coDnected in shunt, or parallel with the object, 
make this more clear, we will consider that it is desired to 
measure the fill! of poteotiil in an arc lamp, or in other 
words, how many volts of E. M. F. are consumed in the 
lamp. To do this it ia necessary to simply connect 
lamp in circuit with a dynamo producing sufficient ci 
rent to give to the lamp a full arc, then connect the vol 
meter to the binding posts of the lamp and take the 
reading of the instrument, when, if it be a direct-reading 
volt-meter, the figures will give the number of volts lost, 
or, in other words, the fall of potential. The reason whij 
the measurement can be made in this way may, possibli 
be better understood when we make a little comparie 
between the resistance of the lamp and the reaii 
ance of the voltameter. The lamp has, we will 
a resistance of one and one-half ohms, while the vi 
meter has a resistance of from 1,000 to 20,000 o] 
Suppose the resistance to be 1,.500 ohms, and the form 
the instrument to be similar to that shown in Fig. 
though the form is immaterial. Now if the lamp and 
TOlt-meter be connected in shunt or parallel, the current 
passing through each will be inversely proportional to tb< 
respective resistances — that means that where the h 
resistance is, there the greater amount of current will 
and where the resistance is greatest, the least portion 
current will flow through that path. Now if the resi 
ance ia 1,500 ohms, in one part, and but one and ono-! 
ohms in the other, it is evident that only about 1-1000 
pass through the volt-meter. This bemg the cast 
know that the amperes, or part of the ampere of cu: 
that flows through the voltmeter would not have 
^eat attractive force on the armature or core of the ti 
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ment unless there were a great number of turns of wire to 
multiply the attractive force of the current. 

In making a measurement under the conditions men- 
tioned above, we should, quite probably, find that the 
reading of the volt-meter gave 30 as the loss of potential. 
Then if we were to examine the length of arc at which the 
lamp is burning, we would be very apt to find it some- 
what less than 1-16 of an inch. An ammeter in the circuit 
would, of necessity, show, if it was correct, between 18 and 
22 amperes. With so short an arc — an arc of low resist- 
ance — there must be a very heavy current in order that 
the carbons be heated sufficient to give a good, fiill light. 
If the fall of potential of a lamp measured, say, 45 volts 
and was burning with a clear white light and the arc was 
just about i of an inch long, we would expect to find the 
ammeter registering a flow of current of 9} amperes. It 
might vary some, perhaps } ampere either way from this 
amount. 

A volt-meter of the form of Fig. 5G or Fig. 57, would be 
found very useful if wound with about 1,800 ohms of wire 
of such a size that that amount of resistance would about 
fill the spool. Volt-meters are also made in the form 
shown in Fig. 58, and they may be converted into a pres- 
sure or potential indicator, for constant potential systems, 
by placing them in a horizontal position and using the 
force of a small magnet, placed near enough the armature 
to exercise sufficient influence to bring the pointer to the 
center of the scale when the potential is of the required 
amount. This small magnet is adjustable so the indicator 
may be made to stand at zero with a current of any 
desired potential, within the capacity of the instrument. 
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The Howell pressure indicator shown in Fig. 40 is con- 
8tru(te<l on the principle of an electric balance with the 
additions of a field of variable resistance and an incandes- 
cent lamp introduced into the circuit. 

There are volt-meters that are constructed on the prin- 
ciple of a magneto and others that are somewhat similar 
in principle to a dynamo. 

A stwl horse-shoe shai)ed magnet forms the field and 
a drum armature, of soft iron, with but one section of wire 
wound upon it, carries the pointer. The armature shaft 
works in jeweled bearings, and the current is carried to the 
coil on the armature through flat spiral springs which are 
also the retractile force against which the armature pulls. 
A spool of fine wire is placed in series with the armature, 
between the ])inding posts, which gives the required resist- 
ance, which in this case amounts to 20,000 ohms, according 
to the manufacturers statement. An instrument having a 
resistance of 20,000 ohms might be safely used to deter- 
mine the potential between the binding posts of the larg- 
est high potential arc light dynamos that we have in use 
in this country, although it might be destructive to the 
instrument if left in circuit, for more than two or three 
seconds, with some of the fifty or sixty arc light machines. 

A potential or pressure indicator built on the principle 
of a dynamo, consists of a field almost exactly like that 
of a consequent pole dynamo, but laid flat instead of 
standing upright— a matter of convenience only. Four 
coils of wire form the field coils as usual in consequent 
pole machines. A soft iron armature core of the drum 
type wound with a single coil of wire and suspended by a 
brass wire from a brass standard, which forms a part of the 
circuit through the armature coil. The other terminal of 
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the armature circuit is a platinum pin extending from the 
lower end of the core and dipping into a cup of mercury, 
which is also a part of the circuit. The adjustment is 
made by a milled screw that passes through the upper 
part of the standard, and carrying at its lower end the 
wire by which the armature is suspended. A slight turn 
of the screw produces a twist in the wire that requires 
more current to overcome, while turning the screw in the 
opposite direction assists the current. A description of 
the working of the whole apparatus would show that the 
resistance of both field and armature circuits, whether 
connected in series or shunt, is comparatively a high 
resistance, and the current passing through magnetizes 
both field and armature, and the action is then similar to 
that of a motor or the reverse of a dynamo. There being 
but one coil of wire on the armature there is, of course, no 
use for a commutator, as the armature could only turn a 
certain distance, even if it was not held against the attract- 
ive force of the current by the retractive force of the 
twist in the wire. It is plainly evident that this indicator 
can be used with systems varying considerably in the 
potentials required, as a greater or less twist in the wire 
holding the armature in suspension will require a greater 
or less force of current to move the pointer to zero. With 
a scale laid off for the purpose, this indicator would serve 
as a volt-meter. 

Some volt-meters have the scale laid off in degrees or 
other equal divisions, and each division represents a cer- 
tain number of volts. When taking readings by such 
a scale it becomes necessary to multiply the reading by the 
constant of that particular instrument to get the number 
of volts. 
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All of the instruments mentioned so far, are for use 
with continuous current systems and would not work on 
alternating currents. The Cardew volt-meter which can 
be used with either continuous or alternating currents, 
consists of a circular dial and case, similar in appearance 
to a steam guage, with a brass tube of about one inch in 
diameter and two feet long extending from the side of the 
case. When in use this tube is intended to hang vertic- 
ally. Within the case is the pinion which carries the 
pointer and around the pinion is wound a couple of turns 
of fine wire, one end of which is attached to the free end 
of a spring in the case and from there, after passing around 
the arbor, the wire is led through the tube and passes over 
a roller at the lower end of the tube and up again to the 
'Circular case where it terminates at a binding screw which 
extends to the outside of the case. Opposite to this is 
another binding screw whose inner end connects with the 
spring spoken of. 

The philosophy of the action of this instrument is that 
the passage of the current through the wire, which is very 
small in diameter, and of considerable resistance, as it 
must be for a volt-meter, sensibly heats the wire and the 
wire is expanded. The spring in the case, taking up the ex- 
pansion, rotates the pinion and the pointer is moved across 
the scale. An instrument of this kind has no magnets or 
wire coils, and for this reason it can be used close to a 
dynamo or large mass of iron or steel. There being noth- 
ing of a magnetic nature about it and no chance for self- 
induction, as there are no coils in which self-induction 
might take place, make this a very convenient instrument 
for use in places where the machinery is in a limited space, 
for when there is any iron or steel about an electrical test- 
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^dng instrument it is sure to affect, more or less, the correct 
~i¥orking of the instrument and when any of its movable 
3)arts are susceptible to magnetism it is certain to be 
influenced to a greater or less extent by a dynamo or other 
source of magnetism A^^thin a distance of several feet. It 
is somewhat interesting to take a pocket-compass into the 
dynamo room and by its use, discover how far the mag- 
netic lines of force extend from the dynamo and you will 
also discover that every wire carrying a continuous cur- 
rent has a magnetic field about it and the greater the num- 
ber of amperes passing the stronger the field will be. 

There is one feature about some ammeters and volt- 
meters that is quite convenient and that is that the pointer 
comes to rest or gives its indications without vibrations. 
This is called "dead beat. " Other instruments not possess- 
ing the "dead beat" principle keep up a continual vibra- 
tory or oscillating movement of the needle back and forth 
across the scale, a number of degrees each side of the 
mark where it should give its indication, and thus make 
the correct reading of it more or less a matter of guess 
work. 

Instruments for electrical measurement, both vi^lt- 
meters and ammeters should be constructed in such a 
manner that they will never need to be recalibrated, but 
should be constant until some of the parts become very 
badly worn and even then they should })e easily adjusted 
by some simple means provided in their construction. 
They should be so constructed that they may be kept con- 
tinuously in circuit without injury. An ammeter that is 
intended to be kept continuously in the circuit must have 
the wires that carry the current large enough to stand any 
amount of current that they may be required to carry 
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without hositing sufficient to cause any injury to the insu- ] 
hit ion or change the nature of the wire. A volt-meter 
jiliouM liave s») high a resistance that but a very small 
amount of rurrent could pass through it and that portion 
.Jiould not l>e sufficient to heat the wire perceptibly for if 
the Avin^ becomes heated its resistance will be increased 
and less current passing, it cannot give the same indica- 
tions, though in some instruments, such as the last one 
drscrilK^l, the expxmsion of the wire by heat is made the 
j»rinciple of its o})eration. Ammeters are also made on 
the same principle though their construction differs con- 
siderably from that of tlie volt-meter described. They 
should have as little iron or steel in them as possible and 
vitliout any they would be much better, for when they 
contain eilhtT iron or steel they are sure to be affected 
•nore or less by being used near a dynamo. Besides, iron 
will retain more or less magnetism and the amount retained 
differs at different times. The magnetic strength of steel 
also chimges. Coils of wire in an instrument of this kind 
are subject to self-induction and an instrument containing 
them must be frequently corrected, if they are intended to 
be absolutely correct; but as there is more or less lee-way 
alloweil in electric lighting it is not necessary to have an 
extra line instrument, as a really good one, such as any of 
those described in these chapters are sufficient for the ordi- 
nary purposes of electric lighting. 



CHAPTER XVIII. 

TESTING. 

The importance of frequent testing of d\Tianios and 
circuits cannot be over-estimated, for a simple test is suffi- 
cient to show a dangerous condition of the line circuit 
that might, if allowed to remain, cause serious, if not fatal 
injury to someone; while a test applied to the dynamo may 
show a defect, that, if not immediately repaired, would 
result in such injury to the machine as would be quite 
costly to repair. 

There are several kinds of apparatus used for testing 
that answer the purpose more or less fully and some of 
them are so simple and cheap that they should be found 
in every dynamo room, and not only be found there but 
be put to daily use in testing the condition of circuits and 
machines. 

Perhaps the best apparatus for general testing purposes 
is the Wheatstone Bridge and Rheostat. Its simplicity 
and convenience and the ease with which it can be han- 
dled makes it a very desirable piece of apparatus to have 
in an electric light station, but its cost is such that but few 
of the smaller plants can afford to have it. Another con- 
venient apparatus for a testing set is a galvanometer with 
two or more cells of battery. The construction of a simple 
galvanometer has been described in a previous chapter of 
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this book but we will repeat here that it is a magnet- 
ized noedle place<l over a flat coil of wire; but galvanome- 
ters are made in a variety of forms, some of which are 
explained further on in this chapter. It is connected to 
tlu» ct'lLs of batter}' by a single wire leading from one of 
tlic binding s<'rews of the cell while another wire leads 
from the other binding screw of the galvanometer, to be 
ust'd to connect to the circuit or to earth as is most con- 
venient. Another piece of wire is attached to the other 
buidin^ screw of the battery and is used to complete the 
circuit. 

Before commencing to test the circuit it is better to con- 
ntvt the free ends of the two wires to see that the cells and 
galvanometer are in good working condition, when, if they 
are all right tlie gal vanometer needle should show a deflec- 
tion of about 90 degrees or in other words should move 
around about one-quarter of the circle. To test the insu- 
lation of the circuit : Prepare a good earth connection fo^ 
one of the free ends of the vrire. This earth connectioP- 
may be made to a steam or water pipe or to any part of 
the boiler, for the boiler and steam pipes are in connectioix 
with the feed pipe and this leads to a good earth — if you 
are not taking water from a tank. 

To prove that you have a good earth connection for one 
end of your wire, after you have it attached try it by 
touching the free end of the other wire to the ground or 
to some pipe that is not connected in any way except 
through the earth with the first connection. If you get a 
full deflection of the needle then your earth connection is 
all right and you can go ahead to test your circuit. The 
reason for being so particular p' ^ earth connection 

is that if you do not have go tacts there, your 



Testing. 205 

tests would prove nothing for they might indicate high 
insulation of circuit when it would only be a poor earth 
connection. After having provided a good earth connec- 
tion for one of the free ends of the wire take the end of 
the other wire and make contact to some portion of the 
circuit — a binding post on the dynamo, for instance, or 
any part of the circuit. If the needle is deflected it shows 
that there is a ground on the line or at least a leak and if 
the deflection is considerable the ground is certainly dan- 
gerous and should be traced out at once, and the defect 
repaired. If, under the test, the needle should show no 
deflection then you can turn on the current with confi- 
dence that there is no danger from that direction. 

It is well known that one ground on a circuit can cause 
no injury but if there is one ground the second is made 
when anyone touches any portion of the circuit, as a lamp 
or tiie brushes of the dynamo or any i^ortion of the circuit 
through which the current is passing and whoever is 
brought in contact with the circuit then — unless they be 
insulated from the ground — will have cause to remember 
the occurrence. The first ground on a circuit is a dan- 
gerous thing. Remove it at once. 

If the circuit is carrying a low tension current, of 
course, the effect on a person would not be very disiigree- 
able but the chance for starting a fire at the place where 
the circuit is grounded is great enough to make it fully as 
dangerous as the chance for injury to a person would be 
with a high tension current. 

To trace out a ground with an ordinary detector gal- 
vanometer, perhaps as good a way as any is to discon- 
nect the circuit near the dynamo, leaving the ends free 
from contact with anything and separated from each other, 
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tin -11 jro to <innv' ^li stance fn)in the dvnamo where the cir- 
ciiit call Im- t-a.-?!!}' <i[H*ned, at a hiiiip or branch, for 
instance, «»[M'n tin* circuit there and te?t both sections 
t'» ilir ^TDUinlliy connectinjLj one wire from the gah'ano- 
nirtiT anil <rll lo the cinuit while the oilier wire from the 
testinj^ set is connected to ground. The section from 
which you ;:».t ii deJle<-tion of the galvanometer is the one 
that is gPKUnkMl and l»y following that section and open- 
in.u it into sniaUer sections you can readily determine the 
exact location of the ground, and by carefully insulating 
at that ])oint the trouble may be easily removed. 

In testin^r for an open circuit, it may be located by dis- 
connectinij: one wire from the d}Taajno and grounding the 
end, then go ovrr tlie circuit in the stmie way as when test- 
ing for a ground, witli tlie exception that it is not neces- 
sary to oi)en tlie circuit at the places where the test is 
made but merely to make contact with the circuit, when a 
deflection of the galvanometer shows the circuit to be con- 
tinuous so far, whihi no deflection indicates that the break 
has been passed. 

In testing the field (drcuit of a dynamo for a ground on 
the frame, one terminid of the testing set must be brought 
into contact with the clean iron of the frame, for the paint 
as well as rust are non-conductors and if not carefully 

voided will be the cause of error; the other terminal may 
, ponuected to any part of the field circuit. If the gal- 
meter gives no dellection the insulation may be sup- 
, . Ug q\\ right, while if the needle is deflected the 

iSt is certainly grounded to the frame. 

. te<it of ^^^® armature insulation should be 
^^^ 4 tinff between the conmiutator and the shaft. 

yOsA^ y -g connected in close circuit a test 

Xfhca the amaatiire is 
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between any portion of the commutator and shaft is sufiSc- 
ient but when the armature is connected in open circuit 
the test should be made from each segment of the commu- 
tator to the shaft and a high resistance galvanometer, with 
at least three cells of battery, should be used to test the 
armature of a high potential dynamo. But then, if you 
should find a leak by such test, the probability is that it 
would be in a position where you could not get at it to 
repair it without taking one or morie coils of wire off of 
the armature. 

But if you have made the test and found that the 
armature is leaky and a coil bums out sometime afterward, 
as it most certainly will, it is some satisfaction to know 
just why it burned out. 

By the use of the simple detector galvanometer, such 
as we have been describing, many difficulties may be 
located and the existence of troubles proved. If the gal- 
vanometer coils are of low resistance, as they would be if 
wound with rather coarse wire and of but a few turns, the 
instrument would then be useful for testing through low 
resistance only. But the low resistance galvanometer can 
be put to good use around an electric light plant, and in 
many tests it is better than a high resistance instrument 
of the same kind; as for instance, in testing for a break in 
the armature circuit of a closed circuit armature. In a 
case of this kind, even if the armature be of the low resist- 
ance kind; that is, wound with coarse wire, a break in any 
of the wires may be detected by testing around the com- 
mutator, keeping the terminals of the galvanometer circuit 
touching segments that lie close together. 

In testing in this way you will find that the deflection 
of the galvanometer ne^.'dle remains about the same as you 
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tt'st anuiiid, until y<ui strike the segment that is in contact 
with thi' hn»kfn st.rtit)n, wlien tlie galvanonieter needle will 
fall )»ark cunsiilerahly. It' the te.st ju.st mentioned had 
het'n iiiadi* wiili a hi^rh resis^tance galvanometer it would 
have he*Mi a v«.'ry ditlicult matter to locate the break for, as 
vou imilerstan<l, the low rt^sistance of the armature circuit, 
takinji all of the wire rlear around, would he so very small 
compared to the resistance of the galvanometer that 
whrllnT it was a<lde<l to or taken from the circuit would 
raUM* I'Ut thr sUL:hte>t variation of the needle, while with 
a I'lW rcsislaii«r L'.iivaiioineter the resistance of the arma- 
tup' <irruii woulil Ix- more nearly equal to the galvano- 
nu'ler circuit, ami if Itoih fircuits were together in series, 
the amount of current that c<»uld pass would he consider- 
ahly less, consequent ly the needle would give less deflectiou. 
While testing: for aii op<'ii circuit in the armature, in this 
way, you will see that while testing around on the closed 
portion, that there is only the resistance of one section of 
armature wire addled to the resistance of the galvanometer, 
but as soon as your terminals are on each side of the break 
then the resistance of th(i whoh; armature circuit is added 
and of course, the needle drops back a trifle. 

The galvanometer is a very useful instrument for testing 

resistances and is made in a variety of shapes and some of 

them are wound with both high and low resistance circuits, 

A sometimes a third circuit of medium resistance is 

AAf^ An instrument of th(3 kind last mentioned is quite 

'nfiable in any kind of electric testing where compari- 

to be made, or they can l)e used to determine the 

^ u f ohms. I^ ^^^ i>attern of galvanometer having 

^^*^ . p^^uits and capable of measuring resistances 

^jjiee ^^^f\ fraction of an ohiv *- '=^everal thousand 

'varying toft^ 
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ohms, the circuits are wound in the shape of a hoop in a 
light firame work of gutta percha or other insulating sub- 
stance. The first or low resistance circuit consists of a 
flat strip of copper making one turn around the hoop and 
connecting to two binding-posts on the base of the instru- 
ment. ITiis circuit is of such low resistance that really the 
resistance of it need not be taken into account. The 
next circuit consists of a number of turns of insulated wire 
wound in the same hoop and having a resistance of a few 
hundred ohms. One terminal of this circuit connects to 
the same binding post as one end of the first circuit, while 
the other terminal connects to a separate binding post. 
The other circuit having an increased resistance, and a 
greater number of turns of wire are wound on in the same 
way and connected up in a similar manner. Each circuit 
ms carefully insulated fi^om the others and the circuits 
altogether form a hoop or ring of square section about one 
inch in thickness and several inches in diameter. This 
»ng is attached to the base in such a way that it will be 
an a verticle position when the instrument is in use. The 
:magnetized needle is about i inch long, but it carries a 
pointer, made of alluminum or some light, non-mag- 
netic metal several inches long. This needle is suspended 
exactly in the center of the ring and may be poised on a 
needle point or suspended by a fiber of untwisted silk. In 
what ever way the needle may be held in position, the 
object is to have it as free to move as is possible. When 
resting on a point, the point should be of hardened steel 
and the bearing in the needle should be a jewel. This will 
insure the smallest amount of fi*iction and allow great fi^ee- 
dom of movement. With the scale laid off'in degrees and 
tangents this instrument can be made to cover a very wide 
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range of measurements. In making tests by the tang^t 
galvanometer it is necessary to have a table of tangents to 
refer to, for you will understand from what has been 
explained in a former chapter of this book, that if a given 
strength of current gives a deflection of a certain number 
of degrees, doubling the current strength does not give 
double the amount of deflection, but something less than 
that amount. For a current that would give a deflection 
of 15 degrees, if doubled would only give a deflection of 
about 28 degrees and this is considerable less than twice 
as much. And the greater the first deflection is the more 
diflference you will find, for if the first deflection should 

S i N 
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be 35 degrees, doubling the strength of current would give 
but 54.5 degrees; but with a table of tangents handy or 
with a tangent scale, comparisons are easily made. 

There are several ways of increasing the sensitiveness of 
a galvanometer. One way is by increasing the effective 
action of the current on the needle by using a greater 
number of turns of wire in the coil, for no matter how 
small the amount of current passing, each turn of wire 
that it passes through adds just that much to the effect it 
has on the needle. Another way to increase the sensitive- 
ness is to make the needle astatic. An astatic needle is 
shown in Fig. 61, where two magnetized needles are placed 
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on one arbor, one of the needles inside of the coil, while 
the other is outside, but the needles also have their poles 
pointing in opposite directions, or in other words the N 
end of one needle points in the same direction as the S end 
of the other needle. By arranging them in this way two 
points are gained by which their sensitiveness is increased. 
With the poles pointing in opposite directions the earth's 
magnetism has less influence over them, for the magnetism of 
both needles is so nearly alike, that there is just enough dif- 
ference to keep them in a position pointing north and south. 
So, with the effectiveness of the earth's magnetism reduced 
to the lowest practical amount, and the magnetism of the 
needles as great as they can contain, the current in the coil 
will exert its greatest power over the needles, and as there 
is but slight resistance to their movement, a very small 
amount of current will cause the needles to smng through 
a greater number of degrees than if a single needle alone 
was used. Another point about this arrangement is that: 
although the two needles have their poles acting in oppo- 
site directions, you will notice that the effect of the current 
through the coil will act on both needles to turn them in 
the same direction. This ako gives increased effect. 
Another way in which the sensitiveness of the galvano- 
meter is increased is by lengthening the pointer. This is 
^one without greatly increasing the weight, l)y placing a 
Small mirror on the needle, and reflecting a beam of light 
from it on to a scale placed a couple of feet away. The 
light is obtained from a lamp placed in a convenient posi- 
tion and partially shaded so that the light is thrown only 
on the mirror. This is tlie most sensitive galvanometer 
known. It is called the Thomson reflecting galvanometer. 
The " Differential " galvanometer is an interesting instru- 
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ment, and its peculiarity is that it has a double coil, that 
is, there are two coils placed on the same plane and the 
needle is pivoted between. This would give two separate 
circ*uits of the same number of turns and of the same 
re:?istance. This is necessar}', for the circuits are to be 
c<)nne<'t<*il in such a way that the current will divide and 
]):u<s through them in opposite directions — one neutraliz- 
ing the other's influence on the needle, so that when the 
current i.s i)a5Jsed through the coils the needle will not 
move. In connection Avith the differential galvanometer 
a rheostat or series of coils of known resistance is used. 
The rheostat is connected in the circuit of one of the gal- 
vanometer coils, and the object to be tested is connected 
into the circuit of the other coil. If the resistance in 
each coil is the same, then an equal amount of cur- 
rent will pjiss through each coil, and there will be no 
change in the position of the needle ; but if the resistance 
in the two coils be different, then the greater portion of 
the current will i)ass through that coil having the least 
resistance, and the needle will be influenced accordingly. 
Now, by varying the resistance, by the use of the rheostat, 
the needle can be brought to zero again. When this is 
done, it is evident that the resistance in each coil is equals 
and by reading the resistance from the rheostat the exact 
resistance of the object is known. Some galvanometers 
having a very great number of turns of wire will, with one 
cell of battery, give a deflection through a resistance of 
one million ohms. Any of the principles described above 
may be applied to a galvanometer of any convenient 
pattern. 



CHAPTER XIX. 

THE WHEATSTONE BRIDGE. 

Perhaps the most convenient and compact testing set and 
one that is reliable and has a very wide range of usefulness 
is the so-called Wheatstone bridge. It is in reality an electric 
balance or differential arrangement. The Wheatstone bridge 
was devised in the year 1833, by a man named Christie. 
This gives some idea of the state of electrical knowledge at 
that time, and when people speak of electricity being in its 
infancy it really appears that the infantile part of it, is in 
their minds. When an instrument having the wide range 
and precision found in this differential arrangement becomes 
a necessity in the electrical art, it would appear that the 
infentile stage had been passed. 

A description of the principles of the instrument may 
te more easily understood from a few diagrams. Fig. 62 
shows the theoretical arrangement of the differential sys- 
tem. Here we have four wires arranged in a diamond or 
lozenge shape shown by A, By C, D. From the junction of 
A and (7 at 5 a wire leads to the opposite side at 4, In 
this wire a galvanometer (?, is connected. At the points 
1 and 2 are connected the terminals of a battery shown at 
E. In three of the branches are introduced resistance coils, 
shown by the small black circles, those in the branch C being 
a rheostat of various resistances. The resistances are con- 
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netted to brass stripe after the style of the rheostats already 
df^cribed m the?e chapters. The connections between 
the strips are made with brass plugs, slightly tapered and 
gn.>und to a fit, for it is necessary that they make a good 
firm contact and to insure this it is best to always givethe 
plugs a slight twist when putting them in place. To use 
the amingement as shown in this diagram, we would con- 
neit tli»» oV»ject that we wished to measure the resistance 
of. into the circuit D, 




Figure 62. 

The current from the battery E entering at i, has two 
paths open for it, through A and -B,and if they be of equal 
resistance, as we will assume they are, for the present, 
divides there and flows equally through each branch to 3 
and 4, Now if the resistance of D is greater than the resist- 
ance implugged in C, a portion of the current will flow from 
4 through the galvanometer *.ross to 3 and from 
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aere the reunited current passes through C to 2 and from 
here returns to the battery. Now- when a portion of the 
current flows through the galvanometer the needle will 
show it by being deflected to one side. If we introduce 
more resistance into C by removing some of the plugs, we 
will find that the needle is brought to zero as soon as the 
resistance in C is equal to the resistance at D, for then the 
current from the battery flows equally through Ay C, and 
By Z),and under these conditions no current can flow across 
through the galvanometer. When the galvanometer needle 
is at rest on the zero mark the exact resistance of tlie object 
at D is found by determining the amount of resistance 
unplugged in C and as the resistance is plainly marked 
opposite each hole it is easily read off*. 

In cases where the resistance of the object is equalled 
by the whole or any portion of the resistances in the rheo- 
stat at C it is quite easy to get at the resistance of the 
object. But suppose the object to be measured has a 
greater resistance than the whole of the rheostat at C then 
'We would have to unplug a greater amount of resistance 
in B than we have unplugged in C, Suppose in A there 
Vras 10 ohms and in B there should be 100 ohms unplugged 
that would give a ratio of 10 to one. Then if Ave liad to 
Xinplug twenty-five hundred ohms in C to get a balance 
to bring the galvanometer needle to zero, then we should 
know that the resistance of tlie object at C is ten times 
twenty-five hundred or 25,000 ohms, for if B is ten times as 
great as -4, then D or the object to be measured nmst have 
a resistance ten times greater than the resistance unplugged 
inC. 

If the branches A and B each have three diflerent resist- 
say of one, ten, and one hundred ohms, then if one 



be unplugged in A and one hundred in Bit is evident tl 
a resistance one hundred times as great as is contained i 
the rheostat C may be measured at D, and also if 100 j 
unplu^ed in A and one in B then an object of one ouej 
hundredth part the resistance in C may be measui 
equally well. In the four Bides of tiie Wheatetone bridj 
arrangement you will find that the resistances bear thw 
6ame relation to each other in several different ways, for 
when A hears a certain relation to S it will he found that 
C bears a similar relation to D. Wb also find that as A is 
to C BO is B to Z>. Again we find that if B is multiplied i 
by C it will eiiual A multiplied by D. You will find tha^l 
these parts always bear certain relations to each other evet 
when calculated in the difi'erent ways, and it is well wort 
the time required to niake yourself familiar with at leastl 
one way of calculating the record of tlie bridge, for if youB 
never expect to use it yourself you may want to know, e 
time, that it is being correctly read off, A formula may* 
assist you in remembering the different ways in which th^l 
resistance may be calculated trora the bridge, and this isl 
the way it is laid down in my memoranda. 

a:g::d:d. a:b::c:d. aXd=bXc. 
It is read in this way: Aa.^ is to Cso is B to D/ again, a 
A is to B so is C to D; and agam, A X D =^ B X C. 1& 
is well to remember these, for bridges on this same priotl 
ciple are made in a variety of shapes, but tliey can nearl/l 
all be read from this formula. 

There are two forms in which the bridge and rheostat ' 
are usually found, and the connections of each are shown 
in the following diagrams. Fig. 63 shows the round form 
and how its connections are arranged. In this diagram J 
the two heavy lines show the two branches A and B, an^l 



The Whmtebme- Bridge. 



217 



are marked with these letters: the circuit C containing 
twenty-four resistances, ranging from the small amount of 
one one-hundredths of an ohm, to one of four thousand 
ohios. The branches A and B each contain, in this dia- 
gram, three sets of resistance of one, ten and one hundred 
ohms, giving the set a range from one one-hundredth of 




Mgure 63. 

the smallest or one ten- thousandths of an ohm — useful 
for measuring the sections of armature wire in low resist- 
ance armatures or short pieces of wire — up to one hundred 
times the resistance of the largest coil, or four hundred 
thousand ohms. The six small circles on the diagram rep- 
resent binding posts, and the ones marked 1 and 2 are for 
the battery connections and correspond to the same num- 
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bers in Fig. 62, as do all the other letters and numbers. 
The two binding posts at the left, marked 3 and 4 are the 
galvanometer connections, and any good galvanometer may 
be used with this instrument. The other binding posts at 
D are for connecting the object to be tested, and this letter 
also corresponds to the same in Fig. 62. There are two 
keys, shown at K^j K^, the location of which are also shown 
in Fig. 62, where you will see that one of them is in the 
battery circuit, and the other, K\ is in the galvanometer 
branch. These keys are quite important, although they 
have not been mentioned before, for when testing, if an 
open circuit battery such as the Leclanche is used, it would 
run down or lose its force if kept on closed circuit for any 
length of time, while by having the key in the circuit the 
circuit is open except when the key is pressed down. The 
. other key, in the galvanometer circuit serves to protect the 
wire of the galvanometer coil from the heating effect of too 
heavy currents when several cells of battery af e used, for 
you know that high resistance galvanometers, such as are 
usually used with these instruments, are of very fine wire, 
and too much current through it would injure it by over- 
heating. 

A rheostat and bridge of this kind is a very perplexing 
thing to look at while you do not understand what is inside 
of it, but when you understand just what it contains and, 
in your imagination, can see it all and trace out the con- 
nections and locate them, why, then it becomes quite simple 
and is very easy to use. 

Another form of bridge, called the Post- Office pattern, 
from its having been adopted by the English post-office 
department, is shown in Fig. 64. This is in square form 
but the arrangements and connections are just the same 
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as Bhown in the two previous diagrams, but this apparatus 
has the galvanometer in the same box, and it is made a 
portion of the instrument. There ia also a plug in this 
instrument marked Inf. that when removed opens the cir- 
cuit in the C branch and, if nodelleclionof the needle then 
occnis, the resistance in the D or A' branch will be infinite. 
The abbreviation means infinity, or practically, more resist- 
ance than the instrument con measure. You ivill notice 




Figure 64. 

that this instrument will not measure as low a resistance 
aa the other just described, for it has not those coils, the 
resistance of which is in decimal parts of an ohm. But 
it has fully as high a range, although the resistances are 
somewhat different. 

All of these instruments described above will be found 
f great usefulness around an electric light station, and if 
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used occasionally will be found far more reliable than any 
amount of guess-work, even when made by a very proficient 
guesser. 

The magnetos which are frequently used for certain 
kinds of testing are more or less of an assistance in guess- 
work and serves a purpose, although quite a limited one, 
and maybe of considerable use around an electric lighting 
plant if used in connection with more or less knowledge. 
In the next chapter the principles and construction of the 
magneto, and several ways in which it may be used to 
advantage are described. 



CHAPTER XX. 

THE HAGNETO AS A TESTING INSTRUMENT. 

The apparatus called a magneto, and frequently used for 
testing around electric machinery, is a very convenient 
instrument, aa fer as it goes, but it is not by any means a real 
testing apparatus. The magneto is in reality an alternat- 
ing current generator with a permanent magnet, instead of 
electro-magnet for exciting the field. This arrangement 
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does not, of course, give near the strength of field that an . 
electro-magnet would, but an electro-magnet could not be 
charged by an alternating current. We can expect but 
little from the magneto when using it for testing, because 
it was not designed for such a purpose. The original pur- 
pose for which it was brought into use, in its present shape, 
was merely to ring a bell, to call attention on a telephone 
line. This it usually does to perfection, even when the line 
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is about forty miles long, and of number 14 iron wira. 
This line would have a resistance of about two thousand 
ohms. But as the strength of current developed hy mag- 
netos varies more or less in the different instruments, it is 
well, when buying one, to tr}' its strength and get one as 
strong as ])ossible. In some of the magnetos the magnet 




Fig, 66. 

is made of a single piece of steel about a quarter of an inch 
thick and three to three and a half inches wide, bent into 
U shape. In others three or more magnets of the same 
shape, but narrower, are placed together, as shown in Fig. 
66, to form a compound magnet; for two or more magnets 
placed together in this way make a magnet of greater 
strength than a single piece containing the same weight of 
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material. Compound magnets are built up in many dif- 
ferent ways with the object of increasing their strength, 
but in a magneto it is doubtful if it is of any particular 
■«ilue ; for some magnetos with a single magnet prove to 
be of greater strength, or rather will ring a bell through 
greater resistance, than some otliers of the compound 
kind. But in either case the magnets are of hardened 
steel, about aa hard as they can be made without being 
brittle. They can be magnetized by contact with the pole 
pieces of a djiiamo, which is, perhaps, the most convenient 
way, aa it saturatea them in a moment. Some care is 
to get both polea at about the same strength and 
of opposite polarity, although if a special arrangement is 
used, l^B care ia necessarj', and a moment'a contact is suf- 
ficient to saturate them. 

The pole pieces shown at B are of cast iron, fitted 
inside of the magnet and bored true to admit the arma- 
ture. End pieces of brass that carry the armature shaft 
are fitted to the bore of the pole pieces and serve to keep 
the magnet from springing, wtiich otherwise might grip 
the armature and prevent ita turning, but in this way it 
makes tlie whole thing quite aolid. The armature is of the 
Siemens' H form, and shown in Fig. 65. It is made of 
cast iron, and wound with cotton or silk insulated wire of 
about number thirty-four. Four ounces of wire is the 
average amount used on each armature. One end of the 
eliaft, as you will notice in the cut at C to d, is bored into 
far enough to bring t!ie end of the hole inside of the bear- 
ig ; this hole is fitted ivith a hard rubber busliing which 
threaded inside for a screw. This acreiv, C, forms one 
terminal of the armature circuit, and is insulated from the 
shaft by the hard rubber bushing. Inside the bearing a 
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lu»lr isln»rr«l tlirt>\i;rli tho shaft, and a smaller hole throng 
thi* hanl niMnT. Through this hole is a short piece of 
fojijii-r win* <»f a)M)Ut iuimiImt sixtt'eii, hel<l in place hy the 
s«r»'W, ' '. with wlii«-h it iiiakt'S elet'trical contact, whil© 
hiitli :iri* insiilatnl Iroiu the shaft and core. One end oX 
the arniatnn' win; is f:u<tene«l to this piece of wire hy ^ 
<lrop of st»l«lrr. This is shown at d. An alternate ca"*^^ 
rent j^finTatiH* iummIs no conunutator, for the whole electri^ 
inipnl-<* i< first in one ilirection over the circuit, and th^' 
in tlif iip]M»>iti* din^'tion. 

'Hn* aniiaturi" wimling is in two sections, and is coi 
tinuous, JilliiiLr lirst <ine lialf of the annature, and therT"^ 
across and lllliuu' ihr other half, and is wound in the sam( 
directions on each half. The other end of the wire L 
attarhid U* ihr cori*, as shown at J'jj and is, consequently, 
hi clcrtrii-al (•oiiiiccti«)n with the magnets and all parts of 
the framework. The arrangement for turning the arma- 
ture varies in the ^liHerent kinds of magneto. In some a 
gear an<l pinion is used, while in others grooved pulleys 
and a ruhher hand serve th(j purpose. 

The hell used in connection with the magneto has 

some iK)ints of interi'st about it, and is quite simple when 

fuUv understood. Tw») spools of wire with iron cores 

fiist'ened to a yoke piece form an ordinary electro-magnet, 

hut the armature of tliis magnet is somewhat different 

A^ , ♦hqt of tni ordinary electro-magnet used with 
from tiiai "^ 1 r , r .J 

tinuous currents, and hut a lew years ago consider- 

. gp«uity was required to make a bell that would 

ilteniating current. Several ways were devised 

^^ •. , .X /^oiild 1)6 done, and other ways might have 

by If HK ^^ ^^ j^^j l^^^j^ necessary. But a polar- 

\^eeal)iottgW o _^^ ^^ difficulties, and perhaps as 
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good a way as any in which this was applied is shown in 
^ig« 67, where J/, J/, are the spools, and X, X, tlie pole 
pieces, which are extended toward each other, with one 
end of the polarized armature, n, s, between. 

This armature has a brass wire extension with a ball 
oa its end that taps the bells as the armature is attracted 
first to one side then to the other, as the current is passed 




Fig, 67. 

^iirough the magnets in each direction. There are several 
^ther arrangements by which the bell is made to ring by 
sui alternating current; but as the alternating magneto has 
Some characteristics about it that will prevent it from 
ever becoming a reliable testing instrument it will be 
unnecessary to illustrate them. The magneto, as at pres- 
ent constructed, is simply a generator of electricity of a 
medium high tension. Just how many volts it will gener- 
ate depends upon the number of turns of wire in the arma- 
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Xtm mnd how fitft it is revolved, as well as upon {be 

FtTCfkgth of the niagnet. As the canent it produces is not 

commatated. it of coarse goes to the line or circuit in 

altematiofisi. With the bell in the circuit, and not too 

mat h other nsFi^taace, enough current can be generated to 

li&g the bell. If there is too much re:<istance the bell will 

xkm ring, and there you are. The use of the magneto to 

K^ with is^ ju:^ one little notch ahead of a cell of battery 

az>d a simple electric bell. Either will ring through a cir- 

c^t if tbeie is not too much resistance in the circnii 

Kii Hl^ magneto i^. perhaps, the most convenient instra- 

E^ec; of the two, as it will ring through a resistance that 

w>:ili ne^^uinf a specially wound bell and a battery of 

«T«»I otlls :•» give the same indications. The magneto 

^ /.'. irlv^f a vefy sii\>ng currait, comparatively, even when 

i>*4; vzrr«i: i> nv>t siiv^ng enough to ring the bell. To get 

A v-rv- r •>! ii^!» v^f the strength of current it will give 

;•:: > ::.: >!! will ring: lake hold of the wires leading 

rr.v... ■.! : *: :u;.Mi:4: ix^is — a wire in each hand — and let 

T^v •: ■.r.;ci :.:r.i liir crank. If he is one of the "cranks" 

;,^*.: ^>. ..1t:,v> tTvi::^ to be fiinny, he will turn quite fast 

*: : r ; >:Ar« j;^: I ": v :his means you can judge quite closely 

i,- : /^v. uv.: - : vunent tliat might leak from a circuit 

i:-::ch r^isiance that a magneto would 






*^ ,..-^ -< -X <— - :'^^iii: as a perfect insulator of elec- 
sr;. ,,^ • ■•■.x v.v,-.-v :1-.a:: tl-trt' i? an insulator of magnetism. 
* ;v • V ■ ;fta:;.s:'. .: r!T>i«3ih.v. The more resistance, the 
Xv-.- . s ".>:;.*:;-•- ::" y ^■-: .i.^ have to rely on the mag- 
V- . . .v..;.i >.-.;r •<*:::.;: sr.n:r.a the pknt. when you 
- -.^ v^ .-'^^-■.;: ;:i>u:.;:-:.-.-.. s:ui the WU doesnt ring 
.v-,v- ,\Tvr,;i *;v, vTvvuBa.:hen put youiseJt m cirmt 
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ifriih the magneto and try it again. This can be done by 
taking the end of one wire, that leads from the magneto, 
between your thumb and finger and placing the fingers of 
the other hand upon some uninsulated part of the circuit 
and then, with the other wire firom the magneto well 
grounded, try it again. If you cannot feel any current, 
when testing in this way, the circuit is fairly well insulated. 
But hold on. Your fingers are dry. Wet them and try 
it again, for you know that some substances, when dry, 
are very good insulators, while if they are damp, they are 
better conductors. If you can feel no current with your 
moistened fingers then touch the end of the wire to your 
tongue while the moistened fingers are in contact with 
some portion of the circuit, and try the magneto again. 
If no current can be felt, when testing in this way, then 
you may be confident that the circuit is as well insulated 
as is necessary in any plant where the engineer is his own 
electrician. 

There are cases, in testing circuit resistance, where the 

lUagneto is said to give a false ring; but as this would be 

an error on the safe side no particular harm would be 

done. The case in which a false ring might be given, is 

'V^here the circuit is extensive enough to have sufficient 

static capacity to condense electricity enough within itself 

tK> react on the magneto and cause the bell to ring. Just 

liow much of a condenser it would require to produce this 

false alarm would depend, to a great extent, upon the kind 

of magneto used. To find a condenser in the electric 

light business large enough to produce this effect, we will 

liave to look among the lead-covered cables and find one 

of considerable length before we will get the static capacity 

necessary to give us this false alarm, and even then the 
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static charge would not produce a continuous ring of the 
bell. 

In testing for circuit in the field coils of a shunt 
wound dynamo of large size it is possible that the shunt 
circuit might be of so great resistance that the magneto 
bell would not ring through the whole circuit. In such a 
c:u?e, if you .should find it, you can try a part of the cir- 
cuit at a time. Shunt field circuits of so high a resist- 
ance would probably have a rheostat connected in, and, if 
near the middle of the circuit, from there the test could 
be made each way to the terminals of the circuit; so there 
would be no difficulty in getting around that. In using 
the magneto in a circuit where the conditions are favorable 
to i?elf-inductions and extra currents, it would be quite 
easy to be misled. But as the magneto was never designed 
as a test instrument, ixnd has no appliance whatever for meas- 
uring resistance or anything else, and has nothing to cali- 
brate, and if it had it would not be reliable, in the cases men- 
tioned above, so long as it gave an alternating current, or 
could be bought for so small a price. It is a very conven- 
ient little instrument for anything within its capacity, as 
it is easily handled (or would be if the manufacturers 
would put a handle on it to carry it by) and is always 
ready, not requiring any tedious or exact preparation; has 
no solution to be cared for or spilled, no glass to break, 
and, taken altogether, in the absence of any more elabor- 
ate and complicate and costly apparatus, it is well worth 
its cost around an electric light plant. If more is wanted 
than the magneto will give, more money will have to be 
paid for it. 

The diagi'am. Fig. 68, shows the circuits outside of the 
armature, with the lightnij ' the cut-out and the 
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contact pieces. In the diagram A, is the magnet, c is one 
terminal of the armature circuit where the screw makes 
contact with the brass clip. This is a moving contact, but 
requires no particular attention. From here the circuit 
goes to the binding post P, from there to the line, but from 
the binding post a branch goes to the lightning arrester L, 
This lightning arrester is simply two pieces of brass, one 
of them toothed like a saw, for it is believed that light- 
ning prefers a point to jump on or from, rather than a 
smooth surface; but it is a fact that static electricity will 
escape from a point, or be drawn to a pointed conductor 
in preference to a smoother surface. 

When a magneto is used on a telephone wire, or for 
signaling to a distance, a ground wire is run from one 
binding post, and in case of lightning on the line this 
arrester helps to protect the armature and bell coils from 
being injured by it By referring to the diagram you will 
see that the binding post at the right is the one that should 
be grounded. Another branch runs from the lightning 
arrester to the gear wheel S, and makes contact at the flat 
spring h. This is for the purpose of cutting the generator 
out of action, when the magneto is used as a call on a 
telephone line. When the magneto is to be used, this 
short circuit is broken by pushing in on the handle K, 
while it is being turned ; this moves the gear away from 
the spring, but does not interfere with its working, for the 
pinion 8 is long enough to still engage the teeth. On some 
other magnetos a push button is used for the same pur- 
pose. From the other binding post there is also a branch 
to the lightning arrester, but the circuit goes to the con- 
tact spring q. This would be on the side of the box 
which contains the generator, near the hinges, and makes 
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contact with the other spring when the lid, canying the 
bell, is closed. Some machines make this part of the 
circuit through the hinges. As the current enters the 
spools and magnetizes the cores and the pole-pieces, one 
having iVand the other S magnetism, the armature being 
polarized, is attracted to one side and repulsed by the 
other pole-piece ; but at the next electrical impulse, which 
is in the opposite direction, the polarity of the pole-pieces 
change, but as the polarity of the armature remains the 
same it is attracted to the other side. The continued 
alternating impulses of current continuously changing the 
polarity of the pole-pieces keeps the pivoted armature in 
a continuous vibration, and the little ball on the extension 
keeps tapping first one bell and then the other with no 
break in the circuit. The return from the spools, as 
shown, is through two other springs that are in contact 
when the lid is closed, and from there to the pole-piece of 
the magnet at Z, and through the frame-work and bearings 
to the armature shaft and the armature wire at e, Fig. 65. 
The magneto shows the principles of one style of alternat- 
ing current machine. Perhaps we may at some future 
time investigate the principles and trace out the circuits of 
some of the alternating dynamos and motors and reason a 
little about their peculiar actions. 

Speaking of condensers and static capacity — there is 
frequently a dynamo so well insulated from the floor that 
it becomes a condenser of the electricity produced by the 
friction of the belt. If the belt is dry and runs free 
between the pulleys, that is, if there is nothing nearer to 
the belt than some portion of the dynamo, then the fric- 
tional electricity will be discharged from the belt into the 
frame of the dynamo, which will act as a condenser, and 
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the static charge will become bo great that there will be 
IM>t<»ntial 811 fiicient to cause the electricity to jump gome 
litth* distance — from half an inch to an inch — through the 
air. This is freijuently noticed when the hand or an oil 
can is brought near any portion of the dynamo. A little 
spark apiHjars to jump from the hand, or the oil can, as the 
case may l)e, a sharp snap is heard, and a stinging sensa- 
tion fs felt; then it is all over, the greater part of the 
charge has escaped, and the condenser contains only a 
small charge, of low potential. Several sparks maybe 
drawn from the frame of a dynamo that has condensed a 
static cliarge in this manner, if care is taken to draw the 
first spark from as great a distance as it will strike through, 
and each succeeding spark from a lesser distance each 
time. If the dynamo is only fairly well insulated from 
the ground, the spark will jump only a short distance; 
hut if thoroughly insulated and everything around is quite 
dry, a spark will often jump between a person and the 
dynamo with such force and noise as to be quite a surprise. 
Sometimes the static charge will become so great, espec- 
ially if plenty of time has been allowed it to gather, that 
it will discharge through the insulation to the armature or 
field circuit. When this has been allowed to occur the 
insulation at that point — perhaps no larger than the point 
of a pin — is weakened, and the next accumulation of the 
static charge finds an easier path at the same point. 

When static electricity — which means electricity in a 
state of rest — is discharged through an insulator it makes 
a small hole, sometimes smaller than could be made with 
a needle, and it is probable that a slight charring or car- 
bonizing takes place. At any rate, there is an easier 
escape for the next cliarge through the same placej and it 



The Magneto as a Testing Instrument. 233 

becomes easier and easier for 'each successive charge, until, 
after a time, the dynamo current finds its way through 
the same place, and a burnt armature or leaky field is the 
result. A mysterious case of burnt armatures occurred 
three times in one dynamo, and the cause was found to be 
static electricity from the belt had found a condenser in 
the dynamo frame, and its easiest way of escape was 
through the insulation to the armature wire, and then the 
dynamo current jumped through at the same place. Their 
trouble with burnt armatures was cured by connecting the 
frame to ground with a small wire. 

Their method was not the best, as their wire formed a 
ground connection between the frame and earth, and being 
of small resistance, was ready at all times to make trouble 
as soon as the next ground occurred. Perhaps a better 
plan would have been to have connected a wire to a good 
ground and brought the end to within a half-inch or so of 
the belt. This would have taken all of the frictional elec- 
tricity from the belt before it had acquired a potential suf- 
ficient to have beqn noticed. This method of dealing with 
static electricity has been found to work well in all cases 
where the requirements were complied with. In one case 
where a printing press was seemingly bewitched, as the 
paper after having passed through the press and on to the 
long wooden fingers that were supposed to lay the sheets 
nicely in place, refused to be laid with the neatness expected 
of them and many sailed away in an aggravating manner ; 
the cause of the trouble was static electricity. The weather 
was dry and the fingers of the machine had been sand- 
papered and varnished — well insulated — and the press was 
standing on a very dry floor. You will notice that the 
conditions were favorable for condensation. In this case 
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temporary relief was obtained by sprinkling the floor 
around the press, and a permanent cure was effected with 
a few pieces of wire. 

Electricity generated through friction between dry 
belts and air, is something that will cause trouble in 
more places than a dynamo room, and should never be 
allowed to accumulate in a condenser, for it is quite easy 
to divert it before it becomes troublesome, and around 
electric light machines or motors it is capable of causing 
considerable damage. 



CHAPTER XXI. 

COUPLING DYNAMOS TOGETHER. 

Dynamos are freqently coupled together on constant 
current as well as on constant potential circuits. An arc 
light, constant current circuit of considerable length may 
have been established and the demand for lights may have 
increased faster and to a greater number than had been 
anticipated. Under these circumstances the dynamo 
would soon be overloaded and it would be necessary to 
build another circuit or add another dynamo to the circuit 
already in use. The latter plan is frequently adopted. 
Por series lighting we have series wound and shunt wound 
dynamos. Either of these may be coupled up in series 
and cut into or out of circuit as may be required. In con- 
stant current circuits the size of the wire is large enough 
for Buy addition that may be made to the work on the 
line, for the current is limited, in the first place, to a cer- 
tain number of amperes. Any addition to the work to 
be done will require more e. m. f. but the number of am- 
peres on the circuit will remain the same. On a multiple, 
or constant potential circuit, the size of wire is usually 
determined for the greatest load that it will ever be required 
to carry. 

On constant potential circuits an overload is a greater 
number of amperes than the wire is capable of carrying 
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vitln lut heating to a dangerous df$;ree. ^^'hen more than 
one (lymuiio U lut^l on a circuit of this kind, the Eueof 
thu wirv suHioicnt to cam' the fiill amount of current that 
it iiiuy Ite cuUlhI on to supply, has been calculated altK^ 
ftart, and no greater amount should ever be thrown upt"^ 
it without first increasing its capacity by larger feeder^" 
iiiiiiiL-" and br.inchf:;, or by adding other wires. Forst*-^ 
[.lyint' constant pdiemial circuit<s, series, shunt and &>**-* 
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pound wound dynamos are in use- Either style of these 
machines may be coupled together in multiple or parallel, 
and can be thrown into or out of circuit as required. The 
following sketches show the connections required with the 
different kinds of machines. Certain precautions are 
necessary', in the different Ciises, to prevent trouble, but 
with cure there is no particuliir difficulty in cutting in or 
out of a dynamo. 
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With series dynamos on a series system, coupling 
fegether is easily accomplished. Many series dynamos have 
^ sjstem of automatic regulation, and when two or more of 
^iese are coupled together it is the usual practice to throw 
out of action the r^ulators of all but one of the dynamos, 
^^uiring this one to do the regulating. The diagram, 
^S- JB9, shows how the connections are made, together with 
*'^e 3-point switch that throws the dynamo on open circuit 
^■h^n cut out. ' The dynamos shown refer to no particular 
^-^^ or type of dynamo nor any particular system of 
^'^^lation, although a shunt resistance between the field 
. - ■^^'^iinals is shown. When a circuit is in operation, and the 
r. ^ ^3. increases until it becomes necessary to throw in another 
"^"^^amo, it is only required to get the dynamo up to speed, 
I ^\i the belt tight enough not to slip when it takes the 
^^^, and then close the switch. This continues the cir- 
yj^^t through the machine just thrown in, the magnets 
^^ome energised, and the current produced in the arma- 
^>e is added to the line. If the machines have automatic 
^%ulators it is the usual practice to throw the regulator 
^^f one machine out of action, allowing that machine to 
^Vork at full load while the other dynamo does the regulat- 
^tig. When a machine is thrown in, in this way, there is 
^ momentary fall of the current, due to the resistance of 
the second dynamo, but this lasts only two or three sec- 
onds, until the machine is fully in action. This method 
works very well in practice. In some plants it is custom- 
ary to short circuit the dynamo for an instant before it is 
thrown into circuit. By short circuitmg for an instant, 
the dynamo is allowed to get fully in action before it is 
switched in. This will prevent the slight fall of current on 
the line, but instead, it throws a great potential into the 
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circuit which continues until the r^ulator has time to 
act. Either of these ways are quite practical and depend, 
to a certain extent, upon the kind of switches or switch 
board in use and considerably upon the person who 
handles the switches. 

To switch out, it is only necessary to slow down the 
d^Tiamo, short circuit the field, and switch the machine 
out. 
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When shunt dynamos are to be connected in series, it 
becomes necessary to make some changes in the field cir- 
cuit connections, for if the dynamos should be simply 
connected in series, the current from one dynamo would 
reverse the polarity of the field of the second. This will 
readily be seen by tracing the path that the current would 
take through the field of the second dynamo, if the 
machines were thrown together without any special arrange- 
ment. See Fig. 70. 
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But the machines will work together all right by con- 
necting the field circuit of the second d3mamo in parallel 
ivith the field circuit of the first. This method wiir allow 
the magnets of both dynamos to be excited in the same 
manner, by the current generated by the first machine. 
Two or more dynamos may be connected in this way, hav- 
ing their fields excited by the first, and any of them but 
the first, may be thrown into or out of circuit at any time, 
i?7hile current is on the line. 

With this arrangement a dynamo may be thrown into 
circuit by first connecting the field circuit of the second 
machine to the circuit of the first dynamo as shown, and 
then switching the armature into circuit. To cut out a 
dynamo, the field circuit should be first disconnected to 
demagnetize the field and stop the generation of current. 
The armature may then be thrown on open circuit. 

Another way in which two shunt machines may be 
connected up in series is by connecting the fields of both 
machines together in series. This will work all right if 
the combined resistance of the two field circuits is not too 
great to allow of the magnets becoming fully charged, but 
as there is usually a rheostat in the field circuit of all shunt 
wound machines, this can be regulated as required. 

For throwing machines into and out of a series circuit 
the 3-point switch is a very convenient arrangement. With 
any of the standard switch boards in use the changes can 
easily be made. 

Series wound, constant potential dynamos may be 
coupled in multiple or parallel by making a slight change 
in the arrangement of the field circuit. If simply con- 
nected in parallel, one machine would be almost certain to 
reverse the polarity of the other, for should the e. m. f. of 
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one machine become reduced from any cause, the other 
machine would overpower it and change its polarity. Just 
how this would occur can be readily seen from an exauii- 
natinn of the diagram, Fig. 71. This difficulty is easily 
overcome by connecting corresponding terminals of the 
field circuits together by a lai^e wire, as shown by the 
dotted line. Tliis wire senses to keep the fields of both, 
machine)^ charged idike. 
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With this arrangement, to switch a machine into Uie 
cin-uit the machine should be up to speed and generating, 
trhich can Ije seen by the pilot lamp connected across 
between the brushes- As soon as the lamp is up to candle- 
power, make the connection by the crosa.-wire, and then 
smtch into circuit. To cut the machine out of circuit it 
should be first disconnected from the main, then open the 
switch in the wire between the machines. The dynamo 
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can then be stopped. With machines in multiple it is 
only necessary to open one main to throw them out of 
circuit. 

Shunt machines to any number can be connected in 
multiple without difl&culty, and no trouble is experienced 
in switchmg in or out of circuit at any time. Shunt 
machines, when connected in multiple, if one or more of 
them are to be thrown out or in at any time during the 
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run, are usually regulated by the rheostat connected to 
each machine, with the object of causing each machine to 
produce its part of the whole work. Sometimes an extra 
rheostat or regulator is connected up in such a way as to 
'regulate all of the dynamos at once. The regulator of 
each dynamo is set so that each machine is doing its share 
of the work, and this extra regulator which is connected 
with the other rheostat serves to regulate the whole num- 
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ber of dynamos at once. This may be arranged, as shown 
in Fig. 72, by connecting one end of the break in the field 
circuit of each machine to the regulator of that particular 
machine (tlie same terminal of each field circuit must be 
connected to the regulator); the other wire leading from 
the regulators is connected to one binding post of the 
extra regulator, while the other terminal from each of the 
field circuits is connected to the other binding post of the 
extra regulator. In this way several shunt dynamos in 
multiple, working on one circuit, may be regulated by a 
single rheostat, and work extremely well in practice. 

The only precaution^ necessary in throwing shunt 
machines together in multiple, is that the machine be run- 
ning and up to potential l^efore it is switched in. Shunt 
dynamos usually recpiire a few seconds' time to become 
fully magnetized, and gather their full potential after the 
field circuit is closed, even when up to speed. Some 
means is rec^uired to show when the machine is up to its 
potential, for if it be switched in l)efore it is generating 
snfTicient })()tential, the pressure from the mains being so 
much greater would overpower the dynamo about to ])e 
switclicd in, and cause it to act as a motor. Should this 
occur the l)elt would flv of, or the armature burn out. 
Tliere an? several arrangements for telling when the 
dynamo is up to potential. One way is by noticing the 
pilot lani}), wliicli on some niacliincs is attached to a socket 
on lheheadl)oar(l,and on otlicr dynamos is placed between 
the feed<.TS near the dvnamo and inside of the switch If 
this arrangement is used the potential is adjusted by the 
regulator until the pilot lamp is up to the same candle- 
power as the other lamps. Tlie swit(*hcan then be closed. 
If the potential of both dynamos is exactly the same at 
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i* "ihe instant of closing the switch, the lamps will show no 
V Indications of any change ha^dng been made ; but as it is 
[^ a diflScult matter to judge by the eye alone that the lamps 
are at exactly the same candle-power, there is usually a 
dight change noticed when a machine is switc^hed in. To 
prevent this change in lamps and to tell when the machines 
I «re at exactly the same potential, a galvanometer has been 
Qotmected between the negative wire of the dynamo (for 
"^at is the one the switch .is in) and the negative wires in 
the inains. When this arrangement is in use it is easy to 
^'l by it when the potential of the dynamo and the poten- 
wal Jn lY^Q mains is equal, for there will Ixj no current 
'iro'ugli the galvanometer and it will stand at zi^ro. The 
yn.i\ino may then be switched in without affecting the 
^^X^s. Where dynamos are worked in niuUiplo c^ach 
^'t^ld have an ampere meter in tho circuit Ix'twccn the 
-'^■•^^aino and mains. One ])()tential iiulic^ator, cM)nn(x*t(?d 
^^nter of distribution, is all that is necc(*ssary tor any 
^^"Xiber of dynamos fecdinj^ the sani^^ circuit. Wlujn a 
, -^^amo is to be cut out of circuit, throw r(?sistanco into 
^ field by the rheostat until tlie ammeter sliows that no 
^'^ent is passing from the dynamos, tlien open the switch. 
^"^ preparing to cait out a dynamo in this way, it will bo 
^Vmd that all of the resistance need not be thrown into 
^Me field circuit to cait the current down to z(To; but when 
'^He ammeter marks zero the dvnamo mnv Ix^ s\vit<*h(Ml out 
Without a spark at the switch, wliihjif too much resist- 
ance be thrown into the field the potential will fall until 
current from the mains will be forced through the arma- 
ture in the opposite direction, making an accident possible. 
With" compound wound dynamos connected in parallel 
the case is somewhat more complicated, although the 
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principal ia about the same as witli series wound dynamos 
connected in multiple. Gompounci wound dynamos, at 
present, are only used for constant potential circuits, and 
some of them are absolutely automatic in regulation, while 
the others require more or less regulating. The terminals 
of the shunt fields are always, practically, connected to 
opposite bruahea, and lead from tliere around the magnets, 





while tlie series winding leads from one brush around t 
magnets and from there -to the circuit before returning to 
the other brush. As this has been fully explained in a 
previous chapter it is not necessary that it be repeated 
There are different ways of constructing compound 
woimd dynamos; in one case the series winding mag- 
netizes and the shunt acts to demagnetize; in another, 
both windings magnetize, or in other words, in one case 
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the windings ax;t together, while in another they oppose 
each other. But in coupling compound wound dynamos 
together, the same arrangement will answer for cither kind, 
fcrthe series portion of the winding must he connected in 
the same manner as is shown with the series dvniimos in 
Oiultiple in Fig. 71, while the shunt windings are con- 
'tected in parallel, the same as the field windings of the 
^Unt machines working in multiple, as sliown in Fig. 72. 
^tnewhat diflFerent management is required with com- 
pound wound machines when switching them into or out 
^* circuit with other machines. A diagnun of the connec- 
^Ons and switches required is shown in Fig. 78, but a 
/^tnpound switch may be constructed that will re(iuiri^ 
Vlt a single movement of the handle to make the different 
^nnections in the order required. In the shunt circuit 
^^each dynamo a switch is required to open that circuit, 
^^d the shunt terminal should be outside of the switch 
''Viat closes the series circuit, for it is necessary to close the 
^iunt circuit first, when about to switch in a compound 
"Vvound machine. Referring to the diagram we find a 
Switch in the shunt circuit A, another in the circuit of the 
Series winding C, and one in the connecting wire Bj 
between similar brushes of the different machines. The 
connecting wire, j5, is required to prevent one machine 
fix)m forcing current through the other, as it would do if 
the e. m. £ of the second dynamo should, fi-om any cause, 
&11 a few volts. With this connecting wire placed between 
similar brushes, the current passing through the fields of 
both machines must be equal at all times. Several dyna- 
mos of this kind may be coupled together after this 
manner and no difficulty need be experienced in their 
operation. 
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To start the first dynamo it is only necessary t 
the switches in the shunt and series circuit close< 
the brushes in position and get the dynamo up to 
when it will generate and give the required potential 
lhn>w in the second machine, get up to speed, pi 
bnishes in i>osition, close the shunt circuit by the s 
- 1 , next close the circuit through i5, tlien finish by c 
(\ To cut out a machine the switches are to be o] 
in the reverse order from which they were closed ; i\ 
ojx»n (' first, then i5, then A; this cuts the machin 
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SWITCHES AND SWITCH-BOARDS. 



In any electric light plant, among the important fi; 

the switches, and it is just as important to hav< 

switches, as to have any other part of the apparatus 

-A switch, whether used for low tension or high t( 

currents should have large contact surfaces and the ( 

should be such as will allow of the surfaces making 

<3ontact without too much friction. It is best to h 

switch work with such freedom that it will never stic 

<3auge delay, for many times a moment's delay in the 

ling or closing of a switch may result in serious inju 

"gJersons or machines. A switch that recjuires to b« 

3ned with a screw to insure good contact, shou 

ivoided as being an element of danger. A switc] 

^^^■iakes a sliding contact on one side of the levers onlj 

^t)e avoided as unreliable, for such contacts usualb 

"^^ouble, and where a switch of this kind is carrying 

it will generally be found quite warm, proving 

contact is poor and that there is consideral)lc 

at that point. A reliable and serviceable switc 

can be depended on, should have not only larg 

surfEU^es but contacts should l^e made on both si 

lever or of the lug with which tlie lever engage 

should be sufiicient spring or flexibility to al 
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a wedge-like action when the parts are brought together. 
There are several ways of constructing a switch to fulfill 
these requirements. The lever may be made of two strips 
separated by about i" space and engaging with a lug cast 
on the binding post. This makes excellent contact by the 
pressure derived from the spring of the metal, and the 
sliding of the parts keeps the contacts clean and reduces 
the resistance so that they seldom heat to any appreciable 
extent. Another style of switch has a solid lever cut 
from sheet metal of a width and thickness sufficient to 
give the strength and rigidity as well as the carrying 
capacity required, and is arranged to make contact by 
sliding between a solid base and a spring, which insures 
good contact over a large surface. For incandescent light- 
ing circuits the switches should be large enough to carry, 
without heating at the contacts, any current required on 
the circuit to which they are attached, for with low poten- 
tial currents any resistance sufficient to produce heat will 
cause a fall of the potential and reduce the candle power 
of the lamps. 

In parallel circuits it is the usual practice to open but 
one side of the circuit in cutting out a loop or throwing off 
work and for this purpose a single pole switch is sufficient, 
while on series circuits the switch should be capable of 
closing the main circuit and cutting the loop free at both 
sides and doing it without a spark at any of the contacts 
about the switch. For this purpose a double pole switch 
is necessary and it must be arranged so that the main cir- 
cuit is closed before the loop is opened. A double pole 
switch of either of the styles described will answer all the 
requirements if provided with an extra contact point con- 
nected to the opposite binding post in the main circuit, as 
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SWITCHES AND SWITCH-BOARDS. 

In any electric light plant, among the important fixtures 
are the switches, and it is just as important to have good 
switches, as to have any other part of the apparatus good. 
A switch, whether used for low tension or high tension 
currents should have large contact surfaces and the design 
should be such as will allow of the surfaces making firm 
contact without too much friction. It is best to have a 
switch work with such freedom that it will never stick and 
cause delay, for many times a moment's delay in the open- 
ing or closing of a switch may result in serious injury to 
persons or machines. A switch that requires to be fast- 
ened with a screw to insure gor>d contact, should be 
avoided as being an element of danger. A switch that 
makes a sliding contact on one side of the levers only is to 
be avoided as unreliable, for such contacts usually give 
trouble, and where a switch of this kind is carrying cur- 
rent it will generally be found quite warm, proving that 
the contact is p^K^r and that there is considerable resist- 
ance at that point. A reliable and serviceable switch, one 
that can be depende^l on. .should have not only large con- 
tact surfaces but contacts should be made on both sides of 
the lever or of the lug with which the lever engtiges, and 
there should be sufhcieiit spring or flexibility to allow of 
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than to have the switches located in different parts of a 
room. A switch-board is more serviceable and convenient 
when set at such a distance from the wall as will allow of 
plenty of room back of it, so that a person can get behind 
it to work and make connections when necessary without 
danger of coming in contact with any "live" points. 
Where room is limited a switch-board may be fastened by 
hinges so that it may be swung close to the wall to get it 
out of the way as much as possible and still allow of 
readily changing the connections. By swinging it out- 
ward it will permit of getting at the back to do any work 
that may become necessary. With parallel systems a 
single point switch is all that is required, and any of the 





Fig, 75, 

styles described will answer the purpose if heavy enough 
to carry the current. On switch-boards of this kind where 
a number of circuits branch off, one wire only of the cir- 
cuit is led to the switch-board and connected to the switch. 
Each switch should be labeled in a manner that will show 
at a glance which circuit it controls, so that there need be 
no hesitation when called on to cut out a circuit. In 
lighting stations where there are a number of dynamos 
and a greater number of circuits, a switch-board is an 
absolute necessity, and the many different contrivances 
that were brought out for this purpose before anything 
really safe and practical was obtained would form quite 
an interesting collection. The apparatus now most exten- 
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Bively in use and which has given the greatest satisfaction^ 
is the plug and socket. 

There are several styles of these plugs and sockets, one 

of which is shown in Fig. 75. In this arrangement the 

plug is formed of sheet metal, bent several times in such a 

luaimer as to form a square plug as shown. The socket is 

of cast brass, having a square opening divided to a certain 

distance by a partition that forms two other sides with 

which the plug, when inserted, makes contact. The plug 

by being made of sheet metal and bent into the shape 

shown, gives four sides that make contact with the socket. 

This ensures plenty of bearing surface and the spring of 

the metal in the plug insures friction enough to hold it 

reasonably secure in the socket. With the plug and 

socket arrangement the sockets should be placed in the 

board in such a way that no part of them will project 

beyond the face of the board and in this way avoiding all 

chance of the operator coming in contact with any metal 

that may form a part of the circuit. The socket shown in 

Fig 75, is designed to be attached by screws to the face of 

the board, leaving a large portion of the metal exposed, 

and for this reason alone this style of socket should never 

be used with high potential circuits. Tlie plug and socket 

shown in Fig. 76, consists of a round plug with the end 

rounded off so that it may be more easily inserted into the 

socket. In the socket is a spring which engages with a 

notch on the plug and serves to hold the plug in place. 

The spring also assists in making a good electrical contact. 

To remove the plug it is necessary to give it a quarter 

turn, which releases it from the spring. The lower hole 

in this socket and the tapering plug are for the purpose of 

making changes between dynamos and circuits without at 
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any time oi)ening a circuit. The tapering plug is not 
inten(le<l to remain in the socket longer than for a second 
or two at a time and for this reason is made tapering with 
no provision for holding it secure. This style of socket is 
hiHured to the back of the board and the projection 
through which the hole for the plug is drilled, as shown in 
thr diagram, enters, but does not project quite through a 
holr bored tlirougli the face of the switch-board. This 
arnmgement removes from the face of the switch-board all 
metal parts and makes it well nigh impossible to come in 
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contact with any portion through which a current is pass- 
ing. The smaller hole in the socket casting is entirely 
behind the board and is not a source of danger. The 
plugs are connected by pieces of well-insulated cable 
wares, long enough to allow the plugs to be inserted at any 
part of the switch-board. The cable wires are soldered 
into holes drilled in one end of each plug and the wooden 
handle covering the cable is screwed on to the plug, effect- 
ually insulating all parts except that portion required for 
making contact in the sockets. 
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Another style of plug and socket for switch-boards is 
shown in Fig. 77. This arrangement is clearly sho^vn in 
the cut, and may be described as consisting of two slotted 
tubes, placed one above the other, and held rigidly in 
place by the casting to which they are attached. The 
farther end of the tube is slightly contracted to form a 
catch that enters the grove near the end of the plug and 
holds it secure when the plug is in place and offers but 
slight resistance when the plug is to be withdrawn. This 
socket is designed to be attached to the back of the board 
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leaving no part exposed, so that accidental contacts are 
almost impossible and safety is assured while changing 
connections on the board. 



CHAPTER XXIII. 



ELECTRIC MOTORS. 



Ill general form and appearance an electric motor is the 
game as a dynamo, and it is a fact that a good motor must 
possess the same characteristics as those required in a 
good dynamo. Any dynamo can be operated as a motor 
wht'n sup])lied with proper current from an outside source. 
Thf duties re<iuire(I of electric motors are so varied that a 
sinizle typ(^ is not capable of meeting all the .demands. A 
motor that would 1)0 suitable for continuous working at a 
c<»nstant s])red under a load that would suddenly and fre- 
cuently vary from nearly or quite that of its full capacity 
to perhaps so small a load that it would represent only 
the frietion of the machine itself Avould be suitable only 
for certain classes of work, while for other kinds of work a 
motor would be recpiired that would be available for oper- 
ation under various changes of both load and speed, and 
it is evident that a single motor comprising such elements 
of simplicity and efficiency as are characteristic of modern 
machinery could not possess such general utility as would 
make them suitable for work under such widely vaiying 
conditions. Two types of motors have been found capable 
of fulfilling nearly all the requirements of practice. For 
constant speed work the simple shunt-wound motor is all 
that is required, for when constructed in a suitable manner 
and supplied wdth current under a constant potential, it will 
maintain a practically constant speed under all changes of 
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load within its capacity, and even when slightly over- 
loaded the variation of speed ^dll be no greater than that 
produced in automatic engines under similar conditions. 
A change of load on an automatic engine must of necessity 
produce a slight change of speed, and while the same is 
true of a shunt-wound motor, the change is not nearly so 
great as in the case of the automatic engine. In a shunt- 
wound dynamo, where the field circuit is in shunt or par- 
allel with the armature, the current with which they are 
supplied is divided between them' in accordance with 
their respective resistances, the circuit having the greatest 
resistance receiving the least amount of current, and vice 
versa. In designing the field circuit of a shunt-wound 
motor, the same attention must be given to the number of 
ampere turns in the coils and the resistance of the circuit, 
that is required in the field circuit of a similar tyi)e of 
dyi amo, for while a given number of ampere turns are 
. required to charge the magnets to the required degree of 
saturation, the resistance must be such that no more than 
the reqired amount of current can flow in that direction. 
It is equally important that the resistance of the circuit 
should not be too great, for in such case the magnets 
could not become fully charged, and consequently the 
power of the motor would not be as great as might be con- 
veniently obtained from that size of machine. ^Yith a 
known number of anjpere turns required to charge the 
magnets to the desired degree of saturation, it is evident 
that the resistance of the field circuit must be in accord- 
ance with the potential of the current used to operate the 
motor, for it is evident that if the resistance of the field 
circuit had been calculated for a potential of 100 volts, 
and an attempt was made to use it on a 220 volt circuit, 
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iiK^rv than twice the calculated amount of current would 
pass through the lield circuit, with the probable result 
that the wires would become heated to such an extent that 
the insulation would be instantly destroyed. On the 
other hand, if the resistance of the circuit had been cal- ' 
culaied for a high potential current and the motor was 
jJaci'd in a circuit of lower potential, one result would be 
that the magnets, on account of the high resistance of the 
field circuit, would not become charged suflBcienily to 
permit of much power being developed. A shunt-wound 
or constant potential motor must be constructed with due 
regard for the potential of the current by which it is to be 
operated, as it cimnot be operated with satisfactory results 
on anv other. The resistance of the field circuit must be 
proportioned to the potential of the current with which it 
is to 1)6 used, and the number of turns in the coils must 
be calculated so that the number of amperes flowing 
through the number of turns of conductor will be just 
sufficient to produce the required number of lines of force 
in the pole pieces. These calculations should be made 
with exactness, as too high a degree of magnetization 
would be wasteful on account of consuming energy that 
could not be utilized in the production of useful work, 
while if the magnets were not sufficiently charged, the 
power developed by the machine would be below the 
capacity at which it might be economically operated, and 
there would be a lot of material serving no purpose. 

The armature of a shunt-wound motor may be the 
same in every respect as that of a series or compound 
wound machine. But as the amount of current which 
flows through the armature circuit determines, to a great 
extent, the amount of power developed, the armature cir- 
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cult is made of quite low resistance. Being of low resist* 
ance there is nothing to prevent an almost unlimited 
nunaber of amperes of current flowing through the arma- 
ture if some resistance is not interposed which will pre- 
vent it. But certain characteristics of the machine pre- 
vent any abnormal flow when it is in operation and 
running at or near its critical speed. 

The direction of revolution of a motor is opposite to 
what it would be if operated as a dynamo and producing 
current, the flow of which would be in the same direction 
as that employed to operate it as a motor, so that when 
the armature is revolved in one direction by the action of 
the current an e. m. f. tending to flow in the opposite 
direction is produced in the armature and opposes the e. 
M. F. of the exciting current, tending to obstruct its flow, 
and operating in very nearly the same manner as an 
ordinary resistance coil would. The production of this 
counter e. m. f. may be understood by considering that in 
order to make a dynamo operate as a motor and have the 
same direction of revolution as when acting as a generator, 
the direction of flow of the current through either the 
magnets or the armature must be reversed, while in the 
case of a series motor the direction of flow of the current 
through both magnets and armature must be reversed. 
This is easily accomplished by changing the lead wires in 
the binding posts forming the terminals of the machine. 
The way this will operate to cause the motor to revolve in 
the same direction as the generator may be gathered from 
the diagrams Figs. 78, 79 and 80, where the circuit of a 
series generator is shown in Fig. 78. It is evident that, 
if current was caused to flow in the opposite direction 
through the armature and field circuit of such a machine. 
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the direction of rotation would also be in the opposite 
direction, for the polarity of the armature would be 
reversed, and in such ease the current would flow 
through the armature instead of being generated in the 
anuature. While acting as a generator the polarities of 
the armature and of the pole pieces are so opposed that 
fonv is re«|uireil t«) move them apart, while in the case of 




Fiy, 78, — Series Winding, 

a motor the attraction between the armature and pole 
pieces on the one hand and the repulsion between the 
armature and the pole pieces on the other combine to 
cause the armature to revolve. Supposing a shunt-wound 
generator to be used in charging a storage battery and by 
accident the driving belt should come off, the return of 
the current would flow through the armature in a direc- 
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opposite to what it did while the machine was being 

in, but the direction of flow through the field coils 

Id remain the same, thus providing the conditions 

)ssary for the operation of the motor in the same 

K5tion. That this would be the case is plainly shown 

the diagram Pig. 79, where the arrow points show the 




Fig. 79. — Shunt WindirKj. 

direction of the current while the machine is being oper- 
ated as a generator. It is shown that the current pro- 
duced by the armature as it leaves the brushes divides, a 
portion flowing through the fields and the balance to the 
external circuit, the amount passing in either direction 
being inversely proportional to the resistance of the circuit. 
Ab the field circuit of a shunt-wound machine is always of 



very high resistance, for reasons given in previous chapte 
the amount of current passing in this direction i 
small compared with that whicli goes to the line. Whil j 
a motor is thus being driven by current from an outsidi 
source, the machine will olao act as a generator or 
of the fields being chafed and the armature being driver 
The E. M. F. thus produced being in opposition to that C 
the exciting currents it retards the flow to such i 
that, when the motor is running light, the two oppoeiE 
electro-motive forces are so nearly balanced that the flo# 
of current through the armature is only sufficient to 
provide power enough to overcome the friction of the 
machine. When work is thrown ou the motor, the speed 
of the armature is slackened somewhat, and as a conse- 
quence tlie counter e. m. f. is reduced, and more current 
flows through the armature developing more power. This 
trifling reduction of the speed is in no way detrimentalj 
aa the variation is but slight, and in a well constructed^ 
motor the variation for all loads will not exceed three ped 
cent, and for nearly all purposes this can be considered hM 
perfect regulation. fl 

A compound-wound motor is capable of giving absOa 
lutely perfect regulation, but the necessity for any closfl^ 
regulation of speed than that given by the shunt-woim^| 
machine is not required, except in extremely few casesfl 
A shunt-wound dynamo would not be. so efficient if use^B 
as a motor, on account of the resistance of the field cireuiH 
being somewhat less, for when used as a generator tttd 
current builds up very slowly, the resistance of the field 
circuit being so great that the magnets are but slowhS 
charged. When a shunt-wound machine is used as tm 
motor, the magnets become fully charged so soon as tlid 
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current is turned on, for the exciting current is then at the 
full potential. In starting a motor of any kind, especially 
a shunt-wound machine, it is necessary that the current to 
the armature be turned on slowly, permitting the arma- 
ture to attain a high rate of speed before the current is all 
applied. The reasons for this will be understood by con- 
sidering what has been mentioned before, that the arma- 
ture is of low resistance, and if the fiill force of the cur- 
rent was suddenly applied the flow through the armature 
would be so great as to destroy the insulation and cause a 
bum out. To avoid this the current must be slowly 
applied, allowing the armature to attain sufficient speed 
to produce a counter electro-motive force that will prevent 
the flow of a surplus of current. Another reason for sup- 
plying the current to the armature in a slowly increasing 
quantity is, that if suddenly applied in full strength, even 
when the motor is connected to a constant current circuit 
where there would be no such danger of a burn out, 
the strain on the armature, from the suddenly pro- 
duced torque, would be so great that the armature wires 
would possibly be loosened, which, if it should occur, 
would lead to its speedy destruction. To avoid the dan- 
ger of a burn out, or other injury to the motor when start- 
ing, a series of resistance coils are connected in the arma- 
ture circuit, and so arranged that the flow of current can 
be gradually increased as the speed of the armature 
increases. This arrangement requires that there be three 
wires leading to the motor, as shown in Fig. 80, which also 
shows the manner in which the circuits and resistances are 
arranged, so that when the switch is closed the field coils 
are thrown into circuit and the magnets charged. When 
the lever of the starting box is in this position no current 
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ng through the armature, but by moving the lever 

next segment a portion of the current, regulated by 

sistance coils, passes through the armature. This 

he armature in motion, and the lever i.s moved to 

^xt segment which, by reducing the resistiince, per- 

u greater volume of current to flow through tlie 

-t\ire, and the speed is further increased. As the 

i increases more resistance is tlirown out until the 

^r is fully up to speed and all the current turned on, 

^ which the motor Avill care for itself, so far as the sup- 

of current is concerned. But should the supply of 

ci'ent be interrupted from any cause, so that the motor 

^uld stop, or nearly stop, it would ])e necessary to then 

^tow in some of the resistance to protect the armature, 

*T when the full How of the current was re-established 

he counter e. m. f. would not be siillicient to prevent 

tijury to the armature. 

When it is required to contioi the s})ced of a sluint- 
vound motor, it may be accomplished by the use of a 
•"ariable resistance connected in the field circuit, which 
.cts by changing the intensity of the poles, and conse- 
[uently varying tlu.' poAvcr of the motor. This method of 
egulation Avould not alone be applicable to a motor 
eceiving current from a constant potential circuit, for, as 
he speed of the armature was reduced, the flow of current 
n this direction would be increased,- and might become so 
;reat as to injure the armature. When used on a con- 
tant current circuit the i)lan Avould work all right, as 
>nly a given amount of current could then flow through 
he armature, and this amount would be limited, so that 
10 injury would occur from over heating. The shunt- 
iround motor is particularly suited for constant speed 
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work on constant potential circuits, for under such condi- 
tit^ns. it is, as we have seen, practically self-r^ulating and 
o»n<tant. 

Fi>r constant speed work on constant current or arc 
li^ht cir^'uits, the series motor is more particularly 
a«laj»UHL and numerous luachines are in use which are 
0{H*n4teil in this manner, but the subject of regulation 
x\ui\ l>ecomes more complicated. There are a nuDi- 
Iht of motors of this kind that employ a system of regula- 
ti Ti that works fully as well in practice as do shunt 
moi*»rs under the conditions preWously explained. In 
m»^si oi these motors the regulation is obtained by vary- 
ing the magnetism of the field through some change pro- 
duivtl in the numl>er of ampere turns in the field coils. 
Tlie Excelsior motor is one of this class, the field coils 
beiiiiT wound and connected in the same manner as in the 
Exivisior arv* dynamo, the changes in the field being pro- 
ducvil in the s;ime manner, with the exception that in the 
motor the out-out lever is actuated by a small fly-ball gov- 
ernor instead of a small motor, as in the dynamo. The 
method of the winding and the manner in which the cut-out 
lever is utilized to varv the number of turns in the field 
oi^ils is shown in Fig. 42. There is another make of 
motors that employs a similar method of cutting out 
turns in the field coils. Another means employed for 
practically the same purpose, is by the use of a shunt of 
variable resistance across the field, similar in* its operation 
to the method of regulation employed in the Brush arc 
dynamo, as shown in Fig. 33, and fully explained in the 
same connection. As applied in the motor referred to, a 
fly-ball, or centrifugal governor, is employed to operate 
the variable resistance. Another method of series motor 
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T^alation consists of changing the position of the brushes 
on the commutator, the yoke being moved by the gover- 
nor. A plan similar in its effects to the last one men- 
tioned is that employed in the Brush motor, where, 
instead of moving the brushes, the commutator is rotated 
on the shaft, which, practically, produces the effect of 
changing the point of commutation, which also varies tlie 
power developed, and results in maintaining the speed 
constant. 

The rotation of the commutator in this case is pro- 
duced by the action of a tangential governor, something 
after the style of those employed for producing the regu- 
lation on some of the high speed engines. There are 
other plans by which the series motor may be automati- 
cally regulated to preserve a constant speed under chang- 
ing loads, but the most practicable ones have been 
mentioned. 

When motors are used for work which requires that 
the speed be changeable, some system of hand regulation 
is employed, which operates by varying the magnetic 
effects of the field upon the armature, such as by chang- 
ing the number of turns in the field, or varying the 
flow of current through the field circuit, or by the use of 
a variable resistance in shunt with armature and field; by 
rocking the brushes; moving the magnets away from the 
armature, as is provided for in one motor, or by moving 
the armature out of the field, as is designed in two other 
types of motors. Hand regulation is also used in the 
handling of street railway motors, and the explanations 
already given will apply equally well to this class of 
machines. 

Tlie care of a motor is precisely similar to that of a 
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dyuanio in every retfpe<*t where the machines are the same. 
Tlio only partirular difference being that the carbon brush 
iri now n<(.'<l ahnost exchisively on motors, and is fast 
coniini: into nso on dynamos. The term "brush'' hardly 
apjilir- t » t!n; lorin of tlie carbon collector employed, as it 
(On.-i-ts of a thin block of carbon of about the same text- 
nn* as that u>rd for arc liglit carbons. When this kind of 
lollccior is us(m1, the brush holder usually consists of a 
sliort, ^•lualv tiiho, so arranged that the end of the carbon 
l»lal«' is i»r(stntcd to the commutator, and is held in 
linn contact by a flat spring which presses against the 
outer cud of the carbon plate. Another form of carbon 
coll(<tor is made to take the place of the copper brushes? 
coniiiionlv u-rd oii dvnanios, and consists of a somewhat 
(liirk.-r block than xho kind just described. By the use 
of (m:'h>ii l»rush<'s, the wear of the commutator is very 
LiTraily lesxiicd, it being almost imperceptible. This results 
iV'. ii th(? ('ai'h.»ii block being mnch softer than the copper 
II iln' se^MHcnts. When e()p})or brushes are used, if the 
. n ".s b(^ soltenj'il, tlicv will wear the commutator less, and 
give better results in other Avays than the harder material. 
In starting a motor, est)eeially of the shunt-wound type, 
the enrrent should b(^ turned on slowly until the arma- 
ture gets into motion, tluMi more resistance should be 
thrown out, and as the si)eed increases, still more resist- 
ance nuist he cut out until by the time the armature is up 
to speed there should be none of the resistance left in the 
armature circuit. Never attempt to regulate the speed of 
a shunt machine, designed for working at constant speed, 
by the starting ])ox, for although it can, to some extent, 
bo done, it is not advisable to attempt it, as it may result 
in heating the resistance and causing iniury. In stopping 
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a motor of this kind, do not attempt to do so by slowing 
down gradually, as this might also cause damage in a 
manner similar to that just mentioned, but shut the cur- 
rent off instantly by the lever on the starting box — ^never 
by the line switch; but after the motor has been stopped 
by the use of the starting box lever, then, if necessary, 
open the line switch. If the supply of current should be 
shut off from the motor at any time, it will be necessary 
to close the starting switch to prevent injury to the arma- 
ture of the machine w^hen the current is again turned on. 
The reason for this will be understood by remembering 
that when the armature is standing still there is nothing 
to prevent an enormous flow of current throu<;h tlie arma- 
ture circuit, but when the armature is in motion and the 
fields charged, then the counter E. m. f. produced acts as 
a resistance and prevents the ilow dF too ^rcat a (uirrent. 
Tills counter e. m. f. is in proportion to the speed, and 
only attains its full value wlicn tlio armature is at its 
rated speed. By knowing this fact, and turning on the 
current according to tlie spec'd attained, there is no dan- 
ger of any injury resulting from too much cuiTcnt, but if 
the load on the motor should become so great as to slow 
down the armature, the counter k. m f. would ])e reduced 
so much that the flow of current might, and probably 
would, be so great as to cause a burn out. 

A series motor on anv circuit should also l)e started 
carefully, not so much on account of any danger of a 
burn out, as on account of the strain on the arma- 
ture wire from the sudden jerk that would be given to it 
if the full force of the current should l)e suddenly applied. 
To sum up in a few words: Start slow, and give a motor 
the same care and attention that you would a dynamo. 
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CONCLUSION. 

In closing this series of chapters it may be proper to say 
that the original plan contemplated a description and 
exphmation of the various machines and apparatus used in. 
an cliH-tric light plant, the care and management of which 
come particularly within the province of the engineer. 
It is believed that this plan has been well followed 
out and that no omissions of any great importance have 
been made. If it were attempted to go fully into the 
theory of electricity and electrical machinery the work 
could bo i)rol()nged indefinitely. Enough practical inform- 
ation has htH.n\ given, however, to enable any engineer who 
will take the trouble to master what has been written in 
these articles to take charge of an electric light or power 
plant and manage it successfully. 

At the risk of repetition it may be well to again call 
attention to tlie more important points connected with the 
electrical part of the plant which the engineer should 
always bear carefully in mind. Keep the circuits in good 
order, Ihe lines well secured, the insulation resistance as 
high as possible. Keep the dynamos clean and well 
insulated from the foundation. Pay particular attention 
to the commutator and brushes. Keep the conunutator 
smooth and the brushes in good order and making contact 
with the commutator at the right points. Keep all parts 
of arc lamps clean and working free, for the least friction 
about the mechanism or stickiness of the rods will impair 
its working and a poor light will be the result. Have an 
ammeter on the circuit, if it is a continuous current cir- 
cuit, or a volt-meter on a constant potential circuit, for 
without these, even with a system of automatic regulation, 
troubles will occur that will be difficult to locate, but with 
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them best results can be maintained. Have some kind of 
testing instrument that is reliable and make frequent use 
of it. A magneto is not altogether reliable and does not 
measure anything, but it is better than no testing appar- 
atus at all. Whatever system of regulation you may have 
should be kept in the best of order, for it is only when in 
that condition that it is reliable and with the descriptions 
that have been given of automatic regulators there should 
be no difficulty in understanding them and keeping them 
in order. And finally, when indications of trouble are 
discovered, remedy it then. 

K the foregoing explanations of electrical principles 
and the descriptions of apparatus are read attentively and 
applied in practice there is no engineer who need have 
any serious difficulty with any system of electric light 
machinery. 
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ALTERNATE CURRENT APPARATUS. 



INTRODUCTORY. 

The success which has attended the applications of the 
inductive system of incandescent electric lighting by alter- 
nate currents in this country as well as in others, and the late 
successful adaptation of the same system to arc lamps, in- 
dicate that it is to be the system of the future for central 
station lighting. And the indications are that all the pur- 
poses to which the conlinuous electric current has been 
so successfully applied will, in the near future, be as suc- 
cessfully operated by either direct or induced alternate 
currents. Although the alternate current system was the 
first to be applied to the production of electric lighting on 
a commercial scale, it did not become a success, as it was 
soon supplanted by the continuous current system. The 
principal reason for this was that the characteristics of 
continuous currents were better understood at that time, 
on account of nearly all the previous investigations having 
been made with battery currents which were continuous 
and steady. The investigations made with these currents 
had so nearly covered the field of their application that 
the principles and laws as laid down in the text books of 
forty years ago, will be found sufficient to explain nearly 
all of the applications of the continuous current of the pres- 
ent day. All of the electrical formulae for continuous cur- 
rents in use at the present time are deduced from the re- 
searches of Faraday, concluded about the year 1831, or 
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from law9 demonstrated by others about that time. Bu 
laws of alternating currents had not been investigated \ 
witliin the Isl^I few years, and the only reason for the 
of su<x?ef^ in the commercial use of them in the past 
bt^n a lac'k of knowledge of their characteristics and 
l>est methods of applying what was known in r^ard to 1 
])eculiarities. The present indications warrant the s 
luent that in a few years' time the alternate current 
l>e applied to fully as many and as important uses as 
continuous current now is. To explain some of the ] 
ciples of these currents and to describe the mechanis 
apparatus to which they have been applied is the obj( 
this work. 



ALTERNATE CtlRRENT DYNAMOS. 

AlternKtiiig current dynamos depend for tlieir operation 
upon the same principles of magnetic induction aa do con- 
tinuous current dynamos. Although the form and details 
of construction aresomewhat diffprent lathe two raachiiiey, 
the current produced by each is of precisely the same nat- 
ure and quality, the only marked difference being that in 
the continuous current machine the electric impulses are 
collected aud transmitted to the circuit always in the same 
direction, while in the other dynamos the current is sent 
to the line alternately in opposite directions. This result 
is brought about in one type of machine by the arrange- 
ment of a number of magnets presenting ends of different 
polarity being placed around the armature, the poles of 
the magnets being arranged alternately. This method is 
shown in Fig, 1, where the magnets N, S, are arranged radi- 
ally in a, circle with the armature placed at the center. In 
the cut only an end view of the magnets and the winding 
is shown, but the length of the magnets is several times 
greater, to correspond with the length of the armature as 
. shown in Fig. 2. The magnets, for convenience, are all 
wound in the same manner, but the exciting current is 
passed through each alternate magnet in a direction oppo- 
site to that in which it passes through the jireceding one. 
This result is easily accomplished by caiising Die current 



to enter the first maftnet ooU at the oat«r end of the wire, 
an<l tta it leaveti at tim inner end of the coil, it is connected 
lo the inner tmil of the wire forming the next coil, which 
will jt'hIucp pt>]e3 of opposite name at the ends of the 
magnate which face the armature. The ends of the wiie 




forming the magnet or field circuit are generally conm 

to the terminals of a continuous current generator, geiier- 

ally a small dynamo. 

This method of exciting the fields of an alternate cur- 
rent dynamo has been found the most practical, so far, 
although machines have been made that were self-excitinj 
but as they reriuire a complication of parts they have 
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been used extensively, it being far more practical to em- 
ploy a separate dynamo for the purpose. The gramme 
armature, which is a type frequently employed with this 
form of magnet, is shown in Fig. 2. This armature is 
almost identically the same as the armature used in con- 
tinuous current machines, the form and laminations being 
the same. The winding is also the same, but the manner 
of connecting the windings of the adjacent sections is quite 
different. 

In the continuous current systems the armature wind- 
ings are connected in such a manner that the wire may be 




Fig. 2, 

said to be one continuous series of turns around the ring 
with loops brought out at equal intervals and connecte^ ^o 
the commutator segments. But when the winding or an 

. 4r A ^^r^ the outer end 

alternating current armature is connectea up, 

of the first coil is left free to form one terminal ^J^^^®^^^^' 
ture circuit, while the other end of the coi ^ 

the inner end of the second coil, the outer end o ^^ 

A of the tnird, and so 
coil being connected to the outer ena ^ of Ko ^r ^i 

.1 «rV»ioh must be of thc^ 
on through all the armature coUS' w^ic^^^^ ^^^ ^^^^^^^B 

same number as there are magnets ^ ^^ must end 

The other terminal of the ^^^^^'^''^^^^'Z^ outer eixd f^^^ 

same as the first began, that is, witn m. t^^^ 
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These ends are led to two separate insulated collars having 
a ring of conducting material around their circumference 
to wliich the wires are attached. The collector brushes 
make contact with these rings in the same manner as the 
brushes on a continuous current machine are brought into 
contii(*t with the commutator. 

The nietho<l of connecting the coils of the armature cir- 
cuit is clearly delineated in the tracing of the circuit on 
the armature shown in Fig. 1. The reasons for forming 
the circuit in this manner will be fully understood when it 
is known that the magnetism from the north pole of a mag- 
net will induce a flow of electricity in a coil of wire in a 
given direction, while the magnetism of a south pole will 
induce a flow in an opposite direction, other conditions 
being the same. As this is the case, it will be apparent 
from an inspection of Fig. 1, that the flow of current in all 
the sections of the armature circuit while being in opposite 
directions in each alternate section, the sum of the electro- 
motive force produced in all the sections is caused to flow 
from the same terminal of the armature circuit. When 
the armature has turned sufficiently to bring a given section 
under the action of the next magnet pole these conditions 
are reversed and all the inductions, which are in this case 
opposite, cause an impulse in the opposite direction. The 
number of impulses given out during a single revolution 
of the armature is determined by the number of changes 
of polarity through which a given section of wire on the 
armature passes. This will be found to be equal to the 
number of magnets used. By connecting the armature 
circuit in this manner a greater electro-motive force is pro- 
duced than would be the case if the armature sections, 
containing an equal length " * , were connected in mul- 
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tiple — that is, if the connections between each two adja- 
cent sections were brought to the collectors, a loop from 
the connection between inner ends to one ring and a loop 
from the connection where the outer ends are together was 
connected to the other ring. For in the latter case the e. 
m. f. would only be that due to the e. m. f. generated in a 
single coil. 

In the armatures of dynamos and motors of both con- 
tinuous and alternating current machinery it is absolutely 
necessary that the core be thoroughly laminated to pre- 
vent heating. Lamination of the armature core is pro- 
duced by building the core of sheet iron discs (or rings) 
insulated from each other in some effectual manner, com- 
monly, by placing sheets of thin paper between the pieces 
of iron. Another method of producing the insulation is 
by allowing the iron to become thinly coated with rust. 
Sometimes the iron is painted to produce the same results. 
Either of these plans work fairly well; but the use of paint 
is liable to make more or less trouble because it cannot be 
evenly laid on and for this reason will throw the armature 
out of balance. The necessity for laminating an armature 
core becomes apparent from the fact that masses of metal 
subjected to the influence of rapidly changing intensities 
of magnetism, have produced within the mass, currents of 
electricity that expend themselves in heating the metal. 
These currents may be produced in the wires on the arma- 
ture if they be very large. 

The armatures of some alternate current dynamos do 
not have any iron in their construction; this is the case in 
one machine where the armature is stationary, and in 
another where the armature revolves. In some of the 
dynamos the armature is stationary while the field 
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revolves, and in fact the design in alternate current gener- 
ators admits of fully as many different styles as are 
employed in continuous current machines. The gramme 
armiiturt* with the style of magnets shown in Fig. 1, is the 
most common form in use in this country at present, there 
being several systems using this form of generator, while 
the details of the machines differ but little. The small 
continuous current machines used to excite the fields differ 
more or less in form, but their use and application is the 
same in each svstem. 

The method of regulation is practically the same in all 
the systems, and consists in varying the current in the field 
circuit. This is most frequently accomplished by the use 
of a rheostat or resistance coils in the exciting circuit. An 
extra resistance in the main circuit is sometimes used in 
connection with that in the exciter circuit for the purpose 
of regulating the current in the mains ; but this method 
must of necessity be wasteful of power. The same result 
can be attained by varying the current in the exciter circuit. 

The leading systems of alternate current distribution in 
use in this country are the "Slattery," operated by the Ft. 
Wayne Electric Co., the Thomson-Houston, Westinghouse, 
Brush, and Freeman. All of these systems, excepting the 
Brush, use about the same style of generator, consisting of 
the gramme armature and radial magnets. 

The Brush generator has a stationary armature which 
consists of flat armature coils made of copper ribbon wound 
on cores of insulating material, and these are supported on 
a german silver frame, that may be separated at a vertical 
line through the center, and each half, together with the 
coils it contains, may be removed from the machine. The 
terminals of each armature coil are attached to the binding 
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posts on the frame, while the coils are connected together 
outside of the armature frame by wires connecting the 
binding posts. The armature coils are connected together 
on the same plan as that shown in Fig. 1. The winding of 
the armature coils shown in a view of one section in Fig. 3, 
and one-half of the armature containing a similar portion of 
the coils is shown in Fig. 4, where the plan of connecting the 
terminals can also be seen. The armature of this machine 
contains no magnetic material whatever, there being no 
necessity for any, on account of the armature being so thin 
that the wires are wholly subject to the inductive influence 
of the magnets which are arranged on each side of the 
armature. The thickness of the armature is but 9-16 in., 
which allows of the magnets on each side being brought 
quite close together, and as there is no magnetic metal 
in the armature there is no trouble from the heating efiects 
of eddy currents. The armature frame is also insulated from 
the frame of the machine. 

The magnets of this machine, 24 in number, are attached 
circumferentially to two discs carried on the same shaft, 
one-half the number on each disc. The magnets are so 
arranged that opposite poles face each other on either side 
of the armature, while adjacent magnets on the same disc 
are of alternate polarity, and as there is a strong a 
between the two poles all of the linos of force are coiiva^ii- 
trated so they are cut by thc^ armature wires, l^y n^ 
/. i. ^ ,^/l rliscs act at? a ily 

form of construction the mngnt^ts uu<^i ^* ^^ 

wheel and assist in maintaining a steady moti^i^. ^,, 
understand just how the flow of current in all tUeau,ua. .,, 
Wires IS in the same direction at "-^v » ., *, 

only necessary to infer that tne ^'^ , ♦i 

comes under the influence ol an j- - -.^^ 



18 AUemaU CStrreiU thpiamos. 

within it a flow of current to the right ; while, if uodeitiie 
iotluonce of a S magnet, the Sow will be to the lefl,consid- 
vring that in each case you are standing at the opposite end 
i)f the magnet and facing the armature. Understanding 
that Uie direction of flow will be as above stated, it is 
ejisily seen Uiat magnets of opposite polarity facing the wire 
from opposite sides will both combine to induce a flow of 
current in the wire in the same direction. By applying 
this iiU-a in an examination of the section of the armature 
thowu iu Fig. 3, or the half armature in Fig. 4, an under- 
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standing of this principle of induction may be obtained. 

Dynamo electric machines operate wholly on the prin- 
ciples of magnetic and electric or electro-magnetic and 
m^neto-electric induction. The object of these chapters is 
to show the practical application of the principles, and 
give as clear an explanation as possible of their operation 
instead of describing any particular make of machine. As 
the meaning of some of the above terms may not be clearly 
understood, it may be as well to explain that magnetic 
induction means induction between two substances sus- 



ceptible to tlie influence of magnetism if one of them be 
already magnetized, or that magnetism is produced in a 




Fig. 4. 

pietizable substance if it be brought witliin the inliu- 
e of a substance already magnetized. This principle is 
n dynamos having an armature with an iron core. 
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Magnetism of opposite polarity is induced in the core where 
it conies under the influence of the magnet. Electric induc- 
tion is produced in a wire forming a closed circuit if any 
change Ihj made in the intensity of a current flowing in a 
piirallel circuit. This latter principle is not utilized by 
iiseU to any great extent, as much better results are obtained 
fn)in the following principles : Electro-magnetic induc- 
tion may be understood to be the production of magnetism 
in a magnetizable substance, when it is brought near to a 
conductor through which a current of electricity is flow- 
ing. This principle is applied in all electro-magnets. The 
magnets of nearly all dynamos are electro-magnets. Mag- 
neto-electric induction may be understood as being the 
principle which causes a flow of current through a closed 
conductor when near to a magnetic field of varying inten- 
sity. This may be explained as taking place when the 
armature wires are passing through a magnetic field, as is 
the case in a dynamo when in operation. Take the case of 
a section of wire on an armature having an iron core, just 
as the section of wire leaves the field of the magnet. Three 
separate inductions occur at the same instant, and assist 
in the production of the current, or rather, the electro- 
motive force ; for it is the electro-motive force which pro- 
duces the flow of current. The armature wire having been 
near to the pole-piece or end of the magnet, passes fi-om an 
intense magnetic field to a neutral or intense field of oppo- 
site polarity. Passing from an intense to a neutral field 
gives the condition of a change of magnetic intensity, and 
when the change is irom a field of a given polarity to a field 
of opposite polarity the change of magnetic intensity is 
much greater and under these conditions is doubly favor- 
able to the production of e. m. f. 
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The core of the armature is also magnetized, by induc- 
tion, and passes through similar changes of polarity at the 
same instant, and this change of polarity or intensity of 
magnetism also induces e. m. f. in the conductor on the 
armature. One or more of the above principles of induc- 
tion apply in the operation of all electrical machinery. 



CHAPTER II. 

DYNAMOS {Continued). 

Another alternating dynamo, the Mordey, having a 
staiionary armature somewhat similar to that shown in 
Fig 4, is in extensive use in Europe. The armature diiffers 
from the one just described, in having the radial portion 
of the armature coils parallel with and quite close to the 
similar portion of the adjacent coils on each side. The 
pole pieces, which revolve, are a very remarkable feature 
of the machine as all those on one side of the armature are 
of the same })olarity and all on the opposite side are of 
opposite polarity. A single coil of wire excites the whole 
field. 

The armature as shown in Fig. 5, consists of a number 
of coils of copper ribbon wound on a non-conducting core, 
the dijfferent layers or turns of ribbon being insulated from 
each other. The layers of each coil are fastened together 
with tape. Each coil is fastened at the outer end between 
two brackets which are bolted to the frame. The ends of 
the conductor are brought out through porcelain insula- 
tors. The ring which supports the armature coils is made 
of brass or gun metal and does not come between the poles 
of the magnets. The core on which the armature coils are 
wound is of the same thickness as the width of the con- 
ductor and when fastened as described, is quite rigid. 
This ring which supports the armature is in two parts 



similar to the one shown in Fig. 4, being divided through 
a central vertical line. When in position, the two parts 
are bolted to the bed plate of the machine. With this 
arrangement, asingle coU, if it should become faulty can be 




' eaaUy and quickly removed for repair or be replaced by 
another. Either half of the armature can be removed 
without difficulty. 

The field magnet of this machine differs from that of 
1 others. It consists of a single electro-magnet the 




at ot H 

core H 




of which is a short cylinder of iron fastened to the shaf 
The pole-pieces are heavy masses of iron each having nine] 
projections which curve backward and form a magnetic 
circuit of low resistance, the opposite poles heing separated 
juet sufficient to admit the armature without touching, ; 
shown in Fig. G. The ends of the magnet coil are coa>J 
nected to collector rings on the shafl, as shown in the cutt] 




Fig. 6. — Mordey Mdd Magnets. 

The method of joining the armature coils together i 
similar to that shown on the armature in Fig. 1, or s 
shown in Fig. 3, the inner ends of two adjacent coils h 
connected together by short copper rodsj on one lace of thcj 
frame, while the outer ends of two adjacent coils are t 
nected in a similar manner on the other face. 

In this machine, although there is but half as i 
magnetj^, for the number of armature coils, as in manjl 
others, yet tBe number of alternations of current duri 



Dynainos. 

one revolution is the same as in luachinee having double 
the number of pole pieces. This inny be understood by 
noting that currents are caused to flow in a coil in one direc- 
tion by an increase in strength of the magnet and in the 
opposite direction by a decrease in the strength ol the mag- 
net. Both these conditions are present during the time a 
pole-piece is passing a coil ; for as it approaches the coil the 
strength of magnetism is increasing in density until the 
pole-piece is exactly opposite the coii, this would create a 
current in one direction; as the pole-piece leaves the coil 
the effect is the same as a decrease in the strength of iield 
and produces a current in the opposite direction. 

There is one feature about armatures of this kind that 
may be of convenience at times, and that is the ease with 
which the niachuie may be changed from a high potential 
of, say, 2,000 volts, to one of 1,000 voUb giving double the 
current strength. Various changes in the tension may be 
made by coupling the armature coils in parallel but the 
output of the machine, in watts, will remain the same. 

Some changes have lately been made in the design ot 
this machine by which it has been given a neater and more 
symmetrical appearance. The pole-pieces iiave been con- 
nected together from the center to a point much nearer 
their ends, giving it a smooth outward appearance which 
has also reduced the amount of surface exposed to the 
resistance of the air. 

The magnet is charged by a current from a small con- 
tinuous current dynamo. 

Another style of thin armature alternating machine is 
that built by Ferranti. Some of the largest dynamos in 
existence have this style of armature. Two machines of 
this type 45 feet in diameter are in operation at tlie Dept- 



I 



Dyiuunot. 

ford fltation. Loadon, Gnglaod. This armature is stowli 
in Ffg. 7 ; it is composed of a number of flat coils which 
are mode of copper ribbon, each layer being insulated from 
the others by paper or vulnanite. The shape of the coils 
is clearly shown in the cut. In some machines they are 
attached in pairs to a porcelain support which being an 




I 
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insulator serves the double purpose of holding the c 
securely in position as well as insulating it from the core or 
spider, which has near its edge, recesses into which the 
lower portion of the support fits. It is secured in this 
position by sulphur, which is melted and run into the 
recess around the porcelain and forms an excellent cement 
for the purpose. In another form of the armature the coils 
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are held in their places by being bolted to a star-shaped 
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the armature circuit the opposite piece being the termi- 
nal for the other end. The collectors or brushes, which in 
this case are rather heavy hook-shaped castings of brass^ 
make contact with these terminal pieces, which are insu- 
lated from but securely fastened to the shaft. The collec- 
tors are kept in cojotsict hy.their weight, as they are hooked 
on and bear against about one-half of the circumference of 
that portion of the star-shaped spider fitted to receive them. 
The armature winding is peculiar, consisting as it does, in 
the armature illustrated, of four separate copper ribbons 
connected in parallel. The inner ends being connected to 
one of the star-shaped pieces and the outer ends to the other 
one. These strips start in at each alternate section and 
fold over one another until they all end and are united 
with the other star-shaped piece carrying, on a portion of 
its hub, the other collector. There are about 40 layers of 
this copper ribbon, though the number varies with the size 
and the e. m. f. of the machine, all well insulated from 
each other by vulcanized fibre or paper. The thickness of 
the armature in that portion that goes between the pole- 
pieces is but little more than } inch. This allows the pole- 
pieces to be brought very close together, producing a pow- 
erful field. The armature in one size of machine is but 30 
inches in diameter, weighs only 96 pounds and generates 
current for 1,000 lamps when running at a speed of 1,400 
revolutions. 

The cores of the magnets are cast solid on each half of 
the frame of the machine; they are arranged in a circle, 
projecting inwardly as shown in Fig. 8, where it will be 
seen that the ends of the cores have a shape similar to that 
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of the coils. This b necessary, of course, so that the great- 
esit nunibtT of lines of force may be brought directly in the 
path of the coils, as the more concentrated the lines of 
fon-e niid the greater the length of wire that cut them, the 
greater will be the electro-motive force produced — other 
thing!:! being eijual. 

The coils of the magnets are insulated copper hais of 




Fig. S.-^Ferranti fldd MagtieU. 

square section and wound in a manner difTeriog from that 
commonly employed, as a portion of the first magnet is 
wound in one direction, then the next is partly wound in 
an opposite direction, and the winding is continued in 
this manner, alternate magnets being wound in opposite 
directions until each magnet contains a certain number 
of turns. The winding is then continued with another bar 
which forms a given portion of the coil, and this is con- 
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tinned in the same alternating manner until the opposite 
end of the series of magnets is reached, when the winding 
is continued with the third bar. This method is pursued 
until the winding is complete, when the ends are joined 
together forming a continuous series of winding. Just 
what the object is that is sought to be obtained by this 
complicated method of winding we are a loss to determine, 
for if the description given, which was found in an Eng- 
lish publication, be correct, it seems that nearly the same 
results might be obtained from the common method of 
magnet winding, which consists of winding the coils in a 
lathe, all in the same manner, and then connecting the cir- 
cuits of each so that the current will flow in an opposite 
direction through each adjacent coil. 

In this machine the collectors are inside of the frame- 
work in such position that they cannot be easily got at 
while the machine is in operation. This is a very good 
feature and perfectly practicable as there is no occasion 
whatever for handling the collectors after the machine is 
started. The collectors of an alternating current dynamo 
do not require the close attention and perfection of adjust- 
ment which is essential to the satisfactory working of the 
continuous current dynamos with their commutators of 
numerous segments, requiring the brushes to be adjusted 
with extreme exactness. With an alternating machine, on 
the contrary, if the collectors be in contact with any por- 
tion of the terminal ring it is all that is necessary, provid- 
ing they have sufficient surface contact and press hard 
enough to preserve the conductivity necessary to prevent 
heating by the passage of the current. But they should 
not press hard enough to cause heating from friction 
neither should they be allowed to cut, as they certainly 
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would if there was undue friction and they became dry. 
Where the collectors are soft copper and adjusted with 
judgment, they will run nicely without lubrication of any 
kind and carry the current without heating or sparking, 
while hard copper collectors or too much pressure will 
cause sparking and undue wear of both brushes and 
commutators. 



CHAPTER III. 

DYNAMOS {Concluded). 

Another type of alternate current generator, constructed 
by Siemens consi>.ta of two tets ot ^tationarj field magnets 
of simple form, each half arranged m a circle on one-half 




Fig. 9. — Siemens Machine. 

of the frame which faces the other part carrying an equal 
number of magnets. Magnets of opposite polarity are 
placed alternately around the circle. Each magnet also 
&ceB a magnet of opposite polarity. The arrangement is 
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similar to that represented in several other machines already 
<lt»>iTibe<l, and is applicable to several forms of armature. 
As shown in Fig. 9, it is plain that any of the radial arma- 
tures already mentioned could be used in connection with 
this style of field, but the armature more particularly 
adapted to this form of pole-piece is made up of coils some- 
what similar to the field magnets, though in some cases 
the armature coils do not contain any iron, the conductors 
being wound on wooden cores. The armature coils are 
attached to the circumference of the disc or wheel which is 
mounted on the shaft. In some cases the armature coils 
are cjuite short and compact, the field magnets being sev- 
eral times as long, but in other cases these proportions are 
reversed. In some cases the armature coils used with this 
style of field magnet are somewhat wider at the outside 
than they are nearer the shaft, as it is thought this shape 
will cause the conductors to cut a greater number of lines 
of force and more nearly at a right angle. The field mag- 
net cores extend a few inches from the coil at the back end 
and are given a slight taper so that a better fit may be 
obtained where they are attached to the frame. In fitting 
two or more portions of a magnetic circuit together the best 
joint that can be made will introduce a certain amount of 
resistance to the flow of the magnetic lines of force, and the 
strength of the magnet is reduced in proportion, for it is 
the number of lines flowing through the magnetic circuit 
that produces the efficiency of the field. 

Perhaps the most perfect magnetic circuit that can be 
formed when the circuit is composed of two or more pieces 
is the plan lately adopted by Mr. Force Bain, of Chicago, 
in the construction of his motor-dynamos where the cast 
iron yokes and pole-pieces are first bored to fit the magnet 
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cores and are then split and brought into firmer contact 
by the use of bolts passed through holes in the projecting 
lugs cast on the pieces for this purpose. In this manner 
the conductivity of the magnetic circuit is made so nearly 
perfect that no leakage of the lines of force can be detected 
at the joints by the most sensitive magnetometer. 

The space between opposite pole-pieces, through which 
the armature coils pass, is a part of the magnetic circuit, 
and the resistance at this portion is always considerably 
greater than that of any other portion of the magnetic cir- 
cuit, and any device that will reduce the resistance at this 
point will produce a proportionate gain. Several methods 
are in use for this purpose. By increasing the area of the 
pole-pieces the greater surface presented to the armature 
or opposite pole-piece reduces the resistance in proportion 
to the enlarged surface. Opposite poles facing, exercise an 
attraction on each other, and the lines of force are drawn 
directly across. The iron core of armatures forms a con- 
ducting path between the poles and assists in reducing the 
resistance at this point. But in spite of any means so far 
employed, a portion of the lines of force are lost at this place. 
The less air space between the pole-pieces and the arma- 
ture core, the more concentrated the lines of force become ; 
so much so, that when the space is reduced to one-half, it is 
found that but one-half the length of wire is required on 
the armature to obtain the same electro-motive force at the 
terminals. In some of the alternate current machines 
already described where the magnets which face each other 
are of opposite polarity and separated but a short distance, 
the lines of force are quite concentrated so that iron in the 
armature would not be of much benefit. 
The fields of all of the dynamos so far described are excited 
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by a »ep«nUe machine and are r^ulated by varj'ing the 
fftrengtb of the exciting carreat. This is accomplished by 
means of a rheostat as previously expl^ned. But a self- 
regulating constant current inachine furnishing alternate 
currents has been devised and successfully used, keeping 
the current practically steady under all variations from that 
of a full load to a short circuit across the binding posts of 
the machine. 




t'lij. 10.— Stanley ConMant Current Dynamo. 

The Stanley dynamo, possessing the characteristics just 
mentioned was devised for the purpose of operating arc 
lamps by an alternatlngcurrent. Arc lamps require a cur- 
rent of constant intensity, whether the current be continu- 
ous or alternating. The cut. Fig. 10, gives a front view, in 
diagram, of the principle features utilized in the construc- 
tion to cause the current in the armature to operate in con- 
junction with other features of the machine to maintain a 
current of unvaryii^ volume on the main circuit. The 
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armature, shpwn separate in Fig. 11, is of the polar or radial 
type, having short cores with extended pole-piece of suffi- 
cient width to overlap the edges of two adjacent field mag- 
net cores when in a central position between them. The 
armature magnets are of considerable length, wound with 
many turns of wire to produce large self-induction, which 
is the principle by which the regulation is obtained. The 
armature core is laminated to the highest practical extent, 
being formed of thin plates of iron stamped from the sheet. 
These plates are insulated, one from the other, in a thorough 
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Fig. 11. — Armature of Stanley Dynamo. 

and substantial manner, and firmly bolted together, mak- 
ing practically a solid core of iron in a highly laminated 
condition, all of which are essential features in any 
dynamo or motor expected to give a high efficiency and 
work to its full capacity without heating. The cores of the 
field magnets are solid. The magnets are arranged in a 
circle about the armature, and radiate toward the shaft. 
The cores are not provided with polepieces, but on the con- 
trary are somewhat conical. This shape produces a greater 
concentration of the lines of force near the center of the 
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pole and assists materially in maintaining the current con> 
slant. The winding and connections of the magnets are 
the same as in most other alternating machines, and the 
field is excited in the same manner, that is, by a small 
continuous current dynamo. The r^ulation of the cur- 
rent is brought about by the self-induction of the current 
in the heavy coils of wire on the armature. 

Self-induction is produced in a coil by the inductive 
actionof the current in one turn of wire of the coil acting 
on the other turns, when the circuit is made, or when the 
cii\ iiit is broken. When the circuit is made^ the resulting 
self-induction has the effect of diminishing the strength or 
retanling the flow of the current through the coil, for the 
flow of the extra current produced is in the opposite direc- 
tion, and is directly proportional to the resistance of the 
circuit. Self-induction increases with the number of 
turns of wire and the amount of iron in the core of the 
magnet. As the armature of this machine consists of a 
number of electro-magnets containing a large quantity of 
iron and great number of turns of wire, the conditions are 
highly favorable for self-induction, the flow of the current 
in alternate directions producing an action similar to that of 
making and breaking the circuit where the current is 
continuous in one direction. 

The action by which the r^ulation is obtained may be 
understood from the following explanation. When the 
armature is in the position relative to the field magnets 
as sho^^Ti in Fig. 10, that is, directly opposite, the lines of 
force from the field magnets are acting with full force, 
inducing an opposite pole of great strength in the 
armature polepieces. As long as this continues no current 
is produced in the armature coils, but if the armature be 
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revolved, current will be generated in the coils by reason of 
the reduction in the number of lines of force acting on 
the pole-piece, and the current produced will be at its 
greatest tension when the pole-pieces are in about 
the position shown in Fig. 12; or just as the pole-piece 
leaves the field magnet. The action of the current in the 
armature coils excites, in proportion to its strength, mag- 
netism in the pole-pieces, which, acting in opposition to 
that of the field magnets, reduces the strength of both. 
This, together with the retarding action caused by the self- 




Fig. 12, 

induction in the armature coils, opposing, the flow of the 
current produced, maintains the current at a given inten- 
sity depending on the amount of iron in the armature 
poles, the number of turns of wire and the strength of cur- 
rent. It will be seen that if from any cause there should 
be a momentary increase of current the self-induction 
would be increased and this would retard the flow, imme- 
diately reducing it to the normal amount. If the resist- 
ance of the circuit should be increased, by the addition of 
more lamps for instance, the flow of current would, mo- 
mentarily, be reduced and, at the same time, the self-indue- 
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tioD would be decroMed and immediately the flow of cui- 
rvnt would increase to the normal amount again. 

It will be understood from the above description thai 
the regulation depends almost wholly on the action of self- 
induction, but it will be understood that it is necessary 
that the dynamo be run at a given rate of speed to produa 
the electro-motive force necessary to maintain the stand 
ar»l current through the resistance of the circuit. If the 
-speed should fall below the required rate, of course the 
rt*julation could not be so closely maintained; but an 
iiure;ise in the rate of speed would not cause so great a 
change, because the electro-motive force would be greatei 
than required, but the current in the circuit could not 
incre;ise because the self-induction would also increase, and 

i its effect would be to reduce the current, so that a practi- 

callv constant current is maintained under all variations 
of resistance in the circuit. The forgoing descriptions of 
alternate current machines embrace the principles upon 
which the various types of practical alternate current 
dynamos are built. Other machines, not mentioned, may 

; possess details of more or less importance but the descrip- 

tions given will be found to cover all the principal points 

i in the large number of alternate current dynamo genera- 

tors now in use. 



CHAPTER IV. 

INDUCTION COILS, CONVERTERS, TRANSFORMERS. 

Economy in the distribution of electric energy of any 
quantity over large areas, or when transmitted to consid- 
erable distance, requires that currents of high potential be 
used. There are several reasons for this : First, that the 
losses in the conductor are greater in proportion where 
currents of low tension are used than is the case with high 
potentials, the loss being inversely proportional to the 
potential. But the losses may also be represented by the 
square of the current multiplied by the resistance — C^R. In 
practice the resistance of the conductor for low tension cur- 
rents is low and necessarily so, as an example will show. 

An electrical horse-power is represented by 746 watts. 
To transmit this with a potential of 100 volts through a 
circuit of no resistance would require an intensity of cur- 
rent of 7.46 amperes, but as a conductor of no resistance is 
unknown, we will determine the loss in transmitting the 
same energy through a circuit having a resistance of five 
ohms. As the loss in watts may be calculated by multi- 
plying the square of the current by the resistance, we have 
7.46^=55.65X5=278.25 watts as the amount lost or the 
power consumed, in overcoming the resistance of the con- 
ductor. This amounts to over 37 per cent, or more than 
7 per cent, per ohm, and shows the importance of having 
conductors of low resistance. But suppose the potential: 
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was raised to 1,000 volts and one-borse power to be trans- 
luitteil. In this case the current, being of a much higher 
potential, the number of amperes required would be but 
.74 ampere. Supposing the resistance of the conductor to 
be the same in this case as in the other, that is five ohms, 
the loss would now be .74*=.547x5=:2.73 watts, which is 
but .07 per cent, as great as in the former case. As the 
jKjwer developed by a current is reckoned by the number 
of watts produced, the watts being the product of the 
electromotive force multiplied by the amperes, it is evident 
that the amperes may be reduced in the same proportion 
as the potential is increased, and the same amount of 
IK)wer, in watts, transmitted. 

By reducing the amperes, the loss from the resistance of 
the conductor is reduced, but in a greater ratio. Reducing 
the amperes one-half will reduce the loss to one-fourth, or in 
other words, reducing the current reduces the loss directly 
as the square of the reduction. From this it can be seen 
that there is greater economy in the use of high tension cur- 
rents, as far as the resistance of the conductors is concerned. 
But conductors carrying high tension currents require to 
be more thoroughly insulated than when the potential is 
low. For while high tension currents may be more eco- 
nomical they are also more dangerous, and w^hereany por- 
tion of the circuit is necessarily exposed that part is a 
constant menace, liable at any time to cause injury to any 
one coming in contact with it. This being the case, high 
tension currents would be impracticable if there was not 
some way of reducing the pressure at the device in which 
it is to be used. With continuous currents it has only 
been possible to do this through the use of storage batter- 
ies or accumulators. The alternating cun*ent possesses 



Induction Chils, Converters, Transformera. 41 

admirable qualities for this purpose, as through the 
effects of induction, current can be supplied under reduced 
pressure at any portion of the circuit. The induction coil 
with which we are all more or less familiar, is the appara- 
tus through which this effect is secured. An induction 
coil consists of two separate coils of insulated wire wound 
on an iron core. The coils must be thoroughly insulated 
from one another. There are several reasons for this, 
which will soon be explained. The two coils may be 
wound one over the other as shown in Fig. 13, and it makes 
no material difference which is wound on first ; or thev 
may be wound side by side as shown in Fig. 14. If the ter- 
minals of one of these circuits is connected to a cell of 




Fig. 13. 
battery, including in the circuit a key or other apparatus 
for making and breaking the circuit, with the apparatus 
arranged as shown, when the battery circuit is com- 
pleted by closing the key, a current will be induced in the 
second coil, if the terminals of the coil are connected to 
form a closed circuit. The induced current will be of but 
momentary duration, as it was caused by the change in the 
intensity of magnetism in the iron core. The softer and 
purer the iron the quicker it will be magnetized when the 
current is caused to flow through the coil surrounding it, 
and the quicker and more completely will the core -lose its 
magnetism when the current is interrupted. It is also 
found that if the core of an induction coil be made of fine 
iron wires, in the case of a round core, or of thin iron plates 



42 Indudicn CoQs^ Converters, Transformers, 

in the case of a flat or square core, the action is consideia- 
hly more intense, and the changes occur in less time than 
is the case when the core is solid. When the flow of cur- 
rent is interrupted there is again a change in the strength 
of magnetism in the core, and this change also produces a 
current in the secondary coil. This momentary flow of 
current in the secondary coil is always in a direction oppo- 
site to that of the current producing it. The stopping of 
the flow of current in the first or primary circuit has the 
same effect on the flow of current in the secondary as revers- 
ing the direction of the current in the primary circuit, that 




Fig, 14. 

is, it produces a momentary current in the secondary coil, 
flowing in the opposite direction to what it does when the 
primary circuit is closed. 

The effect of induction in coils wound on an iron core 
is such that the current produced in the secondary coil 
would be equal to the current producing it, providing the 
iron core could be constructed so as to interpose no resist- 
ance to the flow of the magnetic lines of force, and that the 
quantity of iron is so great that it will not become satur- 
ated with magnetism, and further, the two circuits should 
be of the same resistance, and contain the same length of 
wire and the same number of turns. 
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There is a flow of magnetic lines of force through con- 
ductors of magnetism, similar to the flow of electricity 
through conductors, and different conducting substances 
offer a different resistance to the flow of the lines of force. 
A perfect conductor of magnetism, like a perfect conduc- 
tor of electricity is unknown, all material offering more or 
less resistance. But in the absence of a perfect conductor 
the object is to get the resistance as low as possible. In 
the case of magnetic conductors, the usual practice is to use 
soft iron of large sectional area and divided or laminated 




Fig. 15. 
in the direction of its length. In cores the cross section of 
which is round, the iron is usually in the shape of wires, 
while in flat or square cores it is in thin sheets, and further, 
it has been-found that if each individual wire or sheet is 
insulated from the others much better results are obtained. 
Of course there is no insulator of magnetism any more 
than there is of electricity, and really there is ^.^J"^^^^"^^^^^^ ^ 
for there has been no material yet found tliat wil in ercep 

T r»f force. But what 
to any great extent, the magnetic lines oi ^^ ^^^^ ^^^^ ^^^ 

is meant by insulating the numerous p ^^ ^^^^^^ metaUic 
core, is the use of some material thai a/v ^ 
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contact between the pieces. This is accomplished in 
ous ways. If a coating of rust is allowed to form or 
sur&ce of the metal it will answer the required pui 
very well. Coating with shellac or rubber has also 
found to 8er\'e the purpose; also, where sheets of iroc 
used, paper placed between the sheets serves the pui 
a nd no doubt other means are employed with equally 
results. As air offers a much greater resistance than 
to the flow of the lines of magnetic force it is evident t 
straight core, or any other form that does not make a 
plete circuit must interpose an unnecessary resistance, 
obviate this, cores forming a complete magnetic ci 
have been designed, one form of which is shown in Fi| 
and others will be shown in figures following. 
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CHAPTER V. 

INDUCTION COILS, CONVEKTERS, TRANSFORMERS {Gonduded). 

An induction coil can be operated to transform the 
energy of the primary current into an alternating current 
having a greater potential but of less volume than the 
exciting or primary current or into a current of lower 
potential and greater volume. This latter effect is what is 
desired when the current is to be used for the lighting of 
buildings. By correctly proportioning the winding on the 
cores any intensity or volume of current may be obtained 
from the secondary coil, but for obvious reasons the energy 
obtained from the secondary circutt can never be fully equal 
to that of the primary current. The high potential of the 
primary alternating current, which in one system is 2,000 
volts, while in another it is 3,000 volts, may be reduced to 
a 50 or 100 volt current in the secondary by making the 
number of turns of wire in each circuit of the transformer 
bear the same ratio as do the potentials in the two circuits. 
This would be the case if there was no resistance to be 
overcome, and by considering that one volt per turn in the 
primary circuit will induce an electro-motive force of ono 
volt per turn in the secondary circuit, the calculation 
becomes quite simple. Where the reduction is to be nia^le 
from a 3,000 volt current to one of 100 volts the tiumW ffi 
turns ofwire in each coil would be in the propcirtloii f/f 
3,000:100 or 30:1, that is there would bo thirty im^ nn 
many turns of wire in the primary coilau In ihenmrtuiAty. 
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The design of transformers varies considerably, as each 
designer has his own ideas as to what is the best form, and 
the relative proportion of iron and copper is calculated bo 
as to combine the greatest efficiency with the lowfet cost 
of manufacture. As the copper wire used is quite expen- 
sive, so is the kind of iron required. If too many turns 
of wire are useil for the amount of iron employed the 
magnetization becomes too great and causes loss, for the 
resistance of the magnetic circuit increases as the degree of 
miignetization is increased. If more iron is used a greater 
length of wire will be required for each turn. This should 
be kept as small as consistent with the requirements, in order 
to keep the cost as low as possible. The durability of the 
transformer must also be considered, and the shape be such 
that perfect insulation maybe had and retained, for the life 
of the converter depends greatly on the insulation. The rapid 
alternations of current in the coils and reversals of mag- 
netism in the core produce a static charge in the converter 
which continually increases in potential until it finds some 
path of escape. This escape may take place between the 
two circuits, and should this occur it is liable to produce a 
leak from the primary to the secondary which would be as 
much a source of danger as the higher potential of the pri- 
mary current itself. Several means have been devised to 
prevent the accumulation of a static charge by allowing it 
to escape as fast as generated. Probably the first device 
brought out for this purpose was a sheet of metal intro- 
duced between the primary and secondary coils, being of 
course, thoroughly insulated from the coils. This plate 
was connected with the ground and as the static electric- 
ity which was produced gathered on this plate, a free path 
of escape was ofiered through the low resistance of 
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the ground connection. With this arrangement no charge 
could accumulate in the converter, for it would pass 
to ground as fast as formed. Later devices have been 
brought into use that serve this purpose, and also act 
as a ground detector. By grounding the center of the 
secondary circuit the formation of a static charge is pre- 
vented ; for without the metal shield the charge would 
form on the secondary circuit, but as there is a ground 
connection here the charge escapes before it can attain suf- 
ficient potential to do any damage. Another plan offered 
for the same purpose is to connect, in the ground circuit, 
a burned out incandescent lamp, the broken circuit in the 
lamp being of sufficient resistance to prevent the escape of 
the low potential secondary current, but being a sufficient 
conductor for the escape of the static charged before the 
potential becomes high enough to cause damage in any 
way. Still another method for protection is a device con- 
sisting of two metal plates separated by a thick piece of 
insulation. These plates are placed horizontally, and on 
the low-er one is a strip of metal foil. Over the foil the 
insulation is cut away, leaving a space somewhat larger 
than the foil. When a static charge has accumulated, 
under a slight potential, the foil is attracted to the other 
plate and completes the path for escape. As soon as the 
charge has escaped the foil drops back to its original posi- 
tion until another charge accumulates sufficient strength 
to again attract the foil. This device also acts as a 
ground detector, but its action for this purpose will be 
explained further on. 

The present practice in the manufacture of transform- 
ers is to make the cores from thin, soft iron, although in 
some cases they are made of wire. When thin iron is used 
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the punched pieces are made of but a few different sizes, 
for it would be too expensive to make a set of punches for 
every size of transformer required. The capacity of the 
transformers is determined, to a great extent, by the size of 
the punchings. Several of the forms in use are shown in 
the accompanying cuts, Figs. 16 and 17, where different 
methods of winding are employed. If the core consisted 
of a continuous ring it would be necessary to wind the coils 
by hand, which would be a very slow as well as expensive 
way. To avoid these difficulties the pieces are designed 
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Fig, 16, 

so that the coils may be wound separately in a lathe, and 
the punched pieces then slipped over them or the coils 
over the pieces. The pieces are then brought together so 
compactly that the same results are obtained as if they had 
been previously placed together and the wire wound over 
them. The way in which allowances are made for this 
purpose differs more or less in the several kinds, yet they 
may all be separated into two or three classes. In a, Fig. 
16, the plates are square, having a square hole punched in 
the center, a slit being made from one corner of the hole to 
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the outside, leaving a tongue, over which the coils are 
slipped. In this case the two coils are superposed ; being 
wound in the lathe and well insulated from each other they 
are then slipped over the tongue, additional pieces being 
added until they fill the coils, which in this form occupy 
but one side of the core. In 6, Fig. 16, the sheets are in 
two pieces, each piece being of a shape similar to that of a 
try square, the legs being of about equal length, while the 
primary and secondary coils are wound separate and occupy 
opposite sides of the core. In putting the core together, 
each coil is filled with the punchings, after which they are 
brought together and the ends interlaced, forming a com- 
plete magnetic circuit as in the previous case. In the two 
styles shown, it will be noticed that but one side of the wire 
is covered with iron, which evidently does not provide for 
gathering the total number of lines of force which emanate 
Aom the wires. 

As has been explained before, a conductor carrying a 
current of electricity is surrounded on all sides by lines of 
force. These lines produce magnetic action, and will fol- 
low magnetic conductors in the same manner as magnet- 
ism produced in any other way, but these lines of force will 
not follow electric conductors, but when they are concen- 
trated by a good conductor of magnetism placed at right 
angles to the flow of electricity, an electro magnet is pro- 
duced. As a flow of electricity through a conductor will 
produce these magnetic lines of force, so a flow of magnetic 
lines of force through a conductor of magnetism will pro- 
duce a current of electricity in a conductor surrounding 
the magnetic circuit at right angles to the direction of flow. 
But it must be understood that a steady flow of magnet- 
ism does not produce this effect, as it is only when the flow 
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of ina^etistin varies in strength that the electric current 
will l>e produced, and as every mcrease in the strength of 
magnetism produces a current in one direction, any 
<l«H're;u«e in tlie strength will produce a current in the oppo- 
site d inaction, so it is evident that while a continuous flow 
of electricity will produce a continuous flow of magnetism, 
niajmetism can only produce an alternating current of dec- 
tricitv. 
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Fig, 17. 

That portion of the circuits not enclosed by iron, in the 
two forms of converters just described, occasions a loss of 
efficiency which requires that a greater number of turns of 
wire shall be used than would be required if all the lines 
of force were utilized. To avoid this loss, or to obtain the 
same effect from a smaller quantity of wire, the converter 
shown in c, Fig. 16, was designed. In this the sheet has 
two holes punched out and is slit between them leaving a 
tongue over which the coils are placed, the two coils being 
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placed side by side and surrounded by iron on all sides, 
which insures that a greater number of the lines of force may 
be utilized. There are other transformers made from sheet 
iron strips, the forms of which are shown in Pig. 16. In 
the manufacture of this style of transformer, the coils are 
wound and insulated in the same manner as those already 
described. The strips are passed through the coils, the 
ends bent over and mixed together, making a complete iron 
circuit. In those shown at a and b one set of strips may 




Fig. 17. 

be taken and bent into shape, like a hair pin, the coils 
slipped on and the ends bent over and interlaced, leaving 
the bulkiest portion of iron at one end. Or two sets of 
strips bent into the same shape may be used, the ends being 
lapped and interlaced inside of the coils. The form shown 
at c is built up by taking a set of straight strips, passing 
the coils over them, bending the ends around and lapping 
and interlacing at the side, which will make this the bulk- 
iest portion of the core. The form shown at d has the iron 
disposed on both outside and inside of the coils, and is 
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made by taking a sufficient number of strips to fill the 
coils, and bending the ends backward over the outsides on 
both sides of the coils, inclosing them with iron on four 
sides. It is always an object in the designing of trans- 
formers to have both the iron and the copper circuits as 
short as possible, but the surface must not be so small as 
to cause overheating, for a sufficient area of iron must be 
provided so that it will never become saturated with mag- 
netism and a sufficient amount of surface must be had to 
provide for radiation of the heat generated. As nearly one- 
half of the space occupied by the coils is taken up by the 
insulation, it is a delicate matter to get the iron and copper 
correctly proportioned. It has been found good practice 
with transformers to use the same method in building up 
the iron core as is employed by most manufacturers in 
building up the iron cores of armatures, that is, to intro- 
duce, at intervals, a thicker piece of insulation as will be 
seen in Pig. 17, where the lighter portions in the core repre- 
sent thicker pieces of insulation. This cut also shows 
the method of fastening together the sheets forming the core. 
Several other styles of transformers possessing peculiarities, 
of their own are worth more than a passing glance, and wiR 
be illustrated and described in the next chapter. 



CHAPTER VI. 

TRANSFORMERS ( Concluded) — fuses — regulation. 

Another style of closed circuit transformer built up from 
iron strips is shown in Pig. 18. In the manufacture of this 
transformer the coils are wound on a mandrel in a lathe, 
the opening being afterward filled with the iron strips. 
After the coils are prepared in this manner, the cores of 
two coils are placed parallel and connected together by 
other strips to form a closed magnetic circuit of square 
form. The strips are interlaced at the corners, making a 
somewhat greater thickness at this place, but leaving the 
strips slightly separated, which permits of good ventilation. 

The transformer shown in Pig. 19, is of a type quite dif- 
fsrent from any of those already described. This type is 
only used for the larger sizes, as small sizes would be diffi- 
cult as well as expensive to construct. The core is formed 
of small sized iron wire which is wound on a reel in the 
form shown. In the winding, after a few layers of wire are 
laid on, small strips of seasoned wood are laid in at inter- 
vals to form spaces for ventilation. The circuits of this 
transformer are wound on by hand. The spaces for ventila- 
tion are not absolutely necessary, as it is quite possible to 
so proportion the circuits and iron core as to prevent any 
great amount of heat being generated, but when the con- 
struction will allow of being ventilated it is better to intro- 
duce it, as the efficiency of the apparatus will be increased 
by so doing, as well as making a smaller amount of wire 
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suHioient for the purpose. Ventilation is also provided for 
in another manner in the winding. Upon the edges of the 
(H)re along the space to be covered by the coils, strips of 
insulating material about \" thick are laid. These strips 
prrvrnt the insulation of the wire from being cut by the 
sharp edges of the core and also serve as supports prevent- 
'\\\\i the wire from coming in contact with the iron, leaving 
considerable space for ventilation. 

Tlie winding of the coils on the cores of the transform- 
ers shown in Figs. 18 and 19 is built up by first laying on 
a single layer of the heavy wire that is to form the second- 
ary circuit and over this is wound a layer of the smaller or 
primary wires. This method of building up the coils is 
continued until the required amount of wire for both cir- 
cuits has been laid in place. Ventilating spaces are left 
between the layers of the coils by the use of insulating 
strips applied in the same manner as those used on the core. 
By this means the primary and secondary circuits are so 
thoroughly insulated and separated, as well as ventilated, 
that a leak or short circuit between the circuits is practi- 
cally an impossibility. The ends of the different layers of 
the circuits may be connected either in series or multiple, 
a feature which makes a transformer wound in this manner 
capable of being easily changed to suit different require- 
ments. The secondary coils can be connected so that a 
100 volt current or a fifty volt current will be produced. 
In this manner it may be adapted to lamps of either of the 
voltages now commonly in use. 

Most transformers are connected to the primary circuit 
in multiple, as the self-regulation is better effected when 
they are connected in this manner. When transformers 
are connected to the circuit in series there will be at all 
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times the same strength of current flowing through the 
primary circuit of each. This will of course produce u cer- 
tain electromotive force in the eecondaries in accordance 
with the comparative number of turns in the primaries 
and secondaries. The strength of current in the secondary 
win depend largely upon the resistance of the secondary 
circuit. As the current in the primary is kept constant, 
when the transformers are connected in scries, the e, ni, f. 



rf=^ 




in the secondary will alsn he kept constant. This arrange- 
ment would require that the same number of lamps should 
be kept in action at all times, or if one or more were turned 
off it would be necessary to supply an equivalent resist- 
ance in their place, aa the same potential could not be 
maintained in the circuit unless some method was employed 
to adjust the magnetism of the core.?. Devices for this pur- 
pose have been in use but they were unsatisfiictory, espe- 
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ciolly BO when the transformers may be made to autfl 
maticfilly regulate in a very satiefactory manner. Anothe* 
plan for regulating Heries transformers, was by the use of a 
choke coil. This is merely a coil of wire having a sufficient 
amount of self-induction ; hut this, as well as all other 
means that have been tried for the purpose was equally 
unsatiafactory The circuits of series tran.* formers are, 
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as a rule, made to contain an equal number of turns on H 
basis of a ten-ampere current through the primary. 

The transformer shown in Fig. 20, is of the open mag- 
netic circuit type, but it is claimed that it possesses quali- 
ties wliich make it quite efficient in spite of the large air 
space and consequent resistance between its poles, 
transformer the iron core, composed of wires, is small,'9 
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^.'2iat there is not much loss in the core, the wires being 
: ISpte&A out at each end following the course of the magnetic 
; -Mnes as they bend around to complete the circuit. By this 
-'•Soeans the loss by induction in the air, is not very great. 
, IliiB form requires a greater exciting current than is 
■■ required in a closed circuit transformer, but the loss in the 
z i^imary is much less than the extra loss in the iron when 
a closed magnetic circuit is employed. The work of the 
exciting current may be divided into three ggrts ; that por- 
tion which is transformed, direct, into the secondary, that 
spent in magnetising the core and that required in produc- 
ing the induction in the air. By comparing these with the 




Fig. 20. 
losses in a closed-circuit transformer, considering that por- 
tion lost in overcoming the resistance of the primary cir- 
cuit, it is shown there are some points in favor of the 
"hedge-hog" transformer, as this style is called. 

On all transformers connected to the primary circuit in 
multiple, safety fuses are placed in both sides of each cii- 
cuit. These fuses are strips or wires of tin or other easily 
melted metal or alloy, and are placed there as a protec- 
tion against danger from too great a flow of current, should 
the wires become crossed or grounded. Should a short 
circuit occur on the secondary circuit the flow of current 
would be much greater than the circuits were intended to 
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carry and the fuses on this circuit would immediately melt 
and ni«)st probably those on the primary would melt also, 
as tlie tlow of current through the primary circuit of the 
tmnsfonner would also be increased. By the melting of 
the primary fuses the transformer is completely separated 
inuii the main circuit and will remain so, no matter what 
tlie cause of the trouble, until repaired. 

The automatic regulation of the transformers is easily 
ohtainetl when they are connected in multiple and a con- 
stant iMitential is maintained on the exciting circuit. 
Wlitii conueettKl up in this manner a nearly constant po- 
leiiiial is maintained on the secondary circuit during all 
cliaiiixes made in the load, provided the circuit is not over- 
1< >atled. All work, whether it be lamps, motors or other ap- 
l»aratus operated trom the secondary circuit, must be con- 
nected in mutiple to assure good regulation. If the trans- 
former is properly designed the current in the secondary 
circuit will be almost proportional to the number of lamps 
or other work thrown into circuit, that is, it will be inversely 
proportional to the resistance of the secondary circuit. The 
reactions by which this regulation is brought about have 
been explained in the description of alternating dynamos ; 
how the operation takes place in transformers will also be 
explained. It depends mostly on self-induction. As the 
primary coils of the transformers already described consist 
of many turns of wire and are almost completely surrounded 
with soft iron, the conditions are favorable to large self- 
induction. Taking a single coil consisting of a large num- 
ber of turns of insulated wire wound on an iron core and 
connected in multiple to a circuit carrying an alternate cur- 
rent, the self-induction will be so great that but a small 
amount of current can pass through the coil. The num- 
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ber of turns of wire, the amount of iron in the core, and 
the intensity of current in the circuit, as well as the num- 
ber of reversals per second, are all factors that require to be 
considered in determining the amount of self-induction. 
A coil of the kind described is called a choke coil and if 
the core is so arranged that it may be moved inside the coil, 
it will answer very well as a regulator when the work is 
connected in series. But such devices are but little used, 
since the regulation may be automatically obtained. 

The reversals of magnetism in iron require an apprecia- 
ble length of time, which is greater the more nearly it 
approaches saturation and it must be by means of this and 
self-induction that the regulation takes place, as the current 
in the primary circuit of the transformer, which is rapidly 
alternated, will require time to rise to its full value, being 
retarded by the opposing action of the self-induced current. 
The direction in which an induced current flows is always 
such as to oppose the current inducing it. But supposing 
the resistance of the secondary circuit is very low, allowing 
a strong current to flow, the case is somewhat altered. 
When a current commences to flow in the primary coils, 
the lines of force set up an opposite current in the second- 
ary. The lines offeree due to this secondary current react 
on the primary current and tend to overcome the self-induc- 
tion, which allows the primary current to rise more rapidly, 
thus producing a greater inductive eflect in the secondary 
and causing a greater volume of current to flow. Although 
the number of turns in the secondary is much less than 
those in the primary, still the number of amperes is much 
greater and has a greater inductive effect, which reduces or 
overcomes the self-induction in the primary. When all 
the lamps are cut out in the secondary circuit, the resist- 
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V anoe is so great that there can be no flow of current in 

jj secondary and the self-induction in the primary becoi 

rt 8o great that practically the current is forced back or 

X vented from flowing. Should one lamp on the secom 

f* l)e turned on there would then be a small flow of cui 

'■ in the secondary which would act to slightly reduce 

: 5*olf-induction in the primary. This would allow a s 

' amount of current to flow, and as more lamps are tu 

I on, the resistance of the secondary circuit is reduced 

i' more current flows. As the flow of current in the sec 

ary increases, the self-induction in the primary decre 
^ and a greater amount of current flows through this cii 

It is easil V s<*en that in this manner a transformer conn< 
*■ in multiple to the primary circuit, becomes self-reguL 

when the work is connected to the secondary circu 

nmltiple. 
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CHAPTER VII. 

PARALLEL SYSTEM — SERIES ARC-LAMP SYSTEM. 

The usual methods of running circuits for alternating 
current apparatus is quite simple, although there are sys- 
tems where special objects are to be attained, such as the 
use of continuous current apparatus or the charging of stor- 
age cells on the same circuit with alternate current appara- 
tus. In such cases more or less complication is inevitable 
and sometimes a third or extra wire becomes necessary. The 
diagram of circuits, Pig. 21, shows the usual form where 
apparatus is to be connected in multiple arc. The primary 
mains, marked PM^ are run side by side, as it is necessary 
that the transformer or other apparatus be connected to 
both mains. In both branches of the circuit, between the 
mains and transformer, safety fuses are placed. In prac- 
tice these fuses are located inside of the iron case that 
encloses the transformer, an insulated base being provided 
for that purpose and the connection made in a manner sim- 
ilar to that shown in the transformer. Fig. 18, where it will 
be noticed also, that provision is made to prevent water 
from entering the casing ; the tubes through which the cir- 
cuit wires are passed being placed at such an angle as to 
prevent it. This feature is quite important, as the trans- 
formers are usually placed outside the building on account 
of the possible danger from the high pressure on the primary 
mains. 
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If the transformers were placed inside the building or 
within reach of a person standing on the ground, many- 
people through curiosity alone would run serious risks of 
injury by touching the various parts of the exposed appa- 
ratus to see if they would get a "shock." Peculiarities of 
this kind, in people, as well as some peculiarities of the 
primary current itself makes it advisable to locate the trans- 
formers outside the building. This necessitates enclosing 
the transformer in a weather-proof casing, and as iron is 
the most suitable material because it can be readily formed 
into the required shape, is not easily injured and more par- 
ticularly, because all the lines of force that would other- 
wise escape are caught by the iron and by the reaction 
induce electro-motive force in the circuits, so that there is 
but slight loss in the transformation of the current. These 
casings should be as nearly moisture-proof as possible 
and yet be constructed in such a manner that the interior 
of the case may be readily examined. This is provided for 
in most transformers, by the use of a packed joint. 

The secondary circuit is provided with safety fuses in a 
manner similar to that of the primary, the size of the fuses 
on each circuit being regulated by the amount of current 
they are intended to carry. As the fuses on each circuit 
are placed there for safety, they act as a safeguard only when 
they are made of metal that will fuse or melt by the heat 
generated by a greater amount of current than they were 
calculated to carry. The practice that is sometimes in- 
dulged in by linemen and station men of putting in a strip 
of copper instead of the lead or tin strip should be made a 
criminal offense. Their excuse is that a copper fuse will 
never "blow." Such excuse shows that they are ignorant 
of the purpose for which the fuse is intended or are 



entirely careless as to the consequences. " Copperinj 
fuses should never be done even for a short tic 
irequently said : "We will copper it soit will run, and fix 
it all right as soon as we can get a fuse." Such practice 
usually leaves the fuse coppered until an accident or fire 
is the result. The fuses are the eafety valves and should 
be kept in good working order at all times, for accidents 
generally occur when least expected and a coppered fui 
may be in place just at the time a fuse that will melt ai 
open the circuit should have been there. Sever trust 
luck when there is anything more substantial on whii 
dependence may be placed. 

Secondary circuits may be led off from the transformer 
in any desired direction and to comply with any require- 
ments to which the parallel system of wiring is suitable. 
Several different ways of arranging the circuits are shown 
in the diagram at a, b, c and d, and the diagram also shows 
how two or more transformers may be connected in mul- 
tiple to a set of secondaiy mains from which numerous 
branches may be taken as circumstances may requii 
When several transformers are connected in multiple to 
secondary mains, in the manner shown, they serve the ; 
purpose as two or more incandescent dynamos connect! 
to the circuit in a similar manner. Transformers are 
reality secondary generators and when connected up in 
manner the potential on the secondary mains is not inci 
above what it would be if the mains were fed by a sinj 
transformer alone. But when a greater number of lam] 
are in use than one transformer will supply current for, it 
is then that the other transformers become necessary and 
each will, if required, deliver its full capacity of current 
the secondary mains. 
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Transformers, like most other machinei:y, do not give the 
greatest efficiency except when working under a given load. 
The design of most transformers is such that the greatest 
eflBciency is obtained when working at nearly their full 
capacity. This being the case it will be seen that when 
several transformers are connected in multiple to the 
secondary mains their efficiency will be considerably 
reduced if the number ol lamps in use be reduced to less 
than one-half the full number that all the transformers 
together are capable of supplying. In such case it would 
be more economical to cut out one or more of them until 
those remaining are working at about full load. A single 
point switch in one of the feeders from each transformer 
would be sufficient to accomplish this with ease. A close 
examination of all the features of the inductive system of 
electrical distribution by the use of parallel circuits will 
show many points in its favor. 

The transformer system of series arc-lighting by the 
use of alternating currents, consists of a constant (not 
continuous) current generator of alternating currents, the 
transformers being arranged in the circuit in series and 
one or more arc-lamps connected in the secondary circuit 
of the transformer. When more than one arc-lamp is run 
from a single transformer the lamps are connected in series 
as shown in the diagram, Fig. 22, where the dynamo is 
represented at the left of the diagram, and the transform- 
ers at 1, 2, 3, 4 and 5. The numbers on the transformers 
show their capacity in arc-lamps. The principles of the 
dynamo and the methods by which the current is main- 
tained at a constant number of amperes are explained in 
the third chapter of this part of the work. The two 
circuits composing the transformers are so proportioned, 
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as to the size of wire and number of turns in each, that 
any change in the resistance of the secondary circuit will 
react, by self-induction, and keep the flow of current con- 
stant, in a manner similar to that by which the constancy 
of the current is maintained by the dynamo. Where two 
or more arc-lamps are operated from one transformer, any 
number of the lamps may be switched out without 
affecting any of the others, even those in the same series. 
By this system a number of arc-lamps limited only by 
the capacity of the machine may be operated from a single 
dynamo without increasing the potential of the primary 
circuit to a dangerous extent. The potential and current 
required by each arc-lamp is 10 amperes and 45 volts and 
for a small number of arc-lamps the current in the prim- 
ary circuit would be ten amperes. If the dynamo is 
required to supply current to so great a number of lamps 
that the required potential would be dangerously high, the 
danger would be avoided by keeping the potential of the 
primary down to a safe limit and increasing the intensity 
of the primary current to twenty or more amperes. 
This would give the mcreased number of watts required 
which should be transformed into the required poten- 
tial and current in the secondary. And more than this, 
two separated circuits, each carrying a constant number 
of amperes under a varying potential, may be operated 
from a single dynamo. By such means one dynamo may 
supply current to as many as 250 arc-lamps, while the 
potential will not be excessively high at any portion of the 
circuit. 



CHAPTER VIII. 



UXES OF FX>BC£ — HYSTERESIS. 



lu aII alternate current apparatus having iron cores 
:hA: ,iro >ubjtvt to rapid reversals of magnetism, there is 
a1^* ^> ^ A vx^rtAin Kx?s on account of the resistance to change 
v^tlVrtxi bv the atoms of iron. The smallest conceiv- 
aV'o ivirtivloof a substance is called an atom, and with 
:t\^u :: :> iutVrrvd that each atom may be polarized so 
th,^: :: w:!! >:;v^\v distinct north and south poles. As any 
{^uw v^:' tr\^u vvasist^s of an inconceivable number of 
a:o:v,>v t\iv 1: 1:a\ ii\^ distinct poles, any magnetizing force 
x\lr.v!x :> brv^;i^:u to bi^ar on the iron will cause the atoms 
tx* s^»l:\ ::u:r ^vxsitiou and set themselves in straight 
luxt>:i jvinwU I with the direv^tion of the lines of the magnet- 
iiuv^*: sorvv. .Vs tht^se atoms are too small to be dis- 
tit^^^^^ht\l vme irvnu the otlier. it is of course impossible 
to uv^tc the slut\iiig of jH>sition that we know must take 
plsuv, and as the v\»hesion of tlie iron is much stronger 
than the disturK^iw set up by the magnetizing force no 
outwarvl chau^> is apjxirent; but assuming their exist- 
eiuv. which hjis l>eeu satist'actorily shown in many ways, 
and ivssuiuin^ that ejich atom may be separately pol- 
ariitnl, winch luis btn^n SiUisfactorilv demonstrated, they will 
theii arn\nge themselvt^ in stniight lines, all of the north 
j>oles j>ointing iu the Si\UH> direction. In the mass of the 
metal, if it is fully miignetizeil, each north pole will be in 
contact with the soutli pole of an adjacent atom. A 
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nice experiment to determine some of the changes that 
take place when iron is magnetized, may be made with an 
electric magnet and iron fillings. If the magnet is con- 
nected with a battery of sufficient strength to fully satu- 
rate the iron, and having in the circuit a rheostat, and a 
pole changer that will instantly reverse the current, the 
apparatus will be found capable of demonstrating many 
interesting facts in magnetism. By allowing a small 
amount of current to pass through the magnetizing coil the 
iron core becomes but slightly magnetic, and it will be 
found that it has required work to produce this magnet- 
ism. If, now, the ends of the electro-magnet be dipped 
into a mass of iron filings a certain portion of them will 
cling to the ends of the core and it will be noticed that 
while the filings are quite thick around the edge, forming 
a sort of ring, there are but few or none around the central 
portion of the core. This would seem to indicate that the 
magnetizing force had acted mostly on the molecules of 
iron lying at or near the surface of the core. If the cur- 
rent is slightly increased and the magnet again dipped into 
the iron filings a greater quantity of the filings will be 
gathered at the ends, and although they still form a ring, 
the ring is heavier and the unmagnetized circle has become 
smaller, ■ but, practically, none of the filings cling to the 
end of the core near the center. The current may be 
slightly increased at each trial, and it will be found that at 
each increase the ring of filings becomes heavier and the 
unmagnetized space at the center is lessened, until, if suffici- 
ent current is employed, the whole mass of the iron has 
become magnetized and the filings cling to all of the 
exposed surface at the ends. When this result is obtained 
the magnetism has penetrated to the center of the core ; 
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but it^ den^itV may \*e gtill further incieased by m 

increase of c urrent ami the mass of filings becomes more 

dm?4- with t-ach increase. As the current through the 

vv«il ^ia^ l»een increased at each trial it may have been 

noticed that the mass of filings has assumed a brushy 

a^'I^SLianct', that is, tlu-y have become arranged in lines 

which ap{«arto be forced apart, and it will be noticed, if 

the magnetism is sufficiently strong, that these lines will 

h.»Id iheir p^x^ition regardless of the weight of the filings, 

no tLiatter how uiuch the position of the magnet may be 

ctan^l. The arrangement of the filings is said to con- 

: n:. :*> the directions of the lines of force. It is asumed 

::.-: :i!I f nv is j*ropagatcd in lines, and as the lines have 

n • t-rvadth iht-re is no limit to the number that may be 

conv^ntn:it-ii in a given space. 

Il i> the aise with the magnetic lines of force, that they 
have no free ends, but must continue until they have made 
a complete cin^uit. If a line of force starts from the N pole 
of the mainiet it must find a S pole somewhere. If the S 
^x^Ie is that k4 another magnet or an S pole induced in a 
pitw^ ot inm, the conditions will be complied with so far as 
it may iniiuoniv the fir?t magnet, but the lines of force will 
vvntinue on until they have completed the circuit and 
rcturmxi to the first magnet, or been lost in overcoming 
rvsi>tan^x\ As the resistance of the air is much greater 
than that of iix^n, the lines of force, no matter how concen- 
tmtcil, arv nu^stly ovei\x»me and lost by a short passage 
thnnigh mr or other matter offering a high resistance. It is 
tliis Kxss of the lines of magnetic force by their passage 
thivnijh a mevlium of high resistance that makes it so much 
of an objei^t to dynamo builders to have the iron core of the 
4iniwture i^ close to the pole-pieces of the magnets as 
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possible, for when the distance between them is increased 
ever so slightly an increased number of the lines of force, 
or an increased area over which they may be received, is 
necessary to obtain the same result. 

The concentration of these lines in such a direction that 
they may be cut at right angles by the wires on the arma- 
ture is the principal reason for having iron in the armature, 
as its presence would not be necessary to the efficiency of 
the machine if the lines of force could be caused to take 
the desired course without the use of this medium of greater 
conductivity. In some machines where an N pole faces a 
S pole and the armature wire revolves between, iron in the 
armature would do no good, as the two poles carry the 
lines directly across and the armature wire cuts them at 
a right angle. But in other machines where the pole-pieces 
come nearer together at their edges than do their faces 
across the space filled by the armature, iron is necessary to 
concentrate and direct the lines of force. 

By referring again to the magnet and the iron filings, it 

will be noticed that the direction of the bunches of filings, 

or rather the lines they have assumed, tend to curve around 

toward the opposite pole. This is the result of the effort 

to complete the magnetic circuit, and is sinciilar to 

a current of electricity which must return to the ge " ' 

. ^ "Iao r^nmnellecl to 

no matter how many different paths it may V)e cu i 

. 1 ^ \^(^^\\ split up, all 

take or how many tunes it may nave ^^^ 

must return to the generator. ^^^ 

In experimenting with the "-sn^*J"^„g through tlT^ 
there is but a small amount of curre-P^^^ ^^^^.^^ ^^^ 
coil and the core is but slightly magn ^^,^^^^ ^^^^ ,^ > 
small portion of the filings, it will be ^^,^ ^^ sudde^^' 
direction of the current through t» «tXV 
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reversed by the pole changer, the greater portion of the 
filings will gtill cling to the magnet, the reversal of the 
ix»larity having occurred so suddenly and with so little 
resistan(»e that there was but slight loss. 

Now if the strength of the magnet be considerably 
increased, to near the point of saturation and holding as 
larjre an amount of the iron filings as possible, then if the 
lH»larity be again suddenly changed, it will be found that 
tlitrc is a much greater proportionate loss. The loss 
will of course be due to several different causes, among 
which may be mentioned the resistance offered by the 
iron core to the sudden change of polarity, which is 
called hysteresis. This may be considered as being 
the friction between the molecules of iron when suddenly 
required to change their position, which must occur 
each time the direction of the current is changed. If the 
iron is a solid rod the hysteresis will be much greater 
than it would be if the same amount of iron was in numer- 
ous small rods or thin plates. If the iron is somewhat 
Jiard, as is generally the case with rolled iron that has not 
been annealed, the hysteresis is considerably greater than 
in soft iron. The harder the iron or steel the greater the 
hysteresis will be, while with tempered steel the loss from 
.this cause w^ill be almost immeasurably great. A little 
incident occurred in the factory one day that offered a very 
good illustration of hysteresis. A dynamo had just been 
set up ready for testing, but would not generate a current, 
even when current from another dynamo was passed 
through the field circuit. Everything about the machine 
appeared to be all right with the exception of the pole- 
pieces; there was no field. The pole-pieces would not 
magnetize until they had been hammered with a heavy 
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hand hammer for several minutes, when it suddenly became 
strongly magnetized. This was no doubt an aggravated 
case of hysteresis, and the hammering had produced vibra- 
tions in the particles of iron and reduced the hysteresis so 
that the iron readily yielded to the magnetic stress. 

Another way in which hysteresis is manifested to a con- 
-siderable degree is by the number of reversals per second 
to which the iron is subjected. With a given quality of 
iron, the more rapid the reversals, the greater the loss from 
this cause, so much so in many cases that the heat devel- 
oped becomes a serious matter. But it is not altogether 
the increased rapidity of reversals that produces the great- 
est loss through hysteresis, as tests have been made where 
a lower rate of alternations or reversals have shown the 
greater loss from this cause. The rate of reversals vary in 
the different alternate current machinery from 50 to 150 
complete reversals per second, and it has been shown by 
carefully conducted tests that in some cases the loss by 
hysteresis was considerably greater at 125 complete revers- 
als than it was at 100, but when the rate was lowered to 75 
per second the loss was considerably greater than at either 
of the higher rates. From this it is evident that the rate 
alone is not the whole cause of the increased loss. It is 
evideftt that a particular piece of apparatus may be suited 
to a given rate of alternations, and, as is the case with moist 
generators of electricity, will give the best results at a given 
speed or rate of alternation, for in practice with trans- 
formers it is noticed that a considerable increase in the 
development of heat occurs • if the rate of alternations 
becomes considerably increased or reduced. The more 
strongly the iron is magnetized, that is the greater the 
number of lines to the square inch there may be, the greater 
will be the resistance to a change of polarity and the 
stronger the effect of hysteresis will be indicated. 



CHAPTKR IX. 

ARC LAMPS — IX SEKIES. 

Ar • I;iinpe« may }>e operated on alternate current circuits 
w::i: tht* >;iiiie ej<e a^? with continuous currents, and the 
1.;:..:- «it'^iJ:nt.•d e^^j^ecially for continuous currents will, for 
a >;. «ri lime, work equally jis well on an alternating circuit 
of :iit* same current strength, but this is not practical, for 
UiK' .-'res of the magnet:? or solenoids would in a very short 
ti::*e btvome exceedingly hot and interfere with the contin- 
u »u> oj>eraiion of the lamp. It has been explained how a 
piroe of inm <uhjei*teil to nipid reversals of magnetic polar- 
ity will bec«>me heateil by the eddy currents set up in the 
inass of the metal, and when the cores of armatures are of 
s »li»l iron or even when the iron is not suflBciently lamin- 
ated, heating occurs to a disagreeable and sometimes to a 
dangerous extent, and as the temperature of the iron is 
increased the dithcultv also increases. In all kinds of elec- 
trieal apparatus containing iron cores that is to be used 
with the alternating current, it is necessarj' that these cores 
should be highly laminated, as has been explained in the 
descriptions of transformers and armatures. 

The rate of alternations inmost of the systems in use at 
the present time varies from 50 to 150 complete alterna- 
tions per second. A complete alternation is understood to 
mean a complete change from the beginning of a positive 
impulse when the current rises to the greatest positive 
potential, then falls again to the neutral condition 
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and passing below this produces the negative impulse which 
attains its greatest potential at about as much below the 
neutral line as the positive impulse had risen above, then 
with the decrease to zero of the negative impulse, the alter- 
nation is complete. This may be compared to the revolu- 
tion of a wheel, where a given point on the circumference of 
the wheel makes a circle about the center, returning to the 
point from which it started. The hysteresis and heating 
effects may be reduced to very low limits in magnet or sole- 
noid cores by thorough lamination and this is generally 
attained by making the cores of annealed iron wires. When 
a core of this kind is used the magnetism will change 
nearly as fast as the direction of the current in the sur- 
rounding coil and this will, of course, produce an attraction 
between core and coil the same as that which takes place 
when continuous currents are employed. In the brass 
spools, on which the coils are wound, the metal is split 
lengthwise. This is done to prevent heating, for eddy cur- 
rents are formed in the brass spools as well as in the iron 
cores. Slitting the spools serve to break up or rather pre- 
vent the formation of these currents and the metal remains 
cool. 

Alternating current arc lamps to be operated in series, 
one of which is shown in the outside view given in Fig. 23, 
have two coils, one main coil carrying the full current that 
passes through the lamp and another coil which is in shunt 
and of high resistance, containing a great length of wire, 
causes the lamp to feed. These coils and their cores and 
connections are shown in Fig. 24, where it will l)e seen that 
the coarse wire or lifting coil has two separate wind- 
ings, and the fine wire coil is in shunt around the arc. 
The cores of the coils being attached to the opposite ends 
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of the le^-er i, pull in opposition ; but while the arc b of 
the iinmial length there is but a small perceDtage of the 
current passing through the fine wire coil and confe- 
quenlly the pull is but slight and only serves to balanw 
the extra pull of the coarse wire coil. This coarse wire 
coil has a double set of windii^ that may be ihronn 




Fig. 23. 

tc^etlier in parallel through the connection at 3 and the 
strip k attached to the lever L which is in electrical con- 
tact with the frame of the lamp. The action of the lamp 
may be understood by considerii^ that the current enters 
at a and passing down to the branch e traverses the lower 
portion of the coil which ia in contact with the frame at c, 
from here the path of the current is through the carbons 
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at d and out by way of the insulated conductor to the 
other terminal of the lamp at b. When the current is first 
turned on the lamp, the carbons being together, no current 
of any consequence will pass through the fine wire coil 
although it is in ahunt around a part of the coarse wire 




Hg. 24. 
coil and the carbons ; but the resistance of these is so 
small compared with the resistance of the fine wire that 
the small portion of the current passing that way will 
produce no efi^ect of any consequence. The upper portion 
of the coarse wire coil will also be in circuit for a moment 
after the current is turned on or until the core is drawn a 
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slijrht <lUtance into the coil. As the upper portion of the 
<x>il cloes not contain nearly so many turns of wire as the 
lower portion, it alone will not have much effect on the 
pull exertoil by the lower portion, but so soon as the action 
of the current has drawn the core downward sufficient to 
brwik the ontact at </, then the full force of the current 
throujrh tile lower portion of the coil will act on the core 
and draw it downward with sufficient force to cause the 
iiit^'lianisni to separate the carbons and form the arc at d 

m 

in a manner similar to what takes place in an ordinary arc 
lamp. Flat carbons of considerable width are used in 
this lamp, the arc traveling back and forth from side to 
side, but with such rapidity as to give the appearance of 
an an' the full width of the carbons. As the carbons 
bum away, both become pointed and the light from the 
arc is projected upward and downward to the same extent. 
This is different from the action of the arc produced by a 
ooniinuous current, for with a continuous current a crater 
is lornutl in the upper carbon and the greater portion of 
the light is j)rojected downward, when the arc has suffi- 
lient length to prevent the lower carbon throwing a shadow 
as is the case with short arcs. In this lamp, as the car- 
bons burn away and the length of arc is increased, a greater 
anunint of current is caused to pass through the fine wire 
solenoid. This increases its attraction on the core and it 
pulls airainst the attraction of the coarse wire coil and 
slu^rtons the arc, until the decrease of the resistance of the 
an* allows the attraction of the two solenoids to balance 
and the carbons are held in this position until they have 
ag:un bununl away sufficiently to again increase the resist- 
auiv of the arc until the fine wire solenoid draws the end 
of the lever L down far enough to bring the strip h into 
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oontact with the block g, which shunts a portion of the 
current through the upper part of the coarse wire coil, and 
as this is above the center of the core, its action is to assist 
in drawing the core upward, helping the fine wire coil. 
This causes the lamp to feed by releasing the clockwork 
from the brake that held it, and as the carbons approach 
each other, shortening the arc, the resistance is also lessened 
and the current passing through the fine wire coil is reduced. 
This reduces the pull on the lever and its movement breaks 
the contact at g, allowing the full current to pass through 
the lower and stronger portion of the coarse wire coil, 
which then attracts the core and separates the carbons to 
the distance required to form a full arc of sufficient resist- 
ance to shunt enough current through the fine wire sole- 
noid to again balance the attraction of the coarse wire coil. 
Although there are several changes made in the path of the 
current, as the machinery is brought into action to feed 
the carbons downward, and at the same time the iengtii 
of the arc is shortened and its resistance decreased, yet the 
changes and movements take place so slowly and to sue i 
a slight extent that it is almost impossible to tell just when 
the lamp feeds, unless looking directly at the clockwork^ 
Even then the movement is so slight, if the wor s 
lamp are in good condition, being but a single no 

wheels, that it is hardly perceived. During ' 

the intensity ofthe light remains about tbe same. na er- 

, , . ^ -n.-roduces a hummiuc 

nate current arc lamp while burmngjPJ^^ ^ 

sound, which has been attributed to the ^^^^^^^^^l^^^^f |^^ 
of the current and a very plausible theory ^^J'^^ZT "'^ 
out in explanation of the effect, f^^^ ^treT^^ h^ !> 
be taken with some allowance, as tne D^.^^, 

noticed with continuous current lamps, the l^Uua,,^^^ 
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muml sometimes rising and felling at each s: 
engine, causing considerable womment for fea 
was not running steadily. The sound was 1 
(■nu<^l by microphonic action, the globe and frt 
a kind nf sounding board. When those were 
t<ounfl ceosecl to be noticed. 



CHAPTER X. 

ABC LAMPS— IX MULTIPLE. 



Another arc lamp designed to work in multiple, with an 
alternate current, and used with the Slattery induction 
system, is shown in outline in Fig. 25. The lamp is of the 
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Fig. 25. 
ibcusing type, the lower carbon being fed upward as the 
upper carbon descends, maintiiining the arc in the same 
position. This dispenses with the carbon rod and leaves 
no necessity for a chimney, which permits of shortening 
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Another arc lamp designed to work in multiple, with tax 
alternate current, and used with the Slattery iiuluction 
system, is showa ia outline in Fig. 25. The lamp is of the 




Mg. 25. 
focueing type, the lower carbon being M U^WI*^ w '»»*, 
upper carbon descends, maintaining '•'''* W^^ W M ••m,; 
position. This dispenses with th<. i-Mh'tn fn4 1'*''^ " ■ ,- .. 
no necessity for a chimney, whjf^h \)i*rhM* '^ **'''''' •■■:, 
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binding post. The action of the current while passing 
through the solenoid draws the core B downward, the oppo- 
site end of the lever to which the core is attached rising at 
the sanie time. The flexible metal strip which connects 
the lever with the framework lifts the framework and at 
tlu» same time the brake wheel D is brought against the 
K'ver E, Tliis prevents the clockwork from revolving and 
as the framework is lifted still further by the attraction of 
thr solenoid on the core, the partial revolution of the grooved 
pullry (\ which must occur from the further lifting of the 
framework, causes the separation of the carbons by raising 
the uj)per carbon holder and at the same time lowering the 
bottom one. This causes the arc to form and increase in 
length until the resistance becomes so great that the flow 
of the current is reduced to an amount only sufficient to 
maintain the arc at the required length. As the carbons 
bum awav the resistance of the arc increases, which 
decreases the How of current through the lamp, and conse- 
(juently the attractive force of the solenoid is reduced, and 
as the core gradually rises, the frame and the mechanism are 
lowered, which allows the carbons to move nearer together. 
This action is continued by the burning away of the carbons, 
until the end of the frame has been lowered sufficiently 
to release the wheel D from the brake, which allows the 
carbons to feed together, on account of the upper carbon 
holder being the heavier, and as this' feeds downward the 
lower carbon is raised an equal distance. As the arc is 
shortened, its resistance is reduced and consequently more 
current flows through the coil and the core is drawn slightly 
downward sufficient to separate the carbons enough to 
produce the required resistance and maintain the normal 
flow of current. All of this occurs without the length of 
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the arc having been varied more than )^", and as the 
usual length of arc is from ^o" to J" the change is not 
sufficient to be noticed providing the works of the lamp 
move with perfect freedom so that they do not stick. The 
lamp just described is the embodiment of simplicity, as it 
contains but a single coil of wire and a small amount of 
mechanism. The carbons used are round and are cored, 
that is they contain a core of much softer carbon than that 
forming the outer part. The cored carbon was designed to 
prevent the hissing noise frequently heard in lamps, but as 
hissing results largely from too short an arc, an excuse 
for the use of cored carbons has never been made clearly 
apparent. 



CHAPTER XI. 

MEASrRING AND INDICATING APPARATUS. 

Instruments to be used with alternating currents must, 
of nf.*<vssity, differ in some respects from those employed 
for continuous currents. The rapid alternation of current 
dot»s not a<hnit of utilizing the magnetic effect of the current 
to the same extent or in exactly the same manner as with 
continuous currents, but when the cores of solencnds are 
buih up of soft iron wires, of small diameter, the change of 
polarity occurring in the cores with the same rapidity as 
the alternations of current take place, the resulting attrac- 
tion betwt^en coil and core is similar though not so strong 
as between a coil carrj'ing constant currents and a solid iron 
core. This principle is utilized in measuring and indicating 
apparatus in the same manner as it is employed in the 
lamps just described, where the solenoids are used to lift 
the mechanism and separate the carbons. In measuring 
the strength of an alternate current, several questions aris^ 
as to whether the measuring apparatus shows the fiill 
strength of the current, or only the average strength. One 
plan by which instruments were calibrated was to pass a 
continuous current of known strength through an incan- 
descent lamp and measure its candle-power. Then by the 
use of an alternating current of sufficient strength to pro- 
duce the same candle-power, the flow of current was assumed 
to be of the same strength as that of the continuous current 
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required to produce the same effects. But, as there are 
times during each alternation when the current is at a 
point of no potential, it is evident that this will have a 
cooling effect on the carbon, and to overcome this, greater 
current strength will be required. But this is not of ko 
much importance as having some method of comparing the 
rate of flow or potential in a way that may be made prac- 
tical for the different purposes to which the current may 
be applied. 

An ammeter of the solenoid type, designed to measure 
up to about 30 amperes, is shown in Fig. 27, where a short 
solenoid, composed of a flat cop2>er strip, wound in a spiral 
form, the layers being insulated by a strip of insulation 
wound in with the copper, is used. The core of this sole- 
noid is of about 5-16" diameter, the length being about 
three times the length of the coil, differing in tliis respect 
from the cores used with continuous currents, where they 
are usually of the same length as the coil, although this 
is immaterial, for a core of any convenient length can be 
employed with good results, the greatest eflect being exerted, 
if the core is short, when one end of it is fit the* center of 
the coil, the attraction being neutralized when the center 
of the core is at the center of the coil. In th(J aniniet(;r 
shown, tlfe upper end of the core is attaclKjd to one end of 
a plate, the other end of which is a toothcjd rack, the pitch 
line being the segment of a circle, and the center bc;mg 
pivoted at some distance from the center of the dial so that 
the teeth engage with a pinion at the center. The needle 
or pointer is attached to the arbor that carries the puiion. 
A counterbalancing weight, by which the instrument is 
adjusted, is attached to the arbor which carries the plate 
A very little movement of the (M)re, in entering the coil, i 
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PuflTicicDt t«> cause the pointer to move over the whole 
extent of the s^^ale. By the use of this arrangement the 
attraction on the core is ahnost directly proportional to the 
increa;«e of current, so that the divisions on the scale are 



) 




Fig, 27, 

equal and have ec^ual values. The slight difference in the 
attraction exerted on the core is compensated by the coun- 
terbalance weight on the lever, which, as it is raised trav- 
erses the arc of a circle and requires more force to move it 
through a given distance when the lever has assumed a 
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horizontal position than would be required to move it 
through the same distance while it was more nearly vertical. 
The toothed rack and pinion, in this instrument, is similar 
in arrangement and action to that found in some steam 
guages. 

Another ammeter which works on similar principles, but 
is designed to measure heavier currents, is shown in Fig. 28. 
The solenoid S is quite short and is wound with several 
small wires, L L, grouped together, that when taken together 
have sufficient carrying capacity to carry, without heating, 
the full current which the instrument is designed to meas- 
ure. Another reason for using a number of small wires is 
that they are more easily wound than a larger one. The 
core O oi this instrument is made in the same manner as 
those used in the other instruments of the same type for 
measuring alternating currents, which consists of soft iron 
wires. The lever to which the core, the counterbalancing 
weight TFand the pointer F are attached is pivoted at A, 
The calibration is effected by means of the weight TT which 
i& fastened in the required position on the lever by means 
of lock nuts, shown on the end of the lever. The small 
projecting arm T, which is covered with a piece of soft rubber 
tubing, is used as a stop to prevent the weight from falhng 
lower than is necessary to bring the pointer to the zero o 
the scale. Another small arm, covered in the same manner, 
is placed near by and catches the weight at the side, i ese 
arms are adjustable and are necessary to catcli the weig 
as it falls, when the current is cut out of the ^^^^^""^^^^^^ 
for if some means were not provided for this P^^P 
jeweled bearings, in which the lever is pivoted, would soon 
be ruined, rendering the instrument anything but reiiaDle, 
The core is surrounded with hard rubber bands which pre. 
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with the spool on which the wire 

jrving to hold the core solidly together. 

ided, at its lower end, with an extension, 

irough a bracket and serves as a guide to 

the center of the coil. The scale K is 

[umbered according to the number of amperes 

fent is designed to carry. The brass plates to 

wires L L are attached serve as binding posts, 

portion P P being drilled to receive the wires, 

be fastened by the set-screws shown. The exten- 

the plates which approach (»;M'h other are drilled 

d the plug B is fitted to them. This pliiL^^serves to short 

ircuit the instrument when uecessarv. 'I'hcsr instruments 

are quite simple in construction and sullicirntly reliable 

for ordinary purposes and are easily adjusted, which is an 

important feature. 

A voltmeter of the solenoid type for the measurement 
of the pressure or potential of alternate currents, and 
designed to be used as a standard instrument, is shown in 
Fig. 29, where it will be seen that two coils cf fine wire are 
used, but only one of them is really a solenoid or has any 
direct action on the core, whose movement moves the 
pointer. Another peculiarity of this instrument is that the 
needle or pointer does not traverse a scale or dial to indi- 
cate the difference of potential of the current. The wil or 
solenoid S, in which the core C is partly voBKXt^ act* ::. 
the same manner as similar parts in other iiiilrastMx;> '. ' 
this type, which have already been described- Tht '.-'..• ■: . 
attached to one end of the cross-arm D, while at tot '..:.^.: 
end is a counterbalancing weight E^ by mUlA a^!!** v. -: -_ > 
may be made. 

The longer fine wire coil R is emplofvAflB ^ r-r- • . ..i-^r 
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9m^ mtc » ^:c^o.-ud in em«s with the solenoid 8. THa 
K'Ufr T»i i". .c wiiirii the ^ide A is fitted, is graduated, 




Hff. -29. 
the graduations corresponding to the number of volte that 
will W indioateil by the end of the pointer standing over the 
mark at the bottom of the instrument, when the sUde is set 
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at a given position on the scale, and the shunted current is 
passed through both of the coils. The number of turns 
in the amount of current which traverses them, and 
the size and length of the core, are all to be considered 
in determining the amount of attraction which is exerted 
on the core. In order to simplify the construction of the 
instrument as well as to make it so that it can be used 
for the measurement of currents of various differences of 
potential, as well as for the potential of currents of different 
periods, the resistance coil R is introduced to regulate or 
modify the flow of current. This coil serves virtually as a 
means of increasing or decreasing the resistance of the sole- 
noid circuit without changing the number of turns of wire 
of which it is composed. The current entering afc the 
binding post on the right, traverses a number of turns of 
the wire in coil R, then passes to the slide A, and through 
the bar B, which forms a part of the circuit, and from there 
through the fine wire W to the solenoid, thence through 
the wire L to the other binding post P, which completes 
the circuit. Where the spring of the slide A presses against 
the coil R, the insulation is removed from the wires so that 
electric contact is made, and the current passing through 
the coil is shunted by way of the spring. 

There is one thing about solenoid instruments, when 
used with alternate currents, that deserves particular notice ; 
that is the effect produced by self-induction. It has been 
explained that when the flow of current through a coil of 
wire commences that a current is produced by the induc- 
tion of the current in each turn of wire, and that the inducn^l 
current tends to flow in a direction opposite to the iuduchip; 
current, thus setting up a resistance or retardation to lU 
flow. Also when the current is interrupted or«U)piK'd, 
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oeli-indaction occtirs between the turns of the conductor, 
but in this i^<ie the induced current is in the same diiee- 
ti*^n :is the inducing current, which practically, by a com- 
bin;tti«^n of the tw<.» currents, greatly increase, at this instant, 
thf J ii^Tvn: lal as well as the intensity of the inducing current 
N ^w t:ie freijut*nov with which these changes, the starting 
,u: s >: 'XM'iiiiT *^i the dow of current, are made, has consid- 
< r,i !t- e::*ev^t on the self-induction, and for this reason it is 
J ...ii/.y t'viaoiit that an instrument, designed to work or 
rt- r ; .u a :ri vt-n number of periods or alternations per sec- 
r. i. A ill n •: jive the same results when used with currents 
vf .. MrVvTv :;: r.ue or alternation, even when the electro-mo- 
::v: :* r ^ :;-..v Iv. in realitv. the same in both cases. But 
w:.- :. a rf>i-:.-.:i v that can be e:isilv varied is introduced into- 
:■■ ir :::: ::i a manner similar to that shown in the instru- 
:..-.::: in Fi« *J\ it is clear that the instrument may be 
v,*l: r.»:t'i :" r currents of different periods as well as of dif- 
:\ ri ::: p :•. :i:ial>. T** make this somewhat clearer it may 
V-.' ^\•/.l :.' >:..:o that li'.iio isrt^quired for the magnetic effect 
tv^ iHw^ii.e fully iirveiO|>ed or to wholly disappear after the 
::.^w of ourrtuu oeases. This has been so satisfactorily 
vU':r.o::s:r.\:ovi that it admits of no question. As the time 
is Sv^ vory short it i? not noticed in the action of ordinary 
api\ira:us wlion continuous currents are employed, but 
with :i]tomato currents whose reversals occur many times 
jvr siwnd, the iron core does not at any time develop the 
full number of lines of foroe due to the number of ampere- 
turus in the ooil and the amount of iron in the core. The 
sUnver the nnersals, the more time will be allowed for the 
magnetism tv^ penetrate. The more rapid the alternations 
iho less will be the magnetic effect produced. 

A f^imple and convenient devit^ft for leveling the instm- 
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ment is shown at G, This consists of a plumb-bob sus- 
pended from the top of the case, and, when the instrument 
is correctly poised, the point of the weight occupies a posi- 
tion directly over a similar point securely fastened to the 
frame of the instrument. The necessity for leveling the 
instrument is apparent from the length of the pointer, and 
more so on account of the core of the solenoid requiring the 
utmost freedom of movement within the coil and as the 
hard rubber bands jj, which are necessary to preserve the 
solidity of the wire core nearly fill the space in the 
spool, it is necessary that the position be exact, for if the 
bands should come against the spool, the retardation from 
the friction produced, slight though it might be, would 
interfere with the correct indicating of the instrument, for 
the force of attraction exerted on the core is but slight at 
best, as the instrument is not designed for the purpose of 
doing any great amount of work, but merely to afford an 
indication of the pressure of the current in the circuit. 
Many times when a circuit has been working badly and 
the tests made indicated that everything was in good condi- 
tion, it would eventually be found that the trouble w\^s in 
some of the more delicate parts of the system where the 
utmost freedom of movement was required, but was retarde 
by the slight friction of one piece lying against another, 
when the design of the instrument intended that the pie 
should not come in contact. A similar condition won ^ . 
be produced, in the voltmeter shown in Fig. 2 J, ^ » ^ ^ 
ing the instrument, suflicient care was not taken 
that the core should move inside the spool withou ouc - 

^ ^^^r^ons that tne 
ing the sides. It is thought by so.ne V^r^ ,^ 

sUght friction produced from this cause i. not ^^^^^^^ ^^^ 
interfere with the working, as they say, 
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1 

'i pull tluit all rij:ht," without considering that the fon 

* cum-nt in such uuse:* is extremely slight, and that the 

: frirtion in the instrument re<iuires a very large propoi 

«»t the strength of the current used in the- deWce to 

^ oi ii«t> it. Ri'UitMiibering these points, it is well to give i 

V attrntiiMi in phu ing such instruments, in order to i 

• ^'in* ih:it no ililluuhy can arise from the little points, 
•"• as th* -f ju-ii iiu-ntione'l. It is the little things that us 

J pDnhh I' thf most trouhlcand anoyance, and if the subj 

i invt-stiiratt-*! closely, it will be found that it is only thi 

* the littlr thini::s ^oing wrong that the great accidem 
J j^'ssiblt'. It is imiH)ssible that too close attention cj 

givt'n to the >mall pi>ints of a system, for on their cond 
dej^U'W ihf succt'ss of the whole atiair. 
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CHAPTER XII. 

HOT WIRE INSTRUMENTS — MEASURING INSTRUMENTS. — Cou- 

iinued. 

Another class of instruments for the same purpose are 
those in which the heating effects of the current cause the 
expansion of a wire which forms a portion of the circuit. 
These are called *'hot wire" instruments. As all substances 
offer more or less resistance to the passage of the current, 
work is required to overcome the resistance and this pro- 
duces heat which cgiuses the wire to expand and increase 
in length. Several voltmeters have been constructed on 
this principle, and, by taking the effects produced by a 
given current as the unit of measurement, it is evident that 
an instrument constructed on the hot wire principle will 
be found useful with both continuous and alternating 
currents. 

The Cardew voltmeter is an instrument of this kind, 
and, as shown in Fig. 30, conveys a good idea of the manner 
in which the principle is employed. In this view the inte- 
rior of the instrument is shown as it would appear with 
the back part of the case and the tube removed. A plati- 
num wire, of suflicient length and small diameter to offer 
the required resistance, is attached by its ends to the small 
brass blocks M and iV, which are in electric contact, 
through the conductors, with the binding posts on the 
sides of the instruments. The wire is led from the brass 

U7 
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bl<x-k ,V ovCT a gnwved pulley near the bottom of the 
inslrumeDt. There are two of these pulleys on a bi 




Fig. 30. 
shaft held ia a light frame, which is supported by the rods 
Q and H, which at their upper ends are firmly attached 
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to the case, while at their lower end they are secured to 
the ring to which the pulleys are attached. From the 
pulley at the lower end the wire leads up to and over the 
small pulley at C and down again to the other pulley at the 
bottom, and is then brought upward to the brass block J/, 
where it is secured. Between this block and the binding 
screw a fuse is introduced to protect the wire from the 
effects of too strong a current, if by chance the instrument 
should be connected to a circuit of too high a potential. 
The fuse consists of a short piece of platinum-silver wire 
which will melt and break the circuit before the current 
can develop sufficient heat to injure the longer wire. 
This fuse wire is placed in a slit along one side of a strip 
of vulcanized fibre, held in position between two flat brass 
springs, which form a portion of the circuit. A round- 
headed brass screw is screwed into either end of the strip 
and the ends of the fuse wire are attached to tlie screws. 
When the fuse block is inserted between the springs, the 
screw heads fit into holes near the ends of the spring, 
making a good conducting contact and completing the cir- 
cuit, while the heads of the screws, by fitting into the 
holes, hold the block securely in place. This is a very 
convenient arrangement for the purj^ose, as several such 
fuse blocks may be kept ready wired so that if a fuse should 
melt it could be replaced by merely removing the back of 
the case, removing the fuse block and replacing with 
another. This can easily be done by simply springing 
them out of and into place, no tools being required for 
this purpose. 

The central pulley, over which the long wire passes, is 
attached to a small strip of brass T, One end of this brass 
strip has attached to it a fine wire W, which passes around 
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the pulley P aiid is attached to the spiral spring S, The 
ttfii.-inii of this spring can be adjusted by the adjusting 
screw at the top of the case, the spring serving to keep the 
wire taut and take up the slack when the wires are 
leujrthfned by the expansion due to heat generated by the 
passage of tlie current. When connected to points of a 
cinuit having dilVerent potentials the current enters at the 
biinliiig post and passes to the block jV, then follows the 
wire down to the pulley at the lower end of the frame, 
then u]) and over the pulley C, thence down around 
the jiulley to the other end of the frame, then up to 
the block ^L and from there through the brass spring, 
fu>e wire and upper spring to the other binding post. 
The amount of current passing through the instrument 
will, i)f rourse, be quite small, owing to the great resist- 
aiK'e of the wire, but slight as the flow of current 
may be it will sensibly heat the wire and cause it to 
lengthen. The expansion is so small that it could not be 
observed with anv deiijree of exactness unless some means 
were employed to multiply the distance suflBciently to 
make it plainly visible. This is done by means of the 
small wheels and pinion in the center of the case. The 
arbor which carries the pinion carries also at its opposite 
end a pointer, which is caused to travel round a graduated 
scale on the face of the instrument. As the expansion of 
the wdre is taken up by the spiral spring S and the wire 
Wy the pulley jP, over which the wire passes, is rotated 
very slightly, but the movement is communicated to and 
multiplied in the toothed wheel T, from which the move- 
ment is transferred to and again multiplied in the pinion, 
and the amount of this movement is shown on the scale 
on the face of the instrument. 
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All of the shafte and arbors of this instrument work in 
jeweled bearings, which reduces the friction to so small an 
amount that it does not appreciably affect the truth of the 
record given. The temperature of the atmosphere does not 
affect the working, as all parts of the instrument are 
affected alike, and the adjusting screw provides a means 
for instantly adjusting the pointer to the zero of the 
scale. The wire W is small and where it passes over 
the pulley P some special means are required to keep it 
from slipping. This is accomplished by making a flat 
space on the face of the pulley and inserting two screws at 
this place. The wire is laid alongside of these screws so 
as to give it an offset that will prevent its slipping. This 
has been found to be the only reliable method of attaining 
this result, on account of the wire being so delicate that 
sufficient preasure of a screw head to hold it securely would 
cut the wire. These instruments, when about three feet 
long, are capable of accurately measuring potentials up to 
225 volts, and are very reliable, as there is no magnetic 
material about them, consequently they are not subject to 
the earth's magnetism or that of dynamos or masses of 
metal near which it may be necessary to use them. All 
instruments using the magnetic properties of the current 
are more or less affected by the magnetism in surrounding 
objects, so much so that when delicate measurements are to 
made with them, this outside magnetic influence must be 
measured and allowed for. 

A volt meter, for the measurement of low differences of 
potential or electro-motive forces, such as that of primary 
and secondary cells, has been constructed on the hot wire 
principle, in a simple and ingenious manner. The instru- 
ment consists of two springs, to which the conducting wires 
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an? mttJUJicd in the manner shown in Fig. 31, where aaare 
the springs and 6 6 are the conducting wires. The short 
wiws. c c. are electricallv connected to the wires b b, and 
abo to the needle a, which is the pointer that indicates 
the diflerent^ of potential on the scale S. The spiral 
sprinjiT*. d d^ serve to hold the needle in position and cause 
it to move over the scale when the expansion of the wires 
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S ?, which is very slight, allow the flat springs to approach 
each o:hor. The expansion of the wires, slight as it is, is 
found to bo suilioient to allow a slight movement of the 
springs, which movements, transmitted to the needle 
through the short wires c r, and an equal amount of move- 
ment being taker up by the helical springs d d, so multi- 
plies the movement at the end of the pointer that the 
chancre due to the potential can easily be read oflF by the 
scale. 



CHAPTER XIII. 



VOLTMETERS. 



The instrument shown in Fig. 32, depends for its action 
on the attraction existing between a conductor, through 
which alternate currents are passing, and a piece of soft 
iron in its vicinity. This principle may be applied to the 
measurement of current strength as an ammeter or to the 
measurement of the pressure or potential, as a volt meter, 
the use to which it is applied depending on the winding. 
In either case the principle and the action is the same, 
and the attraction between the conductor and the iron 
piece depends on the number of amperes on the one side, 
and the mass of iron on the other. In this instrument the 
wire conductor is wound on ring-shaped reels or spools, 
which may be of wood or metal; if of metal the reel or 
spool must be slit to prevent heating from the currents set 
up in the metal, and the iron is a thin broad strip bent 
into such a shape as will enclose the coil on three sides. 
This is attached to an arm on a small arbor which is 
placed eccentrically in the coil, so that at that portion of 
the coil nearest to the arbor the iron piece will just . pass 
the reel without touching when the arbor is revolved. 
The action will be the same whether the iron pieces are 
arranged to work on the outside or on the inside of the 
coil. To balance the instrument, as well as to increase its 
attractive power, two rings of wire and two iron pieces, 
are employed in each instrument. The arrangement and 
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l«K*ation of the coiLj are shown in the ground plan in Fig. 
.'i3. as well ait in the front view in Fig. 32. The arbor, 
with the hieeve S and the projecting arms, carrj^ing the 
in»n piiifs C C arranged on opposite sides of the arbor 
anii at sunie di:<tanre from one another, are shown in Fig. 
*14 in two different ways in which they may be arranged. 
As the arhor is i>hK-e<l eccentrically in the rings A, A^ Fig. 
32, the rings are set eccentrically to one another, which, in 




Fig. 32. 

a manner, places them opposite, so that the attraction 
helween each ring and the corresponding iron piece is in 
oj)posite directions on either side of the arbor, w^hich tends 
to balance the instnuuent, as the attraction is upward and 
outward in the rings in one case while it is downward and 
outward in the other where the iron pieces act on the in- 
side of the rings. But if these pieces are arranged to work 
on the outside portion of the rings the action will tend to 
draw them toward the shaft. But with either arrange- 
ment the record is made in the same manner ; that is, by 
causing a pointer attached to the shaft to move over a 
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graduated scale on which the graduation represent a given 
number of the units in which the measurement is to be 
made. The arbor of these instruments is supported 
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at either end by brass strips, which form a portion of th 
frame work, supporting the various parts. The cause of the 
attraction between the current in the conductor forming 
the rings and the iron pieces (7 (7 is the induction from 
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Fig. 34. 

the current in the conductor setting up currents in the 
iron and the action and reaction between the inducing 
and induced currents, which do not occur simultaneously, 
but the induced current following the inducing current a 
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portion of a period behind, so that the resulting action 
between the two currents is an attractive one. The iron 
pieces which might ordinarily be called the armature of 
the instrument, being placed so that when not acted on by 
the current they are at an angle of 90 to 120 degrees from 
that part of the ring that stands nearest the arbor. 
When the current is passing and the attraction occurs, 
the effect on the armature is to draw it toward that por- 
tion of the ring which approaches most closely to the arbor, 
and consequently it traverses the arc of a circle and at the 
same time approaches more closely to the ring, on account 
of the arbor being set eccentrically, the force of the attrac- 
tion being constantly increased, by the armature and the 
coil coming nearer together and making the distance less 
through which the attraction is required to act. 



CHAPTER XIV. 



SPRING METERS. 



A class of measuring instruments, that are very accurate 
and quite interesting, from the fact that they are con- 
structed on a very simple principle, and one which had not 
previously been utilized to any great extent, was intro- 
duced some time ago by Messrs. Ayerton and Perry. The 
first of these instruments, designed for the measurement of 
continuous currents, consisted of a spring made of flat 
material and wound or twisted into a permanent shape, 
similar to that of a curled shaving, as shown in Fig. 35. 




Fig. 35. 

With a spring of this kind, any force brought to bear on 
it, which tends to extend or compress it, will also produce 
a rotary motion at the ends. A spring of this kind is 
capable of being made the means of obtaining very deli- 
cate measurements of forces of any kind where it is 
advisable that there should not be a very considerable 
amount of yielding, as in most weighing machines, for 
this apparatus really weighs the current. For example^ 
in the case of a spring balance, when it is used as a weigh- 
ing or testing machine, and acting directly, if the speci- 
men should break or give way, the recoil of the spring is 
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likeir to caoK it to cct <>at of order. But in tbt cBRoft 
Fpnu '-^ tL'^ kixKl §i>.^vn. coDadtrable sirain can beiiik 
f%/ >>i viUkout chartging tlie length to FDcii an extern liut 
a F'j'idtfi rwr.'il voold be liable to cause anj injoiT s 
cttLJtjjWr tLe peniianent set. Another principle idiidiB 
ti?4id in cionnectioo with thif style of spring to adipt it 
Vj the uj-safureiLient? of electric currents, is the acticm of 
the curreut in a solenoid, on the core. In the case of solid 
or laminate curbi^, the action has been explained in the 
desK-ription of several of the instruments utilisng this 
principle. But the action on a verr thin, soft iron tube 
i? soiLiewhat diSferent. In the case of a solid or laminated 
CfjT^ of B^jfi iron, placed in a magnetic field which is not 
uciforai, as in the case of a solenoid where the intensity 
of i:.e field increases from the ends to the center, it will be 
attra'i't'td fW»m the comparatively weak portion at the end, 
is:-.' the strongest part of the field at the center. In this 
ctLse the core is a temporary magnet, whose strength varies 
with the ctrenrth <.»f the field, but not to the same extent ; 
for while the core is but slightly magnetized, it is capable 
of more easily absorbing the lines of force than when it 
becomes more nearly saturated. It is for this reason that 
the readings will not be proportional to the current 
strength unless some means are employed to keep the 
strength of this temporary magnet constant. As a piece of 
ver\' thin, soft iron tubing becomes saturated in a weak field, 
it will be acted on proportionately to the increase of current 
strength, above what is required to saturate it, so that 
when used, as the core of a solenoid, the force with 
which it is sucked into the coil, will depend simply, for 
all fields above that required to saturate, upon the strength 
of the field, and will be proporfinnai thereto as well as pro- 
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X)ortional to the strength of current producing the field of 
"the solenoid. To utilize this for measuring the strength of 
a current, by measuring the pull on such a thin iron core 
or tube, the tube and spring described are connected 
together by placing the spring inside the tube and attach- 
ing the inner end of the spring solidly to a small brass cap 
on the end of the tube. The spring must be somewhat 
smaller in diameter than the interior of the tube to allow 
the tube to freely rotate around it, and the tube and spring 
must be kept parallel. The free end of the spring extends 
some little distance beyond the end of the tube, which 
shouM be very nearly the length of the solenoid. 

These principles are combined in the instrument in the 
nianner shown in Fig. 36, where the end of the spring is 
attached to a knob let through a hole in the heavy glass 
top, which serves^ to protect the interior of the instrument 
from the entrance of dust and moisture, as well as forming 
a transparent support for the end of the spring. At the 
upper end of the tube, which hangs free, except its being 
connected to the spring at its lower end, is attached a 
pointer to traverse the scale. The lower end of the tube, 
which does not extend to the bottom of the solenoid, is 
provided with a slender pin which serves as a guide to 
keep the tube in the center of the helix or coil. If the 
tube extends to the bottom of the helix the action of the 
field would have no effect to draw the tube, for the posi- 
tion it would then be in would be such that the attractive 
force of the N and S ends of the helix would be equalized 
on the core, and no pull would be exerted ; but when the 
core lacks about i its length of being wholly within the 
helix, and a similar portion is outside, then the pull on 
the spring is sufficient to cause the iron tube and the 
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needle attached to make very nearly a complete reYolntiea 
around the center. This will be produced by an eitsD- I 
6101) of the spring, so elight as to move the pointer but a 
trifle neon-T the gmduat«d scale of the instrument Ifthe ' 
lower end of the iron tube entered no more than to three- 




fourths the depth of the coil, the pull would be somewhat 
greater than would be the case if it entered more or less 
than this, so that the exact calibration of the instrument 
ia a very easy matter if the parts are proportioned approxi- 
mately correct. The extension of the spj-'"" "hicfa 
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passes through the knob at the top, and serves as a sup- 
port, by being threaded and fastened by locknuts, provides 
a means of adjusting the core at any depth required, so 
that the pull on the tube and the strength of the spring 
may be correctly proportioned, and indicate according to 
the divisions on the scale. 

When looking at a scale over which a pointer is moved, 
such as in the instrument shown, or the face of a clock or 
watch, the apparent position of the pointer, when looked at 
from an angle, does not coincide with the real position, 
and where accurate readings are required, it becomes 
necessary to occupy a position which will bring the eyes 
directly in front of the scale. To overcome this difficulty 
and make the reading from an angle correct, a mirror is 
arranged under the needle, in which it is reflected in its 
correct position over the scale. The small compass 
inserted in the base of the instrument, serves to show the 
direction of the current through the coil, tlie marked 
point of the needle pointing toward the binding post at 
which the current enters. In practice it makes no differ- 
ence at which binding post the current enters, as the action 
is the same. But there is a chance for error in the change 
of magnetism in the iron ; but as the iron in this case is 
very soft and thin, it retains but a trace of magnetism, 
which a small current will reverse, the error is inappre- 
ciable, as the first portion of the scale is not calibrated, 
for the movement of the needle before the core becomes 
saturated is not proportioned to the strength of the current. 
This instrument, although suited by its present construc- 
tion to the measurement of continuous currents only, 
could be adapted to alternate currents by some slight 
changes in the details; which would not modify the gen- 
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eral principles utilized in its construction. The principle 
of the spring used in this instrument has led to the 
development of the twisted strip voltmeter for contin- 
uous and alternating currents, which wiU be found 
described and illustrated in the next chapter. 



CHAPTER XV. 



TWISTED STRIP INSTRUMENTS. 



Another instrument possessing features of interest and 
accuracy by which a large range of measurement is 
obtained, consists principally of a twisted strip. This 
strip was devised by Messrs. Ayerton and Perry, and is pre- 
ferred by them to the spring which they have used in a num- 
ber of measuring instruments made by them^ The accom- 
panying cut, Fig 37, will illustrate what is meant by a 
twisted strip, although but a portion of the strip is shown. 
The strip used in the instruments have a double twist, 
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that is, the twist at opposite ends, is in opposite direc- 
tions. Perhaps a better idea of its form may be had by 
considering, that a narrow strip of thin metal is secured 
at its ends and the middle grasped by a pair of pliers and 
held while the handle of the pliers is passed several times 
around the strip until a permanent twist is given to it. 
When in this condition, the strip will be acted on by any 
change of temperature, no matter how slight, to which it 
may be subjected. If all parts of the strip were free to 
move, excessive changes of temperature would cause it to 
twist and untwist to an extent that would be easily noticed. 

If a pointer be attached to the center of the strip, and its 
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ends are secured to a bracket having a different co-efficient 
of expansion from that of the strip, it would serve the 
purpose of a thermometer, so sensible would it be to 
changes of temperature. The same strip might also be 
used as a weighing instrument or for measuring tensile 
strains. By attaching one of its ends to a support, and 
suspending the mass to be weighed from the free end, the 
movement of the pointer, as the strain would partially 
untwist the strip, would indicate on a dial the weight of 
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Fig. 38. 

the mass. Various useful applications of the principle 
may be made, and the readings will be accurate and pro- 
portional to the distances moved through by the pointer. 
In Fig. 38 is shown the arrangement by which this prin- 
ciple is utilized for the measurement of electric currents. 
In this instrument, a metal bracket (?, which is sup- 
ported on the base of the instrument, supports the ends of 
a tube which is separated at the middle to allow sufficient 
freedom for the needle P to move over the graduated por- 
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tion of the dial, which forms nearly a complete circle. 
The twisted strip S is attached by its upper end to the cap 
Ay where it is also electrically connected. The lower end 
of the strip is mechanically held by the lower cap J5, but 
is not in electric contact with it. The bracket also carries 
the circular portion containing the graduated dial of the 
instrument. The lower part of the tube from the 
point C is of iron, while the upper part is of brass. 
This arrangement is for the purpose of making the 
expansion of the tube correspond with that of the spring 
when both parts are at the same temperature. This 
does away with the necessity for adjusting the instru- 
ment each time it is used. For, if the expansion and 
contraction of the tube was different from that of the 
spring, the instrument would require adjusting to the 
temperature of the room in which it was used, but 
as the co-efficient of expansion is about the same in both 
the tube and strip, but little adjustment is ever required. 
But, to provide for adjustment when necessary, the top 
cap A is so constructed, that by turning the milled ring 
below the cap, more or less tension can be given to the 
spring, which provides an easy method of zero adjustment. 
It is the heating effect of the current expanding the strip 
that is made use of to determine the measurement. As 
the full current passes through the strip and heats it, the 
increase of temperature causes the strip to untwist, and as 
each of the ends are prevented from turning, the right and 
left hand twists cause the middle portion to untwist and 
carry the pointer around the scale. It is plain to be seen 
that, as it is the heating effect of the current which pro- 
duces the action, that either continuous or alternating 
<5urrents may be measured by this means and the number 
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of amperes readily determined, for as the full current 
pa&^es through the strip and sensibly heats it, it is the 
diftVrence of tern j)erature between the strip and the bracket 
that causes the movement of the pointer. 

When the instrument is arranged for the measurement 
of potentials, it becomes necessary to make use of a very 
delicate strip of considerable length, formed from a sub- 
stance of high electrical resistance. Instruments of this 
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kind, capable of indicating from a fraction of a volt to 2 J 
volts, have been constructed to operate with so small a cur- 
rent that the waste was about one watt. This would show 
an extremely delicate construction of strip. But the range 
of the instrument may be increased or adapted to the 
measurement of higher potentials by inserting resistances 
into the circuit, but of course this arrangement would 
require the expenditure of more er^ "" the instrument. 
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The arrangement of the circuit and the means adopted for 
the safety of the instrument, if it should be placed in a 
circuit carrying a potential higher than the strips could 
carry with safety, are shown in Fig. 39, where T T repre- 
sents the binding posts of the instrument. A fusible strip 
is shown at JP, and the coil of wire R is an adjustable 
resistance to regulate the flow of current through the 
strips. The wire P forms a portion of the circuit, and is 
tightly stretched, carrying at its center a loop C, of insulat- 
ing material, which holds the spring G suspended and out 
of contact with the point at ^. But should too much 
current be sent through the instrument, it would heat the 
wire P, which would expand and be drawn down by the 
spring G until the end of the spring came in contact with 
the point at Ay which would produce a short circuit of 
low resistance between the binding posts, and allow a flow 
of current sufficient to melt the fuse P, and open the cir- 
cuit. This would occur before the strip could be injured. 
In the manufacture of these instruments a method of 
treating the strips is adopted by which the set of the 
strip is made permanent, so that no readjustment is 
afterwards necessary on account of the use or disuse of 
the instrument. The method consists of sending a cur- 
rent, much stronger than the strip is intended to carry, 
through it at intervals. The arrangement by which this 
is performed, is to cause the second hand of a clock to pass 
into and out of a bath of mercury during each revolution, 
closing and opening the circuit. This process is continued 
for three days and nights, after which it is found that the 
strip undergoes no change of elasticity. In the case of 
the low potential voltmeter for the measurement of alter- 
nate currents, the 2 J volt instrument may be used through 
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any range whatever by placing a.small transformer on the 
base of the instrument. If the transformer is reasonably 
free from self-induction and contains a suflScient quantity 
of iron, it will make no difference whether the frequency 
of alternation of current is 60 or 100 per minute, and the 
instrument may be employed as an ammeter capable of 
indicating 1,000 amperes or more, or as a voltmeter to the 
measuring of 1,000 volts and upward. 



CHAPTER XVT. 



RECORDING METERS. 



A very important class of meters are those whose office 
it is to record the amount of current made use of in doing 
the work, whether it be the production of light or the 
development of power. A number of instruments have 
been brought out for this purpose, most of them being 
quite accurate over a wide range ; but as a single instru- 
ment cannot be expected to cover the whole field of useful- 
ness in any one line, the instruments are made of different 
sizes to meet the requirements of varying service, the 
smaller ones measuring with practical accuracy the least 
amount of current required. In the meter shown in Fig. 
40, the principle of its operation is that of a motor driving 
a train of gearing. The action of alternating currents in 
inducing currents in the closed circuit of a neighboring 
conductor is utilized in this connection to produce a motor 
requiring neither commutator or brushes or any connec- 
tion whatever with the inducing or main current to be 
measured. The motor consists of a flat ring of soft 
wrought iron mounted on a light disc of brass, as shown 
at A in Fig. 41. The disc is mounted on a slender steel 
shaft, which carries near its lower end four vanes of light 
material which are acted on by the resistance of the air as 
their speed of revolution increases, while the upper end of 
the shaft carries a small pinion which engages with the 
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train of gearing fonning a portion of the jr^;i8ter. Closel; 
eurrounding the di^, but not touching it, are several flat 
jtlattKt uf copper, ia the form of loi^ links, riveted togetlier 
at the ends. Tliese are eo arranged that their position 
may be adjusted in respect to the coils of wire C which 
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surround the whole and carry the current which the instru- 
ment is intended to measure. These coils are con- 
nected in multiple and form a portion of the lamp circuit. 
The principle upon which this appartus operates may 
be understood from the follow' derations : If two 
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closed conductors are placed near to a coiled conductor 
through which an alternating current is caused to pass, 
the induced currents in these two conductors will be 
approximately in the same direction at very nearly the 
same instant ; but the currents in these conductors will dif- 
fer in phase from the inducing current. Under these con- 
ditions there will be a repulsion between the two second- 
ary circuits, depending on the amount of the primary cur- 
rent and on the displacement of phase between the induc- 
ing and induced currents. If one of these secondary 
conductors be fixed and the other movable, it is evident 
that if the action can be continued so as to produce the 
repulsive effect always in the same direction, a continuous 
rotary motion can be produced by the inductive effects 
alone and without any direct connection with the induc- 
ing current. If, in place of one of these secondary con- 
ductors a core of iron is used, the attraction between the 
inducing coil and the iron core will serve in place of 
the repulsion between the two secondary coils, and with 
greater effect so long as proper proportions are had and 
arrangements made to carry out the same mode of opera- 
tions. In another way, if a disc of iron be surrounded by 
a band of copper and outside of this is another closed con- 
ductor, at an angle to the inducing coil, the passage of a 
current through the coil will induce currents in the closed 
conductor and the disc, which will cause the disc to rotate, 
and the speed will be almost directly proportional to the 
square of the current, so long as the rate of alternation is 
maintained about the same. 

The action of the current and the operation of the 
instrument may be explained as follows : An impulse of 
current in the inducing coil will induce a current in the 
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ojiivijiitc direction in the ring of soft iron forming a po^ 
ti<<ii of tilt! disc and also in the closed conductor, the fields 
of f»rr«- {iro<luced, being of opposite signs, will attract and 
eiiusn' the disc to revolve. The cnrrenta induced in the 
clo^iil <-onductor being the same as those in the disc will 
cause i\ repulsion between the disc and conductor, and for 
tlmt n-ason may be used as a means of calibrating the 
instrument. If tlio copper loop be moved into a position 
bringing it in line with the coil, there will be no action on 
the disc, because the coils will then have their greatest 
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mutual induction, and if the loop is placed at an angle of 
90 degrees this will bring the loop in a position where 
no current is induced in it and there will be no action on 
the disc; but when the loop is set at an angle of 45 degrees 
to the coil then the attractive and repulsive forces combine 
to produce the greatest oction on the disc. When the 
loop is adjusted in the position shown in the cut, the 
rotation of the disc will be in the direction shown by the 
arrows ; but if the loop should be moved to the opposite 
side in the position shown bv *^- line E E' the rotation of 
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the disc will be in the opposite direction. As the speed 
of rotation increases as the square of the current, it is 
necessary to provide some means by which the speed will 
increase directly as the increase of current. This is pro- 
vided for by the vanes attached to the lower part of the 
shaft, for as the speed increases the resistance of the air 
opposing their movement increases in almost exactly the 
same ratio, so that the revolution of the disc increases in 
practically the same proportion as the current. The regis- 
tering apparatus is similar to that of a gas meter, the 
several spindles carrying gear wheels and pinions which 
mesh together, and are proportioned as ten to one so that 
the reading may be carried as high as desired. The 
instruments are made to register in lamp-hours or ampere- 
hours, so the consumer can at any time tell the amount of 
current used. 

The Slattery induction meter, an instrument somewhat 
similar in principle, is shown complete in Fig. 42, and con- 
sists essentially of a light cylindrical armature composed 
of copper rings separated by iron discs arranged on a light 
steel shaft placed in a vertical position. The armature is 
surrounded by a closed circuit formed of metal plates 
separated by air spaces, and made to inclose the armature 
in a manner similar to the pole pieces of a dynamo, with 
the exception that the plates enclose the ends of the arma- 
ture also, as shown in Fig. 43, and where the copper rings 
a a a, of the armature, fere shown separated by the iron 
discs which project slightly beyond the copper. Enclos- 
ing the armature is the closed circuit of plates b, hy 
arranged in two divisions, completely enclosing the arma- 
ture with the exception of a small neutral space through 
the middle. The coil formed by these plates is arranged 
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H> that it may be diovmI through an angle of 90 d^p-ees. 
Eni-ircliDg tlieee are two flat primary coils of wire fomimg 
a piinion of the lamp or work circuit through which the 
current t'< )•« nmi^uTcd flows. In principle and action 
this mtter i* in &>rae respects similar to the one just 
descriheti, although iliffering considerably in other res- 
pects. The combination of tlie two coils, the inner or 
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closed coil 6, b. being set at an angle to the outer one, car- 
rj'ing the primary alternating current, induces a eecond- 
&ry current in the closed coil whiah lags about a quarter of 
a phase behind the first and induces a current in the 
armature. Tlie fields of force resulting in the coil and 
armature have their opposing poles separated at an angle, 
the attraction causing the armature to revolve. Thia 
apparatus is virt" " ^ current motor, the 
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speed of revolution, as well as the direction of rotation, 
being governed by the angularity which the closed second- 
ary coil bears to that of the primary coil. By increasing 
or diminishing the angle from 45 degrees the speed is 
reduced, for it is at this angle that the action of the fields 
of force in the closed coil and in the armature have their 
strongest action on each other. By moving the coil b, b, 
to a position which will bring it parallel with the primary 
coil the action on the armature will cease because the 
induction is then direct and wholly between the primary 
and secondary coils, there being no inductive effect pro- 
duced in the armature. A similar effect will result from 
placing the two coils at an angle of 90 degrees. In this 
position there will be no inductive effect whatever, and 
consequently no force acting on the armature. The record- 
ing apparatus is of the style generally employed for such 
purpose in gas, water and other meters, such as described 
in connection with the recording electric meter shown in 
Figs. 40 and 41, the armature shaft being connected to the 
registering apparatus in a similar manner. 

In this instrument the device employed to produce the 
required retarding effect to make its speed proportional to 
the current, which in this instrument does not follow the 
law of the square of the current, since the retarding effect 
becomes more and more disproportionately great as the 
speed increases. To overcome this and make the speed 
directly proportional to the current, the air vanes, shown 
in Fig. 42, are joined in such a manner that as the speed 
of rotation increases the exposed surface of the vanes is 
decreased in such proportion as to make the speed of rota- 
tion almost absolutely proportional to the current through- 
out the whole range of the instrument. The manner in 
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which this result is obtained is shown in the lower part of 
the instrument, as seen in Fig. 42. It will be noticed that 
each vane is in the form of a half circle, and consists of 
two parts joined together near the lower line of the varies, 
the outer portion being free to move while the toner por- 
tions are firmly attached to the rods projecting from the 




armature shaft. To produce the required decrease of sur- 
iace of the vanes, the outer portion has connected to it the 
short lever and weight, shown in the cut, the weight as it 
hangs pendant keeping the full surface of the vane 
exposed ; but as the speed of rotation increases the tan- 
gential energy carries the weights outward, which causes 
the movable portion of the vane to close over the fixed 
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portion, thereby reducing the area exposed and reducing 
the retarding effect of the resistance of the air, so that the 
relative speed bears the required relation to the current. 
The operation of these meters is quite satisfactory in use, 
as there is very little about them to get out of order if 
they are kept free from dust. This is provided for by a 
glass case which covers the instrument. Adjustment may 
be made at any time, if required, by changing slightly the 
position of the closed circuit b b, so as to increase or 
decrease the angle between it and the primary coil as 
required, but this is seldom necessary, for the wear on the 
instrument is very slight, and so long as the alternations 
remain the same the registermg will be found practically 
correct throughout the full range of capacity. 

WATT METERS. 

The recording meters already described in these arti- 
cles, are for recording ampere-hours or lamp-hours, and 
are not adapted to the measurement of the work done on 
circuits, as they measure only the current passing through 
the meter. The instrument shown in Fig. 44, although 
bearing a certain resemblance in general appeance to the 
others, yet varies considerably from them in the princles 
on which it operates, and the method of construction. It 
measures, as its name indicates, the number of watt-hours 
developed by the energy passing through the circuit to 
which the instrument is connected. As the watts are the 
summation of the energy of the current, the product of the 
number of volts by the number of amperes, the register 
indicates the full amount of power used, and for this rea- 
son the meter may be used for the measurement of the 
amount of power consumed on any circuit, whether it be 
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applied to lamps, motors or other purposes. The princi- 
plea utilized in its construction are such as to make it 
adapted to the measurement of either continuous or alter- 
nating currents without change of any kind, and its regis- 
tration will be accurate throughout the entire range of its 
capacity. The readings are given direct in watt-hours, so 
that no mathematical calculations are necessary to deter- 




mine the amount of energy delivered during a given time. 
The design of the instrument is of such simplicity as to be 
easily understood, and the lack of complication reduces 
the liability of its getting out of order, so that by proper 
care in excluding the dust, the instrument will require 
practically no attention and no repairs. 

The construction of the instrument is clearly shown in 
the cut, where the flat coils of insulated wire marked A A 
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form the field, and inside of which the armature is placed. 
The fields form a part of the circuit through which the 
current to be measured passes. The armature is of the 
ordinary Siemens type wound in sections, the terminals of 
which are connected in closed circuit to a commutator on 
the shaft, in the same manner as is usually the practice 
with continuous current machines. Two brushes bearing 
on the commutator provide for the passage of the current. 
The armature is wound with fine wire which offers con- 
siderable resistance to the passage of the current, so that 
but a small portion of current will pass through the arma- 
ture. This is necessary as the armature circuit is con- 
nected in shunt with the work, so that when connected to 
multiple circuits the armature circuit receives the full 
potential of the current in the mains. By such arrange- 
ment the record of the instrument is produced fully as 
much by the pressure of the current as by the number of 
amperes passing, and is in fact the product of the two, or 
the number of watts per hour. The action of the current 
in producing this result may be better understood by con- 
sidering that the field is produced by the amperes of the 
current, while the current through the armature is the 
result of the potential on the mains acting through the 
resistance of the armature circuit, and also that this is 
varied by the speed of revolution, for, as the armature and 
field together constitute a motor, the effect produced by 
the armature revolving in the field is to produce a counter 
electromotive force in the armature circuit. The effect of 
this is the same as so much added resistance, and the 
amount of current that will pass through the armature is 
reduced in the same proportion; but an increase of arma- 
ture speed is produced by an increase in the strength of 
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field produced by an increased flow of current in the work 
circuit, the potential remaining the same. In this motor, 
as in all others, the speed of revolution increases as the 
square of the current, so that it becomes necessary to intro- 
duce some device to produce retardation in a manner that 
will make the speed proportional to the work done. This 
is secured by the use of an inefficient dynamo, which pro- 
duces the retarding effect in the desired proportion. This 
is attached to, and driven by, the motor shaft. This device 
bears some resemblance to Faraday's disc, or the wheels of 
Barlow or Sturgeon, and consists of a brass disc placed hori- 
zontally and forming the lower portion of the apparatus. 
The disc revolves between the poles of three separate horse- 
shoe magnets placed at approximately equal distances 
apart. The cut shows these quite clearly. The disc of 
Faraday, is a metal disc movable in a magnetic field on 
an axis parallel to the direction of field. Such a disc, if 
caused to revolve, will generate a difference of potential 
that may be caused to produce a current if a circuit is 
provided having one of its terminals near the center and 
the other at the circumference of the disc, the body of the 
disc forming a part of the complete circuit. This device 
will act as dynamo or motor, depending on whether the 
disc be caused to revolve by power being applied or cur- 
rent being supplied to the circuit. Employed in either 
manner its efficiency is not sufficiently great to make it of 
much utility, except for some such purpose as its present 
use in the recording instrument described. By providing a 
number of magnetic fields through which the disc is 
revolved, the retardation can be made to bear any required 
proportion to the increase in the speed of rotation, for cur- 
rents are produced in the disc by each of the fields through 
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which it revolves. The recording appartus used in the 
instrument is of the style commonly found in the various 
recording instruments, and consists of a train of gearing 
receiving its motion from a worm on the upper end of the 
armature shaft, which meshes into the gearing. The appli- 
cability of this instrument to the measurement of power 
used on any circuit is clearly shown by the principles used 
in its construction, which adapt it for use on either con- 
stant potential or constant current circuits. As the same 
principle of connecting into circuit will give the same 
accuracy in the register, that is, connect the field coils to 
the circuit in series, and the terminals of the armature cir- 
cuit in shunt to the work, the reading in watt-hours will 
possess the same accuracy whether the potential or the cur- 
rent is the variable quantity, for, if the current through 
the work circuit and field coils is constant the loss of 
potential will cause a certain portion of current to be 
shunted through the armature, and the record will show 
in watt-hours the power absorbed on the circuit. 

The meter shown in the accompanying cut, Fig. 45, 
possess some features which differs considerably from any 
possessed by the instruments already described. The disc 
or armature in this case consists of copper alone instead 
of copper and iron as in the others ; but where the others 
have no iron in the field, relying on the field of force 
produced in air, this instrument utilizes iron magnets and 
pole pieces, thus increasing the intensity of the magnetic 
circuit, as iron is a much better conductor of the magnetic 
lines of force than air. To adopt the magnets to use with 
alternate currents they are laminated, being made from 
sections of thin sheet iron. There are two of these mag- 
nets of the shape shown in the cut, and placed so as to 
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enclose the rim of the disc at an angle of 90 degrees apart^ 
as shown in the plan view given in Fig. 46. One of the 
magnets is wound with coarse wire and forms a portion of 
the work circuit, the other being wound with fine wire 
and connect«Ki in shunt with the work between the mains. 
In the meter shown in Fig. 44, the armature circuit is con- 
nected between the mains in a similar manner, and the 
current which passes is limited by the resistance of the 
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armature circuit and the counter e. m. f. developed, which 
acts as an additional resistance, reducing the flow of cur- 
rent through the armature circuit as the speed of revolu- 
tion is increased. The increase of back e. m. f. would be 
proportional to the speed if the magnetism of the fields 
remained the same, but as this changes with the amount 
of work beincr done on the circuit, increasing the counter 
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€. m. f. as the work is increased, so that some retarding 
influence is necessary in order that the speed may be pro- 
portional to the current. In the meter shown in Figs. 45 
and 46, the necessary retarding effect is produced by the 
influence of the field of force produced by the second or 
fine wire magnet. The rotation of the copper disc is pro- 
duced by the action of two fields of force inducing cur- 
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Fig. 46, 

rents within the metal of the disc of such a nature that 
there is a strong repulsion between that portion of the disc 
located between the magnets and the magnets themselves. 
The action of one magnet being in opposition to that of 
the other, causes the resulting action to produce in the 
disc a speed of revolution which is somewhat greater than 
would be proportional to the current flowing in the work 
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circuit; but when the armature or disc is in motion 
induced currents are set up in the metal by its movement 
through the magnetic fields, whicli act in proportion to 
and retard its rotation to such an extent as to make the 
speed of rotation directly proportional to the current flow- 
ing in the circuit. The counting mechanism, which, is of 
the usual type, shows by the pointers on the dials the 
number of ampere-hours which have been transmitted. 
The current required to operate this instrument is very 
small, not exceeding one-fourth of an ampere. This sensi- 
tiveness is produced in part by the reduction of the friction 
to the lowest limits, and the use of the iron in the magnets. 
The simplicity of the instrument is such that there is little 
to get out of order or become disarranged, and the propor- 
tioning of the parts insures that the record will be correct 
without the necessity of frequent adjustment. 



CHAPTER XVII. 



GENERATORS IN PARALLEL. 



There are some peculiarities about alternate current 
generators that enable two or more of thein to be worked 
together in parallel under certain conditions when the 
machines are separately excited. Many of the nl er ir»te 
current dynamos can be used as a motor when supplied 
-with current, and the motor will be perfectly self-regulat- 
ing as regards speed in spite of load variation, provided it 
is not overloaded, as it will keep perfect time with the gen- 
erator. But a motor of this kind cannot start itself as 
continuous current motors do, but has to be independ- 
ently driven up to the same speed as the generator from 
which it receives the current ; after which it will keep in 
motion at the same speed, and the load on the motor may 
be varied to any extent within its limit without varying 
the speed of the motor. Even when slightly overloaded 
the motor will show a strong tendency to keep in beat 
with the generator, but when the synchronism is once 
broken the motor rapidly slows down until it stops. To 
set it running it must be independently started and driven 
up to the speed again before being thrown into circuit. 
These motor properties of an alternator dynamo make it 
possible to work two independently driven alternating 
generators in parallel on the same circuit, that is, so that 
the armature of both machines supply current to the same 
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circuit. But in order that the machines shall come into 
step, that is, that the alternations shall correspond at the 
Siime instant, both machines must separately be brought 
up to speed and generate current and be held there until 
their phases correspond before their circuits are coupled 
together. In order to determine the instant when the 
machines are to be thrown together it is necessary to make 
use of some device that will clearly indicate the pulsations 
or piloses of the current. The rise and fall of the positive 
impulse and the same phases of the negative impulse have 
to be considered, and unless these coincide in both machines 
at the instant they are thrown together the currents from 
each will interfere, and by acting in opposition would tend 
to reverse the weaker machine. Two machines to be 
worked in parallel must necessarily give the same number 
of alternations per second, and, further, they must corres- 
pond in phase at all times. A phase indicator for this 
purpose, and in use to some extent, is shown in the dia- 
gram Fig. 47, where two primary circuits are represented 
by C, C^ , the transformers being connected to this circuit 
as shown by ^, t.^^ etc. Means are provided for connecting 
these circuits together by the plugs P, P^ , so that they 
may be operated as a single circuit. The dynamos are 
shown at A, A^, the latter being connected to and working 
on the circuit. Double pole switches are provided between 
the dynamos and circuits, the one on the circuit to A, 
being open when the machine is not in circuit. When the 
load on the mains become too great to be safely carried by 
one dynamo the other machine is started and set to work 
on a bank of lamps or other resistance located in the 
station. There are in circuit with the dynamo a bank 
of lamps as shown at Z, these being connected witfi the 
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transformer which is represented by the zigzag line. The 
reason for putting the machine at work before cutting it 
into circuit with the one already in operation is to allow 
it to become fully excited and to be at work so that the 
phases of the machine may be indicated. In this respect 
alternate machines differ from the continuous current 
dynamos, for the latter may be coupled in multiple or 
series at any time when up to speed, providing the neces- 
sary connections are made to the circuits. But it is 
necessary for the alternators to be doing about the same 
amount of work and generating the same e. m. f , and that 
their phases coincide when thrown together, in order that 
there will be no change in the brilliancy of the lamps at 
the time that the current of the second machine is added 
to the circuit. To determine when the phases coincide, a 
branch is taken from the poles of each generator and led to 
a pair of transformers T, Tg, placed near each other and hav- 
ing their secondaries connected in series through a couple 
of incandescent lamps represented at ?, l^. The circuit of 
the phase indicator is provided with a double pole switch, 
and when the circuit is closed through this, both alterna- 
tors being in operation, the transformers T,T^, work together 
on the two lamps, and according as the phase of the two 
machines are together or opposed, the lamps will be glow- 
ing or darkened, and the moment that both lamps are out 
the two machines are in step, although on different cir- 
cuits, and should then be thrown together by closing the 
double pole switch S^. So long as the machines are out 
of step the lamps ^, Zg, will pulsate in brightness, produc- 
ing luminous beats in consonance with the pulsations of 
current, as the impulses are more nearly opposite. The 
reason for taking the instant when neither lamp shows 
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any light as the indication that the machines exactly cor- 
respond in phase is that the currents in the transformers 
T, T^ are opposed to each other and the electromotive 
force from each neutralizes that from the other, and no 
current will then flow through the circuit of the phase 
indicator. By a little study of the diagram, and consider- 
ing what was said about the action of an alternator while 
being run as a motor, it will be understood that there is 
more or less limit to the coincidence of the phases of the 
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Fig. 47. 

two machines at the instant when they can be thrown 
together, for the action of one on the other is suflSiciently 
strong to bring the phases into synchronism if the rate of 
alternations are approximately the same in each and the 
phase dose not differ too greatly at the instant when they 
are thrown together. The phase indicator is not sensitive 
enough to show the instant when the e. m. f. of the two 
machines is in exact opposition, for a given amount of 
current is required to produce a visible color in the fila- 
ments of the lamps, and iVv^ two lamps being in series, 
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iouble the amount of electromotive force is required to 
3iat which would be sufficient to produce the necessary 
eurrent to cause one lamp to glow visibly. So it will be 
Been that there may be considerable difference in the phase 
of the machines and still neither of the lamps will show 
any indications, because there is not quite enough e. m. f. 
developed in one direction at the time to cause the lamps 
to glow. While the phases are so nearly coincident as to 
give this result they are near enough to allow the machines 
to come into step easily and continue so as long as speed is 
kept approximately equal. After the dynamos are thrown 
together the bank of lamps on which the second machine 
has been working is gradually reduced in number, the 
regulating properties of the dynamos and transformers 
permitting the reductions to be made, until the whole 
bank of lamps are cut out. This arrangement has been 
successfully used in some stations, and may be all that is 
required, but most stations prefer to run several separate 
loops from the station, and when the total load is more 
than can be handled by a single dynamo the circuits are 
all connected together and operated by a single machine. . 
This is the common practice. As the load increases by 
the turning on of additional lamps the circuit is divided^ 
a portion of the load being thrown on to another machine. 
Where the circuits contain a large number of lamps the 
circuits may be divided several times, an additional 
dynamo being brought up into use to operate each section. 
This plan has been found to be the most convenient and 
reliable, as it does not require that the dynamos be run at 
the same speed, and the accidental slipping of a belt, or 
irregularity in the action of a governor, produces but a 
momentary fluctuation of the lights, when, if the dynamos 
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were working in multiple, any of the accidental occur- 
rences would throw the dynamos out of step and cause 
thv fluctuation and total extinguishment of the lamps 
until the machines were again brought into step. 



CHAPTER XVIII. 

ohm's law. 

Ohm's law of electric currents is simplicity itself and 
as comprehensive as it is simple, and no man can expect 
to have more than a slight knowledge of the action of 
electric currents who does not clearly understand the laws 
by which they are governed. Without going into a his- 
tory of electricity previous to the time that Ohm dis- 
covered the law of currents, it is only necessary to give it 
as he expressed it, together with some of its applications, 
to show its extreme simplicity and how it may easily be 
remembered and applied by engineers to a better under- 
standing of the working of the apparatus of which they 
have charge. 

As usually given the law reads : The strength of the cur- 
rent in any circuit is directly proportional to the difference of 
potential or electro-motive force in that circuit, and inversely 
proportional to the resistance, or in other words, the elctro- 
motive force in volts, divided by the resistance in ohms, 
will give the current in amperes flowing in the circuit. 
This is quite simple and may be easily understood by any 
one having a knowledge of simple arithmetic. Apply the 
law as given to determining the amount of current in 
amperes required by an incandescent lamp having a resist- 
ance when hot, of, say 200 ohms, and working on a 115 
volt circuit. Then e. m. f., 115 volts, divided by the resist- 
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ance, 200 ohms gives .575 ampers as the amount of cur- 
rent that would pass through the lamps. 

The law as given above is expressed in formula by 

E 

C= — where C represents the current in amperes, E 
R 

the e. m. f. in volts, and R the resistance in ohms. From 

this form two others are derived by which the e. m. f. or 

resistance may be easily calculated when the value of the 

other factors are known, as follows: 

E=oy^R 

E 

C 

To illustrate the use of these formulas, several exam- 
ples may be worked out in the following manner: How 
many amperes of current under a potential of 110 volts 
will pass through a resistance of 20 ohms? — 110^20=6.5 
the number of amperes, and in all cases the e. m. f or 
potential, in volts, divided by the resistance in ohms, will 
give the current in amperes. In the next formula the e. 
m. i. or potential is to be determined. Take a simple pro- 
position, which is as good as any. If it is proposed to 
send a current of 25 amperes through a resistance of 10 
ohms, how much e. m. f will be required? According to 
the second formula e. m. f equals current in amperes X 
resistance in ohms, so 25X10=250, the number of volts 
pressure or difference of potential that will be required. 

To calculate the resistance when the e. m. f. and the 
amperes of current are given the third formula is used. 
Suppose it is desired to take 5 amperes of current from a 
circuit giving a constant potential of 110 volts, how muclf 
resistance must be interposed ? The formula shows that 
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the e. m. f. divided by the current equals the resistance, 
so from the figures given 110-5-5=22 ohms as the resist- 
ance which will be required. 

These fomulas are so simple and so easily worked that 
any person who has anything to do with electric light 
plants should not fail to make themselves familiar with 
them, and be able to apply them to any question that 
may come up regarding e. m. f., resistance or flow of cur- 
rent, for they will be found to apply in all cases. 

POWER AND HEATING EFFECT OF CURRENTS. 

The heating effect of the electric current is a subject of 
fully as great, if not more, importance than any other con- 
nected with the distribution of electricity, and its import- 
ance makes it worth the time and trouble required to 
understand it by any one who has anything to do with 
electric conductors. 

The value of electricity as a means of producing light 
is directly due to the heating efiect. In the electric weld- 
ing apparatus the heating effect is plainly visible, and it 
is manifested to a somewhat less extent, though fully as 
evident if not visible, in the various forms of domestic 
apparatus produced with the view of utilizing this one 
eJBFect. The list of useful devices utilizing this eJBFect of the 
current, making it applicable to practical purposes, is 
already too long for enumeration in this connection, for it 
covers a great variety of cooking utensils, apparatus for 
heating rooms or water, warming beds, and little devices 
are constructed to serve the same purpose as the hot brick 
or water bottle that is sometimes placed at the feet of 
invalids. Useful apparatus for laundry use have also been 
introduced and economically as well as quite satisfactorily 
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operated. Sad-irons that can be attached by a flexible 
conductor to a lamp socket, and the iron heated ready for 
work in one and one-quarter minutes, retaining the same 
heat thereafter so long as the current passes through them, 
are in use in many places. But the applications of heat 
generated by the electric current are already too numerous 
to admit of even a short description of them being given. 
While this quality of the current may be applied in many 
useful ways, it frequently happens that considerable loss 
is incurred by the heat being produced under conditions 
which make it imposible or undesirable to utilize it. 

As electric lighting is one of the most important bran- 
ches of electrical engineering, and one which is wholly due 
to the heating eJBFects of the current, it becomes necessary, 
in calculating the effects to be produced, that the value of 
each of the factors be known and considered. As in steam 
engineering there are certain units in use, by the relative 
value of which, when known, we are able to calculate the 
full amount of work to be done as well as the losses 
incurred, a similar set of units has been prepared for use in 
electrical calculations, having different names and values 
from those we, as engineers, are familiar with. The elec- 
trical units each have a mechanical value which makes 
the two sets of units practically interchangeable. The 
heat generated in an electric circuit is found to increase 
as the square of the current, as with twice the amount of 
current there would be four times the quantity of heat 
generated ; with three times the current, nine times the 
amount of heat. As the quantity of current is the result 
of the electro motive force or pressure divided by the 
resistance, as shown by Ohm's law, it will be seen that the 
pressure may be left out of t\v^ Q,^.lc\ilation if we make use 
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of the rule: The heat generated in a circuit = the square 
of the current multiplied hy^ the resistance. This is more 
conveniently expressed by the formula: W=C^R, where 
W is the unit of heat or work, C the current in amperes, 
and R the resistance in ohms. 

The watt is the unit of power, P, and 

P=EX a 

=E^^R. 
=1-746 h. p. 
^here E is the electromotive force or pressure in volts and 
the other letters have the same meaning as given above. 
The unit of heat or work W is called the joule, and is one 
Viratt per second, and may be found from the following 
formulas: 

W=ExCxt. 
=C'xRxt. 
=E^^Rxt. 

= .7373 ft. lbs. per second. 
=44.038 " " " minute. 
= .0573 heat units " 
Electrical energy, heat energy, and mechanical energy 
may be converted any one into either of the others, so that 
by the use of the above formulas any problem relating to 
the power, heat, or work of the electric current may be 
worked out. Take an example: What power will be 
required to operate ten 16 c. p. incandescent lamps, each 
requiring 100 volts and .7 amperes? — As the unit of 
power is the watt, and as volts X amperes = watts, then in 
the present case we have 100x.7xlO=700 watts. An elec- 
trical h. p. is equal to 746 watts, so 700 -^ 746=.938 h. p. 
How many watts per c. p. do these lamps require ? — 
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Thv number of watts required by each lamp as found in 
the previou:^ example is 70 watts. As each lamp is 16 m. 
p., the i>ower rei|uired will bd 70-»-16=«4.375 watts per 
candle power. 

What amount of heat will be developed in each lamp 
per minute? — The unit of heat is the joule, and equals 
one watt jKjr second. As each lamp requires 70 watts, and 
there are 60 seconds in a minute, then 70x60==4,200 joules, 
and as a joule =* .0009551 heat units per second, then 
4,200 X. 0009551X60=4 heat units per minute. As one h. 
p. is ecjual to 42.75 heat units, it will be seen that the cal- 
culation agrees with the previous one. How much power 
'^rill be lost in a circuit having a resistance of 18 ohms and 
carrying a current of 10 amperes? According to the for- 
mula M'^'C^Ry we find that in this case (7=10, so C^= 
100 and 7^=18; then 100x18=1,800 IF or joules. As the 
joule =.7373 ft. lbs. then l,800x.7373=l,327.14 foot 

pounds per second, or 1, 800 X. 000955 1=1. 7 1918 heat units 

C'R 

per second, or as = electric horse-power, we have 

746 

1,800-746=2.4 h. p. wasted. 

The heating effect of the current on conductors is sub- 
ject to numerous conditions, so much so that it is a very 
difhcult matter to formulate a rule from theoretical con- 
siderations alone that will apply practically. By the rule 
of C'R we can easily determine the loss in the conductors, 
but as the temperature rises radiation takes place, and heat 
does not accumulate to the same extent as though radia- 
tion was hindered. The specific heat capacity of the 
metal must be considered also, as each metal has a differ- 
ent capacity for heat; that is, one metal will absorb a 
greater quantity of heat than another before its temper- 
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ature will be raised a given number of degrees. Taking a 
specified weight of water for instance, where 1,000 units 
of heat would be required to raise the temperature a 
certain number of degrees, the same weight of iron 
would have its temperature raised the same number of 
degrees by the absorption of only 125 units of heat, while 
the same weight of copper or zinc would be similarly 
effected by only 95 heat units. But of the common met- 
als which have a very low specific heat capacity, silver 
requires 57, platinum 34, mercury 33, and lead but 31, 
bismuth being lower yet, as under the same conditions it 
would require but 23 heat units to raise the temperature 
the same number of degrees. If the same number of 
heat units are generated in a conductor whose radiating 
surface is small, the resulting temperature will be much 
higher than if generated in a wire having a much greater 
radiating surface. It has been found that the temperature 
which a wire will acquire by the passage of a current 
through it varies with the third power or cube of the 
radius. As the heat generated increases as the square of 
the current, the resistance remaining the same, the tem- 
perature would increase in the same ratio if no heat was 
radiated, but as the resistance increases with the temper- 
ature and the radiation is proportional to the surface, it is 
found that the increase of temperature will depend on the 
heat developed per second minus the aniout radiated per 
second. The amount radiated will also depend on the 
temperature of the wire and the temperature of the sur- 
rounding medium; for the greater the difference of temper- 
ature between the two, the more heat will radiate in a 
given time. 

Numerous tables have been made showing the temper- 
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ature attained by conductors carrying currents at given 
densities under the usual conditions of use of electric light 
wires, while other tables have been arranged to show the 
greatest amount of current that can be safely carried by 
conductors of a given size. The practice in electric con- 
struction work is to refer to the tables for information, as 
requiring less time and gi\4ng as great a degree of accuracy 
as would be obtained by applying the formula to each 
separate ease. Numerous illustrations might be given 
showing the application of the formulas to the various 
purposes to which the electric current is applied, but suf- 
ficient has been given to show the application of heat and 
power foniiulas. 



CHAPTER XIX. 

GROUND ALARMS AND LEAK DETECTORS. 

Among the automatic devices designed for indicating 
the presence of a leak, or ground on an electric light cir- 
cuit, there is one which acts with never-failing certainty and 
promptness, and will give the indications as soon as the 
insulation resistance has fallen slightly, or a dead ground 
is formed. This device is the invention of Mr. C. H. 
Rudd, who is now connected with the Western Electric 
Light Company, of Chicago. It is applicable to any kind 
of electric circuit, and by the use of supplementary appa- 
ratus the insulation resistance of the circuit can be readily 
measured, while on series circuits the location of the leak 
or ground can be approximately determined. This ground 
detector and alarm consists of the arrangements and 
devices shown in Fig. 48, where the dynamo is represented 
at i), and the marks, X, represent arc lamps on the lighting 
circuit. The circuit containing the ground-detecting 
devices, it will be noticed, is placed in shunt with the 
dynamo, each side of the loop connecting to one side of 
the condensers represented at C, the other side of the 
condensers being connected to ground by a wire which is 
common to both. Connected into this portion of the cir- 
cuit is a telephone drop A . The small local circuit 
marked i, consists of a battery and vibrating bell which 
rings an alarm as soon as a leak is formed which will pro- 
duce a static charge in the condensers. 
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CondenserB are usually formed from square sheets of 
tinftiil, made into a pile, the sheet being separated by 
sheets of insulation somewhat larger than the foil. The 
ia^ulation generally used for this purpose consists of mica, 
silk, or sheets of paper saturated with paraffine. In build- 
ing them up a few sheets of the insulation is first laid 
down, and on these a piece of the foil is laid, then another 




Ground 

Mg. 48. 

sheet of insulation is placed on this, followed by another 
piece of foil, and so on, until the amount of foil used is 
suflBcient to provide the amount of surface required to 
condense the electricity under sufficient potential to act on 
the drop. The sheets of foil used have a strip projecting 
on one side, and as the foil is placed in the condenser, the 
strip from the first sheet is left ^^^-^--^'^ting at one side^ and 
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the strip from the next sheet of foil projecting from the 
ojTposite side, and so on, alternate strips projecting from 
opposite sides. These strips are for the purpose of mak- 
ing connections to the condensers, and the manner in 
which the sheets of foils are arranged is sufficiently well 
illustrated in the diagram to clearly convey the idea. Each 
alternate sheet of foil is electrically insulated from those 
forming the opposite poles, so that under conditions where 
the insulation of the circuit is so high as to prevent the 
leakage of any appreciable amount of current, there will be 
no flow of current through the circuit connecting the con- 
densers to ground. Should a leak occur, however, on any 
portion of the circuit on the opposite side of the condens- 
ers from the ground, the leakage of current would cause a 
charge to accumulate in the condensers until the poten- 
tial became so high that a discharge to ground would 
occur, and in its passage, although the current would be 
so small as to be barely appreciable, it would still be suf- 
ficient to act on the drop and cause the shutter to fall. 
This telephone drop, as it is called, is simply an electro- 
magnet having a "long coil," or a great length of fine wire, 
forming many turns around the core. The armature of 
this magnet holds the shutter or drop in position so long 
as no current is passed through the circuit, but when the 
armature is attracted, the shutter is released, and as it 
falls it completes the local circuit by forcing the two ter- 
minals together. This calls attention to the fact that there 
is a leak in the circuit, and the fallen shutter shows on 
which circuit the leak has occurred. It is then necessary 
to find the extent of the leak or drop in the insulation 
resistance, to determine whether it is a source of immedi- 
ate danger or p'"* ^^^ is done by the use of the two 
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pieces of apparatus shown in Figs. 49 and 50 ; the first of 
these, Fig. 49, consists of a series of resistance coils, r r, con- 
nected together by the brass connections s 8 s, which are 
drilled to form a socket to admit a pin, forming a plug 
and socket connection. Two flexible insulated conduct- 
ors, provided at their ends with plugs for making socket 
connections, are used for connecting this series of resist- 
ances to the shunt around the dynamo. One end of each 
of these flexible conductors is placed in the sockets at the 
end of the series of resistances, the other end of the con- 
ductor beino: inserted into the sockets s s in the shunt 




r t 

Fig, 49. 

around the dynamo. Fig. 48, thus completing a shunt cir- 
cuit of high resistance between the brushes of the dynamo. 
In the diagram, Fig. 49, there are but a few of these coils 
shown, but in the apparatus used in arc lighting, or other 
high tension circuits, these coils will be one hundred 
in number, and have a resistance of 2,000 ohms each, 
making a total resistance on the shunt circuit, between 
the brushes, of 200,000 ohms, sufficient to protect the 
dynamo from any possible injury, and at the same time 
reducing the quantity or current flowing through this cir- 
cuit to such a small amoMnl \JciaX. V\, ><^'^ \\q.\» \xv the .least 
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injure the galvanometer used during the tests and while 
obtaining the measurement of resistance. The next move 
is then to find the position at which the resistances on 
each side of the leak balance. The apparatus shown in 
Fig. 50, consists of a device which is practically a Wheat- 
stone bridge, or balance, containing galvanometer (?, and 
the adjustable resistance i?, and a small battery B^ of about 
four cells. The galvanometer circuit and the battery cir- 




Qroand 

Fig. 50. 
cuit both include keys k /:, for closing the circuits, which 
are usualy left open. That branch of the bridge at which 
the unknown resistance is connected for measuring, is left 
open, the terminals being fitted with binding posts, or 
other means for making the connections. In this case one 
of these terminals is connected to ground, the other being 
provided with a flexible conductor for connecting to the 
supplementary resistance. The bridge apparatus is used 
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as follows: When a leak on the line has been indicated 
by the drop of the shutter and the ringing of the bell, and 
supplementary resistance has been connected, the plug 
P, on the end of the flexible conductor connected with 
the bridge, is inserted in one of the sockets near the oaiter 
of the series of resistance coils. The key in the galvano- 
meter circuit is pressed down for an instant, the flow of 
current through the bridge, on account of the leak, causes 
a deflection of the galvanometer needle, and shows in which 
direction the current is flowing ; whether from the leak to 
the brushes, or in the opposite direction, and indicates on 
which side there is the greatest resistance. The plug in 
the supplementary resistance is then moved about until 
the position is found at which the resistances are equal 
and the dynamo current is balanced, so that there is no 
appreciable current passing through the galvanometer. 
When this balance is obtained, the location of the leak 
on the circuit can be ascertained very closely by compar- 
ing the number of spools on each side of the plug, as, for 
example: If the plug is in the tenth socket on the positive 
side of the circuit when the balance is obtained, and the 
lamp circuit contains twenty lamps placed at approxi- 
mately equal intervals, then the leak would be somewhere 
near the second lamp on the negative side from the 
dynamo, because this position would bring the resistances 
on each side just about equal. After the balance from the 
dynamo current is obtained, the insulation resistance is then 
measured by the bridge, using the battery current for this 
purpose. As it is not always possible to perfectly balance 
the dynamo current through the resistance coils, it is 
always customary, in order to get at thp ^'^n-ect resistance 
of the leak, to reverse the direction tery current^ 
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which is* done by the use of a pole-changer, after the fiist 
measurement ha.s been made, and make a second measure- 
ment, which will differ more or less from the first, then by 
averaginjr the two me;i:>urements the correct resistance is 
obtained. The detector and alarm, or that portion of the 
devic*e shown in Fig. 48, are arranged on a panel in the 
manner shown in Fig. 51, where provision is made for 
eight separate circuits, the sockets shown at the top cor- 
respond to the sockets shown at s s in Fig. 49, the con- 
densers and other parts of this portion of the device, with 
the exception of the drops being located on the back of 
the board. The drops are shown on the face of the 
panel. There are one or two things that will cause 
the shutters to drop when there is no leak, but these are 
well understood by those in charge of the apparatus, so 
that no difficulty is experienced from such causes, as a 
measurement of the insulation shows, when made immedi- 
ately, that there is no trouble on the Hne. It is usually 
the case when the dynamo is first started that the shutters 
will fall, but this is, of course, of no consequence. The 
flashing of a dynamo will also cause the shutters to fidlr 
but produces no further trouble. 
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